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Alternative technologies for providing voice services onboard trains
Herman Mikkelsen Ylander

Department of Electrical Engineering

Chalmers University of Technology

Abstract

Providing cellular voice onboard trains has proven to be a challenging task. The

metallic chassis and the coating on the windows acts as a radio shields. In com-
bination with sparsely spaced cellular base stations on rural routes, the coverage
onboard inter-city trains is often poor. Hence, onboard systems for providing cellu-

lar coverage of voice services are most often required.

Since the late 90-ties, analog amplify and forward radio repeaters have been used
extensively to provide coverage of cellular voice onboard trains. However, repeater
systems have proven to be both expensive and technically problematic for both train-
as well as mobile network operators. New modern IP based systems for providing
voice services (VoIP) have during the last 15 years been developed and it is the goal
of this thesis to investigate the possibility of replacing the repeaters with such a
system.

In this thesis, three alternative technologies for providing cellular voice onboard
trains are therefore investigate and benchmarked. The technologies under investi-
gation are:

circuit-switched voice on GSM and 3G (CS), provided with and without re-
peaters
Voice over IP on LTE (4G) also known as VOLTE, provided with and without
repeaters
Voice over IP over the onboard Wi-Fi network (VoWiFi).
To benchmark these system against each other, we choose to measure the following
key performance indicators (KPIs):
Availability: the ability to establish a call
Retainability: the ability to retain a call
Geographical Coverage in terms of signal strength onboard the train along the
route.
Voice quality [relative unit]

N

N

The measurements were conducted onboard Swedish X2000 trains, en-route be-
tween Stockholm and Gothenburg. For measurements of the performance of circuit
switched voice, the network analyzing tool TEMS Investigation was used. Contin-
uous two minute calls were performed and Availability, Retainability and Coverage
were measured simultaneously over each of the Swedish mobile networks.

In order to determine the voice quality, a simpli ed set up for measuring PESQ
(Perceptual Evaluation of Speech Quality) was developed. In the study we compared
the voice quality of VOLTE and VoWiFi.



Our results show that VoWiFi over the onboard Wi-Fi network is clearly the best
performing technology with nearly 100 % availability and nearly 100 % retainability.
Circuit-switched voice on GSM and 3G (UMTS), provided with repeaters, resulted
in 96% availability and 95% retainability for GSM and 94% availability and 97%
retainability for UMTS.

In terms of coverage VoWiFi is signi cantly better than VOLTE. Being able to utilize
the antennas located on the roof of the train bypasses the shielding RF shielding
e ects of the train chassis and the windows. The worst LTE network operator had
bad coverage 7%% of the time, while the worst VoWiFi coverage was bad only 10
% of the time.

VOLTE was in our study the worst performing technology with 90% availability and
84% retainability. However, the voice quality measurements resulted in the highest
score for VOLTE, slightly better performing VoWiFi.

In conclusion the study shows that there are alternative VoIP technologies for pro-
viding onboard cellular voice services. In particular the study shows that VoWiFi is
the superior voice communications technology when it comes to availability, retain-
ablility and geographical coverage.

Keywords: train, communication, voice, VoWiFi, GSM, UMTS, LTE, availability,
retainability, voice quality.
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Introduction

Ubiquitous mobile connectivity is something that, ever since the release of GSM,
is taken for granted. This is the case everywhere in society, in particular, onboard
trains. Just like at home or in the o ce, Passengers expect cellular voice services
to be available at all times, in order to, e.g., conduct business while travelling.

According to the Swedish Post and Telecom Authority (Post- och Telestyrelsen PTS)

the amount of outgoing mobile voice minutes has increased dramatically since the
year 2000, as illustrated in gure 1.1 [1].

From the train operators point of view, being able to provide constant cellular voice
services, is an important service when competing against alternative transportation
methods, such as aviation.

Figure 1.1: Outgoing mobile voice minutes in Sweden, data is taken from PTS[1]

For multiple reasons, the task of providing cellular coverage onboard trains has
proven to be di cult for the network operators. The main reasons being the vast
rural distances the inter-city trains travel, the structure of the train and the high
load on the radio network serving the area in which the train travels through [2]. The
design of the train carriages causes severe problems with radio signal attenuation,
due to the metallic body and the metal Im often being used in windows for onboard
climate reason [3].
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To improve the cellular reception onboard, mobile network providers and train op-
erators install repeaters in the train carriages connected to antennas on the roof
[4]. These repeaters are usually so called Amplify-and-forward, which amplify the
signal within a speci ¢ frequency band, in order to match the signal strength levels
outside the train. However, not only are these repeaters expensive, but they also
cause undesired e ects such as interference with mobile users surrounding the train,
self oscillating e ects and high load on the cellular network due to the high amounts
of simultaneous handovers [3][5].

Over the past 30 years the mobile networks have gradually evolved from circuit-
switched systems toward packet-switched (IP) for both data and voice services.
Already in the early 2000's voice over IP network technologies (VolP) were developed
e.g. Skype. With the introduction of 3G, IP was introduced in the mobile networks.
Hence making it possible to use VoIP as a cheap alternative to the traditional circuit-
switched voice services provided by the mobile operators. In order to compete with
cheap Over-The-Top (OTT) services, such as Skype, Whatsapp, Viber etc, that
provide voice over IP (VoIP) services, mobile manufacturers and mobile network
providers have introduced Voice over WiFi (VoWiFi). VoOWiFi is an IP based voice
service, that allows real-time IP packets carrying voice over the WiFi network. For
VoWiFi to be an alternative to regular voice services on trains, a stable, onboard
WiFi network is required.

Figure 1.2: Icomeras onboard Wi-Fi solution [courtesy of Icomera AB]

There are several ways of providing WiFi to train passengers today. Typically the
onboard WiFi network is provided by a router directly, or via access points located
in the carriage, as illustrated in gure 1.2. The router is usually connected to
one or several antennas located outside the train carriage, and connected to the
internet through a communication link. This communication link can be provided
through, a satellite over the LTE network, using a speci ¢ mobile carrier or over
several network providers' LTE networks using link aggregation. Since real-time

2
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voice communication is sensitive to latency, satellite communication is not the best
option due to the vast communication distances.

Icomera’s WiFi solution is a technology that uses link aggregation to provide WiFi
on trains and is illustrated in gure 1.2. This solution makes it possible to do load
balancing of the data tra c over the di erent links to optimize performance. By
using this WiFi solution, redundancy to onboard communication is added, since
in the case of failure in one link, there are several other link that can be used
[6]. Figure 1.2 also shows that multiple cellular networks outside the train can be
used, resulting in improved coverage, and gure 1.3 illustrates the strength on link
aggregation when it comes to capacity.

Figure 1.3: The e ects on network capacity due to link aggregation [courtesy of
Icomera AB]



1. Introduction

1.1  Voice in cellular networks

There are predominantly two types of network topologies used to transport voice
over the cellular networks. The traditional Circuit-Switched network topology (CS)
and the Packet-Switched topology (PS). In circuit switched networks a dedicated
bandwidth is assigned to each voice call. This allows the user(s) to utilize the full
bandwidth, and a certain Quality of service (QoS) is guaranteed. For packet switched
networks however, the user(s) do not occupy the entire bandwidth when performing
voice calls, instead the sampled voice IP packets are routed independently over the
internet [7][8]. Figure 1.4 illustrates the an example of each network topology. The
older generations, i.e. 2G and 3G carries cellular voice over the CS network and the
Public Switched Telephone Network (PSTN). The newer LTE network uses the PS
network for both voice communication as well as data tra c.

Figure 1.4: lllustration of the use of channel resources in circuit-switched and
packet-switched radio networks

1.2 Scope

The objective of this master's thesis is to assess di erent technologies for providing
voice services onboard the government owned Swedish train operator SJ's X2000
trains operating on the route Gothenburg-Stockholm. SJ's X2000 trains operating
on the route Gothenburg-Stockholm, Sweden. The thesis will be limited to cellular
voice services, and the ability to make calls onboard. OTT VolP services (e.g.
Skype) will not be assessed.

The onboard cellular repeater provides coverage inside the train, and enables the
use of 2G, 3G and LTE (VoLTE) voice services, while the onboard Wi-Fi network
enables the use of VoWiFi.

The ability to establish a call (Availability), to maintain a call (Retainability) and the

4
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voice quality will be evaluated separately for each generation cellular network and for
VoWiFi. Finally, a comparison of the previously stated key performance indicators
(KPI1) will be made in order to determine the optimal solution for providing the
passengers the best quality of experience service (QoS) possible.

The measurements will be conducted through a, so called, Drive test, meaning
that they will take place on board the train, and not in simulations or in ideal
laboratory environments.

1.3 Aim and contribution

The aim of this master's thesis is to compare di erent technologies for providing
voice services onboard trains. The goal with the outcome of the thesis is to provide
alternative methods for o ering train passengers reliable and stable voice services,
and improve the Quality of Experience (QOE) when traveling by train. The goal
with the results is not only for the train operators to get better knowledge of the
onboard speech service quality, but also for the network providers when planning
the network. The thesis will be divided into the following substudies:

Evaluate the GSM and UMTS network, and measure the relevant voice KPIs.

Evaluate the VOLTE and VoWiFI network, and measure the relevant voice

KPIs.

Evaluate and compare the voice quality of the network generations of interest.

1.4 Previous work

There are several previous studies and investigations done, in order to improve
cellular connectivity on board trains. Many are strictly theoretical, but some are
also based on eld measurements. Papers such as [6] and [9] focus on providing high
throughput on board trains, using carrier aggregation with multiple MIMO antennas
mounted on the roof. In [2] the authors evaluate the performance of using onboard
amplify-and-forward repeaters compared with using direct transmission from macro
sites. In [10], the authors analyse di erent repeater deployments based on eld tests
from dense urban city centers and sparsely populated rural areas, in contrast to a
static repeater con guration. In [3] the authors conduct measurements in order to
identify and optimize No Service areas, on board a test train in Austria. In [11] the
author evaluates the use of RF repeaters in buildings in order to improve speech
coverage and capacity inside buildings. Here the author also clearly describes the
importance of good network planning when installing repeaters, so that it does not
degrade the performance of the up/downlink. However, to the best knowledge of
the author of this thesis, there has been no previous study of cellular voice and the
performance of calling over Wi-Fi on board trains before. The aim of this thesis is
to Il that void.
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Voice over wireless systems

There are several factors that have a direct impact on the quality of the voice call in
a mobile wireless systems. One factor is the characteristic of the RF signal itself, and
the e ects caused when propagating through di erent environments. If the signal
is too weak, or the quality of the signal is too poor, in terms of Signal-to-noise
ratio (SNR), the user will experience disturbances in keeping or establishing a voice
call. Another factor, that may degrade the QoS is the capacity of, or load on, the
wireless radio network. These factors have proved to cause severe complications in
communication on board trains. If a train travels through a sparsely populated area
where the mobile network is optimized accordingly, there might be disturbances if,
for example, hundreds of passengers are trying to establish or retain a voice call
simultaneously.

This chapter describes the theory behind providing capacity for voice services in a
wireless network. for circuit-switched networks queuing theory, in terms of Erlang Bs
blocking probability, will be described while resource blocks for VOLTE is explained.
Finally cellular repeaters are described, which are used onboard the SJ X2000 trains.
The network architectures for GSM, UMTS and LTE are presented in appendix A.

2.1 \Voice dimensioning in circuit switched mobile
networks

In a cellular radio network, each base station's (BS) coverage area is called a cell,
and is often illustrated with a hexagonal area, as shown in gure 2.1. When a
mobile phone (UE) is turned on, or enters a cell, the UE will automatically attempt
to establish a connection to the BS.

As can be seen from gure 2.1, every neighboring cell uses di erent radio resources
, In order to avoid interference, and the cells have a siZ and a reuse distance

D [12]. These radio resources can be frequency, time or codes depending on the
generation of the wireless network.

When designing and optimizing a network for voice tra c it is important to assume

a certain tra c pattern, in particular the tra c volume in peak hour which is

used for dimensioning. In cases when several UEs in a coverage cell initiate a call
simultaneously, there is always a chance that the serving base station is congested,
l.e. there are no available radio resources, and some UEs will be denied service in
the form of a dropped or blocked call.
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Figure 2.1: Cellular system layout, and frequency planning.

The probability of calls being blocked, in circuit-switched systems, is estimated using
traditional teletra ¢ models which are based on queueing theory [12]. An Erlang is
a unit of telecommunications tra ¢ measurement and describes the continuous use
of a voice path, through the wireless radio network, and is used to describe the total
tra ¢ volume of one hour.

There are several tra c models that use the Erlang unit, and are used to statistically
estimate the required amount of lines (channels) in a network, the most common one
being Erlang B. In telecommunication, the Erlang B formula is used to determine
the amount of lines required, given a known busy hour tra ¢ gure, and the number
of blocked calls[13]. An example of a 24 hour voice tra c pattern is illustrated in
gure 2.2, where the network providers optimize their network for busy hour tra c.

The Erlang B formula is de ned as

E(o= P|7k (2.1)
k=0 (1)
where is the number of available serving channels, is the total o ered trac,
given in Erlangs, andE ( ) is the probability of blocking [13].

Traditionally the mobile network operators are required to optimize their networks
such that the blocking probability is less than than 2%. In Sweden this threshold
was set by PTS in the spectrum licence agreement. The Erlang B formula can be
used in order to calculate the amount of lines needed in each cell in order to ful Il
PTS requirements, and at the same time minimize the economic cost of the network.
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Figure 2.2: Tra c patter over 24 hours. Mobile network providers optimize for
peak hours burst in call attempts.

2.2 GSM Voice Capacity

With the growing demand for cellular connectivity in the late 80s', it became clear
that the existing rst generation analog mobile network would not meet the demands
for the coming centuries [14]. Therefore, in the early 1990s, the second generation
(2G) network emerged, and unlike its analog predecessor, it was a fully digital
network. The GSM network was originally designed for the 900 MHz band, however
today it also operates over the 800, 1800 and 1900 MHz bands[14].

GSM uses a time division multiple access (TDMA) scheme. In TDMA each UE is
assigned a speci c time slot where it is allowed to transmit and receive over the
entire bandwidth as illustrated in gure 2.3b. In GSM there are 8 time slots per
frame. However, one slot is used by the Broadcast control channel (BCCH) as a
signaling channel, resulting in only seven available tra c channels (TCH)[14]. Each
GSM channel has a bandwidth of 200 kHz, where each user is assigned a 577
time slot every 5.615 ms. An illustration of the GSM downlink frame structure is
presented in gure 2.3a[14].

Considering a simple example where there are 1000 users located in a speci c cell,
and that 10 % of these users make calls during busy hour each voice call lasting for
12 minutes. This results in; 100*12 = 1200min 1200/60 = 20 Erlangs. In order

to dimension a GSM cell for 20 Erlangs, formula 2.1 is used together with the 2 %
blocking threshold and the frame structure illustrated in 2.3a, and gives the values;

9
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(@) Downlink frame structure for
GSM

(b) The TDMA channel access

Figure 2.3: GSM radio speci cations

One channel) 7 TCH, with 2 % blocking results in 3 Erlangs.
2 channels) 15 TCH, with 2 % blocking results in 11 Erlangs.
3 channels) 23 TCH, with 2% blocking results in 16 Erlangs

4 channels) 31 TCH, with 2 % blocking results in 23 Erlangs,

therefore 4 GSM radio channels in this speci c cell are required to handle busy hour
voice trac.

2.3 UMTS Voice Capacity

The Universal Mobile Telecommunication system (UMTS), also known as the third
generation (3G) network was standardized and released in year 2000. UMTS uses
Wideband Code Division Multiple Access (WCDMA) as its multiple access technol-
ogy. Similar to GSM, UMTS uses the circuit switched network technology for voice
services, and packed switched network for data services.

There are several advantages of using CDMA, as opposed to TDMA and FDMA, in
cellular voice services. One advantage is that it allows several users to simultaneously
access the time and frequency resources, as illustrated in gure 2.5b. This turns out
to be more e cient in cases of long periods of silence in voice calls [15]. Another
advantage is that the entire frequency band can be used in each cell, i.e the reuse
factor D from gure 2.1, is set to one. This is due to the fact that frequency is not
the shared channel resource, and interference from neighboring cells will not e ect
the capacity.

There are predominantly two codes that are used when modulating a WCDMA
information sequence; the Channelisation code and the Scrambling code. Figure 2.4
illustrates the binary modulation of a voice data sequence in WCDMA.

10
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Figure 2.4: An illustration of the codes used in WCDMA, in order to spread the
narrowband voice data to a wideband code

The channelisation code is used in both the uplink (UL) and downlink (DL). In
the DL it is used to separate the connection between the UEs hence, each UE has
its unique channelisation code. In the UL it is implemented in order to separate
the various control channels from the actual data channels [16]. The channelisation
code spreads the voice data over the entire bandwidth of 5 MHz, and each code
is orthogonal with respect to each other. Figure 2.5a shows the transmission of
WCDMA data in the frequency domain. It illustrates that the narrowband voice
data is modulated over a wideband (5 MHz) spectrum [17].

(@) The narrowband voice data is spread Multiple users share fre-

over a 5 MHz bandwidth. The receivedlU€ncy and time resources in
signal power includes a noise NO CDMA. WCDMA channels have

a bandwidth of 5 MHz

Figure 2.5: The CDMA channel access. Power is the common shared resource in
CDMA. The more UEs that transmit the higher received power at the receiver (a).
CDMA users share time and frequency (b)

The scrambling code is also used in both the UL and DL. In the DL it is used by
the UE to determine what base station to receive information from, i.e. determining
the correct serving base station. In the UL the scrambling code is used by the BS to
di erentiate the signals received from multiple UEs simultaneously. The scrambling
code is used in WCDMA to separate the base stations, in a similar way as frequency

11
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is used in GSM. The scrambling code does not change the signal bandwidth, and is
usually a pseudo-random code [16].

In WCDMA, power control is used in both the UL and DL to minimize the interfer-
ence by ensuring that su cient transmission power to each UE is used[16][18]. The
common pilot channel (CPICH) is used as reference, in order to determine a rough
estimate of the path loss and to adjust the transmit power accordingly. In UMTS,
the common shared resource between all users is power. Since multiple users share
the same channel, the network planning procedure cannot separate the capacity and
coverage planning due to the amount of users that simultaneously transmit (capac-
ity). This will a ect the receivers noise power levels (coverage) [15]. This implies
that as the amount of users increase in a cell, the UEs at the edge of the cell will
experience a degraded signal, resulting in a smaller coverage area[18].

[17] shows that the amount of simultaneous users in a cél is calculated using

G Py
M=1+ s 2.2
1+ fur) 22)

where G is the gain, is the requiredSNR at the receiver,Py is the noise power,
is the activity ratio and fy_ is the ratio between the neighboring cells frequency
and the active cells frequency. The load factor is calculated using

@+ fu)(M 1) Py
C 1+ ful)(M 1) P+ Py

(2.3)

where one can see that both the amount of simultaneous users (M) and the load
factor ( ) directly proportional to the received power levelsRs) at the base station.
One can see that once the received power is setto a maximuRy € 1 ), ! 100%
and the maximum amount of simultaneous users will be saturated and any further
increase of transmit power will not help increase capacity[17], thus resulting in the
UEs furthest away from the base station (cell edge) experiencing degraded coverage.

It is slightly more complicated to calculate the cell capacity in a UMTS mobile
network. This is due to the fact that other parameters such as the distance from the
mobile to the base station and the interference level a ect the Erlang capacity [19].
In [19] Holma et al calculates the amount of tra ¢ channels by using an assumed
link-budget. The link-budget assumes realistic parameters such as: a bit rate of
12.2 kbps (Speech) &b=NO0 of 4 dB (speech), blocking probability of 2 % as well
as a noise rise of 50 %. With this assumed link-budget [19] calculates 61 channels
per cell, resulting in 51 Erlangs per cell.

2.4 LTE and VOLTE capacity

The 4th generation wireless mobile network, Long Term Evolution (LTE) was intro-
duced in 2010[20]. Unlike the earlier mobile network generations, LTE is strictly an
IP based network[20]. LTE uses a multiple access technique known as Orthogonal
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frequency-division multiple access (OFDMA), where data is encoded over several
narrow band sub-carrier frequencies and time slots.

VOLTE is the service used to perform calls over the LTE network. Traditionally the
LTE network was designed for data tra ¢, and would fallback to the circuit-switched
networks (UMTS or GSM) when voice calls are performed. However this turned out
to introduce problems for the mobile network providers, as well as for the users, and
therefore VOLTE was introduced. Since VOLTE operates strictly over the packet
switched network, the traditional Erlang capacity models have to be substituted
with IP-based models.

(@ OFDM signal represented in

the freguency domain with 10(b) Representation of OFDM
subcarriers.

(and LTE) channel resources.
Both over frequency and time.

Figure 2.6: The representation of the OFDM the channel access used in LTE,
with an illustration of the signal in frequency domain(a) and an illustration of the
channel resources (b)

In LTE, the radio resources are de ned in resource blocks (RB) and are determined
by the amount of OFDM sub carriers in the allocated bandwidth. Figure 2.6b

illustrates a RB, that is divided into resource elements (RE) over both frequency

and time. A RB is the smallest unit a user can be assigned by the schedulers in the
LTE BS (E-NodeB), and consists of 12 adjacent OFDM subcarriers and one 0.5 ms
time slot with a sub carrier spacing of 15 kHz[21][22]. Each RB usually consists of
84 resource elements. However, this depends on the length of the cyclic pre x [22].

In order to determine the capacity of an LTE cell, where VOLTE calls are made,
knowledge of the IP packet size of each VOLTE call is required. The packet size
depends on multiple parameters, such as; the radio conditions, the codec used for
the call and the E-NodeBs compression capabilities [8]. The radio channel quality
unit in LTE is known as channel quality index (CQI), and determines the modula-
tion, coding scheme and the amount of RBs the E-NodeB scheduler should assign
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each user. CQI is an integer from 1-15, and the corresponding characteristics are
presented in table 2.1. Users with high CQI will be assigned more RBs than users
with low values, such as users close to the cell edge [23].

Table 2.1: Channel quality indicator for LTE with corresponding modulation, code
rate and spectral e ciency

CQI [ Modulation type | Code rate x 1024 | E ciency
0 To poor signal. No reception

1 QPSK 78 0.1523
2 QPSK 193 0.2344
3 QPSK 449 0.3770
4 QPSK 378 0.6017
5 QPSK 490 0.8771
6 QPSK 616 1.1758
7 16-QAM 466 1.4766
8 16-QAM 567 1.9142
9 16-QAM 666 2.4063
10 64-QAM 772 2.7304
11 64-QAM 873 3.3223
12 64-QAM 711 3.9024
13 64-QAM 797 4.5234
14 64-QAM 885 5.1161
15 64-QAM 948 5.5547

Table 2.1 illustrates the di erent CQI levels from 1 (being the worst) to 15 (being
the best), with their corresponding modulation type, code rate and e ciency.

Assuming the 3GPP AMR-WB codec with 12.65kbps is used, and perfect radio
conditions, i.e. a CQI of 15 one can calculate the capacity of VOLTE cells[24]. VOLTE
packets are transmitted every 20 ms[25], resulting in a data size 265 20 = 253

bits every 20 ms. Including the IP header, RTP header and the payload results in

a frame size in the order of 320 bits [26]. With a CQI of 130g,(64) % = 5:553

bits are carried per symbol, a single RB can then carr§:553 14 12 = 932 bits,
which is almost 3 VOLTE calls. However, the smallest amount of RBs that the BS
can schedule a user is one, therefore with a CQI of 15 each user requires one RB for
a VOLTE call. Hence, with a bandwidth of 5 MHz, 25 RBs are generated every 1
ms. During 20 ms,15 20 = 500 RBs are therefore available.

2.5 Cellular radio repeaters

Radio repeaters are used to increase the coverage area in environments where build-
ing new base stations are not a feasible option [27]. Cellular repeaters are usually
deployed in environments where, for some reason, the RF signal is severely atten-
uated, or to provide coverage to environments located beyond the coverage area of
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certain cells. These scenarios can be in cities, where buildings are blocking the sig-
nal path, in rural scarcely populated areas where obsticles like mountains attenuates
the signal, on board public transportation where the metallic construction of a train
causes signi cant attenuation of signals or in tunnels.

On board the X2000, radio repeaters are installed to overcome the shielding ef-
fects of the walls and windows of the train carriages. The repeaters are analog,
band-selective, bi-directional ampli ers, which means that they will amplify both
undesired noise as well as the actual desired signal within the supported frequency
band[28]. The repeater ampli es the signal in two directions, from the UE on board
the train(uplink) and from the base station to the UE(downlink). The repeater will
therefore increase, not only the signal power, but also the noise power. The noise
power of the output of the repeater is calculated using

N =10log,o(NoB) + G+ NF (2.4)

Figure 2.7: Basic model of a amplify-and-forward cellular analog repeater

where G is the gain, Ng is the thermal noise spectral densityB is the bandwidth
and NF is the noise gure [10]. The noise gureNF, depends on the performance
of the repeaters. For the installed repeaters on X2000 the¢F is 4.5 dB for the
DL and 7:5dB for the UL, over all supported frequencies.

Figure 2.8a illustrates a block diagram of the repeater installation for SJ X2000.
One can see that there is only a single antenna mounted on the roof, for each
repeater, which means they do not support Multiple Input Multiple Output (MIMO)
communication.

The gain G is not static, and depends on the outside signal strength, as well as the
isolation between the donor antenna and the server antenna. According to [10], the
gain should be at least 15 dB lower than the isolation between the two antennas, in
order to avoid feedback loops and the cause of oscillations. In order to avoid these
self oscillations repeaters regulate their gain using automatic gain control (AGC)
that regulate the gain to the server antenna.
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(a) Block diagram of the repeater

installation for SJ's X2000 .
(b) Inside the repeater onboard

SJ's X2000
Figure 2.8: lllustrations of SJ's X2000 con guration

A block diagram of the con guration onboard the X2000 train is illustrated in gure
2.8a. Figure 2.8b shows what the repeaters looks like underneath the protective box
and the main components are marked.

2.6 VoWiFi

When an UE performs a VOLTE call, it communicates over the Evolved Packet
Core (EPC) through the LTE base station. The LTE radio network (E-UTRAN)

Is however not the only access technique available, in order to communicate with
the EPC[29]. Figure 2.9 illustrates the dierent radio access technologies. The
Non-3GPP radio access methods are divided into two categories, the trusted and
the non-trusted technologies. The network provider, operating the core network,
decides if a network is trusted or not.

The fact that a non-3GPP network is trusted or not determines the path through
which the IP trac is routed to reach the packet gateway (P-GW) in the core
network. Trusted network are usually operated by the network providers them
selves and the security precautions required are controlled. In non-trusted networks,
however, the IP-tra c is routed, using an IPSec tunnel to an additional gateway,
before reaching the P-GW. This gateway is called the Evolved Packet Data Gate-
way(ePDG), and is used for security reasons, since the network provider does not
trust the access network [29][30]. The voice packets are then routed to either the
internet or PSTN, depending on the recipients voice service capabilities, e.g. a call
from VoIP to GSM. The architecture is presented in gure 2.10.

VoWiFi is a packet-switched voice service that enables cellular voice over the WiFi
network. The ability of calling over the WiFi network, in terms of VoIP, has been
around for a long time, however these services require Over-The-Top (OTT) appli-
cations such as Skype. In order for the network providers to take back revenue from
the OTT companies, VoWiFi has been integrated in modern smartphones working
without any need for OTT applications. This gives the user a global ID in the form
of a telephone number, also when connected to the WiFi networks, and does not
require accounts on VoIP services. Introducing VoWiFi is also a cheap alternative
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Figure 2.9: The dierent radio access technologies divided under their respective
category.

Figure 2.10: The architecture of a VoWiFi network. The WLAN is routed to the
ePDG, and into the P-GW

to deploying additional infrastructure in , for example, indoor environments where
coverage is poor[31].

On board SJ's X2000, the WiFi con guration is illustrated in gure 1.2, where the
UEs, located throughout the carriages of the train, are connected with an access
point over the IEEE 802.11 standard WiFi network supporting both the 2.4 or 5
GHz spectrum. Each access point is then connected to a modem, located in the
central parts of the train, through a backend network either through Ethernet or
wireless links. The data is transported from the modem via one or more antennas,
located on the roof, over the LTE network to the carriers radio network through
the EPC and to the Internet. The antenna array on the roof is illustrated in gure
2.11, and includes 8 antennas. When performing a voice call over VoOWiFlI, from on
board the train, the voice data packets will be routed through the WiFi network,
which will route the data over the radio network with the highest performance, and
availability and to the Internet. This makes it possible to perform a voice call, even
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Figure 2.11: The antenna array located on the roof of the bistro carriage on X2000.
These antennas provide connectivity to lcomeras onboard WiFi network.

through there is no cellular coverage from the subscribed network provider.
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3

Measurement Methods

In order to determine the availability, retainability and speech quality for the dif-
ferent technologies used for providing voice services, on board the SJ X2000 train
eet, multiple so called "Drive-tests" were performed. A drive-test is a method used,
often by network providers, to measure the quality of their networks in specic
geographical areas. A drive test provides better knowledge of the actual user expe-
rience, as opposed to software simulations of the network, where more general signal
propagation models of stochastic channels are used.

This chapter describes the methods used to collect data used for the benchmarking
of voice service technologies. The chapter also describes the design of the train
carriages, the route of the drive test, the software used to gathers data, as well as
the equipment used. An illustration of the X2000, which is the train model where
the measurements were conducted, is presented in gure 3.1.

Figure 3.1: The train model X2000 where the measurements were conducted

3.1 The measurement setup

The drive-tests were performed on the busy route between Gothenburg and Stock-
holm, Sweden. The route is approximately 500 km with a traveling duration of
roughly 3 hours. A map of the entire route is presented in gure 3.2. The route
runs mostly through sparsely populated areas on the country side, with the excep-
tion of some small cities along the way.

The onboard repeaters are located in the overhead compartment in each carriage
of the train, as illustrated in gure 3.3. Each repeater is connected to an antenna
located on the roof outside the carriage.
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Figure 3.2: The X2000 route between the Swedish majors cities of Stockholm and
Gothenburg

Figure 3.3: The onboard repeater, located on the overhead compartment in each
carriage

Figure 3.7 shows the entire design of the train carriage, with a leaky coaxial cable in
the ceiling, connected to the repeater at the rear end. This radiating cable distributes
the radio signals from the repeater inside the carriages. The measurement equipment
used for the test was placed on the table in front of the seat about 50 cm meters
from the ground, and with a distance of approximately 2.5-3 m to the radiating
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