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Wheel-rail impact loads generated by wheel flats -
Detector measurements and simulations

Master’s thesis in Mobility Engineering
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Abstract

The railway system relies on trains running according to the train schedule to avoid
delays, which is why there needs to be as few interruptions as possible. This thesis
focuses on wheel tread damage in the form of wheel flats. Based on Trafikverket’s
regulations, if a flat is longer than 60 mm then the train has to be stopped and the
damaged wagon needs to be taken out of service to repair the wheel. The wagons
are then put aside on, for example, a passing siding at a station, which could have
been used for oncoming trains. This thesis aims to predict wheel-rail impact loads
caused by wheel flats, and how variables such as the flat length, axle load, train
speed, time since its formation, and unsprung mass influence the load.

The thesis is divided into two main parts: (1) an analysis of measured data from
wheel impact load detectors and (2) simulations of vertical dynamic vehicle-track
interaction and impact loads. The analysis is performed on wheels that have been
removed due to verified wheel flats, by extracting data back in time from when the
wheel started to generate a significant increase in peak load. The simulations were
carried out on wheel flat geometries that had been 3D-scanned and were performed
so that the influence of di Lerent axle loads, train speeds, and unsprung masses were
considered.

Based on 823 investigated detector passages with wheel flats of dilerent lengths,
there was no case of peak load exceeding Trafikverket’s high alarm limit 350 kN.
This was surprising since several of the investigated cases involved wheel flats longer
than 60 mm. No clear correlation between measured impact loads and the variables
train speed and flat length was found. This could be due to reasons such as the
influence of dilerknt lateral o[seks between the wheel-rail contact (rolling circle)
and the position of the wheel tread damage, and potentially the detector’s ability
and accuracy to measure high-frequency wheel-rail impact loads.

The simulations were performed for two measured wheel flats, with lengths 75 mm
and 120 mm, respectively. For axle load 25 tonnes and train speed 100 km/h, the
75 mm wheel flat with a depth of 1.4 mm reached a maximum peak load of 350 kN.
The simulations were performed so that the wheel flat hit the rail at di [erent posi-
tions along the sleeper bay. As expected, the most severe case was when the flat hit
on top of a sleeper where the track sti[ndss is higher. The 120 mm wheel flat with a
depth of 1.2 mm resulted in significantly lower peak loads, never reaching the high
alarm limit of 350 kN. In this case, the maximum calculated peak load was 238 kN
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at 25 tonnes axle load and train speed 140 km/h.

A separate analysis to study the accuracy of the detectors to measure static (mean)
loads was also carried out. In this study, locomotives on Stalpendeln with known
axle loads were used. This indicated a variation in measurement accuracy between
the dilerknt detectors. It is argued that the calibration of the detectors, as well
as variations and di Lerences track sti [ndss and track geometry at the detector sites
might have influenced the results. In addition, for three selected wheel flats, the
dynamic loads registered in di [erent detectors along the same southbound or north-
bound journey (in loaded or unloaded conditions) showed large variations.

The results in this thesis confirm that the depth of a wheel flat has a larger influence
on generated impact loads than its length. Further, from both the analysis of wheel
impact load detector data and the simulations, the wheel-rail impact loads for a given
wheel flat size were found to be lower than expected. Thus, from the findings of
this report, it seems more reasonable to base regulations about a wagon’s continued
operation on measured peak loads than on wheel flat size. Since, for any given wheel
flat size, unloaded wagons generally generate lower peak loads than loaded wagons,
such regulations would result in more flexibility in allowing unloaded wagons with
wheel tread damage to continue their operation to a workshop for repair as long
as the alarm limit is not exceeded. If unloaded wagons were allowed to continue
(at recommended speed) to their final destination with workshop capabilities, this
would lead to fewer tra Lc_disruptions while maintaining safety.

Keywords: Wheel flats, wheel tread damage, wheel-rail impact load, dynamic wheel-
rail interaction, wheel impact load detectors.
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Stotbelastningar mellan hjul och ral genererade av hjulplattor
Numeriska simuleringar och matdata fran hjulskadedetektorer
Examensarbete inom Mobilitetsteknik

KLARA MATTSSON

Institutionen for Mekanik och Maritima Vetenskaper
Avdelningen fér Dynamik/CHARMEC

Chalmers tekniska hogskola

Sammanfattning

Jarnvagssystemet ar beroende av att tagen gar enligt tagplaneringen for att undvika
forseningar och darfor ar det viktigt med sa fa avbrott i trafiken som mojligt. Denna
uppsats inriktar sig pa en viss typ av skada pa taghjul som kallas hjulplatta, och
kan skapa stora forseningar i tagtrafiken i Sverige eftersom vagnar genast maste tas
ur trafik om de har en hjulplatta langre &n 60 mm. Vagnarna far da placeras pa ex-
empelvis pa en driftsplats med en extra linje som annars kunde anvants till métande
tdg. Denna uppsats syftar till att forsta krafterna som uppstar mellan hjulet och
ralsen pa grund av hjulplattor och hur olika influerande variabler som langden pa
plattan, axellasten, hastigheten, tid sedan plattan skapades, samt ofjadrade massan
paverkar krafterna.

Arbetet ar uppdelat i tva huvudomraden: (1) analys av data fran hjulslagsdetek-
torer och (2) simuleringar av dynamiska hjul-rél interaktionen och stdtbelastningar.
Analysen baserades pa varden som ar samlade fran hjulslagsdetektorer och hamtade
fran hjul som blivit utbytta pa grund av hjulplattor. Genom att ga tillbaka i tiden
kunde deras utslag i hjulskadedetektorer samlas in. Simuleringarna utférdes pa hjul
med hjulplattor som var 3D skannade och konstruerades sa att det var mojligt att
ta axellasten, hastigheten, och ofjadrade massan i beaktning.

Baserat pa 823 analyserade detektorpassager med hjulplattor av olika langder, sa
var det inget fall dar maxlasten 6éversteg larmvardet "hég" pa 350 kN. Detta var
Overraskande eftersom flera av de analyserade fallen involverade plattor med langd
over 60 mm. Ingen tydlig koppling kunde hittas mellan méatvardet fran stotbelast-
ningen och variablerna taghastighet och plattlangd. Detta kan dock bero pa anled-
ningar sa som den laterala avvikelsen mellan hjul och ralskontakten (rullcirkeln) och
positionen av hjulskadan, eller detektorns formaga att mata hogfrekventa hjul-rél
stotbelastningar.

Simuleringarna kordes for tva olika hjulplattor, med langderna 75 mm och 120 mm.
Vid en axellast pa 25 ton och hastighet 100 km/h resulterade hjulplattan som var
75 mm lang och 1.4 mm djup i en maxkraft pa 350 kN. Simuleringarna kordes sa
att hjulplattan tréa [ade olika positioner i sliperspannet. Precis som vantat sa intraf-
fade den hogsta kraften precis ovanpa en sleeper dar ralsstyvheten ar hogre. Den
120 mm langa hjulplattan med en hjulplatta som var 1.2 mm djup resulterade i
betydande lagre krafter, som aldrig 6versteg alarmvardet "hog" pa 350 kN. | detta
fallet, uppstod maxkraften 238 kN vid 25 tons axellast och taghastigheten 140 km/h.
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En separat analys utfordes ocksa for att studera detektorernas méatnoggranhet gal-
lande att méata statiska (medel) laster. For denna analysen sa anvandes lokomo-
tiv med kénda axellaster och analysen visade att detektorernas formaga att mata
krafter korrekt varierar. | rapporten diskuteras att kalibreringen av detektorerna,
precis som sparstyvheten och geometrin pa detektorplatsen kan variera och paverkar
valdigt sannolikt resultaten. Ytterligare en analys gjordes da tre hjulplattor foljdes
Over tid, och deras registrerade dynamiska laster i detektorer visade stora varia-
tioner.

Resultaten fran denna rapport styrker att djupet pa plattan har en storre inverkan
an dess langd. Analysen av detektordata och simuleringarna resulterade i lagre
hjul-ral krafter an forvantat for en given plattlangd. Baserat pa rapportens resultat
s& verkar det mer rimligt att basera reglerna kring en vagns fortsatta fard pa de
uppmatta krafterna snarare an plattans langd. Anledningen till det ar att oavsett
plattlangd s& genererar olastade vagnar generellt satt langre maxlaster an lastade
vagnar, och en sadan regel skulle gora det mer flexibelt for en olastad vagn med
hjulskada att fa kora till en verkstad sa lange den inte éverskriver larmgransen. Om
olastade vagnar far méjlighet att fortsatta sin fard (med rekommenderad hastighet)
till sin slutgiltiga destination med verkstadskompetens kan det leda till farre avbrott
i trafiken med fortsatt bibehallen sakerhet.

Nyckelord: Hjulplattor, I6pbaneskador pa hjul, stétkrafter mellan hjul och ral, dy-
namisk hjul-ral kontaktkraft, hjulslagsdetektorer.
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Introduction

Today's railway system is carefully supervised since a healthy condition of track and
vehicles is required to avoid harmful damage to components. At the same time, the
demands on railway capacity are high and increasing, requiring an e cient mainte-
nance strategy. One of many types of defects that is checked for safety reasons is
wheel tread damage on vehicles [1]. A form of wheel damage that is considered to
be particulary harmful is the wheel at as it may generate severe wheel-rail impact
loads. These ats occur for several reasons, many of which are related to the wheel
sliding on the rail while the train is moving [2]. For example, brake blocks can freeze
onto the wheel in the wintertime while a train is waiting for another train to pass [3].
The frozen locked brake can lead to sliding of the wheel, which causes the formation
of wheel ats due to wear.

A major issue with wheel ats is that they can damage the rail due to the impact
forces generated by the wheel, in some cases even leading to rail breaks. In addi-
tion, wheelsets and running gear are also susceptible to damage and failures due to
repeated impact loading. This is why the Swedish transport administration requires
vehicles with wheel ats longer than 60 mm to stop operating, as the impact load
from the wheel in this condition is considered high enough to damage the rail [1].
This regulation can lead to trains having to stop during regular service to disconnect
a wagon with wheel ats and to leave it at a station where extra tracks are available.
This may cause major problems in tra ¢ since many of the lines in Sweden only have
single tracks and those extra lines at stations should be used for oncoming trains. If
a train stop is required, it will lead to a high cost due to several reasons. These can
for instance be nes to Tra kverket for the delay, increased production costs, and
losing money to reimburse customers for their delayed journey. Additional costs are
also due to replacing the wheels of the wagon on site, or bringing it to the nearest
workshop at reduced speed if permission is given [4].

Wheel ats can be detected by acoustic or visual inspections, and by wheel impact
load detectors (WILDs). These are positioned along the track to measure the applied
force on the rail, thus making it possible to detect irregularities on the wheels [5].
The detectors will send an alarm if the generated contact force is too high and
the train operator will then be informed. In Sweden, there are 30 WILDs spread
across the country, with a higher representation in northern Sweden [6]. The train
operators are always responsible for making sure the vehicles are safe to operate,
independently if they have received a warning alarm from a detector or not [1].



1. Introduction

1.1 Research scope

If a detected wheel at is longer than 60 mm, the vehicle must be detached and
taken out of tra ¢ [1]. This regulation holds regardless of parameters such as the
axle load of the vehicle, even though a given wheel at size on an unloaded vehicle
will generally lead to lower peak loads. This regulation is a background to the
project and one of the reasons why this project was initiated. The main research
scope of this project is therefore to investigate correlations between the impact forces
generated by a given wheel at and each of the variables: axle load, train speed,
unsprung mass, time since generation of the at, and at length to understand more
about the magnitudes of impact loads generated by wheel ats. The investigation
is based on both analysis of detector data and numerical simulations using a model
of vertical dynamic vehicle-track interaction.
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Literature review

2.1 Wheel ats

A train moving forward while a brake is locked will lead to sliding of that wheel
instead of rolling, resulting in extensive wear and the creation of a wheel at. The
varying reasons why the brake may be locked can often be season-related, with a
higher frequency of ats occurring in the winter. This relates to what was previ-
ously mentioned, a brake block freezing onto the wheel while the train is standing
still, for example when waiting for another train to pass. Also, ice on the rail can
decrease the adhesion level in the wheel-rail contact and therefore lead to wheel
sliding. The adhesion level can also be a ected by grease or leaves on the rail which
create lower friction [7,8]. Another reason for a locked wheel can be too-high brak-
ing force relative to the available wheel-rail friction as well as the brake not being
released after braking. Additional faults related to the braking can be the locomo-
tive driver not being gentle enough when using the brakes or other technical faults
related to the braking system [9]. Using wheel slip protection in the braking system
can lead to the generation of several small ats but prevents bigger ats to form [10].

Even though current regulations regarding the allowable size of a wheel at are
based on wheel at length, the more crucial characteristics a ecting the magnitudes
of impact loads generated by the wheel at are its shape and depth. Measuring the
depth of the atis not as easy as measuring the length as it both can be problematic
and di cult especially while the wheel is on the railway line. The shape of the at
is important as a newly formed at has sharp edges, which after a while will be
worn o to become rounder. This means that a "fresh” wheel at will lead to higher
impact loads than an "old" wheel at. The depth of the wheel at is highly related
to the generated peak impact force, as well as the occurrence of any momentary loss
of contact [11]. It can be seen in gure 2.1 that the contact force rst decreases
due to the depth of the at, to later increase when the at hits the rail. This is
related to the vertical movement of the wheel, called the wheel trajectory, which is
useful when predicting the wheel-rail interaction [12]. In [13], it is recommended to
modify the wheel at regulations which presently only account for the length to also
consider the shape or depth of the at.
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Figure 2.1: Principle sketch of time history of vertical wheel-rail contact force
induced by a wheel at. Inspired by similar gures drawn by Matthias Asplund
(Tra kverket) and Michele Maglio (Chalmers)

During the formation of wheel ats, extensive wear occurs, resulting in fast heating
of the material which cools down rapidly when the wheel starts to rotate again. A
consequence of the rapid cooling of the steel on the wheel surface, can be the forma-
tion of martensite. This layer of martensite is brittle and likely to form cracks [14].
These cracks may lead to the fallout of the brittle martensitic steel during the fol-
lowing wheel rotations. The area a ected by missing material is denoted as "wheel
at". The formation of wheel ats under controlled conditions was investigated in a
eld test, see [14]. This study showed that a wheel at of 40 mm was created due to
a locking of the brake for 5 seconds, with an axle load of 10.1 tonnes. However, after
locking the brake for 25 seconds, the wheel at was extended to 50 mm, showing
that the formation of wheel ats occurs rapidly at the beginning of a locked brake
and then the process slows down.

As previously mentioned, a vehicle with a wheel at longer than 60 mm should be
taken out of operation. The same regulation is also valid if there exists built-up
material on the wheel with a height of more than 1 mm. If the wheel at length is

in the range of 40-60 mm, the vehicle can continue without restrictions to its nal
destination where it should be approved by certi ed sta before new cargo can be
loaded [1]. Related to this is also the general contract of use for wagons (GCU),
which is a contract between wagons keepers and railway undertakings used across
20 countries and for around 600 000 wagons in total [15]. This contract also includes
regulations about the at length and for a wheel diameter exceeding 0.84 m, which
is normally the case for cargo wagons [9], a wagon should be detached from the train
if the at length is longer than 60 mm. For smaller diameters, the length criterion

Is stricter [16]. The criterion does not include any information about axle load,
meaning that this regulation holds regardless if the wagon is loaded or unloaded.
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2.2 Wheel impact load detectors

Wheel impact load detectors are positioned along the track to measure the vertical
contact force between rail and wheel. The detectors measure, among other parame-
ters, the mean load and the peak load and these numbers can be used to also provide
values of the dynamic load and the ratio. The dynamic load is the di erence between
the mean load and the peak load, while the ratio is the peak load divided by the
mean load. These values are all relevant for di erent kinds of loaded wagons. The
peak load is useful for heavy haul operations to control that the wheels do not apply
a load high enough to damage the rail. The dynamic load is useful for wagons that
are partially loaded while the ratio is of interest for wagons that are unloaded [10].
Tra kverket has regulations if the loads from the detectors are too high. These
are separated into "high" or "warning" alerts. The maximum allowed peak load is
350 kN for a wagon, which if exceeded generates a "high" alarm. In this case, the
vehicle can continue at most to the nearest place with extra track available, but
only at reduced speed [1]. The alarm limit "warning” means that the vehicle can
continue without regulations to its nal destination, but from there, it is not allowed

to continue operating until it has been approved by certi ed sta. The numbers for
the various limits are presented in table 2.1.:

Table 2.1: Alarm limits for wagons set by Tra kverket [17]

Alarm Limit: High Peak Load 350 kN
Peak Load 280 kN
Alarm Limit: Warning | Dynamic Load | 180 kN
Ratio 4.8

The limits for locomotives are slightly di erent, where the alarm limit "high" is in-
stead reached at 425 kN. For the locomotive, there is also a "low" warning alarm
at 350 kN. If this limit is reached, the vehicle can continue to operate at reduced
speed to at most its nal destination with workshop capabilities, where certi ed sta
should inspect the wagon. If the temperature is below -10 Ctrain speeds between
15-45 km/h should be avoided [17].

The wheel impact load detectors in operation on the Swedish railway network are
of two di erent types: "SCHENCK" and "PHOENIX MDS WILD" [6]. These have

di erent ways of measuring the contact forces. "SCHENCK" consists of eight con-
secutive special sleepers where strain gauges are placed between the sleeper and
the rail pads to measure the vertical contact force. The shear force is also regis-
tered by eight so-called "measuring eyes" that are positioned in drilled holes in the
rail [3]. When the ralil is loaded, the resulting deformations generate an electrical
voltage charge proportional to the applied load [18]. The information that is col-
lected makes it possible to obtain average and peak values of the contact force for
each wheel passage. The "PHOENIX MDS WILD" detector on the other hand, uses
bre optic technology mounted on the rail foot to measure the contact force [19].
This is located in the sleeper bay, where the rail will either ex up or down while

a train is passing by. The technology then uses bre optic sensing technology to
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provide average and peak values of the impact load. The PHOENIX detector is self-
calibrated and covers a measuring span of around 3 revolutions of the wheel. This
can be compared to SCHENCK which has a shorter span of measurement [20, 21].
Another di erence is that the PHOENIX detector has a higher sampling frequency
compared to the SCHENCK detector.

The measured load values from the detectors can include uncertainties due to di er-
ent reasons. First of all, the calibration of the detectors will include uncertainties.
To keep the detectors in a healthy condition, annual maintenance is carried out [22].
The maintenance procedure is di erent for the two types of detectors but includes
tasks such as controlling the hardware and measuring signals. Further, when ana-
lyzing the load from a wheel at, it is not known what lateral position of the wheel
that was in contact with the rail. If the centre of the wheel at hits the rail, its full
length (and depth) will in uence the generated impact load. On the other hand, if
there is a large lateral o set between the center of the at and the impact position,
then a shorter length (and smaller depth) of the at will be in contact with the rail.
This means that a large part of the contact patch might, or might not, be a ected
by the wheel at. For a given wheel at, this will provide uncertainties since it can
not be known what lateral position of the wheel that hits the detector. Another
circumstance that will a ect the contact force and therefore provide uncertainties
in the analysis of detector data for data analysis is where within the sleeper bay the
wheel at hits the rail. In [23], it is stated that the track is most sti above the
sleeper which contributes to the generation of a larger impact load. Further, the
measured peak load will be in uenced by the axle load which can be unevenly dis-
tributed between the axles. Therefore, to correlate a certain axle load to an impact
load the cargo needs to be evenly distributed between the axles.

To get an understanding of how the magnitudes of impact loads can be distributed,
gure 2.2 from [23] is presented below. The data was collected over 6 months from
1 October 2017 to 1 April 2018 from the right rail at "Sunderbyns" impact load
detector, located in northern Sweden. The statistics are based on data from freight
tra ¢ and the study showed that the alarm limit "high" (peak loads over 350 kN)
was exceeded ve times, with 455 kN being the highest peak load detected. This can
be compared with another period, Feb 2019 Feb 2020, presented in [24] where 30
"high" alarms were detected at Bodsjon. The wheel impact load detector at Bodsjon
had the highest amount of "high" alarms in the Swedish railway network during this
time span.
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Figure 2.2: Numbers of occurrences of peak load magnitudes (in logarithmic scale,
3 meaning10*=1000) versus di erent levels of axle load. The range of each axle
load bin is 2.5 tonnes, while the range of each dynamic load bin is 5 kN. From [23]

2.3 Wheel-rail impact

As previously mentioned, wheel ats can cause damage to track and vehicle com-
ponents resulting in regulations on their allowed length. The wheel at length will

a ect the magnitude of the impact load, shown in gure 2.3 where a simulation [25]
demonstrates that a greater length of at results in a higher wheel-rail contact force.
Note that for a given wheel diameter, the length and depth of a new wheel at are
related by the chord theorem.

Figure 2.3: Simulation of maximum contact force (peak load) under the conditions
studied in [25]. The axle load is 30 tonnes and the speed is 60 km/h. The force
350 kN is obtained around a at length of 113 mm. According to the formula given
in the article, this should correspond to a depth of 1.6 mm of the at

Other parameters in uencing the impact load other than the size and geometry of
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2. Literature review

the wheel at are described in [23]. These are the speed of the train, axle load, and
the coupled vehicle-track dynamics. In particular, parameters that will signi cantly

in uence the vertical load are the unsprung mass and track sti ness. The track sti -
ness is dependent on the sti nesses of ballast, subgrade, and rail pads. It is crucial
where in the sleeper bay the wheel at hits the rail, and as previously mentioned one
of the worst scenarios is on top of a sleeper due to the higher track sti ness [23]. The
increased wheel-rail impact loads due to wheel ats will also cause damage and wear
to the components in the vehicles, which is another reason to avoid operating wagons
with wheel ats. The in uence of the train speed on the forces applied to the rail is
studied in [26]. A eld test showed that a damaged wheel with the largest depth of
1.8 mm and also an un-roundness in the form of an ovality with radial peak-to-trough
o set of 2 mm, resulted in a linear increase in force for speeds between 10-100 km/h.

Field tests have been carried out to investigate the wheel-rail impact force generated
by defective wheels. In two dierent eld tests, on Svealandsbanan (2000) and
Sannahed (1997), a 100 mm long wheel at was studied by measuring the contact
force. These tests are described in [13], where the axle loads used at Svealandsbanan
were 9 and 21 tonnes, and 24 tonnes in Sannahed. In terms of variation of magnitude
with respect to train speed, a local contact force maximum could be observed in
both tests around at 40 km/h, see gure 2.4. However, none of them gave rise to
impact loads exceeding the warning alarm limit of 280 kN set by Tra kverket. The
article states that higher contact forces can be reached during other circumstances.
An example of this is the Iron Ore line, where wagons operate with axle loads
of 30 tonnes. Another example are varying seasonal temperatures, where colder
conditions lead to higher sti ness of the track and therefore higher impact loads [13].
Due to the considerable dierence in tensile stress in the rail depending on the
seasonal temperatures and the resulting e ect on crack growth, it is stated that
having di erent limits for allowed wheel defects depending on temperature is well
founded in [25].

(a) Svealandsbanan 2000. (b) Sannahed 1997.
Flat length 200mm, depth 0.9mm Flat length 200mm, depth not stated

Figure 2.4. Measured maximum wheel-rail contact force (peak load) depending on
train speed in two di erent eld tests [13]
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Analysis of wheel impact load
detector data

To better understand how the length of the wheel at, axle load, train speed, and
time since the generation of the at in uence the wheel-rail impact load, an extensive
analysis of data from wheel impact load detectors was carried out. An additional
analysis of the detectors was made to investigate their accuracy in terms of measuring
guasi-static (mean) load. The result is presented in various forms of plots.

3.1 Introduction

The analysis has been carried out by ex-

tracting data from wheel impact load

detectors that are positioned along

"Stalpendeln" which is used to haul steel

for SSAB, and where the maximum al-

lowed axle load is 25 tonnes [27]. Data

from the detectors have been collected

from December 2022 to March 2023.

In gure 3.1, the locations for the de-

tectors located on Stalpendeln are pre-

sented in red and pink. There are a to-

tal of nine detectors located on Stalpen-

deln, where three of them are of the

type "PHOENIX MDS WILD", and the

rest are of the type "SCHENCK" [6].

However, two of the detectors, located

in Mellansjo have been neglected in the

analysis, with the motivation that their

measuring accuracy is not trusted. Both

of these are of the type "PHOENIX Figure 3.1:  Stdlpendeln's wheel im-
MDS WILD". Even though their val- pact load detectors are marked in pink
ues are not included in the analysis offor "PHOENIX MDS WILD" and red
the wheel ats, see sections 3.2-3.5, thdor "SCHENCK" types. Original gure:
analysis made on the detectors in secGreen Cargo.

tion 3.6 includes the two detectors lo-

cated in Mellansjo.



3. Analysis of wheel impact load detector data

3.1.1 Method for choosing data generated by wheel ats

The analysis started by analysing a document with information about wheel replace-
ments from a workshop in Luled. This document contained information about when
and for what reason a wheel was replaced. If the reason for replacement was a wheel
at, also the length of the wheel at was speci ed along with the date of replacement
and the date when the wheel damage was discovered. The document was used to
create an Excel le that stored information about the wagon number, axle number,

at length, date of discovered damage, and date of replacement for each wheel at.
To understand how the wheel at a ected the forces applied on the rail, information
from wheel impact load detectors was compiled for the relevant wagons and period
of time. The date of discovered damage that was stated in the document from Lulea
was not considered exact enough and might not be the same as when the damage
occurred. Therefore, it was used as a starting point to manually nd in between
which two detectors the wheel at was created. This could be easily found in the
data from the load detectors due to the sudden increase in dynamic forces. If no
increase in the dynamic forces was found for an axle between the date of discovered
damage and replacement, the data from that axle was not included in the analysis.
The reason for this is that the wheel at could then have been created after passing
the detectors, and the analysis should only consist of data from veri ed wheel ats.

In total, there are 823 axle passages from 149 dierent wheel axles, with at least
one of the wheels on the axle being defective, included in the analysis. Figure 3.2
illustrates an example of how four data points were selected.

Figure 3.2: A timeline describing the method used to select what impact load
detector data that should be included in the analysis. In this example, the data from
four passages in the detectors of the same axle would be included in the analysis.

In addition, all data from passages at train speeds below 40 km/h were Itered
out since the RFID tag which registers the vehicle is not always accurate for those
speeds [4]. A MATLAB [28] script was then written to retrieve the information in
table 3.1 from every wheel at passage in the detectors, meaning that each wheel
at could generate several values if it had passed several detectors before it was
replaced, just as in the gure above.
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3. Analysis of wheel impact load detector data

Table 3.1: For each wheel at passage in a detector, the following information from
both wheels on the axle was collected from the detector data.

Mean Load
Dynamic Load
Peak Load

Train Speed

Date and Time
Detector Location

Even though a wheel at is likely to occur on both wheels on the axle, there can
also be cases where only one wheel has a wheel at or where they have di erent
lengths. Therefore, only the highest peak wheel load on the axle was used in the
analysis. This was in order to make sure that the analysis only accounted for wheel
ats. Since the peak load for only one wheel was used, the axle load was calculated
as the mean load for that defective wheel multiplied by two.

3.1.1.1 Interview with sta measuring the wheel ats

An interview was held with a freight wagon repair worker at Euromaint in Lulea to
better understand how the ats were documented and with what accuracy they are
measured [29]. The worker explained that they have internal training to learn how
to measure a wheel at. Flats with rounded edges are more challenging to measure
and for those cases, only the non-rounded part of the wheel at is measured. The
at length is stated in millimetre, and a majority of the lengths in the document end
with 0 or 5. This could be explained by the challenge of measuring a rounded at
to an exact millimetre. The fact that only the non-rounded part of the wheel at is
measured means that the registered length of a rounded at is "shorter" when it is
measured compared to what it was when it was created. This is because the edges
are worn o and therefore the at part will become shorter, this is con rmed in [2].
Flats that have sharper edges are easier to measure and for those, the measuring
accuracy can be better. If there are two types of damage on the same wheel, for
example, a wheel at and rolling contact fatigue cluster, then the wheel at is always
stated in the document. This means that for some wheel ats in the data, there
could potentially also be other types of damage in uencing the impact loads. The
wheel-rail impact loads from the data could then be considered conservative for
some cases since a combination of damages contributes to higher loads. If there are
several ats on the wheel, which is not very common according to the repair worker,
the biggest at is always documented. The most common case is that both wheels
on the axle have a at on the same angular position, however, they are not always
equal in size, and therefore the longest at is stated in the document.

3.1.2 Unloaded and loaded wagons

The wagons in the analysis are either loaded with steel or unloaded, which means
that there is a range of axle loads in the detector data. To nd out at what speed
the train is running when it is loaded or unloaded, a plot was made with all the
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detector passages that were used in the analysis. Figure 3.3 illustrates the results
where the axle load is plotted on the x-axis and the speed on the y-axis. The ranges
in terms of train speed and axle load that are relevant for the analysis were then
chosen. Based on the result, it was determined that the analysis would be focused
on "Unloaded" and "Loaded" wagon cases. These values were chosen so that as much
data as possible would be included, but data points that did not have relevant speed

or axle load were removed.

Figure 3.3: All collected data collected from wheel impact load detectors. The
red and blue boxes respectively indicate which range of values were used as the
"Unloaded" and "Loaded" cases in the analysis. Note that some data points overlap
each other.

The analysis of unloaded wagons consisted of wagons with axle loads between
4.5 6 tonnes and speeds between 69 120 km/h. The amount of passages over the
detectors for the unloaded case was 645. The loaded wagons, on the other hand,
have a range of axle loads between 17 26 tonnes and speeds between 64 90 km/h.
The number of passages for the loaded cases was 159.

The reason why there is more data for the unloaded case could be that the train
leaves Lulea with loaded wagons to travel southwards. When the wagons reach
their destination, the cargo is unloaded and the wagons travel back north to Luled
where the workshop is located. If the wheels are damaged and have been setting
o warning alarms, they are checked by certi ed sta in Luled and are likely to be
replaced. This means that even if the damage on the wheel occurs on the way south
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in the loaded case, the wagons return in the unloaded case through the detectors.
This presupposes that the warning limit "high" was not reached or that a wheel at
bigger than 60 mm was not discovered because in this case, the wagon would not
be allowed to continue its regular service.

3.2 Wheel at load data in relation to alarm
limits

A plot was made with all data to understand how many of the wheels in the data
set would generate an alarm, both in the unloaded and loaded cases. Table 2.1,
in chapter 2, presented Tra kverkets alarm limits. In gure 3.4 the highest peak
load generated by one of the wheels on each axle passing a detector is shown. The
axle load was calculated as the defective wheel's mean load multiplied by two. In
the gure, it can be seen that most warning alarms have been set o for unloaded
wagons in the form of ratio alarms with axle loads of around 5 tonnes. However,
there are around four times as much data from the unloaded case compared to the
loaded case which can contribute to some extent that more alarms come from the
unloaded case. What can also be noticed in the gure is that there is no data from
any size of wheel at or axle load that exceeded the high alarm limit at 350 kN.

Figure 3.4: The green line represents the axle load in tonnes on the x-axis and the
corresponding mean load from one wheel in kN on the y-axis. Thus, if there were no
dynamic loads, all the data points would be located on the green line. The blue line
indicates warning levels in terms of ratio (axle loads up to 10 tonnes), dynamic load
(axle loads in the interval 10 20 tonnes), and peak load. The red line illustrates the
"high" alarm at 350 kN.
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3.3 Inuence of at length and train speed

For di erent intervals of wheel at length, gure 3.5 and 3.6 present detected peak
loads versus train speed. A linear regression has been made to indicate any possi-
ble linear trend of the data, but this could not be con rmed. Due to having more
data from unloaded vehicles, more at lengths could be included in the analysis
for the unloaded wagons. In each subplot, one colour represents one speci ¢ wheel
at. This means that if the same colour occurs several times in a given subplot,
that wheel at has passed several detectors. Note that for the two wheels on an
axle, the highest peak load was always chosen from each detector passage, there-
fore the same colour could potentially represent either the left or the right wheel
on an axle in some cases. Another important aspect to point out is that the same
colour in two di erent subplots does not have any correlation. The linear regressions
R-square value is presented in each subplot along with the amount of data points,
where a perfect t between the points and line would give an R-square value of 100%.

Figure 3.5: Inuence of wheel at length interval on peak loads for loaded wagons
weighing between 17 25 tonnes.
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Figure 3.6: Inuence of wheel at length interval on peak loads for unloaded
wagons weighing between 4.5 6 tonnes.
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As can be seen in the gures, the R-square value is very low in most subplots. This
indicates that there seems to be no linear correlation between peak load and train
speed in the set of data measured by the detectors. However, the reason for this has
been pondered upon and, as previously mentioned, there are several uncertainties
regarding measured values from wheel impact load detectors. One reason for the big
spread in the data could be that the lateral position of the wheel in contact with the
rail over the detector is not the same for the di erent passages. This means that for
one detector, the full at could have hit the rail while for the next one, the wheel-rall
contact might have occurred towards the edge of the at. Another uncertainty is
the measuring accuracy and calibration of the detectors. The calibration is likely to
di er between the detectors. Other reasons could be related to the position within
the sleeper bay where the at hits the rail and if the at has rounded edges or not.
From the literature review, it was clear that the depth of the wheel at has a larger

in uence than its length, but the depth is not known which also contributes to the
uncertainties along with variations in the unsprung mass and the variation in track
sti ness between di erent detectors. Further, no clear expected correlation between
wheel at length and peak load could be detected, which is surprising.

In Appendix A (see gures A.5, A.6) similar plots where impact loads are shown as

a function of the at lengths and the subplots were sorted depending on the vehicle
speed are presented. The gures illustrate that the peak loads from the loaded
cases are higher, which makes sense since the mean (quasi-static) loads are higher.
Similar plots are also presented in the form of dynamic loads and ratios, presented
in appendix A (see gures A.1 - A.4). These gures show a slightly higher value

in dynamic loads for the loaded case than for the unloaded. As expected the ratio
values for the unloaded wagons are higher than for the loaded case.

3.4 Cumulative distribution of peak loads

Figure 3.7 and 3.8 present the cumulative distribution related to the same data as
in the plots above. The peak load is represented on the x-axis and the probability
that the peak load will reach that value or a value below is presented on the y-
axis. The red line indicates the high alarm limit of 350 kN, while the orange dashed
line is the warning alarm of 280 kN. The gures show that the high alarm limit
was never exceeded for the entire set of data studied in this work. However, it is
important to point out that this does not mean that this limit could not be reached
for these wagons and at lengths under other circumstances. The lateral position of
the contact patch, depth of the at, and the location in the sleeper bay where the
wheel at hit the rail are both determining the peak load, and it can not be known

if the most severe combination for this occurred in any of the data included in this
report. What also is unknown is the detector's capability of measuring peak loads
accurately. Nevertheless, based on the relative large data set used in this study, it
can be concluded that the probability that a wheel at with length at least up to
100 mm would generate an impact load exceeding the alarm limit is low.
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Figure 3.7: The cumulative distribution of peak loads for loaded wagons with axle
load between 17 25 tonnes.
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Figure 3.8: The cumulative distribution of peak loads for unloaded wagons with
axle loads between 4.5 6 tonnes.
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3.5 Detector history for a given wheel at

An analysis of how the mean and peak load values vary over a period of time for a
given wheel at while passing di erent detectors was made. The wheel ats chosen
to be analyzed were those with the highest numbers of registered data from the date
of the generation of the wheel at to the date of replacement. In this analysis, the
wheel in each axle generating the highest peak load was chosen and followed over
time. The analysis was also designed to discriminate between the di erent detectors
the data were collected from. For a given wheel at, the analysis can therefore also
be used to see how the measured forces vary between di erent detectors.

Figures 3.9, 3.10 and 3.11 show how the measured peak load from three di erent
wheel ats changes over time, and the analysis includes values from both unloaded
and loaded wagons. On the black left vertical axis, the peak load is presented in
kKN, while the axle load is presented in tonnes on the red right vertical axis. From
the plot (red curve), it is possible to see whether the wagon was unloaded or loaded.
The "axle load" is the mean load of the defective wheel multiplied by two.

Figure 3.9: Peak loads generated by a wheel at with length 75Smm. The corre-
sponding train speeds based on order according to the date of the measurement in
km/h:

Speed for unloaded: 105, 62, 89, 98, 109, 110, 109, 119, 94, 88, 84, 94, 90 km/h
Speed for loaded: 62, 87, 79, 84, 79, 74, 77, 84, 84, 83, 77, 77, 75 km/h
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