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Method development for resonance characteristics
Comparament of portable measuring methods designed to examine the frequency
behaviour for cables and decoupling networks in complete cars
FREDRIK WENNERMARK
Department of Electrical Engineering
Chalmers University of Technology

Abstract

This report aims to �nd the best suitable method for �nding and analyzing resonance
behaviour in ground cables and decoupling networks for automotive application. It
starts by giving an introduction to the physics and mechanics behind cables and
capacitors. The di�erent methods tested and studied are presented witch make use
of network analyzers, oscilloscopes, various probes and equipment. The conclusion
being that some work better in particular situations, but a common factor is the
use of a network analyzer and in some the use of good current transformers. It's
concluded that further work need to be conduced in order to �nd the optimal setup
and measurment method.

Keywords: resonance, ground cables, electrical engineering, Network analyzer, de-
coupling network, two-port network.
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1
Introduction

1.1 Bakground

The cars of today looks nothing like the �rst cars except for the four wheels. The
numbers of features in cars have grown immensely and most of them has some elec-
tronic component and hence the cost of the electronic systems as a fraction of the
total production cost of the car have grown from 1% 1950 to 35% in 2010 and are
expected to reach 50% in 2030.[1]. With more electronics comes the need for more
cables and communications between the electronics. The electronic features is often
connected to a Electronic Control Unit(ECU) that takes care of the electronics and
distributes the signal to other places in the car. The number of such ECUs have
also grown lately, with numbers up to 150 individual ECUs in the same car[2].

With this growth in electronic parts comes problems. All components is designed
to run at speci�c voltage and currents, if these parameters is compromised the com-
ponent can behave badly or in worst case be destroyed. There are a lot of ways
the cables can experience unwanted change in signal, per example it can pick up
Electromagnetic(EM) signals from surrounding components that leak these or it
can be indirectly connected to some component through common ground that leaks
current to the main component. How well a signals travels through a cable is partly
dependent on its impedance as from Ohm Law. And this impedance is dependent
on frequency hence it would be good to know how this frequency behaviour looks[3].

1.2 Aim

The main outcome of the project is to develop a "in car" test method to measure
resonance characteristics in the internal electronics on the CEVT platform. The
method will mainly cover the resonances in the ground cables and at the decoupling
capacitor clusters in ECUs.

Another outcome is to try to simulate these resonances for a simpli�ed system of
the car platform, and again looking at the ground cables and decoupling capacitors.
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1. Introduction

1.3 Limitations

In this report some limitations are present. Firstly I will stress the time frame.
This work was carried out over roughly six month, and therefore somethings had to
be ignored in the scope of this project. For example, this report will not focus on
�nding the actual impedance value of the resonance peaks and anti-peaks, instead
the main focus will be to �nd the frequencies where these resonance behaviours are
located.
Since the work was carried out on the company CEVT AB the methods that where
developed where developed with CEVT at hand, i.e all the methods that where
developed and tested can be used with the equipment that CEVT possesses. With
this I also what to point out that with more equipment and time there could surly
be a more e�ective method for this scope.
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2
Theory

2.1 Introduction

This section will provide the knowledge and understanding that is needed to replicate
and understand the result that is presented later in the thesis. It will cover the basics
of how signals travels cables, why resonances occur and the problems with that. It
will also touch on the relevance of resonances in capacitors and how one can measure
the impedance of a system.

2.2 Cables

The wave nature of electromagnetism states that there will be conditions such that
EM-waves will create standing waves and resonate. A cable is a perfect medium for
a standing wave, since the inside and outside have vastly di�erent refraction indices
the wave will be trapped and create a standing wave. This happens at di�erent
frequencies dependent on the length of the cable and are also dependent on if the
ends of the cable is connected or not. It is also dependent on how fast the wave
can propagate through the wire. As known a EM signal propagates at light speed
in vacuum but at other media it will be slowed down in some way. This property is
described by the velocity factor(vf ), i.e a fraction of light speed. A normal coaxial
cable has a velocity factor around 0.6-0.8. In equation 2.1 below the resonance
frequency is calculated as a function ofvf , n (Harmonics number) andL (Length of
the cable).

f 0 =
c � vf � n

2 � L
(2.1)

In �g 2.1 the resonance frequency is plotted as a function of the length of the cable
for the �rst four harmonics.
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2. Theory

Figure 2.1: Resonance frequency as function of cable length [Both sides "open" or
"closed"]

Figure 2.2: Resonance frequency as function of cable length [one end "open" one
"closed"]

4



2. Theory

2.2.1 Ground wire

For a return wire running over a ground plane as in the case on many locations in
the car, the ground cables can have EMI problems dependent on the design and
operation. One treats the system as a transmission line and can therefor take use
of the knowledge from transmission theory. The equivalent circuit can be drawn as
below, see �gure 2.3[4].

Figure 2.3: Cable schematic

and the characteristic impedance of the system can be calculated as equation 2.2

Z0 =

s
R + jwL
G + jwC

(2.2)

Where R and 1/G is in 
 =Length, L in H=Length and C in F=Length. If the system
is treated as lossless, equation 2.2 reduces to

Z0 =

s
L
C

(2.3)

The crucial impedance of the system is notZ0 but the impedance looking into the
wire of �nite length l. This impedance is denotedZ in and for a loss less transmission
wire is derived as.

Z in = Z0
ZL + j � Z0tan(�l )
Z0 + j � ZL tan(�l )

(2.4)

where� = 2�
� : An ideal grounding setup looks something like �gure 2.4 below. For a

grounding connector connecting to a ground plane there is ideally no loss and hence
no impedance and thereforeZL = 0. The Z in is then reduced to

Z in = Z0 � j � tan(�l ) (2.5)

As seen from the equation above the impedance for the ideal case is purely imaginary
and therefor reactive rather than resistive.

5



2. Theory

Figure 2.4: Cable over ground plane schematic

A plot for Z in with a �xed cable length of 2m is shown in �g 2.5 below. As can be
seen there are some clear resonance peaks at di�erent frequencies and the spacing
between the peaks decreases as the frequency increases. In this purely loss less case
these peeks will be in�nitely high, but in real life no system is truly loss less and
hence the peaks will be �nitely bound.

Figure 2.5: Impedance characteristic for 2m long cable over ground plane.

For a cable with a di�erent length there will be a di�erent response. For a longer

6



2. Theory

cable there will �t more peaks in the same frequency spectrum and they will also
be shifted left in to lower frequencies. In �g 2.6,Z in is plotted with respect to
both frequency and cable length. It also shows which parts of the landscape that's
negative/positive. This is crucial to know since a positive imaginaryZ in corresponds
to a phase shift of�= 2 and a negative imaginary corresponds to� �= 2 in phase shift.

Figure 2.6: Impedance as function of frequency and length for cable over ground
plan

2.2.1.1 Real life

As shown above it's quite easy to simulate the resonate characteristics of one wire-
plane setup. But in real life in the car there are lots of things that makes it enor-
mously complex. Below is a list of some issues that make the model in previous
section not accurate.

ˆ Lots of cables run parallel with each other down to the same ground plane.

ˆ Parallel cables can be twisted around each other which will make the distance
down to ground plane longer and hence a�ect the capacitance down to the
plane lower.

ˆ A wire can change direction along the way to the plane, thus not being parallel
with the plane.

ˆ The ground plane itself is usually so large that there will be a potential di�er-
ence of some millivolts across it.

7



2. Theory

2.2.2 Attenuator

All that is needed to know for this thesis is that an attenuator is an electronic
device that passively reduces the amplitude of any given signal. This can be done
by di�erent kinds of circuits, but the most common is a Pi-pad and a T-pad (see
�gure 2.7). The amplitude is reduced trough voltage dividers with purely resistive
resistors. The use of attenuator in this project is mainly to reduce noise and to
better match impedances between di�erent components.

Figure 2.7: Diagram over a Pi-attenuatro(left) and a T-attenuator(right).

2.3 Capacitors

2.3.1 Introduction

An ideal capacitor's impedance is frequency dependent as through eq

Z Ideal =
1

i!C
(2.6)

Where ! = 2� � f . But no capacitor is purely capacitive but also resistive and
inductive and can best be described by

Zcap = Rcap + j!L cap +
1

j!C
(2.7)

If the absolute value of 2.7 plotted for some typical values onR, L and C following
frequency response is obtained

8



2. Theory

Figure 2.8: Frequency response for a real capacitors

At the resonate frequency the impedance is at it's lowest and can be derived as

djZcapj
d!

= L cap �
1

! 2C
= 0 (2.8)

which leads to
! 2 =

1
LC

�! ! =
1

p
LC

(2.9)

And since! = 2�f equation 2.10 shows the resonance frequency of the capacitor

f 0 =
1

2�
p

LC
(2.10)

Below this frequency the capacitor acts as it should, i.e like a capacitor but above
this point the capacitor starts to work more like an inductor. Depending on the
values ofL and C this anti-peak will move left or right. The value of the internal
resistance moves the anti-peak up or down.

9



2. Theory

2.3.2 Decoupling capacitors

To reduce noise and transients to harm any equipment a decoupling capacitor is
commonly used. A decoupling capacitor shunts the noise down to ground before
reaching the sensitive equipment. Since a capacitor has one speci�c resonance fre-
quency where it's impedance has the lowest value, one needs di�erent types of ca-
pacitors to cover a broad range of frequencies. In �gure 2.9 is a typical setup for a
decoupling network.

Figure 2.9: Schematic for typical decoupling network

This would be all �ne if the capacitor resonances just added together but when
di�erent capacitors is combined like this in parallel one has to calculate with the
inverse impedance instead and this will give rise to bad anti-resonances. In �gure
2.10 there are two di�erent capacitors of di�erent values. Their individual frequency
response is plotted as the dashed lines. But when put in parallel they gives rise to
a spike that has very high impedance compared to the normal behaviour. As seen
from the plot the impedance can di�er of a factor 500 for just a small change in
frequency. This means that the decoupling network would be able to pull 500 times
less of the harmful current from reaching the sensitive device and hence at this
anti-resonances the decoupling network would not work and could damage other
components or cause harmful EMC issues like conducted emissions or conducted
susceptibility issues.

10



2. Theory

Figure 2.10: Capacitor resonances for two arbitrary capacitors

2.4 Two-port network

Since it's extremely di�cult to simulate all components in an e�ective way it would
be better to have an measuring method that you could apply to the car. All the above
results are presented in the Z-parameter i.e impedance, but in most measuring de-
vices it's more suitable to measure in the S-parameters (scattering parameter) which
is showing how big relative part of the signal power is re�ected(S22) or scatter(S21)
as a ratio of the generated wave. The S-parameters for a two-port system are de�ned
as equation 2.11 below with notation as �gure 2.11

Figure 2.11: Two-port network

11



2. Theory

"
b1

b2

#

=

"
S11 S12

S21 S22

#

�

"
a1

a2

#

(2.11)

or

b1 = a1 � S11 + a2 � S12

b2 = a1 � S21 + a2 � S22

To be able to compare with simulation results and also be able to see where the
resonate peaks is located it would be good to be able to convert between S- and
Z-parameter. This can be done trough theABCD � parameters. They work similar
to the S � parameter but are easier to work with. TheABCD � parameters is
de�ned as

"
V1

I 1

#

=

"
A B
C D

# "
V2

I 2

#

(2.12)

Where

A =
V1

V2

�
�
�
�
�
I 2=0

; B =
V1

I 2

�
�
�
�
�
V2=0

; C =
I 1

V2

�
�
�
�
�
I 2=0

; D =
I 1

I 2

�
�
�
�
�
V2=0

(2.13)

With notation as �gure2.12

Figure 2.12: ABCD description of two-port network

The ABCD is very easy to work with since if a system can be divided in ton sub-
system then the total system responce is just the matrix product of those subsystem
i.e

"
A B
C D

#

T ot

=

"
A B
C D

#

1

"
A B
C D

#

2

:::

"
A B
C D

#

n

(2.14)

Another bene�t with these parameters is that if you know what one of your subsys-
tems consists of you can �nd tabulated results for that system. Per example, if you
know a part of the system can be described as a series impedance then you know
that

"
A B
C D

#

S� Imp

=

"
1 Z
0 1

#

(2.15)
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2. Theory

where Z is the impedance of that sub system. More conversions can be found in
Appendix.. And since most instruments measure inS � parameter it would be nice
to convert between theS- and ABCD � parameter as well. This can be done and
is presented in eq

A =
(Z �

01 + S11Z01)(1 � S22) + S12S21Z01

2 � S21
p

R01R02
(2.16)

B =
(Z �

01 + S11Z01)(Z �
02 + S22Z02) � S12S21Z01Z02

2 � S21
p

R01R02
(2.17)

C =
(1 � S11)(1 � S22) � S12S21

2 � S21
p

R01R02
(2.18)

A =
(1 � S11)(Z �

02 + S22Z02) + S12S21Z02

2 � S21
p

R01R02
(2.19)

whereZ � is the coplex conjugate ofZ . Or equvialently

S11 =
A + B=Z0 � CZ0 � D
A + B=Z0 + CZ0 + D

(2.20)

S12 =
2(AD � BC)

A + B=Z0 + CZ0 + D
(2.21)

S21 =
2

A + B=Z0 + CZ0 + D
(2.22)

S22 =
� A + B=Z0 � CZ0 + D
A + B=Z0 + CZ0 + D

(2.23)

When measurements on a symmetric system is made it can be assumed thatS11 =
S22 and that S12 = S21 which yields Z11=22 and Z12=21. And also Z11=22 is the same
as Z in=out .
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2. Theory
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3
Results

3.1 Cables

This section will address the methods of �nding resonance behaviours in cables.

3.1.1 Vector network analyzer

When using a network analyzer there are lots of di�erent ways to use it. There are
direct measurements, where the ports are directly connected to the DUT, which has
the advantage of not needing any extra test probes that can interfere with the test
setup. On the contrary one has to be careful not to damage the DUT, since you
have a direct contact and thus send the test current directly in to the DUT.

First some tests were carried out to see which type of probes and setup to use for a
normal non impedance measurement.

3.1.1.1 Probes

A test was then done to see if two di�erent methods of picking up the signal gives
the same result and to investigate if one is better than the other. The two di�erent
methods tested where

ˆ Current probes on both in and out ports

ˆ Current probe on the generation port and a magnetic NF probe on the pickup
port.

15



3. Results

Figure 3.1: Comparison between magnetic and current probes

As can be seen from �gure 3.1 they both looks quite similar, at least the peaks show
up at the same place. This comparison has been done for di�erent DUTs and they
all show the same pattern. The one with both the current probes shows a bit more
clearly where the peaks are and seems a bit more accurate. Furthermore the current
probes is much easier to handle and place at the right position and angle, as for
the NF magnetic probe one needs to hold it in place during the measuring process.
There are some di�erence in portability as well. The current probes where passive
with no power supply from the instrument, as for the magnetic NF probe which
needs an external ampli�er connected to a power supply. Portability is listed as a
key factor in the requirements which makes current probes more favourable. With
this test it can be concluded that current probes on both port is more favorable
than a magnetic NF probe on the pickup port.

3.1.1.2 Calibration

In order to get accurate result the Spec has to be calibrated, this can be done in
di�erent ways. There is a calibration kit provided by the manufacture with load,
short and open ports. A S12 calibration consist of a "Through" calibration and a
"Load" calibration. The easiest ways to calibrate is to attached the cables that will
be used to the current probes and then calibrate with those attached. The problem
with this method of calibration is that the e�ects of the current probes won't be
eliminated. Another calibration method could be to have a small cable loop through
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both of the probes and then calibrate the "Through" and the calibrate the "Load" as
the same way as the easy calibration. The bene�ts of this method is that the e�ects
of the probes are eliminated but at the same time you suppress the response of the
small cable loop. See �gure 3.2 and 3.3 for calibration setup.

(a) "Through" connection (b) "Load" connection

Figure 3.2: Calibration setup of method 1

(a) "Through" connection (b) "Load" connection

Figure 3.3: Calibration setup of method 2

In order to see if this method of measuring is accurate a test was made on a cable
with known length and estimated velocity factor. The resonance frequency of that
cable can easily be calculated or be extrapolated from 2.1. The experimental result
is shown in �gure...

3.1.1.3 Probe position

Since the probes is manually placed along the cables, they can be positioned a lot of
di�erent ways. A test is needed to see if this position is a�ecting the result. A one
meter cable was placed straight on a table top and measured with the probes that
was concluded to be the best suited by section 3.1.1.1. Some di�erent positions was
tested. In �gure 3.4 the setup is shown.

17



3. Results

Figure 3.4: Test setup for P2 = 50cm ad P1 = 25cm

In �gure 3.5 below the results of some of the positions tested are shown. They all
looks quite di�erent except that they all get the �rst harmonic peak of 112MHz
right. From this results one can conclude that a standardized placement of the
probes need to be determinate. Looking at the result both the �rst and 4th curve
looks to noisy. The best one is the 2nd one since it gets the dip at the 2nd harmonic
at 225MHz best and even the 3d harmonic in almost in the right place.
The conclusion is that the test that will be executed by this method will use the
positions of the probes as follows.

Position injection probe (P2) at 25% of cable length
Position pick up probe (P1) at 50% of cable length

Table 3.1: Experimentally found optimal probe position

3.1.1.4 Dampers

Sometimes there are multiple re�ections in the test setup that e�ects the test result,
then attenuators can reduce the e�ect from the multiple re�ections. There are most
probably some dampers inside the VNA side of things, but the probes does not
have any dampers and could therefor be good to have. A test to see if dampers is
necessary can be shown in �gure 3.6, here the measurements was made on a standard
100cm cable with open ends.
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Figure 3.5: Four di�erent probe positions. P2 = Injection port, P1 = Pickup port

Figure 3.6: Damper test 19
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The curves in �g 3.6 looks very similar except for the o�set in amplitude that
corresponds to the total damper value. This concludes that for this particular case
dampers does not help the results, but for systems with more components connected
like a ECU there maybe be a use for it.

3.1.1.5 A method with current transformers

The point of all these measurements is to develop a method for consistent and easy
measurements. In the tests some di�erent types of instruments have been used to
test consistency and suitability. Using a network analyzer is a very good choice
to get fast and easy frequency responses. To have a portable instrument is very
important, the RS network analyzer I have tried suits this task perfect. Regarding
the probes I would recommend to use current probes instead of magnetic near �eld
probes since the current probes have a more stable response depending on how you
place the instrument and they are easier to set up and deal with. It would be good if
both probes can operate from some hundreds of kHz up to 400MHz. The instrument
used have N-connections on it's port and so does most of the current probes but
i would recommend that one uses adapters and use SMA-cables instead since they
are smaller and therefore easier to move around. Smaller cables unfortunately have
a worse performance at higher frequencies but at the range that is interesting in this
case it still has good performance.

3.1.2 LCR-meter

A simple way to roughly check the impedance characteristics could be through an
impedance measuring LCR-meter. The downside to this is that a simple LCR-meter
only have a few di�erent predi�ned sampling frequencies and thus it's hard to �nd
any resonance behaviour with such a instrument. The upside if the instrument
would have a lot of sampling frequencies is that no math would be needed to obtain
the impedance.

3.1.3 Oscilloscope and signal generator

Another way to check the frequency response of a cable would be with a Oscilloscope
and a signal generator. This is a technique that only show the resistance of the cable
and not the full impedance and hence would not give a totally accurate picture but
at least a check roughly where the cable behaves unwantedly. The ideal setup for
such a measurement is described in �gure 3.7
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Figure 3.7: Schematics of ideal setup for cable resistance measurements

The corresponding equations for this system follow from equations 3.1 bellow.

Uc = Ugen � Ur

I = Ur =R
Z = Uc=I

(3.1)

Where Uc is the voltage over the cable andZ is the resistance over said cable.
But as usual no system is ideal and in this case the signal generator can not be
modeled this simplistically, it will to have a internal resistance. In many cases as
in this, that resistance is known and is50
 . The new schematic for the real case is
shown in �gure

Figure 3.8: Schematics of realistic setup for cable resistance measurements

The equations in this case gets a bit more complicated but still quite trivial and is
listed in 3.2 below

Rtot = Ri + Rex

URi = URex � (Ri =Rex)
URtot = URex + URi

Ugen = Uout + URi

Uc = Ugen � URtot

I = URtot =Rtot

Z = Uc=I

(3.2)
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