OPERA

- Student opera in Montreal




Montreal University Opera, housed inside of a swiveling facade of
wood and glass.

Giving the students a wonderful place to practice and hone their
skills, as well as being a place for gatherings, art exhibitions,
dinings and more.

ACOUSTICAL CONSIDERATIONS

The key to effectively blocking out noise is mass, heavier
construction means less sound transmitted. The most problematic
area of the building is therefore the glass facade, where mass is
not an option. It is also the most exposed fagade of the building,
facing the busy intersection of Rue Peel and Rue Saint-Jacques.
The problem is coped with partly by the sheer form of the facade.
By the outward tilting the facade is fully shielded from the direct
air traffic noise by the heavier, and thus better sound isolating,
roof construction. The tilting of the surface will also make noise
from traffic on the ground approach the facade at an angle which
will contribute to reflecting the sound rather than transmitting it
into the building.

Apart from the fagade shape the glass is constructed to minimize
sound transmission. Two glass sheets are laminated together with
an interlayer of polyvinyl butyral (PVB) plastic. Approximate
STC rating: 34.

Maximum background noise levels Surrounding noise le\
NC dB(A) dB(A)

Auditorium 20 25 Airplane traffic 60

Green room 30 35 Car traffic 60

Reahearsal room 25 30 Train traffic 50

Individual rehearsal rooms 30 35

Dressing rooms 30 35

Shops 40 40
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1. Reception/Box o!ce
2. Restaurant

3. Dressing rooms
4. Wig shop

5. Scene shop

6. Exhibition area

7. Green room

8. Rehearsal room
9. Restrooms

10. Storage

11. Mechanical room
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GROUND FLOOR
1:750 30m

FIRST FLOOR
\% 1:750 30m

THE LOBBY

Entering through the glass facade, you come into a plaza that
nests the lobby together along with its two main areas. The first
main area is the area around the opera hall, and the other is an
exhibition area connected to a restaurant.

The exhibition deck is intended for small galleries, poetry read-
ings, music performances etc. The deck can also be used for
banquetts and other festivities.

Underneath is a cafeteria/restaurant with its tables spread around
in a veck created by the facade. The facades inwards tilt wraps
the area in, resulting in making it somewhat distanced from ac-
tivities in the lobby.

A system of decks and stairs makes for the entrance to the adito-
rium balconies seats.

The plaza provides an easy and elegant access to the green room
and rehearsal area.

REHEARSAL AND GREEN ROOM

The area is connected to both the lobby and the performers
dressing rooms.

The rehearsal room has a high celing, strecthing other the
adjacent solo rehearsal rooms, wich gives space for letting
sunlight in.

For relaxation in between of the reharsals, the green room is
situated close by.

The reharsal room is weaved together with both the performers
areas and the lobby’s exhibtion area. The connection lobby
makes the room useful for a variety of occasions such as
lectures, workshops and public events.



REHEARSAL ROOM ACOUSTICS

Angled walls in both large Sound locks prevents
rehearsal room and small disturbing noise from
ones prevents flutter echo. corridor and lobby during

\ practise.
—

Windows for daylightand |
mirrors for dance practice

L

Diffusive wooden wall
and ceiling panels.

Heavy drapery (800 g/

m?2) for flexible absorption |
and for possibility to cover
mirrors and windows.

Mobile choral risers with

Spacious storage for ——— different constellation
musical instruments, abilities for maximum
risers etc. flexibility.

Approximate calculations by Sabine’s formula

1’12 | indicates a reverberation time in the rehearsal
| Drapery room around 0,9-1,0 s. These calculations are
0,8 - . . .
. based on absorption coefficients as shown beside,
0,6 - - \\all/ceiling panels

with the drapery fully evolved and a room volume

0,4 - /\__\ = Floor of 1620 m .
0,2 -

Desired RT is around 0,4-0,6 s, but then one
0 ' ‘ ' ' ' ' should notice that the calculations were done
125 250 500 1000 2000 400QHz) . .
without regard to people occupying the room.

LOBBY NOISE CONTROL

Hollow bricks integrated in lobby walls ~ . [ |

work as Helmholtz resonators and -
contribute to loweing the noise level =~ «
and reverberation time in the lobby.

The hole size, dj, and distance
from back wall, dp varies to get
diverse resonance frequencies and
gain absorption over a wider range of _« . -
frequencies.
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50 mm wooden floor

25 mm glasswool quilt
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300 mm concrete slab
300 mm insulation

A glass-wool quilt

reduces the impact

sound of steps in the
lobby.

RT (s)
1.4 -

1,2

1 4
0,8 -
0,6 -
0,4 -

0,2
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WALL DETAILS

Details to the right are examples

of solutions to meet the rooms NC
requirements and too assure the
possibility of simultaneous activities in
di"erent parts of the complex.
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SECTION B-B

1:300

30m

Wall between rehearsal
room and auditorium,
STC 75

Diffusive wooden panel
190 mm concrete

90 mm insulation

Air gap

Diffusive brick wall

Wall between dressing
rooms, STC 60

13 mm gypsum board

13 mm gypsum board

90 mm steel studs

90 mm glass fiber isolation
resilient channels

13 mm gypsum board

13 mm gypsum board




FLEXIBLE CEILING PANELS

The auditorium ceiling is covered with lowerable panels
to enable different sound properties for different types of
performances. Every panel is individually adjustable in
height and incline, with pre-programmed dispositions for
opera and concert.

With the panels lowered one will gain earlier reflections
and therefore higher clarity. The clarity is important for the
song and its lyrics to be heard. The lowered panels will also
contribute to shorter reverberation time as the volume of the
hall ‘shrinks’.

Sound finding its way up in the space between ceiling and
panels will be absorbed by the absorbing surfaces in the
ceiling and on the upper side of the panels.

With the panels in their high position one will get later
reflections and longer reverberation time.

WALLS

In order to create a diffusive sound the auditorium walls are
unevenly tiled, creating both local and global irregularities
for wide frequency range scattering.

BALCONIES

The balconies are broken up into smaller boxes and scattered
along the auditorium walls. This constellation allows the
seats to be straightened up towards the stage, resulting in
better visual contact with performers on stage.

From an acoustical point of view the broken up balconies
enable sound reflections from the ceiling to reach down to
lower balcony levels through the gaps.

OPERA MODE

CONCERT MODE
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REFLECTIONS



