Real-time Electric Vehicle Routing

System, Control and Mechatronics

Guo Wu  Ruisheng Zhao

Electrical Engineering
CHALMERS UNIVERSITY OF TECHNOLOGY
Gothenburg, Sweden 2019






Real-time Electric Vehicle Routing

Guo Wu  Ruisheng Zhao

CHALMERS

UNIVERSITY OF TECHNOLOGY

Electrical Engineering
System, Control and Mechatronics
Electromobility
CHALMERS UNIVERSITY OF TECHNOLOGY
Gothenburg, Sweden 2019



Real-time Electric Vehicle Routing
Guo Wu, Ruisheng Zhao

© Guo Wu, Ruisheng Zhao, 2019.

Supervisor: Rafael Basso, Volvo Group Truck Technology
Examiner: Baldzs Adam Kulcsar, Electrical engineering

Electrical Engineering

System, Control and Mechatronics
Electromobility

Chalmers University of Technology
SE-412 96 Gothenburg

Telephone +46 31 772 1000

Cover: Real-time Electric Vehicle Routing.
Typeset in IATEX

Printed by [Volvo Group Truck Technology]
Gothenburg, Sweden 2019

iv



Real-time Electric Vehicle Routing
Guo Wu, Ruisheng Zhao

Electrical Engineering

Chalmers University of Technology

Abstract

The growing demands for promoting sustainable fuel solutions in recent years have
facilitated the use of electric vehicles (EVS) in the urban area. Traditional vehicle
routing technologies for internal combustion vehicles have been very mature today.
However, those technologies always focus on calculating the shortest distance or the
most time-saving solution, which is not a suitable plan for EV due to its current lim-
itations: limited driving range and long recharge time. Hence some energy-optimal
routing methods need to be extended.

In this paper, a real-time electric vehicle routing problem with capacity and battery
limitation is introduced, possible recharging motion en-route will also be consid-
ered. Various solution models such as tree-searching, integer linear programming
and mixed integer linear programming are analyzed. The mixed integer linear pro-
gramming model is selected for practical application in the end because it can find
high quality of solutions within reasonable computation time while facing with a
large-scale routing problem.

The practical experiment results are collected by implementing the model on the
products distribution tasks within the urban area of Luxembourg City, where the
time-dependent tra [c_dongestion exists. The cost graph of the particular urban
area in Luxembourg City is estimated by a parameterized energy model, which is
provided by [10]. The results indicate that real-time routing solutions based on the
dynamic tra Lc ehvironment can e [edtively save energy.

Keywords: Real-time, Electric vehicle, Energy estimation, Cost graph, Energy-
optimal routing, Mixed integer linear programming, Model predictive control, recharg-
ing.
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Introduction

In recent years, the increasing bene ts of researching on green energy solutions and
the intense demands of reducing the environmental pollution caused by daily road
transportation promote the evolution of Electric vehicles (EVs), which makes EVs
become an alternative choice for vehicles purchasing. Comparing with the tradi-
tional combustion vehicles, EVs have absolute advantages such as cleaner energy
resources, quieter behaviors and zero emissions, which make an outstanding contri-
bution to the sustainable development of environment [1]. However, the capacity of
EV's battery puts a severe limitation on EVs' drivable range, and a long waiting time

is required for fully recharging the battery. These are the most concerning problems
of EVs that cannot be avoided by drivers and researchers [2]. In essence, such prob-
lems are concluded as indirect energy-saving problems and could be theoretically
addressed either by driving smoothly throughout the ways from a subjective moti-
vation perspective, or by optimizing the sustainable distribution plan for vehicles to
reduce unnecessary energy waste.

Traditional distribution tasks within workdays always refer to the movement of
goods from one location to another, and it is always created and handled as vehicle
routing problems (VRPs) by many transportation logistics companies. For the most
traditional combustion vehicles, the goal is to search for the minimal transportation
cost routing solution regarding to the total traveling time and distance that will visit

a number of customers with both the start and the endpoint located at the depot.
After decades of innovation and improvement within this eld, the existing routing
technologies for traditional combustion vehicles have been proven to be advanced
and e cient. New requirements for the sustainable development of environment
have been proposed, which leads many variations of VRP nowadays to focus on
green vehicle routing, such as electric vehicle routing problems (EVRPs), which
incorporates the electric energy consumption constraints with traditional routing
problems. Therefore, in EVRPSs, instead of solving the shortest distance or the least
time-consuming routes, the total electric energy cost is a more important benchmark
to consider when people are judging the quality of solutions.

Nowadays, most EVRPs are generated from daily transportation that uses electric
vehicles to accomplish distribution tasks within urban areas, while the traveling
cost would uctuate due to the complex real-time tra c network conditions like
weather, congestion or city topography, which lead our EVs to spend more electric
energy than the expectation in many cases. Ignoring such disturbances caused by
those uncertain and unforeseen real-time factors when arranging distribution tasks
will result in a poor or even dangerous routing solution that put EVs at risk of low
battery and have to terminate the current mission somewhere on the roads. If that
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1. Introduction

emergency happens, the vehicle has to turn to the nearby charging station while
such motion is not included in the previous routing plan, which forces additional
computation sources to come into service. Terminating the current task temporarily
will cause even a more serious trouble to customers because they have to wait for
a long time unreasonably. This fact directly points out that solving EVRPs with

a static manner is insu cient to guarantee the optimality of the previous routing
plan during the whole work day since the input information is evolving all the time

in reality. Hundreds or thousands of times updates need to be implemented.

In most real-time tra c applications, the network information is gradually revealed
when vehicles are en-route, and vehicles usually can only know the complete in-
put information when the current task has been nished. Consider such real-time
property, an intuitive option is to solve the problem with an ongoing manner and
continuously update the current solution based on the newly arrived tra c infor-
mation. This operation requires the routing model to be able to react and process
the constraints and conditions quickly.

The thesis work starts by reviewing relevant theory and literature to gain basic
ideas of solution methods; after that, the practical implementations are presented
step-by-step. Firstly, the feasibility validation of those models is carried out within
the ctitious grids world with simple routing problems. Then the feasible model

is extended to the real-world application. The introduced electric vehicle routing
problem are characterized as(1) the input data is time-varying, (2) incorporates
the weight and battery capacity constraints, and3) considers the possible charging
motion en-route when congestion happens. The goal of thesis work is to develop a
model-based routing algorithm to minimize the total energy cost for visiting all cus-
tomers. A variation of linear programming called mixed integer linear programming
is applied to solve the introduced problem dynamically, which further incorporates
with the optimization software tool CPLEX to improve the performance. The nu-
merical result proves that our model can update the routing solution continuously
with potential energy saving e ect and e ciency based on the real-time circum-
stances. The graphic result part visualizes the solution routes, which provides the
foundation for the correctness analysis of the model.

This thesis work is carried out in Electromobility department of Volvo Group Truck
Technology Company, guided by our supervisor Rafael Basso and examiner Balazs
Adam Kulcsar. The document is organized as the following: The literature review
part is presented in the rest of this chapter. Chapter 2 presents the fundamental
theories that are used in the proposed models and algorithms. Chapter 3 presents
and analyzes the pros and cons of the applying tree-searching method and linear
programming methods for VRP and Capacitated vehicle routing problem (CVRP)
on grids world based routing problems, followed by experiments with the two meth-
ods. Chapter 4 describes the practical application of the dynamic CVRP model as
well as considering the charging issue on real map and related experiment results.
A short conclusion is given in Chapter 5.



1. Introduction

1.1 Literature review

The Vehicle Routing problem (VRP) is a large topic composed by a comprehensive
optimization and linear programming problem (Mixed Integer linear programming

in most cases). In essence, VRP is one representation of logistic management, which
decides the control motions on both the internal components operations and the ex-
ternal routes selections of a vehicle [3]. A general form of VRP with single vehicle
can simply be seen as a traveling salesman problem (TSP), which can be described
as: the dispatchers need to arrange a single vehicle to serve all customers' demands,
starting from and ending at the depot [4]. However, although VRP has been widely
studied for several decades since 1959, it is still a challenging research topic nowa-
days if people combine it with complicated real-life applications. Then it requires a
more complex and e ective model to provide the feasible or optimal traveling routes
based on large amounts of information. Since the VRP belongs to the class of NP-
hard combinational problems, the variation of VRPs that contain more complicated
constraints regard to new requirements will be easily turned to an unsolvable prob-
lem.

CVRP is one of the most common variation, which imposes a constraint that the to-
tal carried cargo weight does not exceed xed capacity of the vehicle while satisfying
all demands of customers. Paolo Toth and Daniele Vigo [5] illustrated the CVRP
with asymmetric and symmetric cost matrix conditions, the problem is to nd K
routes plan (corresponding to K vehicles) for pick-up and delivery with minimum
cost. In [6] and [7], there are examples of solving CVRP. Another popular variation

Is electric vehicle routing problem (EVRP) produced by the goal of energy-e ciency
[8]. However, the current research area on VRP considers not only the payload lim-
itation of our electric vehicle but also incorporates battery capacity and possible
recharging requests into a multi-constrained optimal routes planning problem. Such
combination of the CVRP and EVRP was mentioned in [10][11] and [9] , where the
rst paper presents an energy estimation model that can predict the energy con-
sumption between two nodes precisely based on the Newton's laws of motion and
topography of the city. The most energy-saving routes is calculated by a '2-stage'
algorithm based on those estimated cost of paths. But the proposed algorithm in
the papers did not solve the routing problem in a dynamic method.

The study of dynamic vehicle routing problem (DVRP) starts from 1988 when
Psaraftis and Harilaos rst proposed the de nition of DVRP in [12], this topic and

its variation has become a popular eld to be investigated and developed. Recent
articles such as [13] and [14] summarized di erent types of DVRPs. The former
gives a comprehensive review of two types of DVRP: the dynamic and determin-
istic problem and the dynamic and stochastic problem, and the latter mentioned
the DVRPs with stochastic factors. Intuitively, DVRP introduces more complex
constraints compared to the conventional VRP since in real life applications, not all
information is known in advance, some inputs data are evolving during the execution
of routing plan. This fact forces some input parameters in the previous static VRP
now become time-dependent [15][16] or stochastic [17], hence the corresponding al-
gorithms for DVRPs are required to make online decisions quite e ciently. The
advantages of solving DVRP is that the designed dynamic algorithm has a 'sense’
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1. Introduction

to the real-time environment, making decisions that depend on the external changes
of the tra c conditions, hence such result is more realistic and valuable in most
real-world application compared to the static VRP. The numerical comparison of
the total traveling cost between static and dynamic algorithm based on the dynamic
environment is presented as the gure 1.1. The dynamism level here refers to the
amplitude of the uctuation on the actual travel times of each road, a high level of
dynamism means that the travel time of passing through a speci c road will change
with a large amplitude, and vice versa. The rst gure shows the cost ratio trajecto-
ries in which the model only considers those known customers, while three di erent
colors indicate three di erent time intervals between routes adaptation. The red
trajectory means that the routes are adapted every hour, the green and blue one
mean that the routes adaptations take place every 2 and 3 hours respectively. The
second gure shows the cost ratio trajectory in which the model takes into account
the newly arrived customers. Both gures show that the periodic routing algorithm
performs better on saving cost than only solving the routing problem one time in
the beginning.

Figure 1.1: The cost ratio between dynamic algorithm solution and static
algorithm solution, which is calculated as Cost ratio= (Cost of static route
planning)=(Cost of dynamic route planning). These two gures are reproductions
of gure.6 and gure.7 in the paper [18].

Many DVRP examples in the previous literature focus on deciding a routing solu-
tion by mainly considering three types of uncertainties: stochastic traveling time,

stochastic emerging service requests, as well as stochastic customer's demands, the
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1. Introduction

routing plan under these uncertain conditions are always decided depending on the
history data and the newly collected real-time information while sometimes one can
merely know the possibility of the occurrence of the incidents, which are unpre-
dictable in advance. For example, in [19], it presented a real-time model in order to
prevent the vehicle from sticking in routes when the urban recurrent or non-recurrent
congestion happens. Another variation of DVRP are shown in [20] and [21], the ve-
hicle routing problem with time windows (VRPTW) has been investigated, where
the travel time between each two nodes is changing over time. Those papers consid-
ered the soft time windows constraintge;; ;] on arriving customers, that means the
dispatched vehicles have to start serving customers within a certain time interval.
Missing the deadline will increase the total cost (be punished) signi cantly. The [3]
and [22] described a more intricate VRPTW, in addition to the varying link travel
time, new customer requests with time windows will appear continuously during
the daytime. In this case, additional calculation is needed to decide which of those
new requests should be rejected due to its unreasonable emergence position before
inserting them into the executing plan.

Recently, the VRP produced by traditional combustion vehicles have been adapted
into electric energy related vehicle routing problems due to the rising of electric com-
mercial vehicles. For example, in [23], it proposed a dynamic programming method
to solve single and multiple EVs' routing problem with charging nodes, and in [24],
a new type of VRPTW called electric vehicle routing problem with time windows
and recharging stations (E-VRPTW) has been discussed. The E-VRPTW incor-
porates the process of recharging at each station with the charging level depended
recharging time, and it also considers the capacity limitation on vehicles as well as
the soft time window constraints on customers. More research on this eld can be
found in [25] and [26]. The former introduced a recharging vehicle routing problem
(RVRP) with capacity limitations and time window constraints, and the latter pro-
posed an electric vehicle routing problem with time windows and partial recharging
(EVRP-TWPR). To reduce the total recharge cost, the authors considered di erent
recharging technologies (fast recharge and slow recharge) and allowed vehicles to
recharge while providing service to customers if there is a charging station at cus-
tomer node.

However, to the best our knowledge, in all the referred papers that are about solving
DVRPs or its variations, the proposed DVRPs were divided into a series of static
VRPs with di erent constraint architectures. Each static VRP was adapted by the
external information sample of the current time period (or called time slice in some
papers). This fact leads the solution techniques for solving DVRPs to range from
the exact methods to heuristics. The exact methods such as Linear programming
(LP) and dynamic programming (DP) allow the nding of optimal solutions, but
they are often time-consuming because of the dimension curse in solving real-world
problems (e.g. the problems with large dimension). Heuristic algorithms seek to
produce good-quality solutions within reasonable computation times and the results
are always capable for practical application. The trade-o happens when balancing
the solution quality and the computation speed [13]. LP technique is capable to
solve small or medium-sized logistic problems that involves multiple variables and
constraints. It is now becomes possible to apply on more complex routing problems
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because the powerful software solvers that are embedded in mathematical platforms
such as Matlab [27] and IBM can accelerate the data processing speed [28].

LP formulation and its variations have already commonly been used in many com-
bustion vehicles routing problems based on di erent demands. In [18], a classic
example of using mixed integer linear programming model is developed to solve a
dynamic CVRP on multiple vehicles case, where the dynamic routing model adjusts
(re-optimizes) the routes plan every 2-3 hours based on the real-time travel time
information as well as the newly appeared customer demands. A more complicated
mixed integer linear programming problem application could be found in [20], where
a dynamic VRPTW with time-dependent travel times in addition to real-time de-
mands (RT-TDVRPTW) was introduced. The di erence is that in the latter paper,
vehicles are allowed to wait at current customer after the service is completed such
that vehicles can serve the next customer within its soft time window constraints,
which is a very common scenario in real life. For those readers who want to learn
more about using linear programming technique to solve DVRPs or SVRPs can take
a look at [29][30]. As for electric vehicles, the linear programming technique is also
widely used in EVRPs. For example, in [25] and [26], the charge limitation, elec-
tricity consumption are included in constraints of the proposed linear programming
model and the recharging waiting cost becomes a part of the objective function.

DP is an iterative technique that can solve routing problems by cutting down the
whole traveling plan into a number of "sub- ows". Each sub- ow is aim to solve the
lowest cost sub-routes for a sub-optimization problem and hence the origin problem
Is optimized by combining all those optimal sub-solutions. The typical EVRP for a
single electric vehicle with recharging station that solved by dynamic programming
was described in [23], but the proposed model only considered the time consuming
factor. The model mainly contributed to minimize the value of an iterative equation
that consists of the total elapsed time so far as well as the time to go one step further
based on the current moment to reach the next node. The algorithm will terminate
when the total elapsed time from the depot to the last customer has been calculated.
In another paper [19], a real-time routes decision problem is also modeled as a dy-
namic programming model with look ahead policy. The real-time network scenario
is described by state variables of each road link such as the congestion level and the
waiting duration that are used to determine the value of the iterative equation at
every decision stage (every node). However, the horizon of looking ahead policy in
the paper was limited to prevent the exponential growth of the state space.

Metaheuristic techniques such as Ant Colony Optimization (ACO), Genetic algo-
rithm (GA) and Large Neighborhood Searching (LNS) make great contribution to
DVRP research. A detailed introduction to some of the metaheuristic methods that
used for some combinational optimization problems such as DVRPSs is presented in
[31].

ACO is a probabilistic technique, nature-inspired metaheuristic, which uses arti -
cial "ants" to simulate the foraging behavior that succeeds in seeking for the optimal
path between their colony and source of food. The basic knowledge and simple ap-
plication of ACO are mentioned in [32]. Recent research shows that ACO is quite an
e cient method for solving DVRPs and its variations. In [22], a single colony ACO

6
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algorithm is proposed to solve the DVRPTW with di erent values of dynamicity

(a percentage of%op customer demands are known a priori), the cost function is
minimized from a multi-objective perspective: the number of vehicles and the total
traveled distance. The result shows that the proposed ACO algorithm can obtain a
competitive result with small variance when facing a high dynamicity level. In [4] a
similar ACO algorithm based model is proposed to tackle the DVRP with stochas-
tic customer demands, but the updating of pheromone is determined by the best
performance ants in the last iteration. An enhanced ACO (E-ACO) is introduced in
[33], where it combines the traditional ACO alogorithm with a crossover operation
that is similar in GA , and K-means to separate the known customers into several
clusters with the most reasonable total distance. The experimental result in this
paper shows that the proposed E-ACO is capable to nd high-quality solutions for
DVRP.

In [34], GA is mentioned as a nature-inspired metaheuristic algorithm with good ef-
ciency and performance on several applications of DVRPs such as multiple vehicles
routing problems with capacity constraints and VRPTW. In [35], the adapted GA
algorithm is based on a integer linear programming formulation with the capacity
and time window constraints. Additional calculations are generated when apply-
ing self-determined strategies on creating initial population (a feasible solution set),
crossover process, mutation and individual replacement in order to guarantee the
guality of the converged result and accelerate the convergence speed. Similar inves-
tigation can be found in [36], where the implemented crossover operator is di erent
from the previous paper, e.g. Partially-Mapped-Crossover (PMX) and Edge Re-
combination (EDGERC), although the dynamic factor considers in the paper only
the newly arrived demands, the average cost from the depicted GA-based model
outperforms those of the traditional ACO.

Metaheuristics based on LNS have also shown outstanding result in tackling pickup
and delivery transportation service problems. With di erent heuristic neighborhood
searching actions (destroy and re-insert techniques), LNS is likely to nd better
candidate solutions within a complex neighborhood. A comprehensive introduction
about LNS and application examples are presented in [37]. There are similarities
between LNS and GA:(1) in order to promise reasonable calculation time and
produce superior solutions, both of them need mature rules for creating a high-
quality initial population, (2) the crossover process of GA share the same essence
with the neighborhood switch of LNS: use heuristic search to nd better candidate
solutions that satisfy the higher benchmarks. An improved LNS algorithm for real-
time vehicle routing problem with hard time windows (DVRPTW) is shown in [21],
where the current route plan will be adjusted according to the position and time
constraints of the newly arrived demands. Since the traditional LNS algorithm for
VRPs and DVRPs is very time consuming when it has a poor initial population, the
improved LNS algorithm in this paper mitigates this problem by:(1) improving the
quality of the initial solution, and (2) attempting di erent neighborhood searching
strategies in each iteration. In fact, the principle behind2) is the centerpiece of
Adaptive Large Neighborhood Searching (ALNS), which is a popular variation of
LNS that allows the algorithm to use multiple neighborhood searching methods in
one iteration for various solutions searching. In [38] and [39], the exact examples of

7
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applying ALNS on solving DVRPs are presented.

As for the real-time electric vehicle routing, none of the articles mentioned above
covers all aspects of our investigation topic, since the optimization principle of rout-
ing does not focus on the shortest-distance or least time-consuming. Instead, the
EVRPs are always addressed from the energy cost perspective, developing a solution
model which can make routing decisions for electric truck delivery regards to the
minimum electric energy cost that based on the network topography as well as the
real-time road information simultaneously.

In the next section, the routing problem, as well as the goal of the solution, will
be described in detail. In the Methods section, several strategies that are feasible
for our case are introduced, which start from realizing our dynamic approaches on
rudiment models and verifying their improvement based on a customer graph. The
approaches are presented as pseudo code and the results are shown by comparing
the routing solution in a grid world. In the Result and Discussion section, the result
data is collected to formulate a table for comparison and analysis of the advantages
and weaknesses of our designed dynamic model.



2

Theory

In this chapter, the theoretical backgrounds of the thesis work are introduced, in-
cluding the look ahead policies, the concept of shrinking horizon window, the for-
mula of energy estimation and path structure, which provide technical guidance for
implementing the solution methods in the following chapters.

2.1 Policy

The goal of this project is to design a model that nds the most energy-saving route
for an electric delivering truck. The truck departs from the depot, visits all of the
customers once and back to the depot. The vast majority of strategies for sequential
stochastic optimization problems can be organized with four fundamental classes of
policies [40]:

N

Myopic cost function approximations: Chose the next action by only consid-
ering the current state value. Apparently this policy does not work well in
our case since the cost changes and the goal of the thesis is to nd the global
optimal solution.

Policy function approximations: Find a well-de ned function that matches
to the policy function, requiring the structure of the policy to be obvious.
This is an analytic function that returns an action given a state but without
solving an embedded optimization problem. The idea is well matched (q; Q)
inventory re-ordering policy or eet sizing strategy. However, this report does
not need to consider any inventory or eet issue, and it is dicult to nd a
classic function that can represent the policy.

Policies based on value function approximations: Here the policy is made
after estimating the state values using Bellman's equation. In a word the
main part of this idea is estimating the state values (cost), but an energy
estimation model has already been provided by [10] that gives the customer
graph containing the minimal cost between every two nodes (customers and
the depot).

Look-ahead policies: This one optimizes over the entire future and pick only
the next action. A fairly good solution might be found by implementing this
policy every time that the vehicle reaches a customer. This is referred to
as model predictive control (MPC) in control theory and is the most common
approach to tackle dynamic vehicle problem when the customers are all known.
Thus in this thesis work, all algorithms within the models will be based on

9



2. Theory

Look-ahead policy.

2.2 Shrinking horizon window

Assuming the number and the position of customers are known beforehand and xed
in the map. The optimization process is to solve a real-time optimal routing problem

- a circular trip incorporating all the customers as well as the depot. Comparing with
the receding horizon window used in traditional MPC method with xed window
size, the whole time interval is equal to the length of the prediction horizon at
the beginning. Therefore, the MPC method applied in our case uses a shrinking
horizon window as gure 2.1 shows. Such adaptation is inspired by the fact that the
terminal time index is always the last customer. during the periodic optimization
process, note that the solved customer pair won't be counted in the optimization
process later, so the scale of the problem as well as the prediction horizon are
decreased after each time the optimal routes between the current arrived customer
and the next customer have been solved. Hence the computational e ciency will be
improved gradually.

Figure 2.1: Shrinking horizon window

2.3 Energy estimation

The energy consumption estimation is a vital prerequisite for solving the proposed
routing problem. In order to make sure that the model will solve for an energy-
optimal routing plan, the exact amount of energy cost of traveling through any
road link must be known beforehand. In this paper, the energy estimation work is
executed by referring to the energy estimation model in Rafael Basso's paper [10],
where for every link, as gure 2.2 shows, the energy consumption for the vehicle to

10



2. Theory

pass through any speci c link can be divided into three partse’ for acceleration,
¢ for moderate driving ande” for nal braking.

Figure 2.2: The speed trajectory over any linkga; b with initial and nal speed
equal to 0. This gure is a reproduction of Figure 4 in [10].

The total energy consumption of a certain link(a; b is calculated as:
ep=€e +€ +e= ym+ v (2.1)

Wy, is the total weight of the vehicle (including self weight and the payload)y is

the average driving velocity on the link(a;b). Note that these two parameters are
constants while the vehicle is driving on the link(a; b, 4 is the cost coe cient

of mass and 4, is the cost coe cient of velocity. For the detailed derivation of
equation (2.1) please refer to [10].

2.4 Path Finding

In the real tra ¢ network, a complete path (i;j ) from one node to another is com-
posed by a series of consecutive road linkga;b and the whole routing plan is
composed by a series of those consecutive paths given a number of nodes, as the
gure 2.3 shows.

Figure 2.3: Paths between customers i,j,k are composed by road links
(ag; b)) (by; a)(az; ) (y; as):::(as; bs). The whole routing plan is composed byi; | )
and (j; k).

11



2. Theory

In this paper, our ultimate objective is to minimize the total energy consumption
during the delivery task. Hence the most energy-saving paths between any two nodes
need to be computed at any particular time. Those paths provide the foundation
for calculating the optimal visiting order. This assignment is nished by referring to
the "Stage One" linear programming model in [10], where it can solve the paths with
the energy-optimal combination of links. The output from the "Stage One" model
presents the unique optimal path to follow when a speci ¢ customer pair is chosen.

2.5 Periodic routing

The dynamic routing process in this thesis work essentially means to periodically
solve the static routing problem to nd a temporary optimal route solution based
on the current information. This idea corresponds to the principle of 'dynamic’
mentioned in the documents of the literature review section. However, the length
of the time interval of each period is not xed; it depends on the computation
e ciency of the model as well as the actual elapsed time during the dispatching
process respectively. During each time interval, the new route will be ready before
departure from the current customer. The complete process is shown in gure 2.4.

Figure 2.4: Periodic routing process.

12



3

Grid Map

At the starting point, it is necessary to build and test the model on a simpli ed
case, which is a fast way to see if the model has any contribution or not on DVRP.
Grid map has the most compact format as a road network, with onl)X andY axes,
which is a good choice for model design and validation in the initial phase. Grid map
can be seen as a simpli ed version of the real world tra ¢ network, the signi cance
of creating such simple structure map is to initially validate the feasibility of the
designed routing models without any external data support. Theoretically, there is
no di erence in calculating the total cost and the optimal routing plan between the
grid map and real map, where the energy cost of driving through the path between
customers is given.

This section is divided into three parts, 1: Tree-search model. 2: Linear program-
ming model. 3: Experiments of the linear programming model.

Consider a 10 by 10 grid map, a depot is located 40;0), a certain number of
customers will be positioned randomly at the intersections. The task is to have a
truck departure from the depot, visit all customers once and then back to the depot.
The truck can drive from a node to another node directly and the goal is to nd a
route that has the entire cost as small as possible. For the purpose of this thesis,
the energy cost is random with a normal distribution. The mean is the straight line
distance and the standard deviation is proportional to the mean.

Figure 3.1 shows an example of a customer set. The idea is to generate a customer
graph (the term was rstly introduced in [10]) R containing the best path between
every two nodes, and only the paths that chose from the customer graph are used
to compose the entire route. Since there is no need to follow the grid lines, the best
path between nodeA and B is the straight link (A;B).
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3. Grid Map

Figure 3.1: A 10 10grid map with (0;0) the depot, and the customerdA(3; 2),
B (6;5), C(7;9), D(0;9) and E(2;5).

Consider the case in Figure 3.1R! is the customer graph at timet formed as a two
dimensional array withN rows andN columns,N is the number of the nodes. The
distance between they, nhode and thejy node (R}j) is placed in theiy row and
the j column. Furthermore,Ri? shown in Figure 3.2 is assumed not been a ected
by the noise (pure distance).

Figure 3.2: customer graphR?{, i;j =1;2;3::N.

3.1 Basic problem description

Like most single vehicle routing problem in other documents, I&s = (V; E) become
the complete directed road graph (all nodes pairs are connected by edges) where
V = f0;1::::ng represents the depot and the customer positions respectively. Here,
the proposed problem is assumed to only have one depot "0". The coordinates
information of these customers is generated randomly insidel® 10 grid world.
And E = f(i;j)ji;j 2 V;i6 jgde nes the edges between each customer pavw; is

a subset of E that contains the selected edges in the optimal solution. The vehicle
will start to distribute goods to customers from the depot, serving every customer
exactly once and back to the depot in the end. The basic goal of the proposed
real-time electric vehicle routing problem in any particular time period is to nd a
set of routes to visit those customers with minimum energy cost. Other extra model
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3. Grid Map

parameters that are necessary for the more complex situation in later sections will
be illustrated when the problem goes to that far.

3.2 Tree search

One can intuitively come up with tree search once the customer graph is built. The
idea is relatively simple but it does nd the exact static optimal solution. The
strategy looks like Depth-First Searchbut instead of searching, an example tree is
drawn in gure 3.3. Consider the case in gure 3.1, starting by drawing thalepot

as the top of the tree, the next level consists of all the customer nodes, and each
node is followed by the rest of the nodes that have not been selected in the branch.
Once every node has been selected, each branch ends up withdkepot meaning
the route goes back to the origin and the tree has been completed. A path from the
top depotto the bottom depotis called a branch.

Figure 3.3: Every path that starts at the top depotand ends at the bottomdepot
is a branch, e.g the red path (depot-A-B-C-D-E-depot) and the blue path (depot-
D-C-E-B-A-depot) are two branches.

15
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Figure 3.4: The graphs demonstrate the two routes in gure 3.3 in the grid map.

Through this strategy, one can nd all the feasible solutions that are represented by
branches. Next step is to calculate the total cost of each branch. For example the
entire cost of the red branch and the blue branch (Figure 3.4) at time= 0 are:

Cred = R%, + R+ R, + R}, + Ry, + RY, = 28:8286

Coe = R%: + R, + R+ R%, + R, + RY, =34:2513

Here C,eq and Cye represent the entire cost of the red route and the blue route.
Since the customer graph is symmetric, the routdepot A°- B C D E depot
has nothing di erent with depot E D C B A depot The red path in this
case has the shortest distance in total thus it is the best choice here. The pseudo
code is shown as following:

Static tree search model
% Assume the problem hasn customers and one depot
customer =[¢;; G il Gl ;
Generate the customer graphR2 R(M1 ()
path =] ;
The total cost C=0;
optimal _cost=+1 ;
optimal _path=1] ;
Loop 1:for iy in customer:
path = [path;i];
customer = customer=i; ;
C=C+Ruy,;
Loop 2:for i, in customer:
path = [path;iy];
customer = customer=i, ;
C=C+ Rii,;

Loop n:for i, in customer:
path = [ depot path;i,; depol;
C=C+Rj, i, +Ri1;
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if C <optimal _cost:
optimal _cost= C;
optimal _ path = path;

end

if all situations are considered:
return optimal_path;
END the process;

end

customer = [ customer;i,];

path = [ path=depo&i,)];

C=C R, .in R

end

customer = [ customer; i,];
path = [ path=i];
C=CR i1z

end

customer = [ customer;i4];
path = [ path=iy];
C=C R y,;

end

This model is used to solve static routing problem, when it comes to the stochastic
as well as dynamic customer graph, the driving route needs to reoptimize periodi-
cally (lookahead policy).
Assume the stochastiR' at time period t has normal distribution N *( ; 2), with
the mean value ; measured fromR! * = N' 1(  ;; 2 ), and the variance pro-
portional to the mean value ({ = t) which means that the change rate will
be relatively high/low if the value itself is large/small. It is easy to understand, for
example, it takes a long time to drive through a long route and factors like tra c
lights, congestion, or car accident could a ect the energy consumption in a relatively
high extent, vice versa.
Before the departure, nd the optimal route by usingR°, assume the optimal route
att=0isdepot A°. B C D E depot pick the rst path depot A as the
rst action. Once the truck has reached customeA, the customer graphR changes
because of the disturbance and becom&s'. Find the static optimal route for the
rest nodes by usingR!. Assume theresultisA E C D depotpick A E
as the next action. The process is the same as previous but with time-dependent
customer graph. The nal cost in total has the expression:

Cost= R?

Ngna

+RY +R2_+:+ RN (3.1)

ninz nans NN Ng

Where R}W is the cost driving from noden; to n; in time period t, and ny repre-
sents the depot. The pseudo code of the model in this case is shown as following:

Lookahead tree search model
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3. Grid Map

% Assume the problem hasn customers and one depot
customer =[¢;; G il Gl ;
Generate R?;
Step 1:
Find the optimal _path; by using R?;
Take the first customer in optimal _path; and name it iy;
Generate R?;

Step 2:
Find the optimal_path,(start from i; and end up at the depof)
by using R?;

Take the first customer in optimal _path, and name it i;;
Generate R3;

Step n  1:
Find the optimal_path, ;(start from i, , and end up at
the depot) by using R" %;
Take the first customer in optimal_path, ; and name it
In 1;
Name the unselected customei,;
optimal _path =[depotiy;iz; iy 1;in; depol;

return optimal_path;

END the process

In the process above, the Lookahead tree search model does not return a round
route. Instead, it nds the optimal chain route from the current node to the depot
incorporating all customers that have not been visited yet.

Consider the case in gure 3.1 again, but this time with noised customer graph. Set
the proportion factor = 0:1 and the customer graph aR® The solutions are
given by simulating two trucks driving parallel in the same map, sharing the same
customer graph set but one just follows the route that was provided by the Static
model before start (useR° only), while the another keeps updating the route by
the Lookahead model. From the results (gure 3.5 upper) the Lookahead model
changes the forcasted route and leads to a less cost consumption.

As the number of the customer increases, the feasible solutions increases exponen-
tially and leads to a signi cant long computation time. The Look-ahead model gives

a solution within a second with ve customer, however, it takes more than two days

to handle ten customers. Finally, tree search model has been abandoned because it
can not give an answer in a short time if there are more than six or seven customers,
while e ciency is one of the factor to asses a model.

3.3 Linear programming
In this section, the traditional VRP and CVRP are solved dynamically based on
LP formulation. These two types of routing problem can be seen as the simpli ed

version of EVRP, which does not contain the energy cost related constraints and
calculations. The nal dynamic routing model for EVs is designed based on LP,
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3. Grid Map

Figure 3.5: Solutions by implementing the Static tree search model (red) and the
Lookahead tree search model (blue) with di erent customer graph set (upper and
lower).

which is developed step-by-step from the simple initial model for the traditional
combustion vehicles.

3.3.1 Mathematical model - simpli ed

The simpli ed model for solving the regular VRP in the grid world is formulated

in this section. Here, since this is the rst step of using LP to solve the real-time
EVRP, the routing problem only considers a single vehicle and the constraints in
other variations of VRP are not included. So the problem can be simply seen as
the classic TSP, where the vehicle capacity and electricity associated constraints are
not considered at this stage, which means the customer graph is purely calculated
based on the Euclidean distance between node pairs. But one can treat it as an
‘abstract' energy cost because the way people name it will not cause any e ect to
the result, only the value of it matters. This idea holds for all the model applications
in grid map. The following formulation is the reproduction from [41], which targets
to minimize the total cost of visiting n number of customers. In the report, this
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3. Grid Map

simpli ed model is named as model 1 (M.1):

X
min Gij Xij (M.1)
iKj 2V
X0
s.t. Xj =1; 8i2V (3.2)
j=1
X .
Xj =1; 8 2V (3.3)
2
Xi J Vs L, Vs VN 0,2 jVgj V 1 (3.4)
iij2Vv
Xj 210;19; 8(1;))2 E (3.5)

The binary decision variables;; to be solved in this formulation specify which edge
(i;J) that will be included in the optimal solution. (3:2) and (3:3) represent the
assignment constraints that every known customer has to be served exactly once
and the vehicle has to leave from that customer after completing the servicgg:4)

Is the sub-tour elimination constraints which require the number of selected edges in
the optimal solution must be one less than the total number of the reached customer
nodes before nally back to the depot.(3:5) is the integral constraints for decision
variables.

In Matlab 2017b, such VRP problem can be solved by intlinprog function within
the embedded optimization toolbox, it's an integer linear programming solver that
used to nd the minimum of a given objective function. The solver uses simplex
method to solve the problem, where try to nd feasible edges combination among
vertices within feasible region (a polygon formulated by constraint€3:2)  (3:5)),
updating the minimal value in an iterative manner. The optimal routing solution

of VRP will be nd after nite time iterations.

However, (M.1) is di cult to apply on large-scale problems in real world because of
the sub-tour constraint (3:4). As the number of customer to be served increases, the
number of existing sub-tours will also increase. To the best of our knowledge, the
solver does not know which are the sub-tours that must be avoided in the routing
result beforehand, hence one has to list all possible sub-tours among the given cus-
tomers before running the solver. This fact will result in the exponential increase on
the number of sub-tour elimination constraints(3:4), which are obtained by listing

all possible combinations of decision variables (edges), followed by Itering them
with certain judgment conditions to nd those combinations with practical mean-
ing (e.0. X2+ X1 1lis valuable, X, + X35 + X46 3 iS NoOt since they are not
connected end-to-end). Such operation will severely slow down the speed of routing
calculation. For example, to solve the optimal route for 7 customers case once at the
beginning, (M.1) takes 1633 seconds to execute our model to generate the sub-tours
elimination constraints matrix, and it takes 56 seconds for the solver to solve the
optimal routing plan. This fact indicates that such rudiment model is incompetent
to handle the practical cases, which requires high demand on quick reaction.
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3.3.2 Mathematical model - improved

To eliminate sub-tours in solutions and improve the calculation e ciency, redun-
dant operations such as listing all possible sub-tours must be avoided. Th(&4)
has to be replaced by more feasible constraints. In all real-time case, the payload
limitation must also be considered to make sure that an arranged routing plan for
the dispatching tasks is realistic and meaningful. Therefore, as the second step of
solving the real-time EVRP, additional vehicle capacity constraints in CVRP are
introduced into the linear programming formulation in this stage. The vector of
decision variables now consists of the binary decision variables for the optimal
edge selections and the a new series of variablgs. The electric truck is assumed
to be fully loaded before departing from the depot, and the weight of the payload
is the sum of customer demands. The following mixed integer linear programming
(MILP) formulation is the reproduction from [11], which is used to solve the CVRP

in its case. In this report, the improved model is called model 2 (M.2).

X
min Cij Xij (M.2)
ij 2V
X
s.t. Xj =1; 8i2V (3.6)
j=1
Xji = 1, 8i2Vv (37)
j=1
X0
!ij !jizq; 8i2VvnoO (38)
j=1 j=1
gxij 'y (Q ag)x;; 8(;j)2E (3.9)
Xj 210;19; 8(i;j)2 E (3.10)
i 0; 8(i;j)2 E (3.11)

In this formulation, ¢ represents the cargo weight demand of customerand the
depot does not have cargo weight demand.; indicates the total remaining payload
weight left on the vehicle when it is driving on the path between the customerto

the customerj. Similarly, (3:6) and (3:7) guarantee that every customer will be
visited once and every customer has an incoming link and a corresponding outgoing
link. (3:8) is the most ingenious constraints for eliminating sub-tours; it forces
the weight of payload to decrease continuously. Noticing that constraing3:8) is
not applied on the edges that start from the depot, it means the weight variables
that start from the depot ! o; (j 2V nO) are known, whose value is equal to the
total cargo weight at the beginning. Therefore, such operation enables our solver
to solve! ; for other edges during the optimal routing process. On the contrary,
if any sub-tour exists during the calculation process, then constrair3:8) has no
solution for those!; within the group of equations of the generated sub-tours.
Comparing with the constraint (3:4) in (M.1), (3:8) does not need to spend plenty
of time in nding and Itering the possible sub-tour combinations, instead, only
the descending relationship constraints of payload between two nodes need to be
declared in advance. Both the scale and the complexity of this part of the constraint
matrix are simpli ed. Hence it greatly accelerates the computation proces<3:9)
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puts constraints on the maximum payload that carried by vehicle and force; to

be 0O if the edgex; is not part of the optimal routing solution. (3:10) and (3:11)
specify the feasible value range for; and ! respectively. In gure 3.6, the same
test case is applied here to validate the consistency of the optimal solution solved
by M.2 formulation above with respect to the designed tree-searching model in the
previous section.

Figure 3.6: The optimal routing solution solved by M.2 model (left) and the
optimal routing solution solved by Treesearching model (right).

Obviously, two optimization methods share the same global optimal result, which
includes both the driving routes and the total cost. This fact illustrates that the
M.2 formulation is de nitely a better choice than M.1 to solve the proposed EVRP
later. Besides, without searching for all possible branches as the method did in
the tree-searching model, M.2 formulation will save a lot of time when facing an
optimization problem with a larger size in reality.

Figure 3.7: The result routing solutions of 10 customers (left) and 20 customers
(right)

To further increase the calculation speed of the model, the powerful optimization
software tool CPLEX is integrated with the previous mixed integer programming
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model. To initially test the routing e ciency of the proposed combinatorial model,
two customer test sets with larger scales are created, where the number of customers
is equal to 10 and 20 respectively. The nal routing graph is shown in gure 3.7.
The running time for 10 random customers is 0.82s and for 20 random customers
is 2.79s. These two results show great computation speed of the model under static
conditions. Hence, a signi cant improvement is presented comparing with the run-
ning time of the rst M.1 model.

To solve the simplied EVRP in a dynamic manner by using the proposed M.2
model, the whole routing process needs to be decomposed into a series of EVRPs
with changeable constraints and edge cost coe cients according to the circumstance
information during the current time interval. This transformation operation is the
key of converting an EVRP into a dynamic electric vehicle routing problem (D-
EVRP). By applying this principle on our case, a new static and deterministic M.2
needs to be solved at each time before the vehicle sets o for the next customer.
The new EVRP that generated at the next time index takes both the unvisited
customers as well as the latest customer gragh into account. The new constraints

of this EVRP are adapted accordingly since the number of remaining cargo on the
truck has been reduced after serving the last customer. For those customers who
have already been visited, the value of their corresponding decision variabigswill

be xed permanently. Hence these variables become known to the solver and the
vehicle has to go through the corresponding paths in the next time calculation. The
solver will solve the optimal paths for the rest of trips based on the paths that the
vehicle has already passed through.

Whenever M.2 is executed, it gives a prediction routing result which starts from the
current node and end at the depot. The nal complete optimal routing solution of a
D-EVRP is constructed by selecting only the rst step of the visiting order solutions
from those EVRPs, which means only the path that reaches the next customer in
each static solution is count for our nal optimal solution. Such MPC principle
based operation is reasonable in reality because it considers the timeliness of every
prediction solution. On the contrary, the rest parts of route in the solution become
unreliable as they are far from the current position, the customer grapR will be

di erent when the vehicle reaches the next customer. Assuming that the disturbance
on customer graph in the grid map is caused by the variation of a time-depending
distribution N' when the current network customer grapiR is re-sampling from it.
The following pseudo-code shows the working principle of the M.2 based dynamic
routing model in the grid map case (GDM.2).

M.2 based model in D-EVRP (Grid map): GDM.2
Input parameters:
Total number of discrete time indexes:N,
Depot Position: O,
Random Customer Positions:V,
Customer Demands:q,
Maximum Payload: Q,
R% = Mapilnitialization ([O;V])
Model parameters:
Discrete time index:t,
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3. Grid Map

Total energy cost: E,
Optimal visit order: R

Initialize the time index t with O,
Initialize the total energy costE with O,
Initialize the optimal visit order R with empty set

While t is less thanN do:
Predictive order M:2(R%;[O;V]),
Take the first element r in predictive order,
R=RJ[r,

Fixing the value of decision variablex; to 1
if the vehicle drove from i to j,

Adding the corresponding trip cost:
E = E + EnergyConsumption(i;j ),

Time index evolvingt=t+1,

R'  SampleFunction(CostDistribution )
end While
Output: E, R.

To ensure that the vehicle always starts from the depot (the origin in the pseudo
code), in practical programming, the depotO is an extra node that added as the
rst element in the customer vector. The cost that generates from the weight of
payload as well as the body itself is not included in the objective function since
in the grid map, the cost coe cients are calculated based on the direct distance
between two nodes. Assuming that the total number of nodes (including the depot
and customers) isN, hence the whole routing process will be divided intbl time
intervals. During every discrete time intervalt, a temporary optimal solution is
solved, but the vehicle picks only the rst customer in the solution to be the next
destination. During every iteration, the passed route is recorded and xed, hence a
smaller dimension problem is produced according to the adaptions from line 23 to
24. This process is repeated until all the customers have been visited and the vehicle
returns to the depot. Then the optimal order of visiting customer is obtained and
the given D-EVRP is solved. The total energy cost is obtained by summing up the
local energy cost at each step.

We further test our GDM.2 model in disturbed dynamic case based on the same
customers cluster in gure 3.6 with di erent proportional variance values . The
result gures are shown in gure 3.8.
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Figure 3.8: The result routing solutions of 10 customers under four variance cases:
=0 (upper-left), =0:05(upper-right), =0:2 (lower-left), = 0:4 (lower-right)

When = 0:05, the routing result does not be changed because the disturbance
level caused by the variance is too weak to a ect the optimization process at each
customer, so the same solution is obtained as the noise-free case wher®. As the
disturbance level goes up, when = 0:2, the disturbance will make some di erences
on the result since the amplitude of disturbance now is able to change some parts
of the customer graph. This fact implies that to follow the original routing plan of
the noise-free routes is not the optimal choice anymore. A larger variance coe cient

will naturally generate a very di erent routing solution since the customer graph
always changes signi cantly at each sampling time, this fact is proven as the last
subplot shows when = 0:4. However, the optimality of the obtained solution at
each time step is still be guaranteed by executing the M.2 model.

3.4 Experiments

To see how this model works in grid world under di erent variances, 20 unique cus-
tomer sets (10 customers for each) are created, for each set the customer graph has
four variance factor 4 2 [0:05; 0:1; 0:15, 0:2], implement GDM.2 on each case 5 times
in parallel where 1. the truck keeps following the forecast route all the way (FD); 2.
the truck updates the route if necessary (DR), and take the average of the total cost.
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Figure 3.9: Table: Average total energy consumption of each case by using DR
(Vpr) and FD (Vep) under four di erent variance factor.

In table 3.9, r = Yor_Yeo represents the amount (in proportion) of energy that
GDM.2 has changed with respect to FD, negative means the dynamic model has
reduced the energy consumption, vice versa.

It is obvious that most of the cases have negative change rate, meaning that dynamic
model does help to reduce energy consumption. Furthermore, gsincreases from
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0:05 to 0:2 the absolute value of the costs increases as well in most cases, which
means generally the dynamic model saves more energy when the customer graph
becomes more unstable.

Some positive change rates exist because in some cases when the truck has visited 9
customers and only one left, there is no choice but go straight to the last customer
and back to the depot, after the truck has reached the last customer the cost of the
link to the depot might increase by a fairly large value, driving on this edge will cost

a huge amount of energy even more than what it saved before. However, this sort of
issue happens with a very small possibility and if it happens, the change rate would
not be too high.
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Real Map

In this chapter, the electric routing problem within real world situations is discussed
and analyzed. The grid map is replaced by Google Map and the road information
comes from a tra c scenario for Luxembourg developed for SUMO [42], including
but not limited to intersections, links, as well as the average speed, the required
time for passing each link, etc. The cost is no more based on the distance but the
electricity consumption. The process of the optimization now is divided into two
steps. Step one: generate the customer graphStep two : nd the optimal order
of the customers to obtain an optimal route.
Figure 4.1 shows the road network of Luxembourg City in Google Map [43]. Assum-
ing the depot is located in the southwest of the city, labeled witih. The information
of this network is provided by SUMO, including: 5779 intersections with location
(longitude, latitude and altitude) and 11286 directed links connecting these inter-
sections; each link is described by the inherent parameters; , distance, speed,

, and the passing time. The physical meanings of the letters will be explained in
the following section.

Figure 4.1: Map of Luxembourg City.
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4.1 Routing without charging

4.1.1 Customer graph

Since the idea of creating a customer graph is to nd the best path between each
two nodes, and in the real map, one cannot do this by only taking direct links as
the method did in the grid map. A series of consecutive edges must be considered
here, while the summation of the energy costs of these edges should be the least.
Firstly, One needs to gure out the energy cost of every edge.

According to equation (4:1), to estimate the energy consumption of link(i;j ), j;

and j need to be de ned and the total weightm as well as the average passing
velocity v should be known. Herem = W + !, while W is the truck weight, and

l';j the payload.

& = j(W+1i)+ v (4.1)
However, ! j depends on the order of the customers, and the only thing known
beforehand is the demand of the customers. Here, lef = !, which is the half
value of the summation of the customers' demands.
X
. = — 4.2
=5 @ (4.2)

Where g is the demand of customer. After that, a variation of the Shortest Path
algorithm is used to nd the minimum cost path between each two nodes. Note that
here the customer graph is built with approximate energy estimation, which will be
used in the routing models, but the exact energy consumption will be calculated
with the corresponding load weight.

4.1.2 Find the optimal route

The linear programming model introduced in the previous chapter is improved to
be able to handle real map. Lek; be the selected link(i;j ), the cost function is
the entire energy estimation and has the form:

X
f(x)= (g (Wxi + 1)+ 5Vix;) (4.3)
iij 2V

Note that in real world there are numbers of factors that could a ect the energy cost,
such as tra c congestion, tra c light, driver's behavior, weather, etc. Numerically,
they cause same result - increasing or decreasing the cost. In equation (4.1), it is
simple to change the energy cost of linl;] ) by adding a factor ., the new energy
cost value is expressed as equation (4.4):

& = m(g(W+!y)+ V)
= g (WH)+ ijvﬁ (4.4)
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From (4.4), change the energy cost df; ] ) is equal to change the values of; and

ij -
Note that the decision variable is no morex; but the payload!;; as well. At the
beginning, the payload equals to the summation of demands of all customers, when
the truck reaches a customer, the payload will be decreased by, and so on. In
the real-world case, the pseudo code of the M.2 based dynamic routing model in
D-EVRP with the energy prediction model (RDM.2) is written as the following:

M.2 based dynamic routing model in D-EVRP with the energy predic-
tionmodel (Real map): RDM.2
Input parameters:
Total length of the discrete time index: N,
Depot Position: O,
Random Customer Positions:V,
Customer Demands:q,
Maximum Payload: Q,
Mass related coefficient matrix:
Velocity related coefficient matrix:
Initial customer graph:
R® = StageOneFunction[O;V]; ; );
Model parameters:
Discrete time index:t,
Total energy cost: E,
Optimal visit order: Ord,
Optimal detailed paths: P

Initialize the time index t with O,

Initialize the total energy costE with O,

Initialize the optimal visit order Ord with empty set
Initialize the optimal detailed paths P with empty set

While t is less than Ndo:
Predictive order w M:2(R',[O;V]),

Pick the first element] in predictive order:
R=R[]j;

Fixing the value of decision variablex; to 1
if the vehicle drove from i to j;

Finding out the best path between node i and j from
the current customer graphR!:

P(i;j ) = FindDetailedP aths ((i;j );R");

P=P[P(@j);

Adding the corresponding trip cost:

31




39
40
41
42
43
44
45
46
47
48
49
50
51
52
53
54
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E = E + energyconsumptior(i;j ) ;
Discrete time index evolves:it=1t+1;
if any incident is detected at time t, then: the cost
coefficients will change and the customer graph needs
to be re calculated before the next time
re optimization:
incident
incident s
R = StageOneFunction[O V]; ; );
else:
Rt+1 - Rt;
end if
end While
Return E, Ord, P;

Similar to the pseudo codes of Grid map, for those selected paths in the solution, the
value of the decision variableg; are setto 1 after each iteration. The corresponding
payload variable! j; will be calculated by the model automatically thereafter. In
this dynamic case, the total energy cost of the whole trip is accumulated by the
energy cost of every individual path(a; b) in each time re-optimization. Speci cally,
the energy cost from the current customea to the next customerb is calculated
based on(4:3): €= an(WXap+ ! an)+ anV3,Xab- If @ny incident is detected on the
road network ahead at timet, the corresponding congestion on those roads can be
simulated manually by assigning the value of,, to make the product of  ; and

m i larger. The new customer graph will be re-calculated based on the new cost
coe cients, hence the optimal links of path around the incident area will probably
be changed. The outcome from this dynamic algorithm consists of the total energy
consumption, the visiting order of customers and the detailed link connections that
used for visualization thereafter.

4.1.3 Experiments

To see how this model works, given the map and a set of custom@sC; D; E; F; G;
H;1;J;K ), gure 4.2 (Left) shows the forecast route (the optimal route predicted
before departure), the truck departures from depof, and travels along the path
(B C D E F G H I J K A)andthe entire energy costis 20141
Wh. Assume that when the truck has reache®, something happens to the area
which is marked by the green window in gure 4.2 Left, leading to a large passing
cost on all links within the area (, = 20). gure 4.2 Right shows the result from
the improved M.2 based dynamic model RDM.2.
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