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A parametric stiffness study of diaphragm response in modern timber buildings.
Finite element study of a variety of floor structures in-plane response with extensive
stiffness variations of the lateral load-resisting structures.
EMIL THORNADTSSON
Department of Architecture and Civil Engineering
Chalmers University of Technology

Abstract
In the design of the structural system of a structure, the knowledge of how the di-
aphragm distributes the horizontal actions is of essential importance. A diaphragm
can be classified as, rigid, semi-rigid, or flexural, where the classification is gov-
erned by the structural response of the diaphragm. Furthermore, a rigid diaphragm
is characterized by a stiffness distribution of horizontal actions to the later load-
resisting structures, a flexible diaphragm is characterized by the horizontal actions
distributed by tributary area to the later load-resisting structures, and the semi-
rigid classification is characterized by the diaphragm response is a combination of
the rigid and flexural response.

The classification of the diaphragm, however, is not intuitive in timber structures as
there is a variety of variables that influence the response of a timber diaphragm, e.g,
of timber products, timber connections, etc., and the guidance provided by today’s
building regulations is insufficient. Furthermore, guidance in literature is often in
unquantified terms such as - the diaphragm can be considered rigid if the diaphragm
is a lot stiffer than the shear walls, and vice versa for a flexural response.

Hence, this project’s aim is to determine stiffness relation boundaries for a variety of
commonly used timber/TCC diaphragm types, where the influence of stiffness varia-
tions of the structural joints of adjoining element/panels are taken into respect, and
the LLRS, that quantifies if the diaphragm response is flexible, semi-rigid or rigid.
To obtain the aim was a finite element parametric study executed, examining the
diaphragm response under extensive stiffness variations of the later load-resisting
structures. The parametric study was performed in the software FEM-Design, by a
coded C-sharp script that looped analysis with stiffness increment of the LLRS or
the structural joint o a diaphragm.

Obtained results from the parametric study showed that the stiffness of structural
joints in timber diaphragm has a great impact on the overall response and cannot
be neglected in diaphragm analysis. Stiffness relations of the diaphragms and LLRS
to classify the diaphragm response were obtained for the structural floor plan of
Object 1, however, for the structural floor plan of Object 2 were no correlations of
stiffness relations found. Finally, the obtained stiffness relations of the structural
floor plan of Object 1 need further studies to be confirmed.

Keywords: diaphragm, diaphragm action, in-plane stiffness, parametric stiffness
study, stabilization, horizontal load distribution.
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1
Introduction

The introduction chapter describes the project with a brief background presentation,
followed by the aim of the project, where the purpose of the rapport is described.
Furthermore, objectives state actions that have to be taken in order to reach the
aim of the thesis, and a more in-depth explanation of steps to reach the aim of the
study are given in the method chapter. Lastly stating the limitations of the project.

1.1 Background

Sweden has a long history of building timber structures, however, mainly single-
family or terraced houses where the structures usually consist of an entrance �oor
and a second-storey timber joist �oor. These types of structures are usually uncom-
plicated in regard to structural design. A reason that timber structures haven't been
built to a larger extent in Sweden, is that previous Swedish building regulations lim-
ited timber houses to two storeys. Regulations were created in the late 19th century
after a severe city �re in Sundsvall and were removed, over a hundred years later,
in 1994. Due to the previous regulations, Sweden has a certain lack of experience
in building medium-rise or higher timber structures. However, with the removed
regulation in combination with a global extensive ambition for a more sustainable
and renewable building, timber as a structural material is a topic of interest for
multi-residential structures.

Moreover, using timber as structural material comes with great complexities, such
as anisotropic material properties, thus di�erent properties in di�erent directions
to the grain. Timber is, in general, light in comparison to its strength, which can
cause problems with vibration, stability, acoustics, etc. Also, when building with
elements of timber, it is, inevitable, that the structural joints must, carefully, be
designed. Despite some complexities, with properly selected wood products, such as
engineered wood products (EWP), timber as a structural material is adequate for
mid-rise, or even high-rise timber/hybrid structures.

Diaphragm response can be divided into rigid, semi-rigid, and �exible, where the
sti�ness relation of the diaphragm and lateral load-resisting structures (LLRS) gov-
erns the classi�cation. However, the classi�cation is not intuitive for timber/hybrid
structures and guidance is insu�cient in the building regulations, i.e. Eurocodes,
of today. Giving boundaries for the classi�cation is complex in timber structures,
and literature in the �eld often gives a rough description of the classi�cation of
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diaphragms; if the diaphragm lot sti�er than the stabilization units the response
is rigid, and a �exible response is obtained if the LLRS is greatly sti�er than the
diaphragm, and in an unde�ned, intermediate sti�ness relation is the semi-rigid re-
sponse. Furthermore, the in-plane sti�ness of a timber diaphragm varies between
di�erent types of timber/hybrid structural �oors. Therefore, if analyzing the hor-
izontal load distributed to a stabilization unit in a structural �oor plan with two
di�erent types of �oor structures, reaction forces can vary in a non-negligible mag-
nitude (Robert Kliger et al., 2022).

Therefore, a �nite element (FE) parametric study of the diaphragm response is
executed, where the diaphragm response of commonly used structural �oor types,
in up to mid-rise timber structures, is analyzed to study if boundaries of the di-
aphragm classi�cation can be obtained. Furthermore, more detailed knowledge of
the diaphragm action is valuable in many ways. Good early estimation in a project
on what is doable or how to make it doable can save time and money for a client. It
can also contribute to the development of a better structural design in timber struc-
tures which can include e.g. a more adaptable design, e�cient design, optimized
structure, etc.

1.2 Aim

This project's aim is to determine sti�ness relation boundaries of a variety of com-
monly used timber/TCC diaphragm types, where the in�uence of sti�ness variations
of the structural joints of adjoining panels are taken into respect, and the LLRS that
classify if the diaphragm response is rigid, semi-rigid or �exible. Also, the obtained
results from the study are presented in �gures with timber shear wall references to
ease the assessment of, or to generalize, a diaphragm response in an early project
phase.

1.3 Objectives

To achieve the aim, a numerical parametric study will be executed on two di�erent
structural �oor plans, with four di�erent types of structural �oors(diaphragms),
with an extensive sti�ness variation of the LLRS and, when applicable, sti�ness
variations of the structural joints connecting elements. This will be carried out
by programming a script in the code language C-Sharp (C#), that interacts with
the API of the FE software FEM-Design, which runs analyses that perform an
increment to the sti�ness of choice in each loop of the analysis. The resulting
horizontal reaction force and sti�ness magnitude of the LLRS and/or the sti�ness of
the structural joints are collected from each loop of the analyses. The collected data
are examined with the objective to �nd sti�ness relations that set boundaries to the
classi�cation of rigid, semi-rigid, and �exible response of the diaphragm. Moreover,
the diaphragm response is also set in relation to the sti�ness of several timber walls,
to examine if a diaphragm classi�cation can be generalized against a certain type of
timber wall.
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1.4 Method

The project is initiated by a literature study, where the �rst phase of the literature
study is to familiarize with the topic of stabilization and give emphasis to timber
structures. However, the literature study is an ongoing process during the project
that will be resumed during the project when needed in di�erent phases.

After the initiation phase, applicable standards of the Eurocode standards are iden-
ti�ed, with the Swedish national annex to the Eurocode, EKS12, to examine what
is given about the subject in the regulations.

Thereafter, with the gained theory of the literature study, the necessary parameters
to run the FE parametric study and to compare/verify the obtained FE results e.g.
the shear sti�ness of structural joints, shear sti�ness of the di�erent LLRS, sti�ness
distribution of horizontal actions, etc., are analytically obtained.

Subsequently, the numerical models are created in the software FEM-Design, and
the FE models are veri�ed by a convergence study and by comparing the FE results
with analytically obtained results. Furthermore, Coding a script in C#, which in-
teracts with the FEM-Design API module, enables to run the parametric study of
extensive sti�ness variations, by looping analysis with sti�ness increment, of each
model.

Lastly, obtained data from the parametric study are summarized, and results are
studied and discussed with the aim to conclude limits/ranges of the sti�ness relation
of diaphragm and LLRS that facilitate the classi�cation of the expected response of
rigid, semi-rigid, or �exible diaphragm. If limits are concluded, recommendations
are derived that can be used to ease the interpretation of the expected response by
the diaphragm. Also, at the end of the thesis, the need for further studies to better
in-depth knowledge in the �eld will be discussed.
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1.5 Limitations

The main limitations of this study are stated in below bullet list:
ˆ Structural �oor types are analyzed with isolated analyzes of the in-plane re-

sisting material, no e�ects of e.g, chords, joists, or other similar elements that
may in�uence the sti�ness are included.

ˆ Only structural joints that connect �oor elements/panels of the diaphragm,
which may in�uence the diaphragm sti�ness will be analyzed.

ˆ Local e�ects of imperfections are ignored, e.g. buckling.
ˆ Studies by numerical analyses are performed for two di�erent structural �oor

plans, which are considered to give an insight into how the diaphragm and
stabilization units interact. It will, however, not cover all cases of design
situations, and the given guidance does not override the real design in practice.

ˆ No global e�ects will be considered, such as uplifting of elements and/or tilting
of the structure, etc.

ˆ Diaphragms will be analyzed for the horizontal actions by wind and unin-
tended inclination. This study does not consider analysis of how e.g. extensive
transverse point load(s) or other forces may in�uence the diaphragm's overall
response.
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Theory

The following sections cover the needed theory in the matter of achieving the aim
of the project. Such as timber products, structural systems, horizontal actions on a
structure, and today's standards are brie�y described,

2.1 Timber

Timber has been used as a building material since ancient times with the same pur-
pose as now, protecting against unwanted weather conditions such as rain, wind,
and cold. Already at this era were timber frame techniques used with logs as the
primary structural element (Thelandersson, 2003), and timber buildings in Europe
were built up to sizes of 5.5-7m wide and 20-45m in length. Moreover, Borgund
church, located in Lærdal municipality Norway, is one of the oldest extant tim-
ber structures in Scandinavia, which is a region with long culture of timber houses
mainly of the availability of wood, and was built about 900 years ago in the 12th
century.

Despite that today's modern houses have considerable requirements e.g., thermal
insulation, �re protection, and acoustics, are today's modern timber structures com-
monly built using the same base technique of frames. A timber skeleton of joists and
studs, covered with fastened sheathing panels according to (Thelandersson, 2003).
This technique, with adaptations for today's requirements, is adequate for a variety
type of structures, such as single-family houses, multi-residential houses, and com-
mercial buildings up to 5-6 storey. Furthermore, sheathing panels can be wood-based
panels, such as particleboard, �berboard, plywood, or oriented strand boards (OSB).
Mentioned wood-based boards are so-calledengineered wood products(EWP),
which are further discussed in Chapter 2.1.1. In combination with wood-based
panels are gypsum panels widely used, �rst and foremost for �re resistance but
also for aesthetic cause, with gypsum boards providing a di�erent structure on the
surface, compared to wood-based panels. Sheathed studs and joists can be of multi-
structural use, as it is feasible to transfer lateral and vertical loads, also known as
shear walls and diaphragm respectively.

Latterly, new types of EWP products such ascross laminated timber (CLT ) and
timber concrete composite(TCC) �oors, are used in modern timber/hybrid struc-
tures. These products are not only bene�cial in terms of acoustics, �re, and some
cases thermal insulation but also allow for larger normal forces and longer spans due
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to the e�cient use of material properties and thus allow for a more �exible design
(Gustafsson, 2019). Moreover, it is feasible to build higher structures and longer
spans with TCC and CLT, compared with framed structures in modern timber/hy-
brid buildings.

2.1.1 Engineered wood products - EWP

When producing sawn timber, achievable sizes, cross-section and length, and strength
classes are governed by the size, diameter and straightness, and quality of the log.
Spiral grain, knots, and compression wood, etc. are e�ects that may in�uence the
strength properties of the sawn timber. Moreover, due to the log's circular shape
and arrangement of annual rings, etc, is it inevitable to avoid residuals of the log
when sawing structural timber. Also, the Swedish sawmill industry can typically
manage logs with a length of 5.5 meters and a diameter of up to 40cm (Robert
Kliger et al., 2022). Hence, sawn timber in Sweden can at best be 245 millimeters
in height and 5.5 meters long.

However, to avoid extensive residuals, overcome size limitations, and more e�cient
use of a log,engineered wood productsEWP, come to use. EWP are invented wood
products that optimize the usage of timber (Blaÿ & Sandhaas, 2017), shown in �gure
2.1 is a timeline of when most commonly used EWP's were invented. As seen in the
�gure is that glulam was invented already in the late 19th century and CLT (X-Lam
in the �gure) was invented about 100 years later in the year 2000, both products
are sawn timber boards glued together. Moreover, several panel/board types also
exist in the EWP family, such as plywood, particleboard, medium-density �breboard
(MDF), and OSB which were invented throughout the 20th century. Lastly, in this
study, the applicable EWP products plywood, particleboard, OSB, I-joist, and CLT,
are further analyzed.

Figure 2.1: Timeline of EWP products. LVL - Laminated veneer lumber, PSL -
Parallel-strand lumber. Copyright 2022 by Swedish Wood

2.1.1.1 Plywood

Plywood is a veneer-based panel EWP and is one of the very �rst invented EWPs,
seen in Figure 2.1. Veneers are made by peeling rotating logs with a knife, which is
schematically illustrated in �gure 2.2.
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Figure 2.2: Schematic illustration of veneer peeling. Copyright 2014 by Architec-
tural Woodwork Standards.

Plywood consists of at least three layers of veneers bonded with adhesives, where
the adjoining layers are perpendicular to each other. The normal size for plywood
panels with structural purposes is 1200x2400 mm and 900x2400 mm (in Sweden),
with the outer layers of veneers grain direction in the long direction (Robert Kliger
et al., 2022). Hence, plywood has uni-axial strength properties with the highest
sti�ness in its longitudinal direction. Thicker plywood boards normally have more
than three layers of veneers, however, the number of layers is always kept odd to
ensure that the outer veneers have the same grain direction, shown in Figure 2.3.
Plywood is suitable as a sheathing material on framed studs and joists in regard to
stabilization and diaphragm.

Figure 2.3: Plywood of �ve layers. Copyright 2022 by Swedish Wood.

2.1.1.2 Oriented strand board - OSB

OSB is a product made of strands with a size of approximately 0.8 mm in thickness,
13 mm in width, and a length of 100 mm. OSB is produced of strands mixed in
adhesives, that bond under a process of heating and pressure. The outer strands
are oriented parallel to the long axis of the board, and strands in the mid-region
of the thickness are irregularly oriented and together produce an optimal product
according to (Robert Kliger et al., 2022). Likewise, to plywood, the OSB's normal
size is 1200x2400mm and 900x2400mm (in Sweden). The size of strands allows for
the use of residuals from logs or smaller logs. OSB is often used as a sheathing
material for framed walls.

2.1.1.3 Particleboard

Particleboards are made of timber chips in the size range of 10-15 mm long 2-2.5
mm wide and 0.2-0.5 mm thick. The chips are bonded together with adhesives un-
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der pressure and heating (150-240°C) and a particle board is schematic illustrated in
Figure 2.4. Particleboards are sensitive to moisture that in�uence strength and sti�-
ness of the boards. Typically are particleboards used is in �oor structures (Robert
Kliger et al., 2022).

Figure 2.4: Particleboard. Copyright 2022 by Swedish
Wood.

2.1.1.4 I-Joist

I-joist are glued composite timber/EWP members, often in the shapes of I-beams
or box girders, shown in Figure 2.5. Typically for I-joists, di�ers the material of use
between the web and �ange, nonetheless, web and �ange can be of the same material.
Common material choices for the web are OSB, plywood, or particleboards and in
regard to �anges �nger-jointed sawn lumber, laminated veneer, or glulam (Blaÿ &
Sandhaas, 2017). In addition mentions (Robert Kliger et al., 2022) the importance
of quality controls for I-joist products e.g., veri�cation of bonding (with adhesives)
between web and �ange and to ensure no extensive local defects in �anges timber
members. However, this comes with di�culties to perform adequately and requires
industrialized techniques. When designing I-joist, full composite action is assumed,
thus linear strain and Hook's law applies. I-beams are most frequently used to �oor
and roof structures.

Figure 2.5: Common sections of I-Joist, where the �rst two from
left hand side are types of I-beams and the latter two are I-box

types. Copyright 2022 by Swedish Wood.
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2.1.1.5 Cross laminated timber - CLT

Cross-laminated timber is one of the latest EWPs, and started to be used com-
mercially about the year 2000, seen in Figure 2.1. CLT is made by layers of sawn
timber boards that are bonded together with adhesives, where adjoining layers of
grain direction are oriented in the perpendicular direction (Blaÿ & Sandhaas, 2017).
Like plywood, is CLT built up with an odd number of layers of 3, illustrated in
Figure 2.6, 5 and 7 (or even more), etc. However, more than seven layers are rarely
produced, and instead, are producers laboring with varying thicknesses of the layers
to improve the strength properties. The outer top and bottom layers �ber direction
are oriented in the same direction to optimize sti�ness and strength properties. The
good strength and sti�ness properties, especially in respect to its weight, of CLT, al-
lows timber to contend as the main structural material of use for high-rise buildings
which earlier weren't structurally doable for timber(Robert Kliger et al., 2022).

Figure 2.6: Three-layer CLT panel. Copyright 2022 by Swedish
Wood.
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2.1.2 Timber concrete composite - TCC

By combining materials, can the strength of each material be utilized to a great
degree. In regard to TCC, is it favourable to use concrete in the compression zone
and timber in the tension zone, to bene�t the greatest of the materials. In conse-
quence, a product that has high sti�ness in relation to its self-weight is obtained
(Blaÿ & Sandhaas, 2017). Figure 2.7, is a common TCC built-up illustrated, that
comprises a thinner concrete slab on top of glulam beams with screws that act as
shear connectors. As a result, with increased sti�ness and added mass, compared
with timber composite �oor, TCC performs better in regard to de�ection, vibra-
tion, and acoustics. Additionally, the use of concrete slabs instead of timber panels
increases the in-plane sti�ness of the diaphragm, which can be useful in regard to
rigid diaphragm response.

Figure 2.7: TCC section and elevation. Copyright 2022 by
Swedish Wood.

2.2 Eurocode standards

Regulations for civil engineering in Sweden follow the European standards Eurocode.
This section gives a brief introduction to the Eurocodes and brie�y describes how
to achieve a satis�ed safety of design by using the so-called partial factory method.

2.2.1 Eurocodes built-up

Eurocode standards are built-up of ten main categories of EN 1990 Basis of struc-
tural design, EN 1991 Actions on structures, EN 1992 Design of concrete structures,
EN 1993 Design of steel structures, EN 1994 Design of composite steel and concrete
structures, EN 1995 Design of timber structures, EN 1996 Design of masonry struc-
tures, EN 1997 Geotechnical design and EN 1998 design of structures for earthquake
resistance (About the EN Eurocodes, 2023). How they are linked to each other are
shown in Figure 2.8.
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Figure 2.8: Eurocode built-up tree (About, 2023).
Copyright European comission

Moreover, for this study are the Eurocode standards EN 1990, EN 1991, EN 1992,
and EN 1995 applicable. Relevant guidance of these standards will be further ana-
lyzed continuously in the project.

2.2.2 Satis�ed safety of design

Eurocode EN-1990 (European Standard, 2010a) set the essential demands on a
structure in the way of safety, serviceability, and durability. Also, it describes the
basis of design and veri�cation. Further, Eurocode EN-1990 state that a structure
in its intended service time, shall be designed to have a satis�ed reliability to resist
all possible types of actions that may occur on the structure from erection to the
end of design life. Moreover, proper reliability in design is ful�lled by Eurocode
EN-1990 if a structure is designed by the use of the so-called partial factor method
in combination with the recommended values of partial factors.

2.2.3 Design load e�ect and design resistance

Eurocode (European Standard, 2010a) distinguishes between what is to be designed
in the ultimate limit state, for example, loss of equilibrium (EQU), structural failure
(STR), fatigue failure (FAT), etc, where each type of design has its approach to
obtaining the design e�ect. For this study, however, the design e�ect will be executed
in accordance with STR (set B) limit state. When designing a structure accordingly
with STR, su�cient safety of design is veri�ed if the design resistance,Rd, is greater
than design load e�ect,Ed, shown in Equation 2.1

Ed � Rd (2.1)

Moreover, equations to obtain the design e�ect,Ed, is de�ned in (European Stan-
dard, 2010a) (c.h 6.5.3). Generally, the design e�ect are considering a combination
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of actions in regard to a leading variable action and accompanying variable action.
To obtain the design e�ect,Ed, in an STR analysis shall the less favourable of equa-
tions 6:10a and 6:10b in EN 1990 be used, which are de�ned in Equations 2.2 and
2.3. Where
 i;j is a partial safety factor of the load,Gi is the self-weight,P pre- or
post-tensioned),Qi is the variable load(s), and is a partial factor for load combi-
nation

8
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the combined e�ect of

� reduction factor for unfavourable permanent actions

However, Eurocode allows for national choice of equation6:10a in regard to purely
analyze permanent action. This option is adopted by the Swedish annex EKS12
(Boverket, 2022) and, hence, shall analyses with equation6:10a be based on perma-
nent actions only. Equation 2.2/6:10a and 2.3/6:10b with the Swedish adoption are
summarized in EKS12 in table B-3:

Table 2.1: Load combination of STR design values of actions, (Boverket, 2022)
table B-3

Persistent and Permanent actions Leading variable Accompanying
transient d.s1 Unfavourable Favourable action variable actions
Eq. 6.10a 
 d1:35Gkj;sup 1:00Gkj:inf - -


 d1:35Pk 1:00Pk

Eq. 6.10b 
 d0:89 1:35Gkj;sup 1:00Gkj:inf Unfavourable: Unfavourable:

 d1:35Pk 1:00Pk 
 d1:5Qk; 1 
 d1:5 0;i Qk; 1

Favourable: 0 Favourable: 0
1 design situations.

2.2.4 Revised upcoming Eurocodes

Today's version of the Eurocode EN 1995 (European Standard, 2004), which is the
standard that covers timber design, has insu�cient guidance on how to classify a
timber diaphragm, also is no guidance given on how to analytically obtain in-plane
deformation of a timber diaphragm. However, the Eurocodes are ongoing a revision
of EN 1995, unpublished at the time of this report and in a working draft version
of the EN 1995 (European Standard, 2022), gives some guidance is given, i.e. how
to obtain in-plane deformations of sheathed joist �oor.
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2.3 Structural stability

For a structure to be stable, it must be designed to safely transfer both vertical and
horizontal actions to the foundation without overturning, sliding, or internal struc-
tural failure. Lateral stability and the transfer of horizontal loads to the foundation
can be realized by di�erent structural systems. This study analyses the diaphragm
response on a local storey level of the structure. Therefore, global stability phe-
nomena such as overturning and sliding, which undoubtedly must be controlled in
regard to overall stability design, will not be further discussed in this study.

2.3.1 Basis of stabilization

To ensure the horizontal stability of a structure, the choice of structural system needs
to be designed in such a way that internal forces are created when the structure de-
forms due to being subjected to horizontal action. At the time of action duration
ends, the internal forces bring the structure back to its initial state. Furthermore, a
structure that is vertically stable, see Figure 2.9 a), can still be horizontally unstable.
When the structure is subjected to horizontal load, shown in the b) illustration, the
structure lacks the ability to generate internal forces which leads to extensive defor-
mation, shown in the c) illustration, that at a certain point will lead to structural
failure. (Robert Kliger et al., 2022)

Figure 2.9: a) Vertical stable structure, b) and c) subjected to
horizontal load, created extensive deformations. Copyright 2022

by Swedish Wood.

To provide horizontal stability in a structure, or local stability of a storey in a
structure, mainly three options of bracing are plausible (Robert Kliger et al., 2022).
Through diagonal bracing(alternatively with crossing ties), by shear walls, or rigidly
connected frame which are illustrated in Figure 2.10. There are more alternatives
to stabilizing a structure, however, the discussed methods in Figures 2.9 and 2.10
are the common ways to stabilize timber residential structures up to medium-rise.
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Figure 2.10: Alternatives of stabilization a) diagonal bracing b)
b) shear wall and c) rigid frame connection. Copyright 2022 by

Swedish Wood.

2.3.2 Structural system

Lateral actions usually impose over a surface e.g., wind actions impose on the fa-
cade, seismic action (mass distributed although), and unintended inclination are
typically actions that impose directly on horizontal elements in a structure, for ex-
ample, the structural �oor, etc. Therefore, it isn't su�cient to only introduce lateral
stabilization units in a structure to obtain horizontal stability, a structure must also
comprise elements with the ability to distribute horizontal action to lateral stability
units, this overall refers to a structural system and is schematically illustrated in
Figure 2.11 (Robert Kliger et al., 2022).

Figure 2.11: Wind action imposing on the long side of the
structure. Whereas, the LHS �gure illustrates a secondary

framing that distributes lateral forces to lateral stabilization units
on the gable. RHS, in addition to LHS, the secondary system can

be in any place on the roof. Copyright 2022 by Swedish Wood.
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Moreover, horizontal actions can act in any direction and thus, bracing must be
adequately designed to resist the horizontal action in any direction of the structure.
The basis in the design of stabilization of a structure diverges in whether rigid
diaphragm action can be obtained or not (Blaÿ & Sandhaas, 2017). In the case of
present rigid diaphragm action, a minimum of three lateral load-resisting structures
that, at any point, do not intersect with each other or that all three are parallel
aligned, shown in Figure 2.12 a), b). Structures that lack diaphragm action, however,
require not less than four later-resisting structures where a maximum of two walls
can intersect at the same point and no more than two walls can be parallel to each
other, shown in Figure 2.12 c), d).

Figure 2.12: Minimum requirement to obtain stability with and
without diaphragm a) Three walls, diaphragm present; not stable.

b) Three walls, diaphragm present; stable. c) Four walls,
diaphragm absence; not stable. d) Four walls, diaphragm absence;

stable

2.3.3 Diaphragm

Diaphragm refers to an in-plane element, structural �oors, and roofs, designed to
transmit and distribute horizontal forces to lateral supporting units in a structure.
Diaphragms are common in residential and commercial buildings, where span lengths
are regularly not too long. Contrarily, factories, sports halls, and industrial are typ-
ically designed with elements that lack the ability of diaphragm action, eg., trusses,
and rigid frames. Moreover, diaphragms are categorized into three categories; �exi-
ble, semi-rigid, and rigid (Robert Kliger et al., 2022). The categorization is governed
by the sti�ness relation of the diaphragm and the LLRS, and it is of essential impor-
tance to categorize the diaphragm properly as the structural behavior and horizontal
load distribution to the LLRS can vary signi�cantly between rigid, semi-rigid, and
�exural diaphragms.

2.3.3.1 Rigid Diaphragm

A diaphragm is considered to be rigid if the sti�ness of the diaphragm is signif-
icantly sti�er than the LLRS. Horizontal loads are then distributed to the LLRS
in proportion to the sti�ness of the LLRS, this is often referred to as the so-called
diaphragm action, which is illustrated in Figures 2.13a and 2.13b.
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2. Theory

(a) Rigid diaphragm, constant sti�-
ness in all shear walls

(b) Rigid diaphragm, vary sti�ness in
shear walls

Figure 2.13: Horizontal loads distribution with a rigid diaphragm. Copyright 2022
by Swedish Wood.

Additionally, previously discussed LLRS in Figures 2.13a and 2.13b are simpli�ed
arranged examples with the rotational center (R.C) coincide with the shear center
(S.C). However, most often in real design cases, doesn't S.C and the R.C, which
placement is governed by the sti�ness arrangement of LLRS, coincide on the struc-
tural �oor plan. The eccentricity between S.C and R.C multiplied with the mag-
nitude of resultant horizontal force together create a torsional moment in the di-
aphragm, illustrated in Figure 2.14 (Robert Kliger et al., 2022). Thus, in addition
to translation, must also the rotation, and how it in�uences the horizontal load
distribution, be taken into account in the design of a rigid diaphragm.

Figure 2.14: Structural behavior of a rigid diaphragm where
rotational center R.C and shear center (resultant force H) doesn't

coincide. (Ignasi Fernandez, Associate Professor at Structural
Engineering Chalmers, September 2021)

2.3.3.2 Flexible Diaphragm

In a reverse situation to the rigid diaphragm with LLRS signi�cantly (in�nitely in
analytical models) sti�er in relation to the �oor/roof sti�ness, the diaphragm is
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considered as �exible. A �exible diaphragm lacks the so-called diaphragm action,
consequently, the load distribution to the LLRS is rather straightforward as hori-
zontal loads are distributed in accordance to tributary areas, which are illustrated
in Figure 2.15a. Thus, simpli�ed analytical models of �exible diaphragms assume
that the diaphragm deforms while the LLRS remains undeformed, as a consequence,
�exible diaphragms are not considered to have the ability to rotate(torsion) (Robert
Kliger et al., 2022).

2.3.3.3 Semi-rigid Diaphragm

Previously discussed approaches of diaphragms, rigid or �exible, are often good
enough approaches to describe the force distribution in a structure, however, in re-
ality, there are no in�nitely sti� �oors/roofs or LLRS. There is an intermediate stage
where the structural behavior is described by a continuous beam on a �exible sup-
port, which is known as a semi-rigid diaphragm. Thus, in a semi-rigid approach, it
is assumed that both the diaphragm and LLRS are �exible and de�ect, as illustrated
in Figure 2.15b.
Moreover, there are no prede�ned sti�ness relations that de�ne a semi-rigid di-
aphragm (Robert Kliger et al., 2022). A semi-rigid diaphragm design is more com-
prehensive compared to the design of a rigid or �exible diaphragm and requires
advanced computational models such as a �nite element (FE) model. An advanced
model is more time-consuming, and not always plausible in the manner of project
conditions.

(a) Flexible
diaphragm

.
(b) Semi-rigid

diaphragm

Figure 2.15: Horizontal loads distribution with a �exural and
semi-rigid diaphragm. Copyright 2022 by Swedish Wood.

2.3.3.4 Limited guidance in diaphragm classi�cation

Eurocode EN 1995 (European Standard, 2004) provides a simpli�ed method of di-
aphragm design in section 9.2.3.1. The simpli�cation applies to designing a simply
supported diaphragm as a deep beam. However, simply supported diaphragm is
often not applicable in practise, and no guidance on how to obtain in-plane defor-
mations or diaphragm sti�ness is given.
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(Robert Kliger et al., 2022) says that in the case of densely placed shear walls, the
diaphragm can be considered rigid, and the opposite, a �exible diaphragm if shear
walls are sparsely placed. Though, no further details are given by (Robert Kliger et
al., 2022).

Moreover, (Blaÿ & Sandhaas, 2017) state a, somewhat, more re�ned detailing of
how to determine if a diaphragm can be considered rigid or �exible, by saying that
if the ratio between diaphragm width,b, and the spanl is around one (1) between
internal walls, the diaphragm can be considered to be rigid. Additionally, (Blaÿ &
Sandhaas, 2017) also say that a safe approach to distributing the horizontal loads
in a statically indeterminate system is, if the diaphragm is considered �exible, in-
termediate supports are continuous with a tributary area of0:5 � (l1 + l2), where l1
and l2 is the two adjacent span lengths, and the tributary area to the supports of
the diaphragm is seen as simply supported,0:5 � l as tributary area.

2.3.4 Lateral load resisting structures

There are variants of lateral load-resisting structures (LLRS), such as rigid frames,
trusses, diagonal or cross bracing, shear walls, etc. Whereas the latter two are the
most frequently used in low to medium-rise residential timber structures. LLRS
functions are to transmit horizontal actions obtained from the diaphragm to the
foundations. A multi-story structure accumulates the horizontal action from each
storey from the top to the bottom of the structure to the LLRS. Lateral stability in
a multi-residential timber building with shear walls is illustrated in Figure 2.16.

Figure 2.16: Multi-storey timber structure with shear walls.
Copyright 2022 by Swedish Wood.

Shear walls are structurally similar to diaphragms with in-plane actions and are
also referred to by some asvertical diaphragms. In the �eld of timber construction
are there mainly two types of shear walls, framed timber sheathed with a strength-
graded wood-based panel, shown in Figure 2.17a, and solid timber CLT, shown
in Figure 2.17b (Robert Kliger et al., 2022). In the design of shear walls, is the
structural design model seen as cantilever beams with a point load at the top end
of the beam, where the lower altitude, the �oor, should be considered as a rigid
connection of the cantilever and the upper �oor is where the point load is addressed
to the cantilever.

18
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(a) Framed stud wall with
wood-based sheathing

.
(b) Solid timber wall

Figure 2.17: Two types of shear walls in timber structures. Copyright 2022 by
Swedish Wood.

The in-plane sti�ness of the sheathing material is often relatively sti� with respect
to in-plane deformations. However, nails or screws used to fasten the sheathing to
the timber, illustrated in Figure 2.17a, and the overall in-plane sti�ness of the shear
wall is in�uenced by the sheathing-to-framing joints according to (Robert Kliger et
al., 2022). The racking resistance of the sheathing-to-framing joint can be evaluated
in both elastic or plastic models, whereas the latter is the most common approach.
Lastly, (Robert Kliger et al., 2022) mention that other sheathing materials than
wood-based can be used, such as gypsum or cement boards, however, plasticity
models may not be applicable and more brittle failure in connections can be ob-
tained.
Multi-story timber structures with sheathed framed timber systems have their lim-
itations in 5-6 stories. In order to build higher multi-story structures must higher-
strength timber products, such as solid CLT elements, be used (Thelandersson,
2003). The thickness of a CLT element is optional (to a certain degree) and thus,
can the CLT elements be adopted to resist loads obtained in high-rise buildings,
with the example of 20-story culture and hotel structure,Sara Kulturhus , built in
the city Skellefteå.
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2.4 Finite element method

The �nite element method is a numerical solving method, where di�erential equa-
tions are approximately solved. The �nite element method discretizes a region into
�nite elements, shown in Figure 2.18. Where the elements di�erential equation are
solved at the element nodes, by the so-called approximation function, which can be
of any polynomial order. With the �nite element method, can analyses of larger
regions where variables change in non-linear behavior over the region be solved by
linear equations between the �nite elements (Ottosen & Petersson, 1992). Moreover,
the �nite element collected together are often called�nite element meshand the size
of the element mesh, combined with the polynomial of the approximation function
governs how good your approximation is. However, if a too dense element mesh size
is chosen or too high order of approximation polynomial, the �nite element model
becomes computationally heavy with the increased number of di�erential equations
to solve.

Figure 2.18: Region discretized into triangular �nite elements.

2.5 Horizontal actions

A structure is not only subjected to vertical loads but also horizontal loads are
exerted on a structure. Examples of horizontal loads are wind load, unintended
inclination, and seismic actions. However, seismic actions are not relevant to the
Swedish environment and are thus excluded from the Swedish design requirements
(Boverket. 2022).

2.5.1 Wind load

A structure that is exerted to wind load, blocks the wind and thus, the wind's
kinetic energy is converted to potential energy of pressure and suction (Schodek &
Bechthold, 2014). Wind load acts on the façade as pressure or suction, structures
however, always have seepage in their envelope that impose pressure on interior
surfaces, illustrade in �gure 2.19.
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Figure 2.19: Pressure and on surfaces due to wind load.
Copyright 2005 by Eurocode.

Wind action described in Eurocode 1991-1-4 (European Standard, 2010c) is the
maximum in�uence of turbulent wind on a structure, simpli�ed to pressure and
forces, and the wind �ows around a structure are illustrated in Figure 2.20.

Figure 2.20: Wind �ows around a structure. Copyright 1985 by
Hosker.

2.5.2 Unintended inclination

In the design, vertical structural elements are assumed to be mounted geometrically
vertically perfect, this assumption undoubtedly deviates from reality at times. Ge-
ometrical imperfections induce a horizontal load that must be accounted for in the
design of a structure which is illustrated in Figure 2.21. However, eventual devi-
ations of cross-sectional measures are included in the material partial coe�cient.
Eurocode EN 1992 (European Standard, 2010b) states that geometrical imperfec-
tions shall be taken into consideration for structural elements subjected to axial
loads, and elements subjected to vertical loads. Additionally, Eurocode EN 1992
distinguishes the e�ect of inclination due to what kind of structural element or
part that are designed, e.g., cantilevered column, pinned column, bracing system,
diaphragm, and, roof diaphragm, also seen in Figure 2.21.
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Figure 2.21: Wind �ows around a structure. Copyright 2010 by
Eurocode.
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3
Methods

This chapter introduces the studied objects with associated structural �oor plans,
types of structural �oor types, and, when applicable, structural joints in the �oor
types. Furthermore, analytical and numerical models are introduced and how the
numerical model and parametric study are executed are presented.

3.1 Studied objects

The diaphragm load distribution is studied of two di�erent structural �oor plans,
of Object1 and Object2. The main di�erence between the two analyzed structural
�oor plans, is that the rotational center on Object 2 deviates from the shear center
to force a rotational moment in the diaphragm, onObject1 is the rotational center
close to coinciding with the shear center.

3.1.1 Object 1

Object 1 is a multi-residential building with 6 stories, built in the area of Gothen-
burg, Sweden. The structure is about20m high, with outer geometries of approxi-
mately 20m in length and 10m wide, and comprises three apartments with a balcony
to each apartment and a staircase.

3.1.1.1 Structural �oor plan

The diaphragm is considered to be continuous over the whole structural �oor plan,
with shafts for the elevator and staircase, and the structural �oor plan is shown in
Figure 3.1. Furthermore, and the darker inclined hatch pattern indicates walls that
contribute to the LLRS of the structure, and the lighter inclined hatch walls, are
walls that purely provide vertical resistance. A coordinate system is introduced at
the bottom left corner as an origin point for discussions and calculations.

Furthermore, the arrangement of shear walls in object one is oriented such way
that the rotational center and shear center are closely oriented, and thus, a smaller
eccentricity is obtained that induces a torsional moment if a rigid diaphragm is
present. Balconies will not be considered in the diaphragm analysis.
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Figure 3.1: Structural plan of Object 1.

3.1.1.2 Shear walls

Shear walls are enumerated with SH, followed by two numbers I.J, where I is one
(1) for exterior walls and two (2) for interior walls, furthermore, J is the numbering
for unique lengths of the walls. Geometrical length and the sti�ness direction of the
walls are compiled in Table 3.1.

Table 3.1: Shear wall properties of Object 1

Wall number Length [m] Sti�. Direction
SH1.1 1.8 X
SH1.2 5.4 Y
SH1.3 2.4 X
SH2.1 3.0 X
SH2.2 4.6 X
SH2.3 3.6 X
SH2.4 5.2 Y

3.1.2 Object 2

Object 2 is a multi-residential building with 5 stories, in the area of Vänersborg,
Sweden. The structure is about17:5m high with outer geometries of approximately
27m in length and 13m wide and comprises four apartments and a staircase.
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3.1.2.1 Structural �oor plan

Similar to Object 1 is the diaphragm of Object 2 considered to be continuous over
the structural �oor plan, with shafts for the elevator and staircase, illustrated in
Figure 3.2. The darker inclined hatch pattern indicates walls that contribute to the
stabilization of the structure, and the lighter inclined hatch are walls that purely
provide to vertical resistance, and a coordinate system is introduced at the bottom
left corner to simplify further discussions and calculations.

In contrast to the structural �oor plan of Object 1, the orientation of shear walls in
Object 2 is such, that the shear center and rotational center deviate in the placement,
the largest eccentricity is obtained in the X-direction and some eccentricity in the
Y-direction. Additionally, the right part of the structure from SH2.7 to grid line 2
lacks lateral resistance in the Y-direction and thus, acts as a cantilever for horizontal
actions. The cantilever span is a modi�cation from the real structural �oor plan.

Figure 3.2: Structural plan of Object 2.

3.1.2.2 Shear walls

Shear walls on Object 2 are enumerated in the same analogy as for Object 1, see
chapter 3.1.1.2, and geometrical length and the sti�ness direction of the walls are
compiled in Table 3.2.

25



3. Methods

Table 3.2: Shear wall properties of Object 2

Wall number Length [m] Sti�. Direction
SH1.1 7.3 Y
SH2.1 12.0 X
SH2.2 12.2 X
SH2.3 3.6 X
SH2.4 3.4 X
SH2.5 4.5 Y
SH2.6 6.4 Y
SH2.7 4.5 Y

3.1.3 Floor/roof diaphragms

Object 1 and Object 2 are analyzed with four di�erent types of structural �oors,
and the structural �oors are shown in Figure 3.3. Moreover, in the FE parametric
study, materials that provide the in-plane sti�ness are isolated analyzed.

ˆ Type 1 - is a joist �oor with particleboard sheathing that contributes to the
in-plane sti�ness, the particle board is assumed to be glue screwed to the joist,
which is assumed to have full interaction between the boards.

ˆ Type 2 - I-joist structural �oor/roof solution, sheathed with plywood boards
that provide the in-plane sti�ness of the diaphragm. I-joist is commonly de-
livered in panels with a width of2:4m, hence, the panels of2:4m are assumed
to be glue screwed with full interaction, with structural joints that connect
adjacent panels that can in�uence the diaphragm.

ˆ Type 3 - CLT �oor with a technical solution for installations and sound on
top of it. The in-plane sti�ness is purely provided by the CLT panels. The
width of the CLT panels is producer dependent but is usually up to2:5� 3:0m
wide. The in�uence of structural joints connecting CLT elements must also
be considered to examine how they may in�uence the diaphragm response.

ˆ Type 4 - Timber concrete composite �oor, with the concrete slab on top of tim-
ber/glulam joists, with the concrete slab providing with the in-plane sti�ness.
This type of TCC is commonly produced in widths of2:4m and longitudinal
joints that are grouted on-site.
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Figure 3.3: The Floor setups 1-4 for the study.

3.1.3.1 Structural joints in �oor types

The �oor types 2-4, see section 3.1.3, is mounted panel/element-wise, and thus,
structural joints that connect adjacent elements with their in-plane sti�ness to con-
sider in the study. Floor type 2, panels of I-joist, with plywood boards on top,
is commonly connected in accordance to Figure 3.4, which are two alternatives of
screws connecting adjacent panels. the study will analyze connections of a screw
diameter ofd = 4:0mm and with the spacing of s330, s220, s100, and in�nitely sti�.

Figure 3.4: I-Joist longitudinal panel joint.LHS; smaller
cantilever of the sheathing panel that is screwed to the adjacent
I-joist. RHS; steel plate on top of the sheathing material that is

screwed to both adjacent I-joist panels.
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Furthermore, the CLT �oor, �oor type 3, are joints usually design to transmit shear
force in screw connections of lap joints or butt joints shown in Figure 3.5. Although,
alternative b) is widely used, and the structural joint of use in this study, as it can
transmit vertical shear forces between the elements and thus prevent panels from
unevenly deforming and create thresholds between the elements that might appear
with joint type a). The analysis examines connections with a screw diameter of
d = 6:5mm and with the spacing of s350,s250, s100, and in�nitely sti�.

Figure 3.5: CLT joints. a) so-called lap joint with vertical
screws. b) cross-screwed butt joint. Copyright 2019 by Swedish

Wood.

Lastly, longitudinal structural joints connecting adjacent TCC elements, �oor type 4,
transmitting horizontal loads through grouted joints and with mechanical fastening.
The joints are pre-engineered such that it eases the grouting, see Figure 3.6a, and
an overview of the connection is shown in Figure 3.6b. The TCC diaphragms are
analyzed with the sti�ness of structural joints set to in�nity and to analytical values
obtained in the study.

(a) Grouted connec-
tion in-zoomed.

.
(b) Solid timber wall

Figure 3.6: Grouted connection between two adjacent concrete slabs.

3.1.4 Shear wall references

Shear walls shown in Figure 3.7 are used as sti�ness references in the study. Sti�-
ness reference lines are added to the plotted graphs obtained by the �nite element
parametric study, to examine if a geometrical correlation can be observed between
the diaphragms and the reference shear walls. Shear wall Type 1 (with or without
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45mm installation gap) and Type 2 are sheathed external and internal stud walls,
and Type 3 is CLT wall elements that are insulated if used as external walls.

Figure 3.7: Reference shear wall type.

3.1.5 Storey height

In order to obtain the acting wind load per meter acting on the diaphragm must
the storey height be known. Figure 3.8 below, is a part of section A forObject 1
(location on �oor plan seen in Figure 3.1), that shows the tributary storey height of
2:9m. For simplicity in the study, the same storey height of2:9m is to be used for
Object2 as for Object1.

Figure 3.8: A part of the section A of Object1

3.2 Load e�ects

In the design of a diaphragm are the horizontal actions from wind load and unin-
tended inclination considered. This section guides on how to obtain the character-
istic load for each action in accordance with Eurocode.
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3.2.1 Wind load

Eurocode 1991-1-4 (European Standard, 2010c) guidance on how to calculate the
wind load acting on a structure, and starts with how to obtain the peak velocity
pressure,qp, which is presented in chapter 4.5 in Eurocode 1991-1-4. However, the
Swedish annex, EKS 12, makes a national choice in how to obtain the peak velocity
pressure, Equation 3.1, and is derived in this chapter starting with exposure factor,
ce(z) in Equation and 3.2:

qp(z) = ce(z) � qb [kN=m2]

ce(z) =
�

kr � ln
� z

z0

�� 2

�

2

41 +
7

ln
�

z
z0

�

3

5

(3.1)

(3.2)

where:

kr terrain factor depending on the roughness lengthz0.
z height of the building.
z0 roughness length, which depends on the terrain category, see table 3.3.
qb basic velocity pressure, derived in equation 3.4

ce(z) exposure factor

The peak factor, kp can be set to3:0 in the design of structures where the dy-
namics e�ects of the structure can be neglected, which is suitable for this study,
and in-depth analysis ofkp applies only to tall and slender structures. The terrain
factor, kr , depends on the surroundings of the structure and is calculated according
to the Equation 3.3:

kr = 0:19�

 
z0

z0;jj

! 0:07

(3.3)

where:

z0;jj are set to0:05m(terrain type II).
z0 depends on the surrounding terrain in accordance to table 3.3.[m]
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Table 3.3: Terrain categories and terrain parameters from Eurocode (European
Standard, 2010c

Terrain category
z0
m

zmin
m

0 Sea or coastal area exposed to the open sea0.003 1
I Lakes or �at and horizontal area with negli-

gible vegetation and without obstacles
0.01 1

II Area with low vegetation such as grass and
isolated obstacles (trees, buildings) with sep-
arations of at least 20 obstacle heights

0.05 2

III Area with regular cover of vegetation or
buildings or with isolated obstacles with sep-
arations of maximum 20 obstacle heights
(such as villages, suburban terrain, perma-
nent forest)

0.3 5

IV Area in which at least 15 % of the surface
is covered with buildings and their average
height exceeds 15 m

1.0 10

NOTE: The terrain categories are illustrated in A.1.

Furthermore, the basic velocity pressure,qb, is derived in Equation 3.4:

qb =
1
2

� � � v2
b (3.4)

where:
� is the air density, recommended value1:25kg=m3.
vb basic wind velocity. m=s

Swedish maps providing the country's basic wind velocity,vb, is given in the national
annex, EKS12 in �gure C-4; the basic wind velocity varies between 21-26m=s in
Sweden.
Eurocode continuous with how to obtain the external wind load acting on a struc-
ture, presented in chapter 5 of Eurocode 1991-1-4, and state the following Equation
3.5:
Fw;e = cscd �

X

surfaces

we � A ref (3.5)

where:
cscd is a structural factor, set to 1:0 for analysed structures
we external pressure on a surface

A ref reference surface area.

The external pressure is obtained according to Equation 3.6:

we = qp(z) � cpe (3.6)

where:
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qp(z) is the peak velocity pressure, derived in Equation 3.1.
cpe the external pressure coe�cient.

Moreover, Eurocode state that the windward and leeward zones are denoted as zone
D and zone E respectively.

Figure 3.9: Zones for pressure coe�cientscpe. Copyright
Eurocode 2010

Table 3.4 states the external pressure coe�cient,cpe for each zone in respect to the
ratio of the height of the building, h, and cross sides length,d. For structures with
a geometry ratio in intermediate ranges to the presented values in the table are
interpolation allowed and, �nally, coe�cient cpe;10 shall be used in the design of a
diaphragm (cpe;1 is for local e�ects in facade and roofs)

Table 3.4: Values ofcpe given in Eurocode 1991-1-4

Zone D E
h=d cpe;10 cpe;1 cpe;10 cpe;1

5 +0.8 +1.0 -0.7
1 +0.8 +1.0 -0.5
� 0:25 +0.7 +1.0 -0.3

3.2.2 Unintended inclination

In the design of a diaphragm shall the load e�ect of unintended inclinations be taken
into account, and Eurocode 1992-1-1 (European Standard, 2010b) chapter 5.2 gives
guidance in how to obtain the load e�ect on a diaphragm and is derived in Equation
3.7:

H i = � i (Nb + Na)=2 (3.7)
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where:

� i the imperfections represented in angle.
Na is the normal force from the above structure, Shown in Figure 2.21
Nb is the normal force in the underlying load-carrying structure, Shown in

Figure 2.21

And the represented angle� i is obtained by Equation 3.8:

� i = � 0 � � h � � m (3.8)

� 0 basic value and set to1=200.
� h reduction factor for length or height, see Equation 3.9
� m reduction factor, based on the number of contributing members,

see Equation 3.10

� h = 2=
p

l; 2=3 � � h � 1

� m =
q

0:5 � (1 + 1=m)

(3.9)

(3.10)

where:

l is the actual storey height (in regard to diaphragm design).
m total number of vertical load-carrying elements on the analyzed storey.

3.3 Analytical analysis

Analytical models to obtain the necessary sti�ness properties to execute the numer-
ical parametric study, furthermore, analytical models to perform convergence study
and reference values are presented in this chapter.

3.3.1 Shear sti�ness of timer to timber joints

Timber �oor structures with in-plane structural joints, connected with screws shown
in Figures 3.4 and 3.5, must the shear sti�ness of the structural joint be known for a
diaphragm analysis. Eurocode EN 1995-1-1 chapter 7.1 (European Standard, 2004)
states how the shear sti�ness of a structural joint can be obtained, which Eurocode
name as theslip modulusand denotes it asK ser . Moreover, the subscript,ser, stands
for sti�ness in service limit state and to obtain the ultimate limit state sti�ness, K u,
shall the service limit state sti�ness be multiplied with a correction factor of2=3,
hence, the ultimate limit state shear sti�ness/slip modulus of a fastener is obtained
by Equation 3.11:

K u =
2
3

� K ser (3.11)
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where Eurocode 1995-1-1 state the Equations 3.12 and 3.13 shown in Table 3.5 to
obtain K ser :

Table 3.5: Equations for K ser provided by Eurocode 1995-1-1

Fastener type K ser [N=mm]
Dowels � 1:5

m � d=23(3.12)
Bolts with or without clearance*
Screws
Nails(with pre-drilling)
Nails (without pre-drilling) � 1:5

m � d0:8=30(3.13)
� The clearance should be added separately to the deformation.

where:
� m is the mean density of the two connected timber elements.

If the members have di�erent densities shall the mean density be
calculated as follows:� m =

p
� m:1� m:2 in [kg=m3]

d is the diameter of the fastener[mm]

3.3.2 Shear sti�ness of grouted concrete joints

Guidance on how to obtain the shear sti�ness of a concrete grouted joint isn't
covered by the Eurocodes, however, (Elliott, 2019) gives an option on how to obtain
the shear sti�ness, K s, of a grouted joint, originating from hollow core samples,
according to Equations 3.14-3.19.

K s =
V
� s

� s =
ln(� t:max =� ti )

�

(3.14)

(3.15)

� t:max According to equation 3.16 and� 0:5[mm].
� ti is presented in Table 3.6.
� conservatively set to3:0.
V Shear force in the examined joint
� s De�ection in joint due to shear forces
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Table 3.6: Initial crack widths in prefabricated concrete elements with grouted
joints (Elliott, 2019)

Age of precast unit when Width of precast Width of longitudinal Initial crack
joint is �lled (days) unit (mm) joint (mm) width � ti (mm)
<7 1200 25 0.215

1200 50 0.230
600 25 0.115
600 50 0.130

28 1200 25 0.135
1200 50 0.150
600 25 0.075
600 50 0.090

>90 1200 25 0.095
1200 50 0.110
600 25 0.055
600 50 0.070

� t = ls + � ti (3.16)

wherels is the elastic elongation calculated according to Equation 3.17:

ls =
Tb � L s

Ash:prov � Es
[mm] (3.17)

Es is the Young's modulus of chosen steel/rebar andTb is the tension force in the
diaphragm in accordance with deep beam theory, see �gure 3.10, and calculated in
accordance to Equation 3.18:

Tb = M b=z (3.18)

where:
M b is the diaphragm moment.[kNm]
z is the lever arm. [m]
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Furthermore, the value of the lever arm,z, depends on the aspect ratio (Elliott,
2019) and is given in table 3.7:

Table 3.7: Values of z depending on the aspect ratio of the �oor diaphragm.

B=L z=B
< 0:5 0:9
0:5 < 1:0 0:8

Figure 3.10: Forces according to deep beam analogy.

Moreover, L s is the characteristic length,[mm], of the tie bar, and is obtained by
the least of the two expressions given in Equation 3.19:

L s = min

8
<

:
30� � Ash:calc=Ash:prov

0:8 � W
(3.19)

where:
� is the tension bar diameter[mm].

Ash:calc is the calculated required reinforcement area[mm2].
Ash:prov actual provided reinforcement area[mm2].

W width of precast element[mm].

3.3.3 Shear wall sti�ness

The shear sti�ness for timber walls is calculated in linear Euler theory, however,
the sti�ness of sheathed stud walls is also in�uenced by the nail design. Equations
3.20-3.24 guidance in how to obtain shear wall sti�ness of the shear wall types
stated in chapter 3.1.4, furthermore, description of the notations in the equations
and visualization of the response is shown in Figure 3.11.

36



3. Methods

Figure 3.11: Bending and shear de�ection of a cantilever wall
(beam) subjected to point load,P, at the top

� bending =
P � h3

3 � Em � I

� shear =
P � h
A � G

� tot:e = � bending + � shear =
P � h3

3 � E � I| {z }
Bending contribution

+
P � h
A � G| {z }

Shear contribution

(3.20)

(3.21)

(3.22)

where:
P Point load acting on the top end of the cantilever.
h is the height of the wall segment.
E Young's-Modulus of studied material.
I is the moment of inertia.
A shear area of analysed web,H � t.
G the material shear modulus.

Moreover, by analyzing the sti�ness of sheathed stud walls, (Källsner & Girhammar,
2009) present a model, shown in Equation 3.23, of how to obtain de�ections in the
nails of the sheathing material.

� nails =4:5 �
s
H

P
K u

(3.23)

where:
s spacing of the nails at the periphery of the sheathing board.
ku The slip-modulus of the fastening screws/nails.

Hence, the sti�ness of a cantilever subjected to a point load at its end is obtained
by Equation 3.24, note that the term of Equation 3.23 is removed for solid shear
walls.

kcant =
P

� tot
=

P
�

P �h3

3�Em �I + P �h
A �G + 4:5 � s

H
P

K u

� =
1

�
h3

3�Em �I + h
A�G + 4:5 � s

H
1

K u

� (3.24)
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3.3.4 Sti�ness distribution of horizontal actions

With a rigid diaphragm are the horizontal actions distributed to the shear wall in
respect of their relative sti�ness, furthermore, the sti�ness arrangement of LLRS
governs where the R.C is located. If the location of the resultant of horizontal(S.C),
H in Figure 3.12, deviates from the R.C, a torsional moment in the diaphragm is
induced with the magnitude ofe � H [kNm]. Thus, when the horizontal loads are
sti�ness distributed with a rigid diaphragm to the LLRS, must both translation and
rotation be taken into consideration.
The location of the rotation center in thex and y direction are found with Equations
3.25 and 3.26 respectively.

x =
P

(x i � Syi )
P

(Syi )

y =
P

(yi � Sxi )
P

(Sxi )

(3.25)

(3.26)

where:
x i Geometrical center of the i-th wall member in the x-direction.
yi Geometrical center of the i-th wall member in the y-direction.

Sx i Sti�ness of the i-th wall member in the x-direction.
Sy i Sti�ness of the i-th wall member in the y-direction

Figure 3.12: R.C and S.C deviate, thus a leverarm,e, from
shear center to rotation center induces a torsional moment in the

diaphragm

Furthermore, the horizontal load distribution for pure translation, see Figure 2.14,
to the bracing units, is for the i-th member in the x or y direction presented by
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Equations 3.27 and 3.28 respectively.

Hxi = Hx �
Sxi

P
Sxi

Hyi = Hy �
Syi

P
Syi

(3.27)

(3.28)

In structural �oor plans where the R.C and the S.C don't coincide, the torsional
moment is calculated according to the Equation 3.29, wheree is the eccentricity of
the rotational center and shear center andH is the resultant horizontal force, see
Figure 3.12.

T = H � e (3.29)

The in�uence of the diaphragm rotation to the shear walls with sti�ness in x and y
directions are obtained in the Equations 3.30 and 3.31 respectively.

H i:x = T �
Sxi � yi

ST

H i:y = T �
Syi � x i

ST

where:

x i andyi is the distance from R.C to the geometrical center of i-th wall

member in the x and y direction respectively, see Figure 3.13.

(3.30)

(3.31)

The total torsional sti�ness in the system,ST , is obtained by Equation 3.32.

ST =
X

(Sxi � y2
i ) +

X
(Syi � x2

i ) (3.32)

Figure 3.13: Distance from R.C to geometrical center of a shear
wall. Reproduced (Björn Engström, n.d.)
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The total distribution of horizontal loads to the LLRS with the sti�ness in the x or
y direction is the summation of the in�uence of translation and rotation, shown in
Equations 3.33 and 3.34.

H i:x = Hx �
Sxi

P
Sxi

+ T �
Sxi � yi

ST

H i:y = Hy �
Syi

P
Syi

+ T �
Syi � x i

ST

(3.33)

(3.34)

3.4 Numerical analysis

The numerical analysis is performed in the �nite element software, FEM-Design 22
version 22.00.001, developed by StruSoft. The FEM-Design application program-
ming interface (API) module allows to run the FE software by, for instance, coding
and the coding language C#. Moreover, there are other methods to run FEM-
Design through its API module, but in this study is the C# code language used to
control the input data and export data for the parametric analysis.

3.4.1 Model overview

General overviews of the two models' structural �oor plans are shown in Figures 3.14,
and 3.15, to introduce the global orientation of the model and obtain an overview.
Both structural �oor plans are oriented with the long facade facing the global y-
direction of the model, and the gable side of the structure in the global x-direction.
Furthermore, at the bottom left corner is the global coordinate system of the model
found, whereas the green arrow illustrates the global x-direction and the red arrow
is the global y-direction. All components in the software, such as supports, shells,
etc., have a local coordinate system, also seen in the �gures as smaller green and
red arrows, which will be further discussed in the upcoming sections.
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Figure 3.14: Overview of the FE model of the structural �oor
plan 1 with solid particleboard shell element.

Figure 3.15: Overview of the FE model of the structural �oor
plan 2 with solid particleboard shell element.

3.4.2 Boundary conditions

Boundary conditions apply for the constraints and loads in the models, and the
constraints, are de�ned in the model, either through 'line supports' or when analyz-
ing panels-wise diaphragms, sti�ness of the structural joints between the panels are
de�ned in the FE model as 'edge connections'. Furthermore, boundary conditions
of horizontal loads are applied as 'line loads'.
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3.4.2.1 Line supports

The load-bearing walls are simulated in the models as so-called 'line supports', which
are divided into three analytical IDs in the models, 's', 'x-sti�, and 'y-sti�', seen in
Figures 3.14, 3.15. Line supports with the ID 's' are simulating load-bearing walls
that only carry the vertical load and do not contribute to the lateral load-resisting
system. Moreover, line supports denoted with the ID 'x-sti�' or 'y-sti�' simulate
load-carrying walls that carry vertical loads and provide to the lateral load-resisting
system in the global x-direction and global y-direction, respectively. IDs to the line
support simpli�es in the coding process to identify which of the supports provides
to the lateral load-resisting system, and in which global direction it provides.

The line supports sti�ness properties are de�ned in a local coordinate system,x0, y0,
and z0, in the unit of kN=m=m, see Figure 3.16, wherex0 is the direction parallel to
the propagation line of the line support(green arrow),y0 is in-plane perpendicular
to the x0-direction (red arrow), and thez0-direction is out-of-plane perpendicular to
the x0 and y0 plane. Moreover, motion sti�ness for all line supports is set to zero,
the z0-direction set to in�nitely sti�, and the opposite sti�ness properties are set
to the y0-direction with zero sti�ness, lastly, the x0-direction is the direction where
shear walls have its sti� direction and thus, are sti�ness set in varying ranges in
the x0-direction, for the line support denotedy-sti� and x-sti� , with the help of the
script and the type of parametric study.

Figure 3.16: Example of sti�ness properties of line support
'y-sti�.2'. The local coordinate system of the line support is found

below the 'y'.
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3.4.2.2 Edge connections

The structural �oor types 2-4, see Chapter 3.1.3, are mounted panels-wise with
structural joints, which are modeled in FEM-Design by modeling the actual panels,
FEM-Design then allows controlling the sti�ness values of, what FEM-Design calls,
the edge connectionbetween the adjacent panels. Edge connections are given in
the unit of kN=m=m and Figure 3.17 shows the sti�ness properties options of the
edge connection with a darker hatched area parallel to the edge of the panel, with
a hatch dash-pattern in 45°. In similarity to line support, edge connection has
a local coordinate system, and the local coordinate system's axes are oriented in
the same manner as for the line supports (see Chapter 3.4.2.1). Sti�ness values of
structural joints will be implemented to the x0 and y0 axis of the edge connection in
the parametric study.

Figure 3.17: Edge connection properties of a structural joint of
adjacent panels in FEM-Design.

Additionally, to manage the script code to be able to identify which edge connections
the sti�ness properties are to be changed for, the ID of the desired edge connections
are set to 'elem.conn', shown in Figure 3.18.
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Figure 3.18: De�ning ID of edge connection in FEM-Design

3.4.2.3 Horizontal Loads

The horizontal loads are de�ned to act in the global negativey-direction and ap-
plied to the shell boundary facing the positive y-direction as a line load along the
diaphragms propagation in the x-direction, see Figure 3.19. The horizontal loads are
divided into self-weight and wind loads and given in characteristic magnitude. FEM-
Design then combines the load cases into design load combinations in accordance
with Eurocodes.
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Figure 3.19: Horizontal actions acting in the global negative
y-direction, introduced at the shell boundary facing the positive

y-axis.

3.4.3 Shell elements sti�ness

FEM-Design has a prede�ned library of mechanical properties for numerous mate-
rials and structural elements, where prede�ned sti�ness properties of particleboard
type 5, plywood Moelven K20/70 oputsad, CLT 180-5s, and concrete c25/30 are
given and used in the study. Sti�ness properties of the timber products; parti-
cleboard, plywood Moelven and Martinsson 180-5s are shown in Figures 3.20-3.22,
which are con�rmed with producer's technical approvals of the products, and the
concrete strength c25/30 material data in FEM-Design were con�rmed against values
given in the Eurocode EN 1992-1-1. Moreover, the FE models are purely modeled
with shell elements for simulating the diaphragms, thus, no sti�ness contributes
from joists, chords, etc.
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Figure 3.20: FEM-Design particleboard type 5 properties.

Figure 3.21: FEM-Design plywood O K20/70 board by Moelven.
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Figure 3.22: FEM-Design CLT 180-5s board sti�ness properties.

3.4.4 Mesh size

The mesh element size may govern if the obtained results in a FE model are close
enough to the real structural behavior and force �ow in a structure - without the
model getting too computationally heavy. The �ner choice of mesh size in a model,
the more computationally heavy the model will become as the number of di�erential
equations to solve increases. A feature in the FEM-Design software is to let the
software calculates a recommended average mesh element size, and recommended
element sizes are presented in Table 3.8, which are the mesh size of use in the study.

Table 3.8: Mesh sizes used in the analysis

Model Material Mesh size[m]
Floor plan 1 Particle board 0.66

Plywood panels 0.32
CLT panels 0.33
Precast concrete panels 0.33

Floor plan 2 Particle board 0.56
Plywood panels 0.25
CLT panels 0.25
Precast concrete panels 0.25

3.4.5 Model veri�cation

To ensure the models' correctness, a convergence study was made for each �oor plan
and each �oor type. The convergence study is presented in Tables 3.9 and 3.10 for
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�oor plan 1 and �oor plan 2 respectively. Mesh size marked with� in each �oor
type is the mesh size of use in the parametric study. In addition to the convergence
study, are the FE models veri�ed by comparing the resulting horizontal supports
reaction between the FE model and hand calculations.

3.4.5.1 Convergence study

Observing the results of the convergence study of structural �oor plan 1 in Table 3.9,
is the largest di�erence, in percentage, of de�ection in� 1 between the used mesh,
marked with � , and the �nest mesh size of0:10m obtained at the TCC �oor type
and resulted in a di�erence of1:1% or 0:002mm. Furthermore, the largest actual
de�ection is obtained for the plywood �oor type with a di�erence of 0:0078mm
between the used mesh and the �nest mesh size of0:10m. Both deviations are
considered to be small di�erences. Additionally, the same order of di�erences is
obtained for � 2. Thus, for all �oor types, there is no need to use a �ner mesh
than the size recommended by the FEM-Design software. In regard to the reaction
forces,R1, R2, R3, and R4(which are the support reactions of the supportsy-sti�.1
to y-sti�.4 , see Figure 3.14), no deviations were observed between the analyzed
mesh sizes. However, it could be argued to use a more sparse mesh size for the as
the di�erence in � 1 and � 2 between these mesh sizes also is considered to be small,
but with the FE models being local to one storey the computational time gain is
neglectable.

Table 3.9: Convergence control �oor plan 1, Mesh size in[m],
� in [mm] and Ri in [kN ]

Model Mesh size � 1 � 2 R1 R2 R3 R4

Particle board 0.10 0.9095 0.3872 48.7 48.6 10.3 10.2
0.30 0.9057 0.3860 48.8 48.5 10.3 10.2
0.66� 0.9033 0.3803 48.8 48.6 10.3 10.1
1.00 0.8938 0.3757 48.7 48.4 10.4 10.2

Plywood 0.10 0.8278 0.3365 44.2 45.8 14.5 13.3
0.32� 0.8200 0.3337 44.2 45.8 14.5 13.3
0.64 0.8026 0.3260 44.3 45.8 14.4 13.2
1.00 0.8199 0.3397 44.4 45.1 14.9 13.4

CLT 0.10 0.1197 0.0549 43.8 45.2 15.1 13.7
0.33� 0.1204 0.0547 43.2 45.4 15.1 14.1
0.66 0.1297 0.0543 42.8 45.6 15.1 14.3
1.00 0.1284 0.0545 43.1 45.1 15.4 14.2

TCC 0.10 0.0182 0.0094 43.1 45.8 15.1 13.8
0.33� 0.0184 0.0094 42.2 46.2 15.1 14.3
0.66 0.0187 0.0094 41.4 46.4 15.2 14.8
1.00 0.0195 0.0099 41.7 45.6 15.8 14.7

Continuing, by studying the results obtained in the convergence study of structural
�oor plan 2, Table 3.10, the largest di�erence of de�ection, in percentage, in� 1
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and � 2 between the used mesh, marked with� , and the �nest mesh size of0:10m
obtained with the particleboard �oor type and resulted in a di�erence of1:7%/ 0:9%
or 0:003mm/ 0:014mm respectively. The de�ection deviations between the two mesh
sizes are considered small. In regard to the reaction forces,R1, R2, R3, and R4(which
are the support reactions of the supportsy-sti�.1 to y-sti�.4 , see �gure 3.15), no
deviations were observed between the analyzed mesh sizes. Therefore, the conclusion
of the �oor plan 2 convergence study is in line with the convergence study of �oor
plan 1, recommended mesh size of FEM-Design software is �ne to use, however, a
sparse mesh could have been used but the computational time gain ended up being
neglectable.

Table 3.10: Convergence control �oor plan 2, Mesh size in[m],
� in [mm] and Ri in [kN ]

Model Mesh size � 1 � 2 R1 R2 R3 R4

Particle board 0.10 0.6429 3.4976 18.2 31.6 36.2 86.0
0.30 0.6416 3.4921 18.2 31.6 36.2 86.0
0.56� 0.6397 3.4833 18.3 31.6 36.1 86.0
1.00 0.6368 3.4663 18.3 31.7 36.0 86.1

Plywood 0.10 0.5312 3.9370 18.7 31.1 35.0 87.2
0.25� 0.5304 3.9324 18.7 31.2 34.9 87.2
0.50 0.5282 3.9241 18.7 31.2 34.8 87.3
1.00 0.5272 3.9089 18.7 31.2 34.8 87.3

CLT 0.10 0.0871 0.4858 16.8 32.1 37.9 85.2
0.25� 0.0870 0.4855 16.8 32.1 37.9 85.2
0.50 0.0868 0.4849 16.8 32.1 37.8 85.2
1.00 0.0864 0.4835 16.9 32.1 37.8 85.2

TCC 0.10 0.0151 0.0859 19.0 30.4 36.1 86.6
0.25� 0.0151 0.0859 19.0 30.4 36.1 86.6
0.50 0.0151 0.0859 19.0 30.4 36.1 86.6
1.00 0.0151 0.0858 19.0 30.4 36.1 86.6

3.4.5.2 Comparison of horizontal support reactions

Hand calculations with sti�ness distribution theory are compared with the FE mod-
els. To ensure that sti�ness distribution was obtained in the FE models, the line
supports sti�ness ofx-sti� and y-sti� members was set to the value of20kN=m=m,
which is a low sti�ness value that the shear walls to force a sti�ness distribution of
the diaphragm in the FE-model. Derivations of the analytical shear wall sti�ness
are found in Appendix B.

The resulting horizontal reaction forces for �oor plan 1 are presented in Table 3.11,
and seen is that the hand calculations and FE model deviate under one percent and
thus seen as proper a proper model. Derivations of analytical calculations are found
in Appendix A.
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Table 3.11: Floor plan 1 - Comparison of resulting horizontal reaction forces of
supports in the global y-direction between hand calculations and FE model with

sti�ness distribution of the horizontal loads.

Analysis y-si�.1 y-si�.2 y-si�.3 y-si�.4
Hand calc. 28.88 28.96 30.02 30.02
FEM 28.74 28.74 30.16 30.15
Di�erence % 0.48 0.76 0.47 0.43

Furthermore, the resulting horizontal reaction forces of structural �oor plan 2, with
the same sti�ness properties as in the structural �oor 1 analysis, are presented in
Table 3.12, and observed is that the hand calculations and FE model deviate under
one percent for all supports excepty-sti�.1 where it deviates 5.59%, however, the
deviation is only 0:3kN in force. The deviation is considered small, as small force
deviations fory-sti�.1 will result in a high percentage of deviations as the resultant
reaction force is small in comparison to the other supports. Therefore, the FEM
and analytical models are considered to be in good agreement. For the derivation
of the hand calculations see Appendix A

Table 3.12: Floor plan 2 - Comparison of resulting horizontal reaction forces of
supports in the global y-direction between hand calculations and FE model with

sti�ness distribution of the horizontal loads.

Analysis y-si�.1 y-si�.2 y-si�.3 y-si�.4
Hand calc. 4.83 30.98 64.84 71.51
FEM 5.10 30.93 64.67 71.20
Di�erence % 5.59 0.16 0.26 0.42

3.4.6 Parametric analyzes with C# script

The FE parametric study is executed by a created C# script that connects to the
FEM-Design through its API module and runs analyzes of the created FE models,
with parametric control of the sti�ness of the model's line supports or shell elements
edge connection. The script is structured such that it reads and scans through
an exported XML �le of the FE model, and identi�es line supports and/or edge
connections of interest for the user to be analyzed, if requested parts do not match
the model, the run is terminated. Furthermore, if the requested parts correspond
to the model, the script continues with setting the sti�ness properties of choice to
the examined line supports and/or edge connections and runs an analysis. The
sti�ness increment is balanced for each studied �oor type on Object 1 and Object
2 to run the analysis to such an extent that the variation in the change of support
reaction approaches zero for at least one(if structural joints are present) type och
each structural �oor. Subsequently, results from the analysis are exported by the
script and the script loop a new analysis, with di�erent shear sti�ness settings of
choice until it reaches the last loop of the analysis and then terminates the run, a
�ow sheet of the description of the script is shown in Figure 3.23. The C# code is
found in the Appendix F
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Figure 3.23: Flow sheet of the C# script and FEM-Design
interaction.
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4
Results

4.1 Shear wall sti�ness

Shear wall sti�ness for wall types in 3.1.4, where types one and two are analyzed
with OSB and plywood board as a sheathing material are presented in table 4.1.
Sheathing types marked with� in the table are walls of type 1 without the installation
space, thus the sheathing material is directly fastened to the studs. Full derivations
of calculations are found in the Appendix B

Table 4.1: Shear wall sti�ness of wall types 1 and 2 in object 1.

Wall type Sheathing Sti�ness Sti�ness
(kN=m=m) (kN=0:9m=m)

Type 1 OSB 125 88
OSB� 369 260
Plywood 172 145
Plywood� 505 427

Type 2 OSB 738 520
Plywood 1009 854

53



4. Results

Furthermore, the shear sti�ness of CLT wall segments of Object 1 and Object 2 are
shown in Table 4.2, and the derivation of calculations is found in the Appendix B.

Table 4.2: Shear wall sti�ness of wall types 3 and 4 for objects 1 and 2.

Object 1

Wall ID CLT type Sti�ness kN=m

SH1:1 CLT60-C3s 12247
CLT100-C3s 19469
CLT120-C5s 24495
CLT160-C5s 34332

SH1:2 CLT60-C3s 59997
CLT100-C3s 99123
CLT120-C5s 119993
CLT160-C5s 161410

SH1:3 CLT60-C3s 20179
CLT100-C3s 32537
CLT120-C5s 40359
CLT160-C5s 55687

SH2:1 CLT60-C3s 28314
CLT100-C3s 46075
CLT120-C5s 56628
CLT160-C5s 77375

SH2:2 CLT60-C3s 49624
CLT100-C3s 81745
CLT120-C5s 99248
CLT160-C5s 133906

SH2:3 CLT60-C3s 36398
CLT100-C3s 59591
CLT120-C5s 72796
CLT160-C5s 98841

SH2:4 CLT 60-C3s 57418
CLT 100-C3s 94804
CLT 120-C5s 114837
CLT 160-C5s 154572

Object 2

Wall ID CLT type Sti�ness kN=m

SH1:1 CLT60-C3s 84120
CLT100-C3s 139504
CLT120-C5s 168240
CLT160-C5s 225445

SH2:1 CLT60-C3s 142305
CLT100-C3s 236725
CLT120-C5s 284610
CLT160-C5s 380202

SH2:2 CLT60-C3s 14757
CLT100-C3s 240819
CLT120-C5s 289514
CLT160-C5s 386730

SH2:3 CLT60-C3s 36398
CLT100-C3s 59591
CLT120-C5s 72796
CLT160-C5s 98841

SH2:4 CLT60-C3s 33715
CLT100-C3s 55101
CLT120-C5s 67429
CLT160-C5s 91721

SH2:5 CLT60-C3s 48315
CLT100-C3s 79552
CLT120-C5s 96631
CLT160-C5s 130437

SH2:6 CLT60-C3s 72766
CLT100-C3s 120505
CLT120-C5s 145531
CLT160-C5s 195293

SH2:7 CLT 60-C3s 48315
CLT 100-C3s 79552
CLT 120-C5s 96631
CLT 160-C5s 130437
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4.2 Edge connection sti�ness

Floor types, two, three, and four are mounted panel-wise and connected to adjacent
panels. In the sub-sections of this section is the sti�ness of di�erent connections
presented.

4.2.1 I-Joist

Structural �oor type 2, I-joist, are panel-wise mounted diaphragms, thus, structural
joints with a screw connection for both panels to a shared joist, connection will
obtain double de�ection and thus halved sti�ness, see Figure 3.4. Table 4.3 present
obtained shear sti�ness values with a screw diameter ofd = 4:0mm and the full
derivation of calculations is obtained in the Appendix C.

Table 4.3: Edge connection sti�ness of screwed, with a diameter ofd = 4:0mm,
I-Joist panels.

Screw connection Sti�ness Sti�ness
Plywood - C24 (kN=m) (kN=m=m)

One screw pair 335 -
Screwss = 330mm - 1000
Screwss = 220mm - 1500
Screws = 100mm - 3350

4.2.2 CLT

The resulting shear sti�ness of the structural joint between two adjacent CLT panels,
with cross screwed pairs, see Figure 3.5 b), of the diameterd = 6:5mm are presented
in Table 4.4. Derivations of calculations are seen in Appendix C.

Table 4.4: Edge connection sti�ness of cross-screwed CLT butt joints, screw
diameter of d = 6:5mm.

Screw connection Sti�ness Sti�ness
CLT - CLT (kN=m) (kN=m=m)

One screw 1220 -
Cross pair s = 350mm - 6970
Cross pair s = 250mm - 9755
Cross pair s = 100mm - 24390
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4.2.3 TCC

Sti�ness calculations of the grouted joints are performed for the worst case of in
each structural �oor plan with a conservatively low area of reinforcement in the tie
chord, resulting sti�ness is stated in Table 4.5 and derivations of calculations are
found in the Appendix C.

Table 4.5: Sti�ness of grouted structural joints of TCC panels

Grouted connection Span Sti�ness Unit meter sti�ness
TCC - TCC (kN=m) of joint (kN=m=m)

Object 1 Mid 504098 60735
Object 2 Cantilever 314792 25593

4.3 Object 1

Results obtained from the parametric study of Object 1 with the di�erent structural
�oors are presented in this chapter. Common for upcoming �gures are, obtained
horizontal reaction force of line supportsy-sti�.2 and y-sti�.4 in relation to the
shear wall sti�ness are presented collected in the �gures, for each structural �oor
with dashed and solid colored lines, respectively. Furthermore, vertical sti�ness ref-
erence lines are shown in the �gures, where each line sti�ness reference is stated
either in the �gures or on the legend of the �gures. Design horizontal action on
Object 1 is 6:047kN=m and derived in Appendix D

Wall sti�ness references of Object 1 are calculated with a shear wall length of5:4m,
multiplied by the obtained shear wall sti�ness given in Chapter 4.1. Furthermore,
to present the line support sti�ness from the FE model in unitkN=m on the x-axis
of the �gures, the line support sti�ness,kN=m=m, from FE analysis is multiplied by
the length of5:4m and results in sti�ness of the shear walls with the sti� direction in
the global y-direction. The FE analyses of sti�ness increment on edge connections
are the edge connection sti�ness de�ned as,kN=m=m, which is multiplied by the
total depth of the diaphragm,10:3m, to obtain the reference inkN=m on the x-axis
of �gures. Lastly, diaphragm sti�ness is presented in each subchapter, diaphragm
sti�ness, of speci�c �oor diaphragm.
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4.3.1 Particleboard diaphragm

Results obtained for object 1 with particleboards are presented in this section.

4.3.1.1 Diaphragm sti�ness

Sti�ness properties of the diaphragm obtained numerically is presented in table 4.6.

Table 4.6: Diaphragm sti�ness of Object 1 with the �oor type of particleboards.

Type of Span De�ection Sti�ness
analysis (mm) (kN=m)

FEM 1 0:39 78146
2 0:79 71952
3 0:39 78146

4.3.1.2 Sti�ness increment of line supports

The resulting horizontal load distribution to the supports, in relation to the sti�-
ness of the line supports (shear walls) is presented in Figure 4.1. For particleboard
analysis are obtained support reaction of the line supportY-sti�.1-4 shown.

Figure 4.1: Object 1, horizontal load distribution of
particleboard diaphragm type with an increment of the line

support sti�ness.

Moreover, Figure 4.2 presents a closer view of wall sti�ness up to15000kN=m, to
ease the interpretation of the horizontal load distribution in the sti�ness range of
the sheathed framed stud wall types.
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Figure 4.2: Object 1, horizontal load distribution of
particleboard diaphragm type with an increment of the line

support sti�ness. Shear walls sti�ness limited to 15k

4.3.2 Plywood panels diaphragm

The plywood diaphragm is analyzed either with an increment of line supports or
edge connections. Results obtained from the parametric sti�ness study of the ply-
wood diaphragm, with the structural edge connections stated in section 3.1.3.1, are
presented in this section.

4.3.2.1 Diaphragm sti�ness

Table 4.7 presents obtained diaphragm sti�ness of the panel-wise plywood board
diaphragm, for the four di�erent edge connection sti�ness types in Chapter 3.1.3.1,
with the sti�ness presented in Section 4.2.1. Additionally, the line support sti�ness
was set to in�nitely sti� when the diaphragm sti�ness was evaluated.

58



4. Results

Table 4.7: Diaphragm sti�ness of Object 1 with the �oor type of plywood boards
with a variation of the edge connection sti�ness.

Type of Span De�ection Sti�ness
analysis (mm) (kN=m)

FEM - inf. 1 0.3338 91312
2 0.8200 69317
3 0.3289 92672

FEM - s100 1 0.7692 39626
2 1.8611 30541
3 0.9080 33568

FEM - s220 1 1.0986 27744
2 3.0454 18664
3 1.4073 21658

FEM - s330 1 1.3667 22302
2 4.1172 13805
3 1.8023 16912

4.3.2.2 Sti�ness increment of line supports

Results from the analyses of the panel-wise plywood board diaphragm, with the
four di�erent structural joints, with sti�ness increment of line supports are shown
in Figure 4.3. Full reports of all analyses can be found in Appendix E.

Figure 4.3: Object 1, horizontal load distribution to the line
supports y-sti�.2 & 4 of plywood board diaphragm type with

varying edge connection sti�ness as a function of incremented line
support sti�ness.
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4.3.2.3 Sti�ness increment of edge connections

Results obtained from plywood board diaphragm �oor type are analyzed in three
runs where the lines support sti�ness set to the �xed values of;100kN=m=m 500kN=m=m,
and 1000kN=m respectively in the three analyses, while the edge connection sti�ness
is incremented for each loop in the analyses, with obtained results shown in Figure
4.4 and full reports of all analyses can be found in the Appendix E

Figure 4.4: Object 1, horizontal load distribution to the line
supports y-sti�.2 & 4 of plywood board diaphragm type where the

line support sti�ness is �xed to; 100/500/1000 kN/m/m, as a
function of incremented edge connection sti�ness.

4.3.3 CLT panels diaphragm

The CLT diaphragm type is analyzed in two main tracks, where either the line
support sti�ness is increased for each loop and a �xed sti�ness value of the edge
connection between adjacent CLT panels. Or, the edge connection between the
adjacent panels is increased for each loop, and the line supports (shear walls) have
a �xed sti�ness value. Results from the analysis are presented in the following
subchapters.

4.3.3.1 Diaphragm sti�ness

Obtained diaphragm sti�ness of the CLT panel diaphragm, with the four di�erent
structural joints seen in Section 3.1.3.1, are shown in Table 4.8. The line support
sti�ness was set to in�nitely sti� when the diaphragm sti�ness was evaluated.
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Table 4.8: Diaphragm sti�ness of object 1 with the �oor type of CLT panels.

Type of Span De�ection Sti�ness
analysis (mm) (kN=m)

FEM - 1 0.0635 479950
Inf. sti�. 2 0.1284 442695

3 0.0545 559210
FEM - 1 0.1123 271390
Cross pair s100 2 0.2761 205875

3 0.1139 267575
FEM - 1 0.1553 196245
Cross pair s250 2 0.4792 118620

3 0.1797 169600
FEM - 1 0.1800 169315
Cross pair s350 2 0.6134 92670

3 0.2216 137530

4.3.3.2 Sti�ness increment of line supports

Results obtained from the parametric analysis of the CLT diaphragm, with the four
di�erent designs of structural joints see Section 3.1.3.1, and sti�ness increment of the
line supports are presented in Figure 4.5. Complete results are found in Appendix
E.

Figure 4.5: Object 1, horizontal load distribution to the line
supports y-sti�.2 & 4 of CLT diaphragm type with varying edge

connection sti�ness as a function of incremented line support
sti�ness.
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