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Abstract
Accurate excavation monitoring is important for the handling of materials within
the construction industry. Modern construction machines provide built-in systems
for weighing handled goods. In this thesis, an alternative optical weighing system
is developed and implemented for an excavator and a wheel loader. The optical
system detects and provides the volume and weight of the handled material through
fill-factor estimation. The methodology is based on depth data and images captured
by a stereo camera, mounted on the machines. By using a region-based convolu-
tional neural network (CNN), localization of material and fill-factor estimation are
managed jointly. Material classification is also proved to be possible using gathered
images and a simple CNN. By combining the fill-factor and information about the
material, weight is obtained. Evaluations reveal that the system measures fill-factor
to mean absolute percentage errors (MAPE), relative to the maximum capacity of
the excavator and the wheel loader, of 3.3 % and 3.0 % respectively.

Keywords: Excavation Monitoring, CNN, Faster R-CNN, RPN, Range Sensor, Stereo
Camera, Computer Vision, Material Classification.
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1
Introduction

In this chapter, the background and related work encompassing optical load detection
are covered. Furthermore, the objective and scope of the project are presented.

1.1 Background

Excavation and material transportation are major works within the construction in-
dustry. For large-scale construction industries, there is a great endeavor of improv-
ing safety and productivity to reduce costs, work labor and environmental impact.
Hence, there is a desire to increase the e�ciency of material loading and transporta-
tion. This can be accomplished by high-accuracy sensing and excavation progress
monitoring. For proper handling and transportation of materials, it is important to
know the type and the weight of the goods. The load weighing systems available
for excavators and wheel loaders today are mostly built-in systems that measure
axis loads. However, this method has a cumbersome setup. Hence, alternative or
complementary methods are of interest. One idea is an optical load detection sys-
tem to automatically detect the type, volume and weight of the goods. As of now,
not many attempts have been made of optical weight estimation for construction
machines. The development of such a system has the potential to open up many
new possibilities. For example, retro�tting machines with internal sensors used by
current methods might not be possible. In such a case, an external optical system
may be the sole option.

1.2 Related Work

An optical system commonly involves object detection and classi�cation, which are
both common tasks within computer vision and machine learning domains. 3D
reconstruction from 2D images and the concept of estimating the volume of objects
using computer vision are not new either. There have been attempts at volume
estimation using optical sensors for various applications. To name a few, Rundgren
uses a multi-view system for 3D reconstruction and volume estimation of timber
loads [1]. Another work by Artaso and López-Nicolás uses a time-of-�ight (TOF )
camera and two structured light cameras for measuring the volume of merchandise
in a logistics application [2]. Another example is dietary assessment. The number

1



1. Introduction

of calories is estimated from food images by classifying and estimating the volume
of food [3].

More related to construction and excavation monitoring, previous work by Lu et al.
uses a neural network-based approach for �ll-factor estimation and bucket detection
on construction machines [4]. Fill-factor refers to the ratio of the loaded material's
volume with respect to the maximal load capacity of the bucket or container. Ac-
cording to the authors, bucket �ll-factor estimation remains one of the key challenges
in the automation of construction machines. Lu et al. identify some of the di�-
culties in estimating the volume of handled material. A particular di�culty is that
on-board weighing systems are unable to estimate loaded volume without external
information about the density of the material. However, an optical solution would
be able to solve the issue.

The method proposed by Lu et al. comprises three stages: pre-processing, machine
learning and post-processing [4]. In the pre-processing stage, depth images are
generated from data captured by a stereo camera. The depth images are used for
predicting bucket �ll-factor through machine learning. Lastly, the predictions go
through post-processing based on a probabilistic approach.

Another previous work is conducted by Rasul et al. [5]. They use integrative
methodologies for e�ective excavation progress monitoring. The work involves two
aspects: volume estimation and 5D mapping. For volume estimation, two meth-
ods are used: direct estimation and indirect estimation. For the direct estimation,
the excavated ground volume is estimated by comparing a 3D measurement of the
ground with a reference measurement. Both measurements are captured by a stereo
camera. An issue with the direct estimation is the risk of an occlusion area in the
digging space, which hinders accurate ground detections. The indirect estimation
uses the bucket volume, given by a 3D model, as a reference together with a mea-
surement of a �lled bucket. The di�erence between the 3D model and measurement
is the excavated volume.

The second aspect investigated by Rasul et al. is the idea of 5D mapping for ma-
terial classi�cation [5]. It includes information on the excavated ground in terms
of geometric space and material properties using information from several sensors.
3D data obtained by the stereo camera is fused with intensity data, obtained by a
light detection and ranging (LIDAR ) sensor, and ground resistive force, obtained
through pressure data of the excavator. By fusing information, more accurate ma-
terial classi�cations can be achieved.

1.3 Purpose and Goals

This project aims at improving excavation progress monitoring. A comprehensive
solution for detecting, classifying and estimating the volume and weight of loaded
materials using optical means is to be developed. By accurately monitoring the
loaded material, trucks can be �lled optimally and the movement of materials can

2



1. Introduction

be closely tracked.

The purpose of the project is to develop a load detection system. The system
should work both as a standalone system, and as a complement to existing weighing
and classi�cation systems. In this project, the targeted construction equipment are
excavators and wheel loaders.

The project composes of several parts, which can be summarized by the following
objectives:

ˆ Choice and implementation of hardware

ˆ Identify the container of material in sensor data

ˆ Material volume through �ll-factor estimation

ˆ Material classi�cation

ˆ Material weight estimation

The main objectives are the �ll-factor estimation of the container and material
classi�cation. For this application, the container corresponds to the buckets of
the construction machines. When investigating and working on the objectives, the
following questions are answered:

1. How can an optical system be implemented for volume and weight estimation
of handled material, for a construction machine?

2. What performance, in terms of mean absolute percentage error (MAPE ), can
be achieved for �ll-factor and weight estimation of construction material using
convolutional neural networks?

3. What performance, in terms of classi�cation accuracy, can be achieved for
material classi�cation using convolutional neural networks?

1.4 Limitations

The system developed in the project should be a comprehensive solution in the
terms of solving �ll-factor, volume and weight estimations of loaded materials, as
well as material classi�cation. The focus is not to provide a scalable and generalized
solution, but rather to provide a basis containing all the components which can be
further developed and improved. Hence, the scope of the project is limited to:

ˆ Consider only one excavator and wheel loader model.

ˆ Consider only one bucket size and type for each machine.

ˆ Requirements for the operator are speci�ed such as how to level and orientate

3



1. Introduction

the buckets when the data is gathered.

ˆ There are no strict requirements of e�ciency in terms of the computational
speed of the system.

ˆ Data processing and predictions are performed o�ine.

4



2
Theory

This chapter explains the necessary theory for understanding the method. The idea
is to use depth information. Therefore, techniques for acquiring this information
are presented, with a focus on binocular vision used in stereo cameras. Lastly, the
system utilizes machine learning, in speci�c convolutional neural networks and the
Faster R-CNN framework.

2.1 Range Sensors

Range sensors refer to sensors that capture 3D information from the sensor's view-
point [6]. The depth is usually measured as the distance to the closest object(s),
either as a single point, scanning plane or as a whole image containing depth values
for each point. The acquired data is useful for many applications, such as robotics
and automation. Perception about the world is required for navigation or for de-
termining 3D properties of objects. There are plenty of sensors available today to
measure depth, some of which are presented here.

Several sensors revolve around two principles: active triangulation and time-of-�ight
(TOF ) [7]. Active triangulation generally refers to structured light depth cameras.
A projector is used to illuminate a surface with a known pattern, which is then
acquired by a camera. The acquired image contains a superimposed version of
the pattern. Depth can be obtained by comparing the patterns and performing
geometrical reconstruction. The performance of a structured light setup depends on
the choice of patterns, algorithms and the scene [8].

The other family of range sensors revolves aroundTOF . They emit a signal, and
receive the signal sometime later by re�ection. By using the time between transmit-
ting and receiving the signal, as well as the speed of it, the distance to the re�ection
point can be calculated [9]. This concept has been used in radio detecting and rang-
ing (RADAR ) technology for a long time, using electromagnetic waves [7].LIDAR
is another TOF sensor that uses laser [8]. It usually has a large �eld-of-view at the
cost of providing sparse depth information [10].

5



2. Theory

2.2 Stereo Vision

A range sensor based on binocular vision is the stereo camera. It utilizes two or more
cameras combined with triangulation for estimating depth. The following sections
introduce the theory behind computer vision and binocular vision.

2.2.1 3D Perception

Cameras map the 3D world to 2D images using projections [11]. A consequence
of projecting the world to a surface is the loss of one dimension, namely depth.
The projection is irreversible, which means that the depth dimension can not be
recovered from a single 2D image. However, the knowledge of 3D data is essential
for applications dealing with robot vision, automatic navigation, automotive safety
and many others [8]. Hence, acquiring 3D properties from environments has been an
active subject of research for a long time. Humans and most animals use a binocular
visual system (two eyes) [12]. The key point of a binocular vision system is the
di�erence between the left and right images due to slightly di�erent perspectives.
This mechanism inspired image-based 3D reconstruction using images captured from
multiple points of view.

2.2.2 Binocular Vision

Figure 2.1 depicts an overview of a binocular vision system, with essential axes and
distances to be able to calculate the distance to a pointP, with world coordinates
(x; y; z). The distance between the sensor and a point in the scene is also known as
depth.

Figure 2.1: Triangulation scheme of stereo vision with relevant geometry for esti-
mating the distance,z, to a point P with world coordinates (x; y; z). Each image
plane has its own coordinate system.

6



2. Theory

In Figure 2.1, O1 and O2 represents the optical centres of the cameras. The optical
distance between the cameras is called the baseline, denoted withb. Point P is
projected through the image plane of the left and right cameras at pointsP1 and
P2 with local image coordinates(X 1; Y1) and (X 2; Y2) respectively. Focal length,
denoted f , is the distance between the optical center of one camera to its image
plane. The aim is to �nd the distancez to the point P through triangulation. Two
triangles are formed: PO1O2 and PP1P2. By utilizing uniformity, the distance is
described by Equation (2.1).

b
z

=
b� X 1 + X 2

z � f
(2.1)

Extracting the distance z from Equation (2.1) yields Equation (2.2).

z =
bf

X 1 � X 2
=

bf
d

(2.2)

In Equation (2.2), d = X 1 � X 2 denotes the disparity. It represents the horizontal
di�erence between corresponding pixels in the left and right images. The disparity
is an essential component of the binocular vision system. Since the rest of the values
in Equation (2.2) are constant and usually known, the task becomes to obtain the
disparity for each pixel in the image pair to retrieve the distancez. The collection of
disparity values describing the whole scene is called a disparity map. The procedure
of obtaining the disparity map is a matter of matching corresponding pixels in each
image using various matching algorithms.

2.2.3 Stereo Matching Methods

Stereo matching is a vital part of 3D reconstruction since it is the main step to re-
trieve depth information. However, stereo matching is challenging due to di�culties
such as noise, specular surfaces, ambiguous regions, repetitive patterns, transparent
objects and occlusions [13].

The methods for �nding point correspondences can be broadly divided into two
categories: sparse and dense methods [12]. Sparse methods are usually feature-
based, meaning that sets of potential image locations are extracted and then matched
between the images. Nevertheless, sparse features can be di�cult to recover in a 3D
scene. Dense methods are correlation-based and produce disparity estimates for all
image regions [14]. The dense stereo correspondence method thus produces a dense
disparity map with a disparity estimate for each pixel.

Scharstein and Szeliski propose a taxonomy for stereo algorithms in [14], where most
perform the following steps to solve the correspondence problem:

1. Matching cost computation
2. Cost (support) aggregation
3. Disparity computation/optimization
4. Disparity re�nement

7



2. Theory

The procedure depends on the speci�c algorithm used. Matching cost computation
compares pixels in the left and right images using a cost function. A lower cost
means two pixels are more likely to be a matching pair. The cost function is usually
based on the di�erence in pixel intensities. However, the cost calculated from two
pixels might not have su�cient information to determine the match. Thus, cost
aggregation can be used to include information from nearby points. A frequent
method is to use a prede�ned window of some size for averaging or summing costs
from a region. The size of the window heavily a�ects the result and thus has to be
chosen wisely.

The disparity computation can be divided into local and global methods. Local
methods emphasize the matching cost computation and the cost aggregation steps.
The �nal disparities are chosen as the disparity for each pixel with the minimum cost
value [15]. However, the local approach is sensitive to image noise, occlusions and
blur areas. On the other hand, the global approach uses a more intelligent disparity
decision strategy by including assumptions about the images. Such assumptions
can be that similar regions within object boundaries should have uniform disparity
distribution. The global approach incorporates smoothness in the disparity estima-
tion, which results in fewer errors caused by disparity discontinuities, occlusions and
texture-less areas. The last step of disparity re�nement acts as a post-processing
step, where noise and uncertainties are removed and the disparity map is optimized
to be more accurate. For example, occluded areas do not contain corresponding
point matches since the occluded region is only visible within one of the images.
Hence, occlusion �lling can be used for estimating the disparities in these areas
using adjacent values.

2.2.4 3D Reconstruction and Data Representation

Given the disparity map, the focal length and the baseline of the camera, 3D recon-
struction can be performed to transform one of the image coordinate systems to the
world coordinate system [12]. Each individual pixel coordinate is transformed from
the image frame to the world frame using Equations (2.3), (2.4) and (2.5).

x =
bX2

d
(2.3)

y =
bY2

d
(2.4)

z =
bf
d

(2.5)

Using Equations (2.3), (2.4) and (2.5), the 3D information from the images is recov-
ered. The world coordinates are relative to the right camera's optical center but can
similarly be expressed using the left camera's. The 3D information can be visualized
using a point cloud. Since the points only describe physical distances and positions,
there is no color information. Color can be applied using simple color mappings
based on, for instance, the points' distances from the camera. Point clouds are gen-
erally computationally expensive to process. Thus, there is an option to use depth
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images, which can be encoded with the same information as point clouds. Depth
images can be used in conjunction with convolutional neural networks for extracting
information.

2.3 Convolutional Neural Networks

A convolutional neural network (CNN ) is a variant of the arti�cial neural network
architecture [16]. CNNs are used for image-based machine learning. They are the
current state-of-the-art analysis tool for examining and analyzing images. The net-
work architecture can perform tasks such as object localization and classi�cation.
CNNs are predominantly made up of three components: convolutional-, pooling-
and fully-connected layers. This structure is demonstrated in Figure 2.2, where
each component occurs once. However, they are commonly stacked and repeated to
build up a more complex architecture.

Figure 2.2: Simple CNN architecture with the three main components:
convolutional-, pooling- and fully-connected layers. The convolutional layers slides
a �lter across the input, the pooling layer performs downsampling. Lastly, the
fully-connected layer is used for evaluating the produced feature map for generating
predictions.

The inputs to the network are images with three dimensions: spatial (width and
height) and depth (channels). Input images commonly have three channels, corre-
sponding to theRGB color format. Dimensions of the data are altered throughout
the network by the component layers [17]. The �rst component, convolutional lay-
ers, performs convolution on the input with �lters [16]. Furthermore, the �lters
have trainable parameters which are learned through backpropagation as training
progresses. The general use of the convolutional layer is to extract features from the
images, such as edges, patterns and more complex shapes. Pooling layers perform
downsampling along the spatial dimension to reduce the complexity for succeeding
layers. The outputs from convolutional- and pooling layers are commonly referred
to as feature maps. Stacking multiple convolutional- and pooling layers results in a
more complex feature map. Fully-connected layers are commonly used at the end
of the network to evaluate the feature map.

9
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A common use for CNNs is object detection in images [18]. Object detection consists
of two steps: localization and classi�cation. Localization embodies �nding objects
in the image, while classi�cation identi�es what the object is. Performing object
detection in real-time has historically been a di�cult task to solve. There now exist
networks that manage object detection in real-time.

Training a neural network requires a great amount of data. A common challenge
when using machine learning is gathering enough (labeled) data [19]. Transfer learn-
ing is a powerful method for neural networks which leverages knowledge of already
trained networks to overcome the challenge. The concept involves adapting a net-
work that has already been trained for a task on a new application. The network
can then specialize on the new task with a smaller amount of data, compared to
training it from scratch [20]. Network structures such as VGG-16 and ResNet-101
are commonly used within transfer learning [21].

2.4 The R-CNN Framework

A widely used object detection architecture is the region based convolutional neural
network (R-CNN ) family of convolutional networks, presented in [22], [23] and [24].
They perform both localization and classi�cation, and as further developments have
taken place, can predict in real-time. The variations of the R-CNNs are all based
on the same concept. Firstly, the network generates region proposals, or guesses, of
where objects are located within images. Secondly, the proposals are evaluated and
classi�ed. The main di�erence between the architectures within the R-CNN family
is how region proposals are managed. The three versions: R-CNN, Fast R-CNN and
Faster R-CNN, are summarized in Section 2.4.1.

2.4.1 Versions of R-CNN

The origin and the �rst version within the R-CNN family of networks is presented in
[22]. It uses the selective search algorithm to generate thousands of region proposals
per image. The proposals are fed through a CNN to extract features. Various
networks can be used as feature extractor, such as VGG-16 [21]. The feature map is
forwarded to a support-vector machine (SVM ), which predicts if there is an object
present in each proposed region. Furthermore, for each proposed region, a re�nement
of the bonding box is predicted to improve the precision of the box. There are two
main issues with the method: computational speed and training. R-CNN is not
practical to run in real-time, as passing thousands of individual proposals through
the feature extractor takes a long time as no computations are shared. Furthermore,
the network is not trained end-to-end, since the selective search algorithm is �xed.

The computational speed is improved in the second version of the R-CNN frame-
work, named Fast R-CNN [23]. The main change from the previous iteration is how
the region proposals are handled. Rather than feeding the network with thousands
of proposals separately, the entire image is fed directly to the CNN together with
the set of region proposals from the selective search algorithm. The region proposals
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are extracted from the feature map, rather than the input image. Region of interest
(ROI ) pooling is performed on the produced feature map to extract regions of �xed
shape. The result is fed into fully-connected layers for evaluation. The convolution
operation is performed only once, compared to processing thousands of proposals in-
dividually. This reduces the number of operations and improves the computational
speed [23]. Even though this decreases the computational time per image signi�-
cantly, selective search is still used and remains the bottleneck for computational
performance.

The third and latest version of the algorithm further improves the e�ciency and is
called the Faster R-CNN architecture [24]. The authors solved the bottleneck caused
by the selective search in Fast R-CNN by developing and using a region proposal
network (RPN ) instead. By utilizing the RPN, the algorithm can run in real-time,
contrary to its predecessors. Similar to Fast R-CNN, the output of the proposal
method is passed along to ROI-pooling and a classi�er.

All three versions are depicted in Figure 2.3. RPN and ROI-pooling are explained
in Sections 2.4.2 and 2.4.3 respectively.

Figure 2.3: Overview of structure and components of the three versions within
the R-CNN family. The main di�erence is the handling of region proposals. The
R-CNN and the Fast R-CNN use the �xed selective search to generate proposals,
compared to the Faster R-CNN which uses a region proposal network (RPN ). Fur-
thermore, depending on the version, a special region of interest (ROI ) pooling layer
is required before evaluation. Finally, evaluation is done through support-vector
machines (SVM s) or fully-connected layers.
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2.4.2 Region Proposal Network

The region proposal network (RPN ) is introduced by Ren et. al. in [24]. As
the name suggests, the RPN generates proposals where objects may potentially be
located in images. It uses a �xed amount of bounding boxes, which are the same
for every image, as a basis for its guesses. The RPN predicts the o�set required for
each bounding box to �t an object, as well as an objectness score, indicating if the
box contains an object (foreground) or not (background).

The �xed bounding boxes are generated through a grid of points, called anchors.
Multiple boxes are generated at each anchor with di�erent scales and ratios. The
procedure of how anchor boxes are generated based on scales and aspect ratios is
illustrated in Figure 2.4.

Figure 2.4: Box scales and aspect ratios are combined to generate anchor boxes
of various shapes and sizes, as depicted to the right. These boxes are generated for
each anchor (black dot) in the grid.

In the original paper, three scales and three ratios are used to produce a total of
nine boxes for each anchor [24]. Anchor boxes are evaluated against the ground
truth boxes using the intersection over union (IOU ) metric. IOU is an important
metric used in both training and evaluation. It is used to evaluate the similarity of
two bounding boxes, and is computed according to the illustration in Figure 2.5.

Figure 2.5: The intersection over union (IOU) is the intersecting area of the boxes
divided by the union area of the boxes.
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In the RPN, binary class labels are assigned to each box for training. The assigned
labels are based on the IOU with the ground truth box. Table 2.1 present the IOU
boundaries for foreground and background boxes. Anchor boxes that are considered
neither foreground or background are ignored and do not contribute to training the
network [24].

Table 2.1: Corresponding labels forIOU values.

IOU > 0:7 0:3 � IOU � 0:7 IOU < 0:3
Label Foreground Ignored Background

In the cases where no sample ful�lls the condition for the foreground label in Table
2.1, the sample with the highest IOU is chosen.

The training is performed in mini-batches, where one mini-batch arises from a single
image. Each mini-batch contains many foreground and background anchor boxes
that can all be used for training. However, each image is generally dominated by
background samples, and the training would be biased toward these. Hence, a subset
of anchors is chosen randomly to be used for the training. In the original paper,
256 anchors are chosen with an equal ratio of foreground and background anchors.
If there are less than 128 foreground samples, the mini-batch is padded with more
background samples.

2.4.3 ROI-Pooling

The initial set of proposed boxes is shifted with the o�set, predicted by the RPN,
to obtain new re�ned boxes. These boxes have various sizes, but are required to
have a �xed size for the �nal classi�cation and regression layers. Therefore, a special
pooling layer is used called region of interest (ROI ) pooling. The ROI pooling layer
transforms every region of interest de�ned by the proposal boxes to the same size,
independent of input size, visualized in Figure 2.6.

Figure 2.6: 2x2 region of interest (ROI ) pooling. The input is divided in a 2x2
grid and the maximum of each area, marked with red squares, is the output value.

All regions of interest are divided into a �xed-sized grid. Max-pooling is performed
within each area within the grid. It is an operation that returns the maximum value
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within a speci�ed area. The output of ROI pooling will always be of �xed size. It
can then be fed into fully-connected layers for evaluation for object classi�cation
and bounding box regression.

2.4.4 Evaluation and Loss Functions

Training performance for the entire Faster R-CNN framework is evaluated through
four loss functions. The RPN contains two: one for the regression layer that performs
bounding box regression, and one for the classi�er that determines if a bounding
box is foreground or background. The �nal layers of the Faster R-CNN have the
remaining two: one for the regression layer that further re�ne the bounding boxes
from the RPN, and one for the classi�er that classi�es the objects in the foreground
boxes. Both pairs of loss functions use the same metrics: a cross-entropy loss for
the classi�cation layers and the smooth L1 loss for the regression layers. The loss
functions are presented in Equations (2.6) and (2.7), in accordance with [24].

LCE (p�
i ; pi ) = �

N class � 1X

j =0

p�
i logpi (2.6)

L1(t �
i ; t i ) =

8
<

:

1
2(t �

i � t i )2; if jt �
i � t i j � 1

(jt �
i � t i j � 0:5); otherwise

(2.7)

In Equation (2.6) and (2.7), i is the index of a box in the current mini-batch.
Furthermore, the set ofpi is the class probabilities for each box. The predicted shift
is contained int i . It describes the o�set for the center, width and height of the box
to align with a ground truth box. The number of classes is denotedNclass. Ground
truth values are denoted with an asterisk.

For the binary case, the crossentropy in Equation (2.6) can be written as Equation
(2.8).

LBCE (p�
i ; pi ) = � (p�

i logpi + (1 � p�
i ) log(1 � pi )) (2.8)

For the RPN, the binary cross-entropy function is used and the labels are foreground
(1) and background (0). Ground truth for the regression is the o�set for each anchor
box to a true box. For the �nal layers, the categorical cross-entropy function is used
and the labels are multiple classes. O�sets to the same true boxes are used for the
regression. However, the o�set values are not the same, since the anchor boxes have
been shifted by the RPN prediction. The loss function for a mini-batch is de�ned
as the sum of losses from each anchor, according to Equation (2.9).

L(f pi g; f t i g) =
1

NCE

X

i

LCE (pi ; p�
i ) +

1
Nreg

X

i

p�
i L1(t i ; t �

i ) (2.9)
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The regression loss is only activated for foreground anchors. Finally, the loss terms
are normalized usingNCE and Nreg corresponding to the mini-batch size and the
number of anchor locations.

2.4.5 Summary of Faster R-CNN

To summarize, the full Faster R-CNN structure is illustrated in Figure 2.7.

Figure 2.7: All components and connections to build the Faster R-CNN structure.

The input is fed to a feature extractor, often a pre-trained network. The resulting
feature map is forwarded to an RPN to identify regions that may contain an object
in the image. ROI-pooling is performed on the feature map together with the region
proposals. Finally, the proposals are evaluated.
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3
Methods

This chapter presents the methods and work�ow to investigate optical load detection.
The method includes hardware choice and setup, data acquisition, data processing
with neural networks and evaluation.

3.1 Hardware

A vital part of the load detection solution was the choice and mounting of hardware.
Data acquisition, data processing and evaluation depend directly on the choices re-
garding hardware. This section contains motivations of chosen hardware, concerning
characteristics and desired data. Furthermore, the hardware integration including
settings and development of the data acquisition is presented.

3.1.1 Choice of Equipment

The idea was to use depth data for �ll-factor estimation and RGB data for the
identi�cation of the material type. Depth data was of interest since it contains
3D information appropriate for determining bucket �ll-factor, which might not be
available in regular 2D RGB images. Depth information can be obtained through
various non-contact techniques involving 3D imaging and range measurements, some
of them mentioned in the theory in Section 2.1.

The choice of sensor for the developed system was a stereo camera. One large
bene�t is that it captures both RGB and depth data simultaneously. A stereo-
vision system captures images from two perspectives to retrieve 3D information
using triangulation. Capturing images using a camera is simple and fast. However,
the accuracy and the processing time of the depth calculation depend on the used
algorithms and the image content. For example, high accuracy can be di�cult to
achieve when capturing surfaces with ambiguous textures.

The sensor used was an Intel RealSense Depth Camera D435i with integrated Intel
RealSense Depth Module D430, a full-HD (1920� 1080) RGB camera, an infrared
projector and an inertial measurement unit (IMU ) [25]. The depth module uses
stereo vision for calculating depth. An infrared projector projects a static infrared
pattern to improve depth accuracy in scenes with ambiguous textures. The baseline
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of the D435i sensor is50 mm, focal length 1:93 mm and optimal operating range is
speci�ed to the interval 0:3 m to 3 m [26].

3.1.2 Camera Settings and Data Acquisition Pipeline

Intel provides a software developer kit for convenient operation of their depth cam-
eras [27]. Furthermore, an application programming interface (API ) is provided
which was used for streaming and acquisition of data. Initializing camera settings,
starting and displaying the camera stream and capturing data can all be done
through the API . The acquisition pipeline stored an RGB image and the depth
data. The RGB image and the depth data had to be aligned since they were cap-
tured from slightly di�erent perspectives due to the placement of the sensors. RGB
images and depth data were captured with a1920� 1080and a1280� 720resolution
respectively, at30 frames per second (FPS). In the alignment step, the depth data
was upsampled to match the resolution of the RGB image.

The Intel RealSense Depth Camera D435i has an integrated processor with built-in
algorithms for processing the data. The processor provides fast depth calculations
but the speci�c algorithms used are not publicly available. However, there are
plenty of settings available for adapting the performance for the speci�c application.
Some setting presets are available, whereHigh Density was used [28]. It is the
recommended preset for object recognition and enhanced 3D photography.

3.2 Depth Image Generation

Depth data was used for generating depth images. Distance values outside of a
speci�ed interval were �ltered, since these correspond to measurements outside the
range of the container. A color mapping was applied, calledJet [29]. The color
mapping is depicted in Figure 3.1. It shows that points close to the sensor tend
towards blue while points further away tend towards red. Filtered points are mapped
to black.

Figure 3.1: The color mapJet, used for colorizing depth data [29]. Low distance
values are mapped to blue, while higher values tend towards red.

The distance interval had to be the same for all data captured with a sensor and
bucket setup. This was to ensure the data was processed consistently and was
comparable. All distance values within the interval were normalized and the color
map was applied. A tighter distance interval provides larger contrast in terms of
depth di�erences in the images, emphasizing the structure of the measured material.
Figure 3.2 depicts examples of generated depth images using two distance intervals
for comparison.
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