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Abstract

Autonomous vehicles are a popular topic with much progression each year. Already,
there are advanced driver-assistance systems in commercial use to alleviate drivers
from monotonous tasks. These systems often require extensive training with gath-
ered data from real-world driving. This thesis aims to explore how simulators and
Reinforcement Learning (RL) can be utilized to expand the training process further,
as well as investigate their possibilities and limitations. A significant advantage of
using simulators in combination with RL is the possibility of exploring the state-
space and actions without the expense of real-world incidents. In this thesis, we
studied several simulators and RL algorithms. However, we focus mainly on imple-
menting an end-to-end autonomous driving system using the DonkeyCar simulator
and the double deep Q-network algorithm. The training is executed with di[erent
configurations for the simulator and algorithm. The trained models are then evalu-
ated in two regards, training progression and driving capability. Finally, a discussion
followed by proposals for further investigations concludes the work.

Keywords: Autonomous Drive, Deep Learning, Driving Simulators, Reinforcement
Learning, CNN, DDQN.
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Nomenclature

Below is the nomenclature of indices, sets, parameters, and variables that have been
used throughout this thesis.

Indices

K, t Indices for time step
Sets

A Set of actions

S Set of states
Parameters

% Discount factor

a Learning rate
Functions

Q Action-value function

R Reward function

T Transition function

\Y Value function

It Policy
Variables

Xi



At Action at time t
Mka1 Reward at time k + 1
St State at time t
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1

Introduction

Autonomous Drive (AD) is a topic that gets a great deal of attention and has a
high potential to increase safety and e ciency in the transportation and mobility
industry. The major actors in the mobility industry are commercially using sys-
tems today referred to as Advanced Driver-Assistance Systems (ADAS). These are
a central part of the next step toward deploying fully Autonomous Driving Systems
(ADSs). Tools to train and test these safety-critical systems need further research
to make the transition possible.

The history of AD goes back to 1980, when Ernst Dickmanns developed one of
the rst autonomous cars [1], and the project is said to have made way for the
research into AD. Other early examples are the EUREKA Prometheus Project, an
EU- nanced project from 1987 to 1995 that aimed to develop a fully functional au-
tonomous car, and CMU NAVLAB in 1995, which managed 6,000km of autonomous
driving with 98% driven autonomously [2]. Another signi cant milestone in au-
tonomous driving was the usage of Machine Learning (ML) and Arti cial Intelligence
(Al). It was used in the DARPA Grand Challenges in 2004 and 2005. The chal-
lenge's goal was to develop a driverless car that could navigate an o -road course as
fast as possible. The winner of the 2005 race leveraged ML techniques for navigating
the unstructured environment, which became a turning point in self-driving car de-
velopment, acknowledging ML and Al as central components of autonomous driving.

In recent years Reinforcement Learning (RL) has shown the ability to achieve
human-like or better results at games such as Go and chess. This shows RL's
potential in simulated environments such as computer games [3]. RL is an ML sub-
eld focused on solving Markov Decision Process (MDP) problems, where an agent
learns to select actions in an environment attempting to maximize some reward
function. Thanks to powerful 3D engines that can create lookalike models of the
real world, RL is becoming a common methodology to use during the development
of AD. Combined with deep neural networks, such as Convolutional Neural Network
(CNN) and Recurrent Neural Network, it has the potential to achieve great results
in building e cient and intelligent ADSs [2]. Some characteristics that make deep
learning methods particularly well suited for ADS are detecting and recognizing ob-
jects in 2D images and 3D point clouds acquired from video cameras and LiDAR.

Many ADSs tend to have complicated schemes and split up the problem into several
parts like environment perception, path planning, and motion control [4]. Thus,
some developers have started using a simpler structure, referred to as end-to-end.

1



1. Introduction

End-to-end autonomous driving uses raw sensor data as the input and outputs the
low-level control command like steering angle and acceleration. This method avoids
designing complex modules by having a straightforward structure. In addition, no
loss in perception information or error propagation will occur since all sensor data
are directly used for driving, as can happen in other architectures.

Exploring methods to develop agents in simulators is one way of increasing test cov-
erage, training e ciency, and understanding the challenges of AD. A key component
of developing an ADS is to shift some parts of the Veri cation and Validation (V&V)
work from the vehicle to a simulation platform. By generating true-to-life replicas
of tra ¢ scenarios in simulation environments, ADSs can be safely tested, veri ed,
and validated. Usage of ML components and other non-coded software functions
in safety-critical systems is rapidly increasing and creates a need for testing and
developing these in an e cient and safe way.

1.1 Purpose

Infotiv is currently building a framework that aims to replicate the automotive
industry on a smaller scale. The framework includes tools to model and test AVs.
By investigating how ADSs can be trained in a simulation environment, simulators'
compatibility with ML algorithms, and simulators' capabilities for testing, this thesis
can also contribute to their purpose.

1.2 Objective

The main task of the master's thesis is to investigate what simulator tools and ML
methods can be used to train an AD agent. The speci c goals are to:

Decide on a simple tra c scenario for training and testing.

Choose an ML method.

Choose a simulator.

" Train an ADS with the help of ML.

" Evaluate the ADS.

N

N

1.3 Scope

This project intends to show the rst steps of training an ADS and set up an en-
vironment with tools needed to develop and test ML agents. Rather than complex
systems, the focus is on simplicity in ADS structure, ML, and functionality. The
project will therefore only consider implementing an end-to-end ADS using simple
algorithms to train such a system. The project also focuses on the learning process
rather than solving a speci ¢ tra ¢ situation and limits itself to open-source sim-
ulators. The trained ADSs should not be considered nished products but instead
examples to compare the performance of di erent training parameters.

2



1. Introduction

1.4 Thesis Outline

This report begins with theoretical background in Chapters 2utonomous Driveand

3 Machine Learning They are used as a foundation for the decisions made later
in the report. In Chapter 2 we present the taxonomy for autonomous cars, three
open-source ADSs, and the architecture of an ADS. In Chapter 3, ML is introduced,
and successful algorithms in the eld are described. Chapter Simulator presents
the criteria requirements of the simulator and four open-source simulators used in
AD research. Next is Chapter 3mplementation, describing the thought process of
decisions, as well as how the implementation, training, and tests were performed.
Thereafter, Chapter 6Result will compare di erent training parameters and present
the tests' outcome. The report nishes withConclusion which concludes and dis-
cusses the results of the thesis as well as proposes further investigations to elaborate
the work.



1. Introduction




2

Autonomous Drive

Self-driving cars are autonomous decision-making systems that process streams of
observations coming from di erent onboard sources, such as cameras, radars, Li-
DARs, ultrasonic sensors, GPS units, and inertial sensors [2]. The car's computers
use these observations to make driving decisions. The main goal of an ADS is to cre-
ate a driverless system that can intelligently navigate a vehicle with full automation
[5]. First, an ADS must be able to automatically locate the autonomous driving ve-
hicle and obtain relevant information about the road and surrounding environment.
Second, an ADS needs to e ciently process the information received in real-time
based on the current environmental condition. Third, an ADS needs to decide how
the autonomous driving vehicle should act in the environment. Finally, an ADS
sends the movement decision through control signals to maneuver a vehicle.

As the area of AD progresses, the lack of universal consensus on the terminology
used within AD has become an issue [6]. Therefore, the Society of Automotive En-
gineers (SAE) [7] has provided a taxonomy for classifying ADSs, which has become
a standard. It consists of six levels ranging from level O (fully manual) to level 5
(fully autonomous). These levels have been adopted by the U.S. Department of
Transportation and are used in this report when discussing the complexity of ex-
isting ADSs. The ADSs are de ned at a level based on how the responsibility for
the Dynamic Driving Tasks (DDTs) is allocated between the driver and each AD
feature. The lower two levels of driving automation (1 and 2) refer to cases where
the user continues to perform part of the DDT while the driving automation system

Is engaged. These are therefore referred to as driver support features. The upper
three levels of driving automation (3 to 5) refer to cases in which the ADS performs
the entire DDT on a sustained basis while engaged. These are therefore referred to
as AD features. In the report, SAE presents the taxonomy for autonomous driving
as:

Level O - No Driving Automation
The driver is fully responsible for driving the vehicle, even if there are active
safety systems to support the driver.

Level 1 - Driver Assistance
The AD executes either the lateral (braking, acceleration) or the longitudinal

5



2. Autonomous Drive

(steering) vehicle motion control and expects that the driver performs the
remainder of the DDT. A Level 1 ADS only supports limited object and event
detection, meaning that there are events that the driving automation system
IS not capable of recognizing or responding to.
Example: ADS features that ts under level 1 are Adaptive Cruise
Control (ACC) where the engine and brake power maintain and vary
speed and parking assistance where steering is automated while speed is
under manual control.

Level 2 - Partial Driving Automation

The ADS executes both the lateral and longitudinal vehicle motion control.
As Level 1, a Level 2 ADS is only capable of limited object and event detec-
tion, meaning that there are some events that the driving automation system
cannot recognize or respond to.

" Example: A level 2 ADS can perform multiple features simultaneously,
such as Automated Lane Centering (ALC) with simultaneously ACC or
parking assistance where both steering and speed is controlled by the
ADS.

Level 3 - Conditional Driving Automation

The ADS executes the entire DDT under normal operating conditions. The
system expects the user to be ready to ADS-issued requests to intervene to
preclude continued vehicle operation and achieve a minimal risk condition.
Unlike Level 1 and 2, all Level 3 and 4 AD features are designed to mon-
itor and enforce their operational design domain limitations while engaged.
A Level 3 ADS also expects the user to be receptive to handling failures in
the vehicle systems that do not necessarily trigger an ADS-issued request to
intervene, such as a broken body or suspension component. Although a Level
3 feature may be capable of performing an automated DDT fallback, the sys-
tem is not expected to achieve a minimal risk condition under certain limited
conditions.

Example: An AD feature capable of performing the entire DDT in low-
speed, stop-and-go freeway tra c.

Level 4 - High Driving Automation

The AD feature executes the entire DDT and DDT fallback within the fea-
ture's operation domain. Thus, the user becomes a passenger and does not
need to supervise a Level 4 AD feature while engaged. A Level 4 AD feature
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should be capable of automatically performing DDT fallback and achieving a
minimal risk condition if the user does not resume control of the DDT when
the AD feature's operational domain ends. This automated DDT fallback and
minimal risk condition capability is the primary di erence between Level 3
and Level 4.

Example: A vehicle with an AD feature responsible for motorway and
highspeed freeway conditions will need the user to perform the DDT
when the freeway ends and the feature reaches its operational domain
limit. However, the feature will automatically perform the DDT fallback
and achieve a minimal risk condition if the user fails to take over when
the freeway ends (e.g. because she/he is sleeping).

Example: A Level 4 AD feature can perform the entire DDT during valet
parking (i.e., curb-to-door or vice versa) without driver supervision.

Level 5 - Full Driving Automation

The ADS executes the entire DDT and DDT fallback unconditionally of the
operation domain. It means that the ADS can operate the vehicle on-road
anywhere within its region of the world and under all road conditions in which
a human driver can reasonably operate a conventional vehicle. In the event of
a DDT performance-relevant system failure of the ADS or the vehicle, a Level
5 ADS automatically performs the DDT fallback and achieves a minimal risk
condition.

Example: The ADS has no design-based weather, time-of-day, or geo-
graphical restrictions on where or when it can operate the vehicle. How-
ever, there may be conditions not manageable by a driver in which the
ADS would also be unable to complete a given trip (e.g., white-out snow
storm, ooded roads, glare ice).

Example: A vehicle with an ADS that, once programmed with a desti-
nation, is capable of operating the vehicle throughout complete trips on
public roadways, regardless of the starting and end points or intervening
road, tra c, and weather conditions.

2.1 Existing Systems

Many companies are working to achieve AD, and car manufacturers such as Volvo,
Audi, and Tesla have commercially implemented ADAS features. This includes
systems to provide warnings or momentary intervention, such as forward collision
warning systems, lane-keeping assistance (LKA) systems, and automatic emergency
braking (AEB) systems, as well as some convenience features that involve Level
1 and 2 driver support features, such as adaptive cruise control (ACC) and cer-

7



2. Autonomous Drive

tain parking assistance features [7]. Tesla uses a system called AutoPilot which is
deployed as an ADAS component, which customers can turn on or o at their con-
venience. The advantage of Tesla resides in the large training database, consisting
of more than 1 billion driven miles. The database has been acquired by collecting
data from customer-owned cars [2]. Waymo is another company developing Self-
driving cars. They are building their vehicles directly as Level 5 systems and have
currently more than 10 million miles driven autonomously. Thus, some companies
are working with end-to-end implementations of ADS without a direct association
with major car manufacturers but have achieved a high level of AD performance [8]
[5] [9] [10]. Examples of such companies or associations are Baidu which develops
Apollo, comma.ai which develops Openpilot, and The Autoware Foundation devel-
oping Autoware. In a survey performed by Consumer Reports 2020 on 17 existing
ADASSs used in major car manufacturers' cars and OpenPilot, OpenPilot's ADAS
scored the highest rating in the overall results [10].

2.1.1 Openpilot

Comma.ai is an Al start-up founded by George Hotz in September 2015. The com-
pany is developing self-driving technology based on ML algorithms. In 2016 Holtz
built a working self-driving Acura ILX and launched Openpilot [9]. Openpilot is
an open-source, semi-automated driving assistance system that can be bought and
installed by anyone who buys the development kit available in comma.ai online shop
and ashes the Openpilot software available on the public GitHub repository. Open-
pilot reaches level 2 on the driving automation levels de ned by SAE, meaning that
the vehicle on which the device is installed can control steering, accelerating, and
decelerating. At a level 2 automation, the human still monitors all the tasks and
can take control at any time. Openpilot supports a growing variety of car brands,
models, and model years. [11]. Openpilot o ers the AD features:

" Adaptive Cruise Control (ACC)
Automated Lane Centering (ALC)
" Forward Collision Warning (FCW)
Lane Departure Warning (LDW)
Driver Monitoring (DM)

2.1.2 Apollo

Baidu is one of the leading companies in the eld of ADS. They have been putting
great e ort into building an open community with their open-source self-driving so-
lution since 2017 [5]. Apollo contains many ML models responsible for various tasks
such as tra c light recognition, lane detection, obstacle perception and detection,
and trajectory prediction. Apollo also combines information from multiple types

of sensors such as cameras, LIDAR, and radar to make predictions of the environ-
ment. Apollo release di erent, updated versions, along with the development of the
framework. The rst version is Apollo 1.0 released in 2017 and the latest version is
Apollo 7.0 released in 2021. Apollo 7.0 has become an advanced system and is said

8



2. Autonomous Drive

to have reached Level 4 on the SAE scale. The AD cars using Apollo 7.0 have driven
over 12 million kilometers in road tests by June 2021. Baidu has also opened its
Apollo Go Robotaxi service to the public in Guangzhou, Changsha, Cangzhou, and
Beijing. The previous versions of Apollo are more directed to developers. Apollo
1.0, also referred to as the Automatic GPS Waypoint Following, was made available
for only closed track driving [12]. The next version, Apollo 1.5, has features like
object detection, decision-planning, cloud simulation, and HD map services, all with
support for both day and night scenarios. Apollo 2.0 supports automated driving
on urban roads and Apollo 3.0 is focused on providing a platform for developers
and researchers to build upon in a closed venue low-speed environment. Using the
platform, vehicles can maintain lane and cruise control and avoid collisions with
vehicles ahead of them. In Figure 4.3, an example of scenario simulation in SVL for
pedestrian detection using Apollo 6.0 is shown [13].

2.1.3 Autoware

The Autoware Foundation is a non-pro t organization supporting open-source projects
enabling self-driving mobility. [8]. The original version of Autoware was o cially
released in August 2015 by the research group of Nagoya University directed by
Prof. Shinpei Kato but has since 2018 been owned by The Autoware Foundation
[14]. It enables self-driving vehicles to be tested in private areas, urban roads, and
highways. It provides a complete set of modules for an AD stack, including local-
ization, detection, prediction, planning, and control in a modular architecture with
de ned interfaces and APIs. Autoware Foundation also works with Autoware.Auto,
an ADS for commercial deployment for self-driving vehicles. Autoware uses 3D
map and LIDAR sensor data for most of the main functional modules, such as lo-
calization, detection, tracking, prediction, and planning. However, using a camera
enhances the recognition systems and enables features such as recognizing trac
lights. GNSS and IMU are also useful to complement the result of localization.
The system can be used both in real-world cars through the Autoware interface
and in simulation environments using Robotic Operating System (ROS) packages,
a software framework for robot applications.

2.2 Components in AD systems

The following section will explain the most commonly used modules for an ADS.
The literature study in Section 2.1 showed that the above mentioned ADSs use
similar architectures to develop their system [2],[12],[8],[15]. Figure 2.1 illustrates
the parts of an ADS and demonstrates the pipeline from the sensor stream to the
control actuation of the vehicle [16]. ADSs are generally structured into three major
modules: sensing, computing, and actuation, although di erent developers have
their own way of dividing and representing the modules.
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Figure 2.1: Autoware ADS architecture overview [16].

2.2.1 Sensing

The sensing module is responsible for the sensors used in an ADS. ADSs support sen-
sors including camera, LIiDAR, IMU, radars, ultrasonic sensors, and GPS [12],[3],[2].
The selection of sensors and computers highly depends on the requirements of the
ADS features [8]. LIDAR, cameras, radar, and ultrasonic sensors are mainly used
to recognize the surrounding environment, IMUs are used for inertial measurement
of the ego-vehicle, and GPS to nd the position of the ego-vehicle. Ego-vehicle is
the vehicle on which the speci c ADS is running.

2.2.2 Computing

The computing module contains all systems from receiving and processing the sen-
sor data to deciding the action of the vehicle [8]. It consists of the sub-modules:
perception, planning, and decision. The perception module is again divided into
three tasks, localization, detection, and prediction, and the planning module into
mission and motion planning.

2.2.2.1 Perception

The goal of the perception module is to create an intermediate-level representation
of the environment state, i.e., a bird-eye view map of all obstacles and agents in
the environment [3]. This state includes lane position, drivable zones, location
of agents such as cars and pedestrians, state of trac lights, and others. The
representation is then utilized by a decision-making module to produce the driving
policy. Uncertainties in the perception can propagate to the rest of the system;
therefore, robust sensing is critical for safety. This can be achieved by using point

10



2. Autonomous Drive

cloud data obtained from LIDAR scanners in combination with tasks like semantic
segmentation, motion estimation, and depth estimation to create a multi-task model.

Localization and Mapping

The localization module nds the position of the ego-vehicle in the real world [12].
Localization is achieved by 3D maps and Simultaneous Localization and Mapping
(SLAM) algorithms in combination with the sensor data from the sensing module.
Di erent ADSs use di erent algorithms and sensors to manage this task. Map cre-
ation can be achieved using the Normal Distributions Transform (NDT) algorithm
along with SLAM and LiDAR. It can also be achieved using Real Time Kinematic
(RTK) and multi-sensor fusion-based methods together with GPS, IMUs, and Li-
DAR. ADSs also support deep learning and traditional machine learning approaches
for object detection. Two examples of algorithms that use fully CNNs architectures
for object detection are Single Shot MultiBox Detector (SSD) and You only look
once (Yolo2) [8].

Detection

The detection module's task is to learn about the surrounding environment and
can also be called the tracking module [12]. The detection module detects both
stationary and moving objects such as tra c lights, tra ¢ signs, pedestrians, and
vehicles. Detection can utilize both LIDAR and camera for detectors. The detection
module is often divided into smaller task modules with the assignment to track
di erent items for di erent features, such as lane tracking or object detection.

Prediction

The prediction module predicts the future trajectories of surrounding objects of the
ego-vehicle, such as cars and pedestrians, and assesses the risk of a potential collision
with the ego-vehicle [12]. It receives the information and results from the localiza-
tion and detection modules and generates the predicted waypoint trajectories of the
objects by using probabilities based on headings, velocities, and accelerations of the
objects and the ego-vehicle. Examples of methods used to perform the probabil-
ity evaluation are Multi Layer Perceptron (MLP) evaluator and Recurrent neural
network evaluator.

2.2.2.2 Decision

The decision module acts as a bridge for the perception and the planning module
[12]. Depending on the result of perception, the decision module chooses a driving
behavior so that an appropriate planning function can be selected. The current
approach to decision-making is a rule-based system. In addition, the ADS allows
the driver to control automation commands i.e., changing the state determined in
critical cases.
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2.2.2.3 Planning and Driving policy

The planning module predicts the ego-vehicles trajectory based on outputs of the
decision module [12]. It computes a trajectory that is safe and comfortable for the
vehicle's control module to execute. The module is divided into mission and motion
planning.

Mission planning

Based on the driving states, such as lane changes, passings, and junctions, the mis-
sion planner uses a rule-based system to decide path trajectories, including lane
selections as an array of waypoints to the destination. Global routing from source
to destination is also counted as part of mission planning. The 3D map contains
stationary road features such as buildings, which can be used for this mission plan-
ning function. The basic policy of the mission planner module is the ego-vehicle to
follow the center lines of the lanes over the route generated by the map navigation
system, involving the 3D map information.

Motion planning

The motion planning module is responsible for creating possible local trajectories
by following the global trajectory given by the mission planning module and bearing
in mind drivable areas given by 3D map, tra c rules, and perception results when
planning for amorphous environments such as parking areas.

2.2.3 Actuation

The actuation module, also called the control module, executes the DDT of the
vehicle [12]. It receives the car status and planned trajectory and generates control
commands such as throttle, brake, and steering angle. The control module uses
di erent control algorithms to make a comfortable driving experience. The velocity
control is based on classical methods of closed-loop control such as Proportional
Integral-Derivative (PID) controllers and Model Predictive Control (MPC) [2]. PIDs
and MPC methods aim to stabilize the vehicle's behavior while tracking the speci ed
path.

12



3

Machine Learning

We start this chapter by introducing ML as a whole, followed by some core con-
cepts of RL. Further, we present some algorithms that have found success within
AD previously, such as Deep Q-Network (DQN), Double Deep Q-Network (DDQN),
Deep Deterministic Policy Gradient (DDPG), Asynchronous Advantage Actor-Critic
(A3C), and Advantage Actor-Critic (A2C).

ML is a broad eld with many algorithms designed to teach a program to connect an
input to the desired output [17]. These algorithms can be divided into three major
categories: Supervised learning, Unsupervised learning and Reinforcement Learning
(RL).

Supervised learning aims to generalize the input in order to classify it where the
correct label is given during training [17]. The generalization results from a learned
function approximation made by the structure of the model. The wide variety of
structures includes decision trees, decision forests, logistic regression, support vector
machines, neural networks, kernel machines, and Bayesian classi ers. The classi ca-
tion can also be di erent for di erent models. The most popular are binary (true or
false), multiclass (one of multiple classes), or multilabel (a combination of multiple
classes) classi cation. Examples of supervised learning are spam classi ers of e-mail,
face recognizers over images, and medical diagnosis systems for patients.

Unsupervised learning aims to learn without knowing the label of the input [17]. Ex-
amples are principal components analysis, manifold learning, factor analysis, random
projections, autoencoders, and clustering. The latter tries to divide the input data
into multiple classes by learning their features without knowing their true labels,
whereas the others try to reduce the input dimensions to a more comprehensive
representation.

Reinforcement Learning learns through interacting with its environment and receives
feedback, a reward, that indicates how good the action was instead of being given
the correct label [17]. If the action does not receive the highest score, the model
tries to nd a better action. Although the reward can come directly after the action,
most often, the reward is given after a sequence of actions letting the model learn
a policy to optimize every action given a state. RL algorithms are typically used to
"solve" MDPs [3], described further in Section 3.1.
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3.1 Markov Decision Process

The MDP is used to describe a system or a process. It consist of a set of sta®p (

a set of actions A), a transition function (T), and a reward function R) [18]. The
tuple < S;A;T; R > says that for any states there exists an actiona that moves the
environment and/or agent into a new states® according to the transition function
T(s; a;s) and this transition gives a rewardR(s; a). A policy, , is a mapping from
states to probabilities of actions being chosen. In other words, an agent can use the
policy to select an action for each state. RL algorithms can then improve the policy
in order to nd the optimal policy, , that maximizes the return for each state [3]:

|‘j( 1
= argmax E f Kris1jSo = SQ

—= ¢ }
=V (s)

The return is the sum of the immediate and future discounted rewards. Here,

2 [0; 1]is the discount factor of future rewards and., is the reward at timek+1.
The expected return can also be denoted as a value functiow,(s), describing the
value of the agent being in states given that it follows the policy . Closely related
to the value function is the Q-function (action-value function),Q (s;a), that tells
the value of being in states and taking action a given that following actions are
selected according to policy . One can nd the Q-function related to the optimal
policy by iterative updates according to

Qua(sia)  Qusua)+ frwa+ maxQusua;a)  Qus;a)]

under certain conditions [19]. These conditions are typically not met in AD, mainly
because the state space is not nite and the agent cannot be guaranteed to visit each
state and action in nitely often. Instead, the Q-function is often estimated, typically

by a neural network, allowing some generalization of the experience. However, this
technique is prone to diverge due to approximation errors if utilized without care.

3.2 On- and O -Policy

An on-policy algorithm learns the value of a policy by using the policy to take
actions [3], [18]. On the other hand, an o -policy algorithm improves its target
policy by using a behavior policy (separated from the target policy) to take actions.
In this case, the behavior policy can let the agent explore the state-action space
while the target policy is deterministic (greedy), which signi cantly bene ts many
applications. There are two main algorithms when talking about on- and o -policy,
SARSA and Q-learning respectively.

3.3 Model-based and Model-free Algorithms

In a model-based approach, the agent represents the environment, its transition
function, and its reward function in a model and therefore needs to store this in-
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formation [3]. This approach is data-e cient [20] as it requires fewer interactions
but is also limited by the estimated model since it is only an estimation based on
model identi cation. A model-free approach on the other hand typically estimates
the value function by sampling the MDP. This approach requires many samples to
obtain a good estimation, unt for real physical systems.

3.4 Value-based vs Policy-based Algorithms

Before describing the two types of algorithms, it is important to understand that
both algorithms propose an action and evaluate this action [3]. However, a value-
based algorithm will optimize the value function and have a policy follow the sug-
gested action. The policy-based algorithm instead focuses on optimizing the policy,
often estimated with a neural network, directly through gradient descent while the
value function might not even be calculated. In general, value-based algorithms such
as the DQN algorithm are commonly used for discrete problems like video games,
while policy-based algorithms such as DDPG are frequently used for continuous
problems like controlling robotics.

3.5 Deep Learning

In "shallow" learning, e.g. linear and logistic regression, there is often only an input
layer connected to an output layer [20]. In deep learning, however, there are multiple
layers in between, each connected with weighted sums of each unit of the previous
layer with an activation function to follow (these structures are called deep neural
networks, also commonly referred to as simply networks or neural networks). The
activation functions are nonlinear transformations, e.g. logistic, tanh, and recti ed
linear unit (ReLU), to obtain a new representation in each layer. The idea here
is then to use backpropagation to update the weights in order to optimize some
loss function. Backpropagation is simply calculating the error derivatives backward,
from output layer to input layer, and applying these gradients to each layer.

A special type of deep neural network is the convolutional neural network (CNN)
which utilizes convolutional layers, pooling layers and the traditional fully connected
layers [21]. The convolutional layers are designed to process data with grid patterns
such as images, where they excel. These convolutional layers consist of Iters that
apply mathematical operations at each image position, and together with the pool-
ing layers extract features in the images ranging from simple to complex throughout
the network. The fully connected layers then map these features to the output,
typically a classi cation.

Neural networks can often su er from over tting, which is a problem where the
network has optimized its parameters to t the training dataset but have di culty
generalizing to unseen data. A way to combat this problem is to introduce regu-
larization by removing non-output units randomly from the layers during training
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[20]. This is called dropout and helps the network optimize all units in each layer
instead of strongly reacting to a selection.

It is also possible to use deep neural networks to estimate components in RL, such
as policy, model, and Q- and value function [20]. Doing so leads to a subcategory
within RL called deep reinforcement learning (DRL), which is a name for the sub eld
of RL algorithms that use this type of function approximator. While tabular repre-
sentation often is the trivial representation, it can become intractable in real-world
scenarios that are more complex due to, in Bellman's words, "curse of dimension-
ality" [3]. In these scenarios, deep neural networks are often a good approximator
but when combined with o -policy and bootstrapping, it can lead to instability and
divergence [20].

Continuing on DRL, when using estimated functions and values together with a max-
imization operation (popular set of operations among RL algorithm, i.e. choosing
the action with the highest value), it can lead to maximization bias [18]. Maximiza-
tion bias occurs when the true maximum value is not the same as the maximum of
the estimated values. The example used in [18] considers a single state where all
action values are zero and thus the true maximum is also zero. However, the esti-
mated action values vary due to uncertainty where some values are above zero and
some below. The maximum of the estimated action values is then positive leading
to a maximization bias. To combat this bias, it is common to use double learning.
Utilizing two estimators, one to estimate the maximizing action and one to estimate
the value of the said action, the expected estimated action value is equal to the true
action value of the same action and thus it is unbiased.

In [22], Smith emphasizes the di culty in choosing hyperparameters for training
neural networks. Hyperparameters often depend on the dataset, architecture of the
network, and each other and it can be dicult to nd a balance of these. Smith
primarily discusses learning rate, batch size, momentum, and weight decay. The
author found that the training bene ts from a cyclical learning rate and that larger
batch sizes are suitable for the learning rate cycle proposed in the report. However,
for other learning rate schedules, it may not be the case. Smith also highlights the
inconsistency in comparing batch sizes without changing other parameters such as
the number of iterations or epochs. Larger batch size and learning rate gives better
performance but drops o when too large (Smith argued it was because of too few
iterations) but emphasizes the conditions of architecture, dataset, and hardware.

3.5.1 DON

DQN uses Q-learning, which includes several concepts previously described such
as o -policy, model-free and value-based, and a deep neural network for function
approximation. Where combinations of these concepts often lead to instability,
Mnih et al (2015) proposed the DQN algorithm that set the foundation for DRL
[20]. The algorithm showed promising results at Atari games by connecting raw
images to actions [23]. Using experience replay and target network, they managed
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to stabilize the training and raise the performance signi cantly. Experience replay
allows observations of state, action, reward, and transition to be used multiple times
during training by storing them in a memory bank and sample them uniformly
[24]. The target network is initially identical to the online network (the network
producing the action at each timestep) but does not update its parameters except
every timesteps when it copies the parameters of the online network. The target
network is used to evaluate the Q-value of the optimal action in the next state. The
algorithm also stacked 4 consecutive images to represent a single state in order to
comprehend the temporal information [3]. A simple preprocessing step was applied
to each image to reduce the input dimensionality before forwarding the state to the
network [23]. In Algorithm 1 below follows the pseudocode for the DQN algorithm
[23].

Algorithm 1 Deep Q-Network [23]

Initialize replay memory D to capacity N
Initialize action-value function Q with random weights
Initialize target action-value function @ with weights =
for episode =1;M do
Initialize sequences; = fx,g and preprocessed sequence = (S;)
for t=1;T do
With probability ", select a random actiorg
otherwise select, = argmax, Q( (sy);a; )
Execute actiona, in emulator and observe reward; and imageX;.1
Setsir1 = St;a; X1 and preprocess s = (St+1)
Store transition ( ;& ry; t+1) in D
Sample rgndom minibatch of transitions (;;a;;rj; j+) from D
ri if episode terminates at stepg +1
Prp+ maxeQ( js1;a® ) otherwise
Perform a gradient descent step oy; Q(;a;; ))2 with respect to the
network parameters
Every steps, rese = Q
end for
end for

Sety, =

3.5.2 DDQN

Double Deep Q-Network (DDQN) builds upon the DQN algorithm with the exten-
sion of double learning to tackle the maximization bias described in section 3.5.
Van Hasselt et al. (2016) [24] suggested to use the online network to estimate the
optimal action and the target network to estimate the value of that action. Doing so
will avoid introducing additional networks and improve the stability and reliability

of the training. Their results also show that the DDQN algorithm can nd better
policies than its predecessor. The DDQN algorithm can be seen in Algorithm 2
where only the calculation of the targety di ers.
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Algorithm 2 Double DQN [24]

Initialize replay memory D to capacity N
Initialize action-value function Q with random weights
Initialize target action-value function @ with weights =
for episode =1;M do
Initialize sequences; = fx;g and preprocessed sequence = (S;)
for t=1;T do
With probability ", select a random actiors
otherwise select, = argmax, Q( (s¢);a; )
Execute actiona; in emulator and observe reward; and imageX;.1
Setsiy = St;@; Xt+1 and preprocess 1+ = (St+1)
Store transition ( ¢;a;r¢; t+1) in D
Sample gandom minibatch of transitions (j; & ;r;; j+1) from D
< ri if episode terminates at stepg +1
frp+ Q( jerargmaxeQ( 4% ) ) otherwise
Perform a gradient descent step ofy;, Q(;a;; ))? with respect to the
network parameters
Every steps, resetd = Q
end for
end for

Setyj =

3.53 A3C

Asynchronous Advantage Actor Critic (A3C) is a policy-based algorithm in the core
utilizing the actor-critic structure, seen in Figure 3.1, common in many policy-based
algorithms. However, actor-critic methods combine bene ts from both policy-based
and value-based algorithms by letting the "actor" choose the action (policy) and the
"critic" evaluate the action by estimating the Q-function (value) [3]. Each network
needs its own gradient to update and a baseline to calculate the gradient. In the
case of A3C (and A2C as will be apparent in Section 3.5.4), the baseline used
is called advantage which intuitively is a measurement of how much better the
chosen action is compared to the average. Thedvantagecan be formulated as

A (a;s)= Q (s;a V (s). In addition, the A3C algorithm uses several instances
of the environment in parallel and lets the agents perform actions according to
di erent policies asynchronously. This method compared to using experience replay
increases the stability of the learning and reduces the memory used. It is also shown
to learn faster than other state-of-the-art algorithms at the time the algorithm was
proposed.
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Figure 3.1: Structure of actor critic algorithms.

3.54 A2C

Advantage Actor Critic (A2C) is very similar to A3C with the di erence that it is
synchronous instead of asynchronous [3]. This means that the model waits for each
agent to nish its work before the update and the next agent begins. This leads to

a more cohesive training experience where each agent starts from the same policy
at the start of each new iteration. The results of A3C and A2C are comparable.

3.5.5 DDPG

Deep Deterministic Policy Gradient (DDPG) is also an actor-critic algorithm. In

contrast to A3C and A2C however, DDPG utilizes experience replay and a target
network [25]. The target networks make "soft" updates toward the online networks
(actor and critic separately) according to ° +(1 ) ®where is the online

network, Cis the target network and 1 is a parameter that decides how much
the target network should update toward the online network. The approach for
incorporating exploration into the model is by adding sampled noise to the actions.
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Algorithm 3  Deep Deterministic Policy Gradient [25]

Randomly initialize critic network Q(s;aj ?) and actor (sj ) with weights ©
and
Initialize target network Q°and °with weights ?°  <;
Initialize replay bu er R
for episode = 1, Mdo
Initialize a random procesaN for action exploration
Receive initial observation states;
for t=1,T do
Select actiona; = (syj )+ N according to the current policy and explo-
ration
noise
Execute actiona; and observe reward; and observe new states;,;
Store transition (s;; &;ry; Si+1) iIN R
Sample a random minibatch oN transitions (s;; &;ri;Si+1) from R
Sety = 1+ QYsiu1; Ysmaj )i @) 5
Update critic by minimizing the loss:L = & i(yi  Q(si;aj 9))?
Update the actor policy using the sampled policy gradient:

0

1 X Con L.
rJ N . raQ(s;a “)is=sia= (s)f (s s

Update the target networks:
Q° Q41 ) Q°
0 + (1 ) o]

end for
end for
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Simulator

In this project, we chose to utilize a simulator for training ADSs instead of using
a real-world model car. Throughout this chapter, we will explain the reason why
a simulator is used and present the key attributes we looked for while exploring
simulators for our purpose. Finally, we will present each simulator we explored and
its attributes.

An important part of training self-driving cars is to be able to model the variety of
situations that they are expected to be exposed to on the roads [26]. The benets
of using a simulator are that the user has full control and knowledge of the environ-
ment. In the case of testing and validation of an ADS, this can prevent accidents
and in development, this can increase project timelines and reduce costs. It also
yields simplicity and adaptivity to the intended application. The simulators inves-
tigated in this project are 3D/game engine based and the simulator should be able
to model situations that could be used to train a feature or an end-to-end ADS.
The simulators considered are DonkeyCar-simulator, LG-SVL, UdaCity, esmini and
CARLA. All simulators already have environments and tracks built that are ready
to use. If, however, the project would be conducted in real-world, using physical
models of the car and tracks, the tracks would need to be built or traveled to in
order to perform experiments. This would not be appropriate in two aspects, test
reproducibility, and travel dependency. It is also very inconvenient to manually ob-
serve every episode when training models with RL instead of letting the simulator
reset the vehicle when it crashes. Two other advantages are the noise-free observa-
tions, which are suitable for an initial project, and the non-existent cost since the
simulator should be open-source. However, simulators also have drawbacks. An
ideal simulator should be as close to reality as possible. This means it must be
highly detailed in terms of 3D virtual environment and very precise with vehicle
calculations such as the physics of the car. With the graphical abilities of modern
3D engines combined with GPUs, scenarios can be realistically reproduced but they
might come with processing/resource limitations. In the last aspect mentioned, it
could be argued that a simulator needs special hardware to be run on which can
be expensive. Therefore, it is a must to nd a trade o between the realism of the
3D scene, the simpli cation of the vehicular dynamics, and the cost and resource
requirements. Fortunately, the hardware for this thesis was provided by Infotiv and
was well suited for the purpose of the project.
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4.1 Criteria

To nd a simulator suitable for the purpose of this thesis, extensive research into
ADS and what ML methods are used for ADS training in simulators was made.
This made it possible to set up a list of criteria to consider while investigating the
di erent simulators available. The simulator should satisfy the broad criteria given
below:
" Allow manual editing of the environment such as placing objects on the road
and manipulate the layout of the road/track.
Run in a decent update rate on the provided working computer, i.e., not lagging
too much.

Include tools to train and test an ADS.

These criteria are not very strict and the choice of simulator will likely be subjective
in the end but are presented here to give a rough estimation of the thought process.
Graphics and other performance metrics will not be evaluated as criteria but could
potentially a ect the subjective decision.

4.2 Open-source simulators

This section follows a summary of the di erent simulators found in the initial survey
for the thesis. All simulators are developed for similar purposes and the intention
here is to present their characteristics and uses to later motivate our choice.

4.2.1 DonkeyCar

The DonkeyCar simulator is a part of the Donkey self-driving-car platform for hobby
RC cars [27]. It is developed by a community of enthusiasts, developers, and data
scientists that enjoy racing, coding, and discussing the future of ML. DonkeyCar is
made up of several components: a high-level self-driving library written in Python,
Open-Source hardware designs for RC-cars constructed of actuation hardware, mi-
crocontroller, camera, and LiDAR setups. It was developed with a focus on enabling
fast experimentation and easy contribution which makes it easy to build your own
RC car or buy a complete model. Another interesting feature of the DonkeyCar con-
cept is the simulator that enables the use of a simulated DonkeyCar without buying
an RC car. It has a python API with some examples implemented utilizing Ope-
nAl's gym wrapper environment and prede ned tracks. The tracks are developed
for the purpose of racing under simple conditions; thus no crosswalks, buildings, or
tra c is implemented. DonkeyCar simulator is built on the Unity 3D/game engine
which makes it easy to add and develop more tracks or add environmental condi-
tions if wanted and the complete source code is provided through GitHub. The
simulator shows great potential for an ML project aimed toward ADS by combining
the internal physics and graphics of the Unity game engine and connecting it to a
DonkeyCar Python process to train ML models.
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