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Abstract

In the development of o[sHore aquaculture for salmon farming, a number of challenges
that are not present in the design of traditional nearshore aquaculture systems arise. On
o [sHore locations, the harsher environment that in a sense is what makes it beneficial
to move aquaculture o[SHore is also what increases the complexity of system analysis.
Greater current speeds, wave heights and risk of storms all induce a greater demand for
accuracy in numerical analysis of loads acting on systems and the resulting dynamic be-
havior. To answer this demand, computational fluid dynamics (CFD) is a great tool that
can increase the fidelity of system analysis and the understanding of local flow e [edts
aledting the system. Due to the large range of scales involved, it is however not compu-
tationally feasible to include high fidelity resolution of net structures in analysis of full
scale aquaculture systems. This gives rise to the need of including simplified models used
to analyze net structures in otherwise high fidelity CFD models. In the present master’s
thesis work, a two-way coupled fluid-structure interaction model based in commercial
software Star-CCM+ and Abaqus is developed. The model is based on analytic force
models developed for fish nets, and includes the net motion and large scale flow e [edts
resulting from said force models.

The forces and deflections calculated by the model are validated towards experiments on
a circular net cage exposed to steady currents. In the validation it is shown that the use of
simplified net models within a CFD framework is a viable method for consistent prediction
of the forces acting on a net. For large levels of net deflection however, the structural
model used fails to accurately predict the deformed shape of the net cage, causing force
measurements to deviate from experimental data. In addition to model validation, the
importance of certain model parameters and components is tested. In this process it is
shown that for the force model to remain accurate, it is important to include dependence
on net solidity and inflow angle as well as an appropriate reduction of velocity downstream
of the net.
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Nomenclature

Abbreviations

CFD Computational uid dynamics

FE Finite Element

FEM Finite Element Method

FSI Fluid-structure interaction

FVM  Finite volume method

GHG Green house gas

RANS Reynolds Averaged Navier-Stokes
Re Reynolds number

RRMSE Relative root mean square error
guadratic program-

SQP  Sequential

ming

Greek Variables
In ow angle
Mass damping coe cient
Sti ness damping coe cient
Strain vector on voigt notation
Lagrangian multiplier vector
Lagrangian multiplier vector
Stress vector on voigt notation
Lamé's rst parameter
Dynamic viscosity
Kinematic viscosity
Poisson's ratio

t Turbulent viscosity

Density
Adjacent in ow angle

Indices

1 Denotes free stream value

* Optimizer

[0] Initial value

circ.cyl Circular cylinder

D Denotes drag force direction
int Interpolated

KF Kristiansen & Faltinsen (2012)
L Denotes lift force direction

—

N

R

XCcoSZrXSTQ"TOOo QO

Denotes normal force direction
Nearest-neighbor

Denotes quantity measured rela-
tive to net

Denotes tangential force direction
Transposed

Target

otation
Denotes time average of quantity

Denotes 29 order time-derivative
of quantity

Denotes * order time-derivative
of quantity

Denotes unit vector in direction
of a

oman Variables

Damping matrix

Centroid coordinates

Constitutive matrix

Net force vector

FEM forces

Inequality constraints

Equality constraints

Sti ness matrix

Lagrangian

Modal mass matrix

Net surface normal vector

Fluid velocity vector

Net surface position vector
Xsource Threshold distance between tar-

get and source in interpolation

across domains

Area

Fourier coe cient

Fourier coe cient



Nomenclature

CRF

Re

Force coe cient

Added mass coe cient
Current reduction factor
Twine diameter

Young's modulus

Shear modulus

Material shear sti ness factor
Re scaling factor

Net mesh width

Pressure

Production of turbulent kinetic
energy

Reynolds number
Source term vector
Net solidity

Time

Volume
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1

Introduction

With a growing global population and an urgent need to reduce environmental impact,
the search for sustainable sources of food is a great challenge of modern societies. Today,
food production accounts for about one fourth of the global anthropogenic greenhouse gas
(GHG) emissions [1]. When breaking down the GHG emissions of food production, about
60% can be attributed to the production of traditional protein sources. This includes
emissions from livestock, animal feed and land use for livestock [1]. When reducing the
total food production emissions, a large part of the e ort should hence be directed towards
emissions relating to protein production.

Figure 1.1: Equivalent CO, emissions per 100 grams of protein for common animalistic
protein sources. [1]

As seen in gure 1.1, the traditional protein sources yield vastly di erent amounts of
emissions per unit mass of produced protein. A natural step towards reduction of GHG
emissions relating to protein production would therefore be to increase the amount of
protein coming from pig, sh, and poultry, while reducing the amount coming from beef,
lamb, and mutton.

1.1 Agquaculture

In any attempt to increase the amount of protein coming from sh, aquaculture will play
an important part. Since 2016, it has been the main global source of sh for human
consumption [2]. With the stagnation of wildly caught sh taking place from the 1990s
to present date, seen in gure 1.2, it can be expected that the share of produced sh
coming from aquaculture will increase dramatically if the ongoing increase in total sh
production is to be continued [3].
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Figure 1.2: Global production of sh between 1950 and 2018, split into production
from capture sheries and aquaculture. [3]

1.1.1 Salmon Farming

In Norway, a vast majority of farmed sh is salmon. Unfortunately, this industry is
plagued by a number of issues relating to the health and well being of farmed salmon.
This is problematic both from an economic perspective, as the total yield of salmon is
reduced, and from an ethical perspective, where the conditions of the sh can easily be
guestioned.

As with any biologically based production process, aquacultural farming is heavily a ected
by disease. In the case of salmon farming this is mainly due to the presence of salmon lice,
which are known to cause increased mortality and decreased growth of farmed salmon [4].
They are a naturally occurring parasite in wild salmon populations, however the growth
and spread of sea lice are ampli ed by the conditions related to salmon farming. These
conditions include the concentration and size of salmon, concentration of farms, and ow
through speeds of water. It is estimated that on average, 9% of Norwegian salmon farm
revenue is lost due to sea lice infestation [5]. Another issue is the oxygen concentration in
the water residing within the farm. This is a ected by multiple environmental factors such

as salinity, salmon concentration and current velocity [6]. As a result of this correlation,

it is considered bene cial to position densely populated sea cages in places where currents
allow for constant ushing of the system. In traditional systems, operated in relatively
stationary masses of water, the oxygen level must instead be controlled through injection
of oxygen within the farm. The control and e ciency of this system is however not entirely
straightforward to measure, and hence oxygen concentration risks drifting below su cient
levels despite considerable e orts to avoid this.

The most commonly proposed solution to these issues, both from regulatory authorities
and the sh farming industry itself, is to move aquaculture production to o shore loca-
tions. This would not only reduce issues of parasites and low oxygenation, but would also
o er plenty of space for expansion of an industry that is currently ghting for space in
sheltered, shallow nearshore waters [7].

1.1.2 O shore Aquaculture

While the prospect of moving aquaculture production from nearshore to o shore loca-
tions is promising for solving some of the main issues of today's aquaculture, it does not
come without issues of its own. The high levels of hydrodynamic energy improving the
ushing of aquaculture systems will also induce a signi cant increase of wear and tear, on
the aquaculture system and the sh itself. As a result of this, greater engineering e ort
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will be required to ensure that o shore aquaculture systems are designed in a safe and
sustainable way [8]. Part of this e ort is put into modeling of the response of di erent im-
portant parameters at di erent conditions. In Norway developers are required to perform
numerical analysis of wave, wind, and current e ects as well as substantial analysis of
the loads acting on aquaculture systems [9]. For this purpose, numerical methods such as
computational uid dynamics (CFD) could be a great asset in modeling full scale aqua-
culture systems in a vast range of operating conditions. Chu et al. (2020) lists a number
of challenges in o shore aquaculture where numerical modeling could be useful [7]:

Current speeds and wave action At o shore locations, current speeds are higher,
and wave heights are generally greater than at nearshore locations. This di erence
induces greater motions and structural responses of aquaculture systems, leading
to greater risk of structural fatigue and failure, as well as injuries to sh. For the
purpose of understanding and mitigating the increased risk, CFD can be a very
useful tool.

Accidental storm incidence  As o shore aquaculture systems would be designed
to operate for a large number of years before decommissioning, they would have to
withstand storms and weather incidents of unusual magnitude. Hence, the design
of these systems would have to; ensure that operators are not placed in hazardous
situations from severe weather conditions, and ensure that as conditions return to
normal the welfare of the sh has not been compromised. Once again CFD can be
a useful tool that allows engineers to evaluate the e ects of such conditions on full
scale systems at a level of detail that is di cult (and expensive) to achieve through
model testing.

Conductive environment for sh welfare For the best level of growth, the
farmed sh also demand certain levels of environmental parameters such as dis-
solved oxygen, dispersion of feces and feed, and maximum current speeds. The
aforementioned possibility of modeling full scale systems in detail makes it possible
to understand the impact that di erent conditions have on these parameters. |If
needed additional models could be included in CFD codes to model oxygen disso-
lution and consumption, particle dispersion etc.

1.1.2.1 Modeling Challenges

At present date, the industrial standard for modeling of aquacultural systems is split into
two parts. One option is to model the structural and rigid body dynamics of systems
using software such as Aquasim and OrcaFlex [10][11]. Using this approach, a systems
dynamic response to external conditions is analyzed through simpli ed models, generally
based in Morison's equation [12]. This allows for analysis of the large scale response
of the systems, however local e ects of structural components such as pressure drops,
vortex shedding etc. are not captured. When these e ects are of interest, one can turn to
the second approach, CFD. This allows for high delity analysis of both the large scale
response of systems and local e ects of the system on the ow eld, generating a solution
that couples system dynamics with uid dynamics.

With the modern development of CFD, it has become possible to make accurate predic-
tions of the motion of and forces acting on aquacultural systems without omitting too
many important geometrical details. In modeling of hydrodynamic loads and motion of
sh nets, there is however greater di culty in conducting high resolution CFD simula-
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tions at a reasonable computational cost. This is a result of the large range of scales
involved, as commercial aquaculture systems can contain thousands of square meters of
net that would have to be resolved at a millimeter scale. Because of this problem, previ-
ously mentioned software based in simpli ed descriptions of the uid loads are currently
the only viable commercial options for sh net analysis. The issue with this approach
is that in the net analysis, it neglects the possible local e ects of structures surrounding
the net, potentially omitting the ow e ects that cause the largest hydrodynamic loads.
Moreover, the CFD analysis omits downstream e ects of the netting in the prediction of
the dynamic system response. A big step towards accurate prediction of net loads, as well
as dynamic behavior of full scale systems including nets, would therefore be a framework
in which the simpli ed net models can be included in high delity simulations of large
scale aquacultural systems. Establishing such a framework is the aim of the present work.

1.2 Aim

The aim of the Master's thesis project is to develop and validate a two-way coupled
uid-structure interaction (FSI) model for dynamic load prediction on sh nets, based in
commercial software StarCCM+ and Abaqus [13][14]. Herein, the expressidawo-way
coupled warrants the inclusion of the following phenomena:

The forces acting on an arbitrary net with certain parameters should be calculated
using analytical models where the velocity eld given by the Star-CCM+ CFD-solver
is used as input.

The displacement and motion of the net structure resulting from aforementioned
forces should be calculated using nite element (FE) solver Abaqus and fed back to
the CFD-solver.

The corresponding force acting on the uid should be included in the CFD-solution
Conceptually, this gives a high level solution procedure as presented in gure 1.3.

Figure 1.3: Conceptual solution procedure of the FSI-model, as de ned by project aim

Post development, the established framework should be validated using pre-existing ex-
perimental data. Test results presented by Moe Fare et al. (2016) will be used to compare
the measured forces and deformation obtained from the computational model to experi-



1. Introduction

mental data [15]. In the tests, a circular net cage is exposed to steady currents ranging
from 0.12 m/s to 0.93 m/s. The deformation of the net cage is then presented visually,
hence validation of net de ection has been carried out through visual comparison.

1.2.1 Limitations

The present work has been bounded by a set of limitations and delimitations, set either
by external factors or internal decisions.

N

The project was carried out between January 6and June 4" 2023. As a result of
this time frame, some non-essential but interesting modeling options have not been
considered in depth. Anything that has been omitted due to the time constraint is
listed and shortly re ected upon in section 6.4.

For compatibility with existing frameworks, all CFD modeling has been carried
out in Star-CCM+, no other options have been considered. Similarly, to maximize
compatibility with Star-CCM+, all FE modeling has been executed in Abaqus and
no other options have been considered.

In the modeling of the net structure and the forces exerted upon it, the only option
considered has been to model the net as one continuous surface with a given solidity.
In its turn, this delimitation has entailed the following; for the forces acting on nets
only so called screen models have been considered, and for the FE modeling only
di erent types of two-dimensional elements have been considered.

Because of the available experimental data (see chapter 4), the validation of the
model will be restricted to steady state current velocities below 1 m/s. Inertial
e ects will be taken into account by the FSI model, however due to the steady state
nature of the data these components of the model will not be validated.

1.2.2 Objectives

From the above aims and limitations, one can identify a number of questions to which
answers should be presented in the present work. First, relating to model development:

1. What is a suitable empirical model for determining the forces acting on a net subject
to dynamic loads? What are necessary inputs to such a model?

2. How is the e ect of said forces on the ow eld best accounted for in the CFD
solution in Star-CCM+?

3. When modeling net deformation, what is an appropriate level of complexity in FE
and material modeling to capture relevant phenomena at a reasonable cost?

Second, relating to model validation:

4. How accurately does the model predict the net de ection caused by the predicted
forces?

5. How accurately does the developed model predict the forces acting on a sh net
exposed to loads from steady currents?
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1.3 Societal, ethical and ecological aspects

As touched upon previously in this chapter, there are societal, ethical and ecological
e ects to consider in work relating to aquaculture. On a societal level, aquaculture is as
seen in gure 1.2 on of the possible methods available to increase the protein production
for a continuously growing world population. From an environmental perspective, gure
1.1 shows that increased consumption of sh can play a part in stopping the global GHG
emissions from increasing as the population increases. At its core, the new o shore part
of the aquaculture industry is an attempt to solve many of the environmental and ethical
issues present today. The ecological e ects of sea lice resulting from large concentration
of salmon in stagnant water could be resolved, the salmon welfare concerns relating to
oxygenation could be resolved and general e ects on natural ecosystems could be reduced.
If aquaculture is to be moved o shore, developers do however have to ensure that this does
not induce new issues such as poor sh welfare from large scale farm motion or release of
large amounts of sh into natural ecosystems from cage breakage.

As explained, the intended grand scheme purpose of this work is to contribute to the
development of o shore aquaculture. This contribution mainly relates to the ability of
developers to analyze the aforementioned issues in detail. With computational models,
the hope is that issues such as sea lice infestation, low oxygenation, and net cage breakage
could be predicted in a digital format and resolved before manifesting themselves in the
real world.
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Theoretical Basis

Within the coming chapter, any pre-existing theoretical basis that is of relevance either
to the project methodology or the succeeding discussion is presented. Theory is presented
at the level of depth needed for understanding of the remainder of the thesis.

2.1 Computational Fluid Dynamics

In CFD, the Navier-Stokes equations are solved using the nite volume method (FVM).
For most cases of industrial scale, including those relevant to o shore aquaculture, solving
the original equations would however lead to an unreasonably high computational cost.
To solve this issue, common practice is to solve modi ed versions of the Navier-Stokes
equations where some aspects of the uid ow are modeled rather than solved for in full.

2.1.1 Reynolds Averaged Navier-Stokes

Most commonly, the Navier-Stokes equations are modi ed through the assumption that
a ow quantity  can be split into a time averaged part and a uctuating part ° This
assumption leads to the Reynolds Averaged Navier-Stokes (RANS) equations, consisting
of the continuity equation (2.1) and the momentum equations (2.2). As a result of the
modi cations the RANS equations are less costly to solve than the original equations,
however this comes at the price of having to model the turbulent uctuations, resulting
in extra work and loss of information. In the present work, a slight modi cation is made
to the momentum equations where additions have to be made to account for the change
in momentum caused by the forces exerted between the net and its surrounding uid.

@
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2.1.1.1 Closure Models

To close the RANS equations, the unknown nal term in equation 2.2, known as the
Reynolds stress term, has to be modeled. For a majority of problems, the closure is
achieved using so called two equation models where Reynolds stresses are modeled by
addition of a turbulent viscosity ; to the kinematic viscosity. In these models, transport
equations are solved for the isotropic turbulent kinetic energyt and dissipation of tur-
bulent kinetic energy" [16]. In the equation for turbulent kinetic energy, the production
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term PX is written as [17]

|
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where the production of turbulent kinetic energy is de ned using the gradients of the
mean ow and the turbulent viscosity.

Pk=, (2.3)

2.2 Finite Element Method

When solving dynamic structural problems using FEM, one considers the dynamic equi-
librium equation
M x(t) + Kx (t) = f (t) (2.4)

where x contains the Lagrangian positions of the nite element nodedyl is the mass
matrix, K is the sti ness matrix and f are any external forces a ecting the system.

2.2.1 Two-dimensional nite-element formulation

For structures that have a thickness that is signi cantly smaller than its other dimensions,
which is the case in the present work, it is common for the full three-dimensional nite
element formulation to be reduced to a simpli ed formulation using two-dimensional el-
ements with degrees of freedom in three-dimensional space. When the description ts
well, this approximation provides realistic solutions. In the FE-formulation for simpli ed
two-dimensional elements, it can be shown that if the problem includes both in plane
strains and bending of the structure's mid plane, these phenomena are uncoupled [18].
Because of the lack of coupling, any material response to bending can simply be omitted
from the problem without resulting in any further assumptions about the in-plane strains.
This is useful in modeling of structures that have no considerable bending sti ness, which
is the case for the nylon net structures considered in the present work. In Abaqus, this
is implemented for two-dimensional structures that deform in three-dimensional space
through the distinction between shell elements and membrane elements, where bending
response has been omitted in the membrane formulation while being present in the shell
formulation [19].

2.2.2 Material Modeling

For linearly elastic materials, the relation between material strains and material response
is governed by the generalized Hooke's law

=D (2.5)
where the stress vector , strain vector and constitutive matrix D are de ned as [18]
2 3 2 3
11 11 2 3
22 Dy D1 ::: Dis
— 337 . - D = D21 D22 i D26
12 , 2 12 .
13 213 De1 Dez 1 Des
23 2 23
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For a general anisotropic material, with no material symmetry, it can be shown that
the constitutive matrix D is symmetric O; = Dj ). This leaves us with a constitutive
relation between and that requires speci cation of 21 independent coe cients [20].

2.2.2.1 Material Symmetry

If two coordinate systems exist such that the constitutive matrix remains unchanged
independently of which of the two coordinate systems is chosen, a symmetry plane is said
to exist. Depending on the number of existing symmetry planes, the constitutive matrix
can be simpli ed further from the 21 independent coe cients described above. In the
simplest case, where every plane is a symmetry plane, material response can be described
as isotropic [18]. This yields the isotropic constitutive matrix

22(3 + 0 0 03
2G + 0 0 O
2G + 0O 0 O
D isotropic = 0 0 0 G 0 0 (2.6)
0 0 0 0G O
0 0 0 0 0G
where Shear modulu$s and Lamé parameter are de ned as
E 2G
G‘2(1+ )y 1 2 2.7)

whereE is the material Young's modulus and is the Poisson's ratio.

If there exists three symmetry planes and the coordinate planes of the chosen coordi-
nate system are parallel to these, the material is considered orthotropic. The resulting
orthotropic constitutive matrix consists of 9 independent coe cients [18]

°Dyy Dip Dis 0 0 0°
Do Dy Doy O 0 0
_ 8Dz D23 Dz 0 0 O
D orthotropic — 0 0 0 D44 0 0
0 0 0 Dss O
0 0 0 0 0 Degs

(2.8)

As with D isotropic » the coe cients of D grnoropic  CaN be expressed using Young's moduli

and Poisson's ratios. However in the orthotropic material description, one can specify a
separate Young's modulus for each of the three orthotropic symmetry planes. Similarly
the strain in each of the symmetry planes produced by stress in another symmetry plane
is described by 6 separate Poisson's ratios. [20].

2.2.2.2 Rayleigh Damping

When modeling dynamic phenomena using FEM, energy loss within the material has to
be taken into account through damping. For this purpose, a damping term is added to
equation 2.4.

M x(t) + Cx(t) + Kx (t) = f (1) (2.9)
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With the damping term of equation 2.9, damping is accounted for through viscous damp-
ing matrix C. In Abaqus, C is speci ed using Rayleigh damping, where it is approximated
as a linear combination of the modal mass matrif and the sti ness matrix K .

C= M+ K (2.10)

Equation 2.10 results in a relative modal damping that approaches in nity for rigid body
modes unless = 0. Similarly, unless = 0, the relative modal damping is increasing
with increasing eigenfrequencies. [21]

2.3 Fish Nets

Throughout the history of capture sheries, aquaculture and o shore engineering, plenty
of analytical models models describing the drag and lift forces acting on sh nets and
similar structures have been developed. Models that are considered relevant to the present
work, and the related terminology is described within this section.

2.3.1 Terminology

In the present work, the technical terminology used when describing sh nets is the one
described by Norsk Standard NS 9415:2021 [9]. All nets considered are knot less nylon
nets with square meshes, which can be described by a solidBy, a twine diameter d;

and a mesh widthL.

Figure 2.1: ParametersSn, d; and L. Net of similar type as that used in Moe-Fgre et
al. (2016).

The most important parameter in the modeling of net forces is the solidit$sn, de ned
as the ratio of the projected net area to the total area of a net panel

Anet

Sn=
Apanel

(2.11)

The twine diameter d; is the thickness of an individual net twine, assuming that the
twine is perfectly cylindrical. The mesh lengthL width of any given opening in the net,
including the twine that separates one opening from the next one.

2.3.1.1 Inow angle and force directions

When tracking the motion of a net panel, its position will herein be described using (in
addition to coordinates in the global coordinate system) its angle relative to the local ow

10
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velocity vector u, denoted . As seen in gure 2.2, this is de ned as the angle between
the uid velocity relative to the net u, and net panel normaln in the plane de ned by the

two vectors. In most models used to calculate forces on net panels, the angle dependence
is de ned using , the adjacent angle of .

Figure 2.2: Nomenclature describing the two-dimensional rotation of a di erential
section of a net panel and the forces acting on the section in relation to the local ow
velocity vector u

It is also in this plane that all relevant force vectors are de ned. The resultant force
acting on a net panel is split into two separate sets of components. Firstly, normal and
tangential components where the normal component acts in the direction of the surface
normal and the tangential component is perpendicular to to the normal component while
being directed at an angle from the relative velocity vector in the aforementioned plane.
Secondly, drag and lift components where the drag component acts in the direction of the
relative velocity vector and the lift component is perpendicular to the drag component
and at an angle + = from the tangential force direction in the aforementioned plane .

2.3.2 Force Models

In marine o shore hydrodynamics, the hydrodynamic forces acting on cylindrical objects
are often obtained from Morison's equation, describing the force exerted on a di erential
sectiondz of a cylinder by an accelerating uid [12]. The equation reads
" I
!
dF = Cy [21 g‘t‘+ CDEZ)u2 dz (2.12)
whereCy and Cp are added mass and drag coe cientgj is ow velocity and D is cylinder
diameter. In addition to structural components such as pillars and pipes, equation 2.12
Is widely used to describe the forces acting on sh nets, where individual net twines can
be approximated as cylinders. To allow for simpli cations such as lumping together of
multiple twines and use of other measurements than cylinder diameters the force acting
on an arbitrary body can be expressed as
z @ ‘1 . Z 1 .
F= Cu —dV+ ZCp Fpjuj?dA+ =C_. FLju,j’dA (2.13)
v @t A2 A2

whereV is the volume of the body andA is the characteristic area used when determining
the force coe cients in use. In equation 2.13, drag force of equation 2.12 is complemented

11
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with a lift force (3" term) requiring its own force coe cient C,. Directions Fp and F,
are de ned from convention as described by section 2.3.1.1.

The force coe cients of equation 2.13 can be obtained from model tests or analytical
models. In the present work, coe cients will be obtained from analytical models described

in coming sections. Generally, analytical models for drag and lift coe cients on net

panels describe the coe cients as functions of some combination of Reynold's number
Re, adjacent in ow angle and solidity Sn, all of which are explored below.

2.3.2.1 Reynold's number dependence

The e ect of the Reynold's number on the forces acting on a net panel is normally found
in one of two ways, one of which is testing of speci c nets. As described above, coe -
cients will in the present work be obtained from analytical models, hence, testing is not
considered. The other option is to analytically describe the forces acting on a net panel as
an extension of theory regarding cylinder drag coe cients. Most commonly, the cylinder
drag coe cients are obtained from the seventh order polynomial inog;,Re in equation
2.14 [22][23]. The polynomial is tted to the experimental data presented by Goldstein
(1965) [24].

coreovl = 785 + 255(log,,Re)  328(log,Re)? + 224(log,,Re)®
87:9(log,;,Re)* + 20:0(log,gRe)®>  2:45(log,,Re)® + 0:125(log,Re)’ (2.14)

The Reynold's number used is obtained by using the twine diameter as the characteris-
tic length and the relative velocity magnitude between net and water. In the work by
Kristiansen and Faltinsen (2012), there is also a scaling of the velocity to re ect velocity
increase required to ful Il conservation of mass as water passes through a net. However,
it is not certain whether or not it is reasonable to say that this scaling should be applied
when the data used to determine equation 2.14 includes only free stream velocities. This
leaves two options for calculation of the Reynolds number:

_ d[Ur _ d[Ur
Re= = Re&r = —75n

(2.15)

After obtaining a drag coe cient from equation 2.14, it is scaled to be used in equation
2.13 where the characteristic length is a net panel area rather than a twine diameter. As
this scaling is solidity based, it is described below.

2.3.2.2 Solidity dependence

As with Reynold's number, the e ect of solidity can be included in multiple ways. One,

is to include the solidity when converting cylinder force coe cients to screen force coe -
cients. Kristiansen and Faltinsen (2012) use two scaling methods, given by equations 2.16
and 2.17.

Sn

CsF M (Re; sn; =0)= mcg"“y' (2.16)
Sn(2 Sn) e
Co “(Re; sn; =0)= WCSWI (2.17)

It is concluded by the authors (and con rmed by gure 2.3) that 2.16 is the more conser-
vative option, resulting in larger net panel forces [22].

12
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Figure 2.3: Solidity dependencies for di erent models in literature. Assuming
Cgrc.cyl =1.

An alternative to these formulations is equation 2.18, proposed by Berstad (2012), which
is used in Aquasim [23][10]. As seen in gure 2.3, this is the least conservative alternative

presented here.

_sn (2.18)
1

Sn

Cgerstad(Re; Sn; — O) — Clgirc.cyl
2

The other option is to use experimental data for nets of dierent solidities and t an
analytical model to the experimental data. This was done by Lgland (1991), yielding the
relation between drag coe cient and solidity given by equation 2.19 [25].

8

< Cll:_)raland (Sn;

Cll:ﬂland (S n:

0) =0:33Sn+6:54Sn?> 4:885n°

2.19
=)= 0:055n+2:35n®> 1:765n3 (2.19)

As one can note, the experimental data used to generate the analytical model includes no
Reynold's number dependence.

2.3.2.3 Angle dependence

The dependency on the angle between the net panel and the ow velocity vector (in ow
angle) could be considered the most important to capture accurately when modeling net
screens subject to large in ow angles. This is commonly achieved by allowing the force
coe cients to be represented by their Fourier series, using di erent values for coe cients
g and by in equations 2.20-2.21 [26][22][25].

Cp(Re;Sn; )= Cp(Re;Sn; =0) ® &, cos((h 1)) (2.20)
n=1

C.(Re;Sn; )= C.(Re; Sn; = :4))% bhsin(2n ) (2.21)
n=1

The choice of coe cients (and how many coe cients to include) however, is not straight-
forward. In existing literature it is most common to use onlya; = b, = 1 and set the
remaining coe cients to zero [25]. As is made clear by gure 2.4 there is however a risk of
over predicting the drag forces acting on circular net cages when using these values. This
over prediction risk was shown by Kristiansen and Faltinsen (2012), by comparison with

13
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experiments on a rigid circular net cage carried out by Zhan et al. (2006) [22][27]. They
conclude that it is likely that, for their force model, az should be in the rangd0; 0:1] but

do not investigate the issue further. The only attempt to tune the coe cients, known by
the author, was carried out by Martin et al. (2020). In this work, coe cients are tted to
the experimental data of Patursson et al. (2010) and Zhan et al. (2006) using the force
model of Kristiansen & Faltinsen (2012), this results in the Fourier coe cients presented
in table 2.1 [26][27][28].

Table 2.1: Fourier coe cents for equations 2.20-2.21 obtained by Martin et al. (2020)
[26]

laa  Jas [as [by [by |
[ 0.9725[ 0.0139] 0.0136] 1.2291] 0.1116]

Figure 2.4: Comparison of the angle dependence obtained using di erent Fourier
coe cients in equation 2.20. Normalized byCp(Re; Sn; =0). Cp(Re;Sn; = )=0.
Histogram shows the distribution of across a circular net cage aii; =0:5m/s as
obtained from the model developed in the present work.

One additional aspect to consider regarding angle dependence is whether or not to assume
that the drag force acting on a net panel is zero when it is perfectly parallel to the ow
velocity vector. Although it is trivial that there will be some drag force acting on a
parallel net panel, there is no clear consensus on whether to include it in the existing
literature [22][25]. To allow for the addition of a parallel drag coe cient, equation 2.20
can be modi ed:

Co(Re;Sn; )= Cp( = =2+

( Co( = =)+ Cp(Re;Sn; =0)) * an 1cos(( 1)) (2.22)

=1

In most existing literature, Cp( = ) is set to zero. However Lgland (1991) seGy( =
) = 0:04 based on experimental results.

2.3.2.4 Added mass force

In dynamic analysis of nets, containing unsteady motion, the e ect of acceleration becomes
important. This e ect is included through the added mass coe cientCy, in the 15t term

14
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of equation 2.12. In the present work, the inclusion of added mass e ects has however
been simpli ed through the assumption of potential ow. It has been shown that for the
motion of an ideal uid, the added mass of a circular cylinder can be approximated as
precisely equal to the displaced uid mass [29]. This yields

Miotal = ( solid *  uid ) Vsolid (2.23)

where myy, IS the solid mass used in the equation of motion of the solid. When the
corresponding approach is used for an arbitrary body in an FEM-approximation, the
addition of the uid density will cause an alteration of the mass matrix in equation 2.4.

2.3.3 Reduced Velocity

In most existing software used to analyze nets, the e ect of the net on the uid, causing
a current reduction, is introduced through a reduced velocity model. In these models, a
current reduction factor is applied to the ow a ecting a net downstream of any other
net as shown in gure 2.5.

Figure 2.5: Current reduction factor as applied in AquaSim [30]

In AquaSim, this factor is applied as suggested by Lgland (1991)
CRF =1 0:46Cp (2.24)

where Cp is the drag coe cient of the upstream net as de ned by equation 2.19 [30].
The drawback of this modeling approach is that it does not account for conservation of
mass, which leads to a risk of under estimating the current velocity of ow passing by
the sides of a net panel. As net con gurations for o shore aquaculture systems become
increasingly complex, this could in its turn lead to under estimation of forces acting on
net panels downstream of the most upstream net panels in the con guration.

2.4 Optimization

In many speci ¢ engineering applications of theoretical models such as the net models
presented in section 2.3.2, it can be necessary to tune model coe cients to t the specic
application. For this purpose, it can be useful to implement optimization algorithms,
using some simpli ed model to nd appropriate coe cients. In this process, the problem
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is de ned on so called negative null form as generalized by equation 2.25 [31].

min f (x)
subjecttoh(x)= 0 (2.25)
g(x) O

On negative null form, the problem is de ned as a minimization of some objective function
f (x), subject to a set of equality constraintd (x) and a set of inequality constraintgy(x).
Mathematically, the problem can then be solved using a number of di erent methods.

2.4.1 Sequential Quadratic Programming

One of the most e cient general purpose algorithms for solution of the minimization prob-
lem is sequential quadratic programming (SQP). The algorithm utilizes the Lagrangian

Lo, 5 )=f)+ The)+ Tg(x) (2.26)

where and contain the Lagrangian multipliers for which the constraints inh(x) and
g(x) are satis ed. This allows the optimum off (x) to be found as the point that satis es

rL(x; ; )=0" (2.27)

where subscript * denotes optimizers of the function. Equation 2.27 is then solved using
Newton's method, giving the optimum and optimizers of (x).
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Computational Model

In the present work, an FSI model based in Star-CCM+ and Abaqus is developed and
subsequently validated. In model development, modeling decisions are therefore not only
based upon what is theoretically suitable, but also on availability of models and practical
feasibility of implementation in aforementioned software. This decision making process,
as well as the reasoning behind and consequences of certain decisions are described within
the coming sections.

As prescribed in section 1.2.1, only one option has been considered for the geometrical
representation of the sh net within the computational model. The decision of represent-
ing the net as a continuous surface has some fundamental consequences for the available
modeling options.

N

There is no possibility of resolving the ow e ects of individual net twines using
the spatial discretization in Star-CCM+. Instead, the e ect on the uid caused
by the net will have to be expressed per unit area of the continuous surface, e ec-
tively resulting in a spatial averaging of wake and pressure e ects as is conceptually
visualized in gure 3.1.

Figure 3.1: Conceptual two-dimensional wake e ect

Just as the ow around each individual twine will not be modeled in Star-CCM+,
the structural response of each individual twine will not be modeled in Abaqus.
Because of this, it is not solely the material response of the polymer making up the
twines that has to be modeled, but also the response of the structure in which the
twines have been sown together.

In the modeling of net forces, only so-called screen models are practical to implement
using geometrical properties of the continuous surface. As a result of this distinction,

the drag and lift coe cients of equation 2.13 have to be expressed in a way so that

the area across which the integration is carried out is the area of the continuous

surface, not the projected area of individual net twines or similar.
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3.1 Modeling of Net Force

For the net force modeling, a step-by-step approach has been taken to understand the
impact of including di erent physical phenomena. As a staring point, the net model
developed by Lgland (1991) was chosen. As this model is based on experimental data
of forces acting on net panels, it was chosen over the other models discussed in section
2.3.2, that use experimental data regarding cylinders. However as shown in gure 3.2, the
experimental data used for validation includes a fairly wide range of Reynolds numbers
within which the drag coe cient can be expected to take a large range of values. Because
of this, a Reynolds number dependence based on equations 2.14 and 2.18 was added to
the drag and lift coe cients given by Lgland (1991).

Figure 3.2: Drag coe cient of a cylinder with diameter d; = 2:42 mm (equation 2.14)
in the Reynolds number range of the data of Moe-Fgre et al.

This Reynolds number dependence was added to the force coe cient formulation by
addition of a scaling factor

~ CIgerstad (2012) (Re; Sn; — 0)
K Re — CI|Syziland (2991) (Sn; — O)

to the full expressions for drag and lift coe cients. This yields nal force coe cients
expressed as

CD(Re;Sn; )= Kre CD( =O)+
|

. |
Co( =0)+ C™ ¥ (sn; =0) © ap scos(@ 1)) (3.2)

n=1

CL(Re;SN; ) = KreCr22 19 (Re:SN; = =) ? by sin (20 ) (3.2)
n=1
In the main model used in the present work, only one coe cient is used for each of the
Fourier series representing the angle dependenag € b, = 1). For the parallel drag
coe cient Cp( = =), Leland's value of 0.04 is used. This leaves the angle dependence
of the original model of Lgland (1991) unaltered. However as outlined in section 4.2, the
impact of this modeling decision is later investigated by use of di erent coe cients.

Variable Solidity

To account for large deformations of the net, the solidity used in equations 3.1 and 3.2
is allowed to change as a function of the deformed net area. This is achieved by simply
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assuming that the change in solidity is the inverse of the change in area, yielding
Sn= Sng—— (3.3)

where subscript [0] denotes the parameter value in the undeformed state of the net. In
practice this model assumes that as the area of the continuous surface changes, the total
area of net material in each nite elementA e remains constant.

3.1.1 Added Mass Force

To properly account for inertial e ects, the added mass of displaced uid is accounted for
through modi cation of solid density as suggested by equation 2.23 yielding

net = nylon T uid

As the co-simulation framework of Star-CCM+ and Abaqus does not allow for export of
solid acceleration, this force is however only included in the FE solver, and not in the
momentum term added in the CFD-solver. As the present work is validated through
steady state experimental results, this is not considered an issue. However, if inclusion of
added mass forces in the momentum source term is considered necessary, this could be
achieved through manual calculation of the acceleration from the velocity data exported
from Abaqus. The added mass force would then be calculated using this acceleration
and the estimated net volume in each di erential section of the continuous net surface,
which together with equation 2.23 would give the extra force that should be added to the
momentum source term.

3.1.2 Implementation

In Star-CCM+ the previously described model has to be mathematically implemented
using the de nitions of gure 2.2. At an arbitrary di erential section of the net surface,
this can be achieved using the local ow velocity, the local net velocityx_and the local
surface normaln. The initial step is to determine force directionsFp, F,, Fy and Fr
using the relative velocity between uid and netu, = X. The directions are obtained
from equations 3.4-3.7.

Fp = unit (u,) (3.4)
Fr= unit(uy n) n (3.5)
FL= unit(Fb Fy) Fpb (3.6)
Fv=  unit(Fp  Fr) Fr (3.7)
where
Hay = &
unit(a) = ia]

This ensures that the convention de ned in section 2.3.1.1 is followed, meaniay Drag
and lift forces are perpendiculah) Normal and tangential forces are perpendiculac)
All forces act in the plane de ned byu, and n. Additionally it ensures that, if u, acts in
the opposite direction of that displayed in gure 2.2, all resulting forces are accordingly
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reversed. Together with equations 3.4 and 3.6, equations 3.1 and 3.2 de ne the total force
per unit area acting on the di erential section as

Fr=Fp+ F_ (38)

with 8
“Fp = FpiCo(Re;Sn; ) ju.j’dA (3.9)
' FL = FLiCL(Re;Sn; ) ju j’dA '
When needed, e.g. when exporting pressure and wall shear stress to Abaqus as outlined
in section 3.4.2, the total forceFr can be split into its normal and tangential components

by projection onto Fy and Fr: 8
<Fy = Fr F

N 3.10
: FT = % ( )

3.2 Computational Domains

As described by gure 3.1, the small scale ow e ects of the net twines will not be captured
by the CFD model as long as the net is represented by a continuous surface. Therefore,
there is no need to include the net geometry in the spatial CFD discretization. This allows
for a discretization such as that displayed in gure 3.3, where the FE mesh and the CFD
mesh exist independently of one another relieving any need to morph the CFD-mesh.

Figure 3.3: Net surface together with two-dimensional slice of three-dimensional
CFD-mesh

This framework is advantageous for two main reasons:

It avoids the need to recalculate the positions of mesh vertices that are a ected by
net deformation each time the CFD solver receives a new surface geometry from the
FE solver.

There is no risk of a ecting the numerical solution obtained from the CFD solver by
reduction of the mesh quality. Deforming the CFD-mesh would likely lead to skewed
mesh cells, causing risk of numerical di usion which could a ect the nal solution.
Additionally, at presence of large de ections, there would be a risk of moving vertices
far enough to create negative or zero volume cells, leading to numerical singularities.

With the bene ts of not including the net surface in the spatial discretization, there is
however an additional demand for transfer of information between di erent discretizations.
The procedure for this data transfer is described in section 3.2.1.1.
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3.2.1 FSI Coupling

When solving the FSI problem, the governing equations of the individual domains are

solved sequentially. In practice this means that the relevant equations on one of the do-
mains are solved rst, and the resulting data is used to subsequently solve the relevant
equations on the other domain. As recommended for mechanical FSI coupling, the se-
guential solution of the governing equations is lead by solution of the equations on the

solid domain [32]. The full coupling algorithm is presented in algorithm 1.

Algorithm 1 FSI coupling algorithm

1: while Solution time < End time do
2: for nin range(1, max(1N)) do . If needed, this allows forN iterations of the

FSI coupling within each time step

3 Solve time step in Abaqus

4: Map x, x_to Star-CCM+ using co-simulation interface

5: Calculate Fg . See equations 3.8 and 3.9
6: for Cell in CFD Meshdo

7: if abgjXnj J Cj) < Xsource then . Find source term cells

8: Map Fr using nearest-neighbor interpolation

9: end if

10: end for

11: Calculate s; . See equation 3.12
12: Solve time step in Star-CCM+

13: if n= N then

14: Map u to net surface using nearest-neighbor interpolation

15: end if

16: Calculate Fy, F+ . See equations 3.8-3.10
17: Map Fy, Fr to Abaqus using co-simulation interface

18: end for
19: end while

For the purpose of the present work, the FSI coupling runs stably when exchanging infor-
mation once per time step. If needed, the co-simulation capabilities of Star-CCM+ and
Abaqus nevertheless allow for data exchange on a per-iteration basis. Within the present
framework, there are however limited reasons to exchange data once per iteration. As the
solid boundary of the net is not present in the CFD discretization, no true equilibrium
between solid and uid forces is solved for. There is therefore no reason to update the
uid velocity used to calculate forces more than once per time step. When the acceler-
ation of the solid is large, it can however be useful to update and re-calculate the net
forces more than once per time step. If the magnitude @&f is increasing quickly, this will
help provide extra uid damping to the FE solver which will complement the material
damping provided by the Rayleigh damping added through viscous damping matri in
equation 2.9. Time step in algorithm 1 denotes the FSI timestep. On lines 3 and 12,
Abaqus and Star-CCM+ can solve the FSI time step using multiple internal iterations
and/or sub time steps.
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3.2.1.1 Mesh Interpolation

The information transfer between the CFD mesh and FE mesh is carried out using Star-
CCM+'s built in nearest-neighbor interpolation. In the interpolation scheme, the data
received at the target coordinates is the data available at the nearest viable source coor-
dinates. Both target and source coordinates can belong to either a mesh vertex, a face
centroid or a volume centroid, depending on where the data in question is stored [32].

Figure 3.4: Nearest neighbor interpolation. WhenrC, is the target centroid, eitherC,,
or Vyn will be used as the data source, depending on whether the data is stored on
vertices or centroids in the CFD code.

Using this framework, necessary data is transferred between the FE domain and uid
domain inside Star-CCM+. Any data that has to be transferred between Abaqus and
Star-CCM+ can then be transferred between the FE domain in Star-CCM+ and the FE

domain in Abaqus using the built in co-simulation interface. All data transfer paths used
by the FSI coupling algorithm are shown in gure 3.5.

Figure 3.5: Paths for data transfer between solid and uid mesh. Numbers on paths
denote line in algorithm 1 where path is used.
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3.3 CFD-model

For the modeling of the uid, the RANS-equations closed by the k- SST model are solved.
As described in section 3.3.2, the e ect of the net on ow turbulence is disregarded and
not properly included in the model.

3.3.1 Spatial Discretization

The only geometry present in the domain is the continuous net surface, which as previously
explained is not resolved by the CFD mesh. For this reason, the uid domain can be
coarsely discretized using a hexahedral mesh with a uniform cell size of 0.25 m.

Figure 3.6: 2D section of 3D hexahedral CFD mesh used in uid domain

However, as one can observe in gure 3.6, a re nement is made in the area surrounding
the net (visualized by the transparent grey surface). This re nement is not necessary
in the one-way coupled models, however when using two way coupling it is considered
useful to acquire a decent resolution of the ow gradients resulting from the source term
in equation 3.11. In the re ned volume, cell size is uniformly set to 0.0625 m.

3.3.2 Momentum Equation Source Term

As the CFD solver solves transport equations for momentum, there is no need to imple-
ment a reduced velocity model such as that outlined in section 2.3.3. Instead, a source
term can be added to equation 2.2, ensuring conservation of momentum across the inter-

face bewteen the CFD and FE domains.
|

@, @u_ @ 6 @ @ ;5
ot @x ex ax ax "W

The addition of momentum source terns;, of dimensionality N/m3, yields equation 3.11,
which is used in any uid cells within a certain distance Xsouce from the nearest nite
element of the continuous surface. An example of this cell selection can be seen in gure
3.7.

+ S (3.11)
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(a) Side View (b) Top View

Figure 3.7: Source term cells in CFD model at initial state. Cells in which source term
si is added marked in red.

As the source term is applied, ow velocity will be reduced as water moves past the coordi-
nates of the continuous net surface. As the RANS equations are solved, this will however
not only e ect the downstream ow. In order to ful ll the mass conservation imposed

by equation 2.1, the pressure eld around the net will adapt and the uid mass that no
longer passes through the net will have to take another path. This will cause an increased
velocity in the uid surrounding the net structure. For complex net con gurations, this

will be advantageous compared to the reduced velocity models described in section 2.3.3
where uid mass is essentially removed from the system as velocity is reduced downstream
of a net panel. Additionally, as the source term is applied in the opposite direction of the
resultant force Fr acting on the net, it will not only alter the magnitude of momentum,
but also the direction.

To ensure correct magnitude and dimensionality of the source term in the Star-CCM+
iImplementation, a series of steps have to be taken. First, the force calculated on the
continuous surface of the FE domain is transferred to the uid domain as part of the
interpolation procedure described in section 3.2.1.1. In each target cell, the force is then
converted to N/m? using the local cell volume. Depending on the size 0fXsouce and the
FE and CFD mesh sizes, it is however possible (and likely) that the total force exerted
the uid will not match the total force exerted on the net. To ensure conservation of
momentum, the source term magnitude in each cell is therefore normalized using the
total volume of the source term cells, the total force transferred through the interpolation
procedure and the total force acting on the net, resulting in equality between the nal
total force acting on the uid and the total force acting on the net. Using this procedure,

the source term vector is de ned as
zZ

fR dA
Si = fiint 22% (312)
fint gy
Vsource

Where Vsource is the total volume of the interpolation target cells,f™ is the interpolated
force per unit volume, Age is the total area of the continuous surface andR is the
resultant force per unit area as de ned by equation 3.8.

In the developed model, the e ect of the net on the uid is only considered through
the momentum equations. No consideration is given to the turbulence generated by the
presence of the net. If the net geometry was resolved in detail, near wall gradients would
generate turbulent kinetic energy in the kb SST model through the production term of
equation 2.3. In the present model, turbulent kinetic energy will only be generated from
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3. Computational Model

large scale gradients resulting from the transport of momentum downstream of the source
term cells. The consequences of this modeling decision are not investigated.

3.4 Structural Modeling

As briey described at the beginning of this chapter, the representation of a net as a
continuous surface is a simpli cation that creates a need to model not only the behavior
of the net material, but also the behavior of the net structure. Additionally, any volume
loads acting in the net have to be appropriately scaled to account for the volume di erence
between the true net geometry and its FE counterpart. This modeling is mainly carried
out through alterations to material models and material properties, and in part through
the FE formulation.

3.4.1 Finite Element Model

As described in section 2.2.1, the small ratios between a nets thickness and its other
dimensions make it appropriate to use two-dimensional nite elements. In addition, this
formulation simpli es the information transfer between di erent computational domains

as the net surface used by the screen force model ( gure 3.3) will share the geometry of
the mid-plane surface in the nite element approximation. In Abaqus, the net surface
is de ned and discretized using nite elements of a constant size, which are given a
constant thickness equal to the net twine diameter. As we will see in Chapter 5, the
minuscule thickness together with small material sti ness leads to the structure having
a close to negligible bending sti ness despite using a shell formulation. For this reason,
shell elements were chosen over membrane elements as the FE model was signi cantly
harder to converge using the latter option.

For all results presented in chapter 5, the two-dimensional surface has been discretized
using 4-noded quadrilateral shell elements with reduced integration. The target element
size is set to 0.05 m, resulting in appproximately 30 elements in the z-direction and
110 elements in the -direction. Weights attached to the net are approximated as point
masses in 16 uniformly distributed FE nodes along the bottom boundary. This results in
the FE-discretization displayed in gure 3.8.

Figure 3.8: Main nite element mesh. Nodes with attached weights on bottom
circumference and nodes with translational degrees of freedom xed on top
circumference marked in red.

The dynamic analysis of the problem was carried out using Abaqus' implicit solver pro-
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