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Abstract
This Bachelor’s Thesis report presents the development of an application that uses
Volvo Group’s Energy Prediction Algorithm (EPA) to simulate electric truck jour-
neys and support users with data analysis. The target audience, primarily project
managers at Volvo Group, can run simulations with custom truck and route config-
urations, enabling data-driven decision-making. The application can also be used
by engineers and data scientists, forming the secondary target audience, to seam-
lessly carry out simulations and analyze the results to support their daily operations.
The project focuses on maximizing usability by applying relevant user interface de-
sign theory, including design principles and patterns. The application is refined
iteratively through continuous feedback from a user group representing the target
audience. This approach ensures that theoretical insights guide the user experience
design while the consistent dialogue with users keeps the application aligned with
their needs.

Keywords: Graphical User Interface, Design, User Experience, Analytics, React,
TypeScript
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Sammandrag
Detta kandidatarbete presenterar utvecklingen av en applikation som använder
Volvo Groups Energy Prediction Algorithm (EPA) för att simulera resor med el-
drivna lastbilar och stödja användare med dataanalys. Målgruppen, främst pro-
jektledare inom Volvokoncernen, kan köra simuleringar med anpassade lastbils- och
ruttkonfigurationer, vilket möjliggör datadrivet beslutsfattande. Applikationen kan
också användas av ingenjörer och dataanalytiker, som utgör den sekundära målgrup-
pen, för att smidigt utföra simuleringar och analysera resultaten för att stödja sitt
dagliga arbete. Projektet fokuserar på att maximera applikationens användbarhet
genom att tillämpa relevant teori inom användargränssnittsdesign, inklusive design-
principer och designmönster. Applikationen förfinas iterativt genom kontinuerlig
återkoppling från en användargrupp som representerar målgruppen. Detta tillvä-
gagångssätt säkerställer att teoretiska insikter vägleder designen av användarup-
plevelsen, samtidigt som den löpande dialogen med användarna gör att applikatio-
nen uppfyller deras behov.

Nyckelord: Användargränssnitt, Design, Användarupplevelse, Dataanalys, React,
TypeScript



Acknowledgments
We would like to thank our Chalmers thesis supervisor, Robin Adams, for providing
us with invaluable guidance and feedback throughout the course of the project. We
would also like to thank our Volvo Group supervisor, Simon Sundström, for his
continuous support. Special thanks to Sudip Sarkar for making the thesis happen.
Finally, we would like to thank all members of our user group who helped shape the
development of this project.

Noa Cavassi, Kevin Collins, Max Dreifeldt, Adam Kvarnsund,
Gothenburg, June 2025

vii



Declaration of Authors’ Interest
The authors disclose that this bachelor’s thesis project was conducted in collabo-
ration with Volvo Group. Financial compensation may be received by the authors,
subject to approval of the thesis by the university and subsequent assessment by
Volvo Group of the study’s value to the company. Volvo Group employees have
contributed by providing user feedback during the development process. The au-
thors have also been granted access to Volvo resources, including on-site premises
and computers to support the execution of the project. All design decisions, analy-
ses, and conclusions presented in this report have been made independently by the
authors, based on academic sources and feedback received from the user group.

viii



List of Abbreviations

API Application Programming Interface. A set of definitions and
protocols for building and integrating application software,
used to interact with external systems like the Volvo Energy
Prediction Algorithm (EPA).

CSS Cascading Style Sheets. A language used to describe the pre-
sentation of HTML documents, defining layout, color, fonts,
etc.

EPA Energy Prediction Algorithm. An internal Volvo Group al-
gorithm used to simulate and predict energy consumption for
electric trucks based on parameters like vehicle configuration
and route topography.

GUI Graphical User Interface. An interface that allows users to
interact with electronic devices through visual indicators and
graphical icons.

HMR Hot Module Replacement. A development feature that up-
dates modules in a running application without a full reload,
speeding up development feedback loops.

HTTPS Hypertext Transfer Protocol Secure. A secure protocol used
for transmitting hypermedia documents, such as web pages,
between clients and servers.

KOLA Variants Konstruktionsdata Lastvagnar. Internal Volvo identifiers for
specific truck parts or configurations, used as parameters in
the EPA API.

KPI Key Performance Indicator. A quantifiable measure used to
evaluate success or performance over time for specific objec-
tives.

NDA Non-Disclosure Agreement. A legal contract that restricts
the sharing of confidential information with third parties.

PO Product Owner. The role responsible for defining the vision
of the product and ensuring the team delivers value to the
business.
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UI User Interface. The space where interactions between users
and a digital system occur, encompassing elements like but-
tons, forms, and navigation.

UX User Experience. The overall experience of a user interacting
with a product, particularly focusing on ease of use, e�ciency,
and satisfaction.

UX Debt Accumulated issues in a user interface or experience resulting
from suboptimal design decisions, often made for short-term
gains at the cost of long-term usability.
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1
Introduction

Climate change is one of the greatest societal challenges of our time, already im-
pacting ecosystems, human health, food security, and economic systems across the
globe. The global average temperature has already increased by more than 1°C com-
pared to pre-industrial levels, and continued greenhouse gas emissions risk causing
increasingly severe and irreversible consequences [1, p. 42]. To limit warming to well
below 2°C, and ideally to 1.5°C, as established in the Paris Agreement, rapid and
far-reaching reductions in emissions are required across all sectors of society [2, p. 3].

In 2019, the transport sector accounted for approximately 15% of global greenhouse
gas emissions and around 23% of global energy-related CO2 emissions, with emissions
from the sector continuing to rise [3, p. 1056]. Within road transport, heavy-duty
vehicles�such as trucks�are particularly emission-intensive. In Europe in 2020,
heavy trucks were responsible for about 28% of road transport emissions, despite
representing only 2% of the vehicle �eet [4, p. 1]. This imbalance has led to growing
attention on reducing the climate impact of freight transport, with electri�cation
increasingly highlighted as a key solution.

Electric trucks o�er the potential to signi�cantly reduce operational emissions, es-
pecially when powered by electricity from renewable sources [5]. At the same time,
electri�cation introduces new technical challenges, such as limited range, long charg-
ing times, and high sensitivity to driving style and load weight. To enable the ef-
�cient use of electric trucks in real-world operations, new digital tools are needed,
such as tools that can predict energy expenditure along a speci�c route for a partic-
ular truck con�guration and support the planning of routes and charging strategies.

Volvo Group has developed an algorithm that predicts the energy consumption of
an electric truck based on factors such as route topography, vehicle con�guration,
cargo weight, and current State of Charge. To make this algorithm accessible and
useful to a broader range of users within an organization, it is important to provide
an interactive and well-structured interface that allows users to explore di�erent
con�gurations and interpret the results e�ectively.

This bachelor's thesis aims to develop a graphical user interface (GUI) for Volvo's
energy prediction algorithm. The interface will provide a comprehensive visualiza-
tion of the algorithm's calculations, enabling users to e�ectively analyze predicted
energy consumption and make informed decisions.

1



1. Introduction

1.1 Purpose

The purpose of this project is to develop a user-friendly application that visualizes
energy consumption for electric trucks in an accessible and comprehensible manner.
The application aims to simplify the interpretation of large amounts of simulation
data generated by Volvo Group's energy prediction algorithm (EPA)�data that is
often extensive and presented in a format that can be di�cult to survey. The goal
is to make this data readily available to all project managers, regardless of technical
background, in order to support e�ective decision-making. Additionally, the sec-
ondary target audience, consisting of employees with more technical roles, such as
engineers and data scientists, should also be able to use the application to streamline
their work�ow.

Through an intuitive interface, users should be able to explore and quickly compare
energy consumption across di�erent routes and vehicle con�gurations. For example,
it should be possible to vary vehicle types, battery counts, or the number of electric
motors to gain a clear understanding of how di�erent choices a�ect energy use. The
design will follow established principles of good user experience, with a focus on
simplicity, clarity, and e�cient interaction with simulation results.

A central priority throughout the project is to place the needs and work�ows of end
users at the forefront of the design process. From early planning to �nal evaluation,
decisions regarding functionality, layout, and interaction have been guided by direct
feedback from users, ensuring the application remains intuitive and practical in real-
world contexts.

1.2 Goals

The main goal of this project is to develop an application that is easy for Volvo
employees to use. The application should make it straightforward for users to com-
pare di�erent trucks on the same route, without requiring technical assistance. The
interface must be fast, intuitive, and accessible to project managers and other sta�
members.

Throughout the project, these goals have evolved dynamically in response to feed-
back and changing priorities from stakeholders and the user group, ensuring that
the application meets Volvo's requirements and remains closely aligned with real-
world needs. To make the objectives more concrete and actionable, the following
four subgoals have guided the development:

ˆ Develop a user-facing frontend application that interacts seamlessly with Volvo's
internal energy prediction API. The solution should handle communication
with the backend securely and e�ciently, providing a robust foundation for
future enhancements.

2



1. Introduction

ˆ Create an intuitive and accessible user interface, enabling project managers to
con�gure and run simulations without technical assistance. Provide meaning-
ful labels, tooltips, and feedback to minimize user errors. Minimize the number
of steps required for common work�ows, such as truck and route comparison.
Continuously incorporate feedback from user groups and stakeholders into the
design.

ˆ Support robust scenario analysis by enabling users to compare di�erent trucks
on the same route. The application should allow quick recon�guration of
parameters and provide immediate visualization of key performance indica-
tors. Results should be aggregated and presented to support both a high-level
overview and a detailed inspection.

ˆ Ensure the application aligns with Volvo's internal practices and recommen-
dations, adherence to IT policies, and compliance with established integration
standards. This involves implementing maintainable and well-documented so-
lutions that accommodate current constraints, such as limited API access.

1.3 Scope and Limitations

The project focuses solely on the development of the user interface and does not
include any validation or further development of EPA, the underlying energy pre-
diction algorithm.

The application enables simulations with a wide range of truck con�gurations. How-
ever, it is not possible to adjust every individual component�only those parts of the
truck that are deemed to have a noticeable impact on energy consumption. Features
such as color, side mirrors, or interior design are not considered.

Not all truck components are necessarily compatible with each other, meaning that
certain con�gurations available in the application may not re�ect technically valid
combinations. However, EPA does not account for this type of compatibility and will
still perform calculations even with invalid input. Since no accessible or complete
rulebase de�ning component compatibility is available, we have, in consultation with
supervisors from both Volvo Group and Chalmers, chosen to leave to the user the
responsibility of knowing which con�gurations are technically feasible.

The application is designed primarily for desktop environments and has not been
optimized for mobile or tablet use. It is intended to run on Volvo Group computers,
where it performs well across a range of common screen sizes and window dimen-
sions. While the interface adapts to smaller desktop screens and resized windows,
responsive design for mobile devices was not a focus in this version. This could be
explored in future iterations to support broader accessibility.

3



1. Introduction

1.4 Constraints

This section outlines the main constraints that in�uenced the development and
evaluation of the application, including con�dentiality restrictions and limitations
related to the availability of the user group.

1.4.1 Con�dentiality Constraints

Due to con�dentiality agreements, the source code cannot be shared externally, and
the application is intended for internal use within Volvo Group. As such, it can only
be run in environments with access to the company's network and is not available
for public distribution or testing outside the organization.

1.4.2 User Group Availability

The chosen user group is primarily made up of project managers. This target audi-
ence was chosen as the application's features align well with their work processes.
However, their demanding responsibilities often mean busy schedules, making it
challenging to secure consistent, in-depth feedback. To address this concern, indi-
viduals, as long as they were part of the target audience, were added to the user
group throughout the process to make sure the user group is large enough. In
turn, this increased the likelihood of valuable feedback and also represented a larger
variety of perspectives [6, p. 215].
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2
Background

To understand the system developed in this project, it is important to consider both
the practical context in which it is used and the technical and design principles
that have guided the development process. This chapter begins by describing the
problem the application intends to address, with a particular focus on how Volvo's
current solution works in practice and the challenges users face. This is followed
by a review of relevant principles for user-centered design as well as an overview
of the technical choices made during the project. Together, these elements provide
the background necessary to understand both the purpose of the project and the
approach taken during development.

2.1 User Needs and Problem Description

Volvo Group's EPA has already been developed and is available for use. However,
there is currently no convenient or accessible interface for interacting with the al-
gorithm. At present, users need to manually send HTTPS requests to appropriate
endpoints, which requires technical knowledge and is both time-consuming and cum-
bersome. Furthermore, in order to make a request, the user must �rst retrieve an
authentication token that is only valid for one hour, resulting in frequent interrup-
tions to the work�ow.

Modifying a single vehicle component or a segment of a route often requires several
input parameters in the API request to be manually adjusted, such as coordinates
for stops along the route or speci�c component codes. Components in EPA are
speci�ed using so-called KOLA variants, which are internal labels for di�erent truck
parts. These variants are not self-explanatory, and there is a lack of documentation
explaining what each KOLA variant represents, further complicating the use of the
system.

The response returned from the API is also di�cult to interpret. While the results
are deserialized from long Protocol Bu�er (Protobuf) objects, Google's platform-
neutral mechanism for serializing structured data [7], into a readable format, they
still lack the structure needed for quick and intuitive understanding. The informa-
tion is presented as large blocks of text without any clear visual hierarchy, making
it challenging for users to gain an overall understanding of the results.

5



2. Background

Another challenge concerns the variation in users' technical backgrounds and work-
ing conditions. Some project managers have su�cient technical experience to even-
tually learn how the API works and use it independently, while others lack either
the technical knowledge or the time required to do so. Regardless of background,
the work�ow involved in using EPA is so time-consuming and cumbersome that
the task is often delegated to other colleagues, such as developers or data analysts.
This creates unnecessary dependencies and additional steps in the process, limiting
accessibility and preventing EPA from being used as e�ciently as it could be.

An additional limitation is the lack of adequate documentation for the API. It is of-
ten unclear which parameters are required, which are optional, and how they should
be structured. The absence of clear and up-to-date documentation creates a high
barrier to entry for new users, making it di�cult to expand internal usage of the
algorithm. It also increases the risk of incorrect API usage, which, in turn, may lead
to misleading results.

There is a clear need for a more accessible and user-friendly way to interact with
EPA. A graphical user interface (GUI) could eliminate many of the manual and
technical barriers associated with the current API-based work�ow. By providing
a visual and interactive presentation of both input and results, a GUI would en-
able project managers to perform and interpret simulations independently, without
the need for delegation or intermediaries. This would streamline the work�ow and
increase both the usage and the value of EPA within Volvo Group.

2.2 Design Patterns and Structure

Patterns for organizing information and structuring interactions to help navigate the
user's focus play a central role in creating a user-friendly interface [8]. By reusing
proven solutions, it is possible to build a logical structure where users can quickly �nd
what they need and complete their tasks with minimal friction. Below is a selection
of design patterns, including layout strategies, interaction structures, and stylistic
elements such as typography and color, that were explored and implemented. The
following patterns are all described in [9].

2.2.1 Dashboard

A common and well-established design pattern for presenting important information
is the dashboard. It is frequently used as a landing page and is characterized by
its ability to gather key data points, graphs, and other relevant information in a
compact view [9, p. 78]. This pattern is popular because it provides users with a
quick overview of the current status, key metrics, or tasks to be addressed. Since
dashboards are a familiar format with well-established conventions, users can easily
interpret the content without needing to learn a new interface.

6



2. Background

2.2.2 Center Stage

Another relevant design pattern is Center Stage, which emphasizes placing the pri-
mary content or task �front and center� in the user interface [9, p. 231]. This layout
ensures that the main purpose of the screen is immediately visible and unambiguous,
guiding the user's eyes directly to the most important information or interaction. It
is well suited for interfaces where a single unit of coherent content, such as a table,
map, or data visualization, needs to be the focal point [9, p. 231]. By anchoring at-
tention to a central entity, secondary content can be interpreted in relation to what
is in the center, reducing confusion and helping the user understand the structure
and �ow of the interface more intuitively.

2.2.3 Accordion

The Accordion pattern organizes content into stacked, expandable panels, allowing
users to show or hide sections of interface elements as needed [9, p. 245]. Accordions
are useful when there is too much heterogeneous content to �t on a single page,
and when users may want to view multiple modules simultaneously. They are com-
monly used in tool palettes or navigation systems to declutter the interface while
maintaining access to related elements [9, p. 245].

2.2.4 Visual Framework

A Visual Framework is a design pattern that ensures consistency across all pages
or views in an application by reusing key stylistic and structural elements, such as
layout, font choices, colours, and navigation placement [9, p. 228]. This repetition
helps users feel oriented and con�dent when moving between di�erent screens, since
they do not need to relearn the interface each time the context shifts. A strong
visual framework also makes the interface feel cohesive and intentionally designed,
supporting both usability and branding [9, p. 228]. Even if the content changes
between views, the consistent design helps everything feel like it belongs to the
same application.

2.2.5 Cards

The Cards pattern is a �exible way to display collections of content in self-contained
units, each typically containing a mix of text, values, and sometimes images or
actions [9, p. 353]. Cards are especially useful when presenting a list of items with
a consistent structure but variable content, like metrics or graphs, because they
adapt well to di�erent screen sizes and layouts. Cards are widely recognized from
mobile and web interfaces, which makes them familiar to users and easy to scan
when displaying key information in a dashboard context [9, p. 353].
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2.2.6 Typography and Color

Typography and color are essential tools for creating interfaces that are both read-
able and easy to navigate. Sans serif fonts are generally preferred in screen-based
design because they maintain clarity at small sizes [9, p. 267]. Serif and display
fonts, while useful for headings or branding, tend to lose legibility when scaled down
and are therefore used more sparingly in user interfaces [9, p. 268].

The importance of color in supporting both usability and structure is not to be
understated. High contrast between text and background�such as dark text on a
light background or vice versa�is crucial for readability and accessibility [9, p. 259].
While saturated colors can help draw attention to key elements, they should be used
selectively [9, p. 263]. A more neutral color palette is often better suited for reducing
visual fatigue and keeping the interface clean. Color should, however, not be the
sole method for conveying information; combining color with icons or text ensures
accessibility for users with visual impairments [9, p. 264].

2.2.7 Components

Modern interface design relies heavily on reusable components to create consistent,
extensible, and e�cient user experiences [9, p. 534]. A component-based approach
allows designers and developers to construct user interfaces from modular building
blocks, ranging from small elements like buttons and input �elds to more complex
structures like forms or full templates. These components can be combined and
reused across screens, helping teams avoid code-centric �UX debt� where inconsis-
tencies arise from duplicated styling logic, such as copied CSS code that is gradually
modi�ed independently and causes visual mismatches across similar components [10,
p. 3].

Using components also promotes speed and maintainability. Rather than design-
ing every screen from scratch, designers can rely on shared component libraries
that allow for consistent styling and faster development. This is part of a broader
systems-thinking approach, sometimes referred to as Atomic Design, where inter-
faces are built from the bottom up: starting with atoms (simple elements), then
grouping them into molecules (groups of elements), organisms (simple UI compo-
nents), templates (sections of the page), and �nally complete pages [11].

By standardizing both form and behavior, component-based UI systems reduce de-
sign variation, simplify updates, and ensure a more predictable experience across
di�erent parts of an application. As a result, end-users bene�t from improved us-
ability and greater clarity, while development teams can reuse code more e�ectively.
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2.3 Design principles and Coding Practices

In addition to established design patterns, the development of user-friendly inter-
faces bene�ts from widely recognized design principles and coding practices. This
section outlines selected usability heuristics and software development principles
that served as the theoretical foundation for later design choices. The heuristics
presented below are adapted from Jakob Nielsen's widely used framework of ten
usability heuristics for user interface design [12].

ˆ Visibility of System Status: The interface should always keep user in-
formed about what is going on, through appropriate feedback within reason-
able time. For example, loading indicators or con�rmation messages help
understand the state of the system [13].

ˆ Consistency and standards: Users should not have to wonder whether
di�erent words, actions, or situations mean the same thing. Interfaces should
follow platform conventions and standards, and apply them uniformly through-
out the application [14].

ˆ Recognition rather than recall: Interfaces should minimize the user's
memory load by making elements, actions and options visible. The user should
not have to remember information from one part of the interface to another
[15].

ˆ Aesthetic and minimalist design: Interfaces should avoid unnecessary ele-
ments and focus only on relevant information. Every extra unit of information
competes with the relevant units and diminishes their visibility [16].

In addition to these usability heuristics, good software design also relies on proven
coding practices that promote maintainability and extensibility.

A central idea isSeparation of Concerns , which refers to structuring software in
a way that separates di�erent responsibilities into distinct parts of the system. This
separation helps manage complexity, simpli�es testing and debugging, and makes it
easier to adapt or extend speci�c parts of the system without unintended side e�ects
[17, pp. 312�313].

Several well-established object-oriented design principles also contribute to sustain-
able and extensible software development. Among these, a few of the SOLID prin-
ciples, as described by Martin inClean Architecture, are particularly relevant in
guiding architectural decisions [18].

The Single Responsibility Principle (SRP) says that a module or class should
only have one reason to change. This helps make the code easier to understand and
change later, because each part is focused on doing just one thing. When respon-
sibilities are mixed together, it often leads to more bugs and harder maintenance,
especially when one change a�ects things it should not [18, pp. 61�68].
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The Open�Closed Principle (OCP) means that code should be written in a way
that allows new features to be added without changing existing code. Instead of
editing old logic, developers can add new classes or modules to handle new behav-
ior. This helps protect working code from breaking when the system grows [18,
pp. 69�76].

The Dependency Inversion Principle (DIP) means that both high-level and
low-level parts of the code should depend on abstractions, like interfaces, instead of
depending directly on each other. This helps keep important parts of the system
independent from details like frameworks or databases, which might change more
often. It also makes the system easier to change or test later, since the core logic
does not rely on speci�c implementations [18, pp. 87�92].

2.4 Underlying Technologies and Libraries

The implementation of the graphical user interface to utilize EPA was based on a
modern web development stack designed to support maintainability, extensibility,
and modularity. This section presents the tools and frameworks used throughout
the development process.

2.4.1 Programming Language

TypeScript

TypeScript [19], a statically typed superset of JavaScript [19], was used to enhance
code clarity and reduce runtime errors. Static typing enabled early detection of
bugs and facilitated easier refactoring than using a dynamically typed language like
JavaScript.

2.4.2 User Interface Frameworks

React

The frontend was built using React [20], a JavaScript library for building user in-
terfaces. React's component-based architecture made it suitable for encapsulating
visual and functional modules such as con�guration panels, result visualizations,
and interactive maps.

Volvo Design Component Library

To align with Volvo's internal design guidelines and ensure a consistent user ex-
perience, the project utilized Volvo's proprietary design system. This React-based
library included pre-styled components such as buttons, forms, and modals, and was
accessed via an internal registry requiring authentication.
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Tailwind CSS

Styling was implemented using Tailwind CSS [21], a utility-�rst framework that
directly allowed for rapid and consistent layout de�nition within component �les.
Tailwind facilitated a streamlined development process by eliminating the need for
large custom CSS �les.

2.4.3 Development and Tooling

Vite

Vite [22] was selected as the frontend build tool and development server. It provided
fast hot module replacement (HMR), minimal con�guration, and e�cient production
builds, making it well-suited for modern projects that utilized TypeScript and React.

ESLint and Prettier

Code quality and consistency were enforced using ESLint [23] and Prettier [24].
ESLint was con�gured to detect potential issues and enforce stylistic rules, while
Prettier ensured consistent formatting throughout the codebase.

Figma

Interface prototypes and design �ows were created in Figma, a design tool created
for collaboratively working on mock-ups and prototypes. [25]. This tool was used to
visualize application structure and gather feedback during the early design stages,
enabling alignment with project stakeholders and e�cient iteration.

2.4.4 Containerization and Runtime Environment

Node.js

Node.js [26] is an open-source JavaScript runtime built on the V8 [27] engine. It
allows JavaScript to run outside the browser and was used to power a local proxy
server, facilitating secure communication between the frontend and backend services.

Docker

The application was containerized using Docker [28]. A Docker�le and accompanying
docker-compose.yml enabled environment consistency. This ensured that external
dependencies and con�gurations were abstracted away from the host system.

2.4.5 Source Control

GitHub

GitHub [29] was used for version control. The repository was used to support agile
work�ows, including feature branching, pull requests, and issue tracking. GitHub
Projects and issue boards helped coordinate development and sprint planning.
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The project began with a planning phase, during which the target audience's needs
were explored and a problem description was formulated. In parallel, research into
design principles and patterns (Section 2.2) and a suitable technology stack (Section
2.4) was conducted. A work�ow with recurring feedback sessions was also designed,
following Agile principles. After this phase, the solution � a web application � was
iteratively designed and developed based on continuous user feedback. This ensured
that the user group regularly evaluated the application and �ne-tuned the problem
description to better match their needs. Throughout the process, attention was
also given to maintaining a clean code architecture and e�ectively utilizing various
libraries to build the application.

3.1 Agile Work�ow

During the planning phase, it was decided to adopt an agile work�ow for the de-
velopment of the application. This allowed the product to be developed iteratively,
continuously delivering features to satisfy customer requirements that might change
throughout the process [30]. Since both the technical requirements and user needs
were initially uncertain, an adaptive, user-centric approach was deemed most suit-
able. Elements from the Scrum methodology, such as structuring the development
into sprints and introducing a product owner role, were incorporated and are further
described in Section 3.1.1.

3.1.1 Sprint Structure

The development phase was organized into two-week sprints, where a sprint is de-
�ned as a �set of development activities conducted over a pre-de�ned period, usually
one to four weeks� [31, p. 14]. Each sprint began on a Monday with a sprint planning
session, during which the developers selected user stories from the backlog for that
sprint. Each selected user story was estimated in terms of story points, a standard
practice in agile development [32, p. 10], assigned to a developer, and prioritized
based on discussions with the user group and Product Owner (PO). The PO's role
was to maximize �the value of the product resulting from the work of the Scrum
Team� [33], helping the team identify the most valuable features to develop. If too
few user stories were available in the backlog, the sprint planning session was also
used to write additional stories, particularly early in development. The user stories
re�ected requests from the user group, requirements from the PO, or features iden-

13



3. Method

ti�ed by the development team to address user-reported problems. An example of
a user story is shown in Figure 3.1.

Figure 3.1: User story specifying the pre-de�ned truck con�guration feature.

After one week from the sprint planning meeting, a mid-sprint meeting was held
to serve as a status update and checkpoint. These meetings typically addressed
administrative matters and major technical roadblocks, though speci�c implemen-
tation details or bugs were occasionally discussed.

Weekly meetings were also held on Tuesdays with Simon Sundström, who served
both as the Volvo supervisor and Product Owner (PO). These meetings focused on
reporting development progress, planning upcoming work, and ensuring that the
product aligned with the user group's needs. In addition, Simon provided adminis-
trative support and acted as the primary contact point within Volvo.

At the end of each week, usually on Fridays, weekly meetings were held with the
Chalmers supervisor, Robin Adams. Early meetings focused on discussing the
project's scope, goals, and academic requirements. As the project progressed, the
meetings shifted towards presenting prototypes for feedback, discussing features and
implementation improvements, and occasionally addressing administrative matters
related to the Volvo collaboration. In some cases, other parties participated when
major administrative decisions, such as NDA agreements, were discussed.

Interviews with the user group were conducted approximately every other week,
depending on availability. These sessions gathered feedback on the implemented
features and allowed the user group to suggest additional functionality. This iter-
ative feedback process was crucial to the application's development and is further
described in Section 3.2.
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Each sprint concluded with a sprint review, where the team discussed the sprint's
progress, assessed how much development was complete, and evaluated whether the
project remained on track to meet its goals. These meetings also included construc-
tive discussions on areas for improvement to be addressed in the following sprints.

Immediately following each sprint review, a sprint retrospective was held to focus on
improving the development process. Retrospectives typically followed the standard
sprint retrospective format, using a whiteboard with three columns: `start', `stop',
and `continue' [34, p. 11], where each team member contributed feedback, followed
by group discussion. At times, these sessions were held more informally as casual
but still productive conversations. An example of a sprint retrospective is shown in
Appendix A.

3.1.2 Tools Supporting the Agile Work�ow

The codebase was hosted on Volvo Group's internal GitHub organization, and the
repository was structured to support agile development. GitHub Projects was used
to create a Kanban board, as shown in Figure 3.2, which served as the cornerstone
of the development process.

Figure 3.2: Snapshot of Kanban board during development.

When a user story was created, it appeared as a card in the `Backlog' column. Dur-
ing sprint planning, selected user stories were assigned story points, prioritized, and
moved to `Ready'. As development progressed, cards moved through `In Progress'
and `In Review', and upon approval and merging into thedevelopbranch (which
acted as the main branch), they were placed in `Done'.

Once development of a user story was complete, a pull request (PR) was created
from the feature branch into develop. A branch rule required an approved review
before merging. After a reviewer was assigned, comments and annotations were
provided to highlight any necessary changes, ranging from minor adjustments to
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documentation or code style to larger refactoring. After the developer addressed
the feedback, the reviewer would reassess the PR. This process was repeated as
needed until the reviewer approved the changes, after which the PR was merged
into develop.

In addition to GitHub, Google Drive [35] was used to store all project documen-
tation, including sprint plans, meeting notes, project logs, interviews, and report
drafts. This allowed real-time collaboration and maintained transparency within
the group and with external parties who had access to the shared Drive. The only
exception was when physical whiteboards were used for brainstorming during in-
person meetings and sprint activities.

Trello [36] was used to track non-code-related tasks and deadlines, following a struc-
ture similar to the GitHub Kanban board to ensure that the team remained aware
of ongoing administrative work.

3.1.3 Evolution of the Target Audience

Initially, the target audience for the application to be developed was project man-
agers. However, during early discussions with the user group (who represented the
target audience), their feedback signaled that engineers and data scientists could
also bene�t from the tool. After consultation with the PO, it was decided that
project managers would remain the primary target audience, but more technical
roles, such as engineers and data scientists, would be seen as a secondary target
audience. This resulted in a higher chance that Volvo would use the application in
day-to-day operations, but it also made the designing and development more chal-
lenging as more perspectives needed to be considered, given that a broader set of
users in�uenced the application's interface and features.

3.2 Prototyping and Continuous Feedback

This section outlines the iterative prototyping process, starting from initial brain-
storming to fully developed Figma prototypes, as well as the feedback process used
to re�ne the application design.

3.2.1 Introductory Phase

Based on the initial discussions with the PO, a very high-level set of informal re-
quirements/features was identi�ed. This was used as a starting point to brainstorm
ideas for how the GUI should look. Initially, the group restricted itself to paper
sketches and brainstorming on whiteboards.

Once the group felt that everyone was somewhat on the same page, designing was
shifted to Figma. The initial design work was done on both personal and shared
workspaces, enabling parallel development.
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Soon after initial Figma mock-ups were created, a session with the user group was
scheduled to get some early feedback. At this stage, there was no uni�ed Figma
mock-up. Instead, each member had worked on di�erent parts of the application.
The designs also shared many elements such as a common color theme, an identical
sidebar, an identical top bar, etc., which were designed and decided upon by the
group together. However, due to the variations in the designs, the focus of the �rst
feedback session was not on the graphical design, but rather on features the appli-
cation should implement.

Following this, a synthesized Figma version was designed together by the group,
heavily based on the literature review and research into design practices done by
the group. At this point, some elementary �functionality� was added to the Figma
project through the use of wireframes and transitions, slowly transforming the de-
signed mock-up into a prototype.

3.2.2 Design and Prototyping Phase

The next session with the user group was conducted, and in order to make sure
feedback about the graphical design was received, it was organized as a formal,
semi-structured interview. This ensured that the focus remained on discussing the
interface and revealed some unexpected needs from the user group. The prototype
was designed with many design patterns in mind, and the goal was to have quite a
modern look, similar to consumer software that most people are used to. However,
the user group did not want a visually overloaded application; rather, they preferred
a modest design that was simple and straightforward, not only in terms of usability,
but also in appearance. They did not want images or anything similar taking up
space, but rather a simple, clean user interface that minimized the number of clicks
needed to do tasks.

This outlook heavily in�uenced the design of the last couple of screens of the Figma
prototype. It was previously decided that the user group had the last say when
it came to design decisions, as they would be the individuals using the developed
application. To con�rm that the user group's opinions were interpreted correctly,
the new designs were presented to a couple of user group members outside of the
feedback sessions to make sure that that was the sort of design they would pre-
fer. After con�rmation, the Figma design was made into a full-�edged prototype,
which was presented to the PO and later, the user group, before development began.

To illustrate how this design philosophy was applied, Figure 3.3 shows the initial
Figma mock-up for the pre-built trucks screen. Each truck is represented using a
card (`Cards' design pattern described in 2.2.5) and spaced out neatly (`Grid of
equals' design pattern [9, p. 235]). If the user would like more information about
any of the pre-built truck con�gurations, the idea was that they could simply click
on the card, and a modal panel with the necessary information would pop up.

During the user group session, they made clear that they were not fans of modal
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Figure 3.3: Initial pre-built trucks Figma mockup.

panels and did not like having the images of the truck models. Instead, they wanted
some sort of user interface that just displayed all the information they needed about
the truck con�gurations on the same screen, but still in a neat manner. To ac-
commodate this feedback, another screen displaying saved truck con�gurations was
designed as seen in Figure 3.4. The user group was asked whether they would like
the pre-built truck con�gurations screen to have the exact same structure, with no
images and just the information they need, and they responded with a resounding
yes.

Figure 3.4: Saved truck con�guration Figma mockup.

3.2.3 Development Phase

Once development of the web application began, interviews with the user group were
conducted iteratively to receive feedback throughout the development phase. This
sometimes resulted in the introduction of new features, but the main goal was to
re�ne the interface and the application as a whole to best meet user needs. Feedback
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was mostly gathered through formal user interviews, held approximately bi-weekly,
and an example can be seen in Appendix B. Additionally, informal feedback sessions
with the PO or just one or two members of the user group were conducted through-
out the project lifecycle. The formal interviews typically consisted of 3-5 user group
members and lasted for around an hour, as research suggests that this timeframe
results in e�ective feedback sessions [37, p. 84].

Throughout the process, many requirements from the user group slightly changed af-
ter continued discussion through several weeks. At times, a couple of members even
had clashing opinions, but they were usually able to come to some consensus. When
no consensus could be reached, the decision was made based on foundational design
principles and in consultation with the PO. Although many aspects of the GUI were
modi�ed and re�ned over time, one thing that never changed was the overarching
design philosophy: to keep things simple, organized, and minimize clicks required
to complete tasks. Another example of this can be seen when comparing the initial
version of the custom truck con�guration feature to the �nal version.

As seen in Figure 3.5, the process of con�guring a custom truck is split into six
steps. Each step requires the user to select one part of their custom truck, and
the wizard-like structure enables them to seamlessly step through the process while
knowing how much more is left due to the progress indicator. Additionally, the user
would also be able to click on any of the steps in the stepper (the UI component
at the bottom of the screen, which highlights the di�erent steps) to jump between
di�erent parts of the con�guration. This design was also inspired by Volvo's Truck
Builder webpage [38], as seen in Figure 3.6. In their design, the large truck is a
static image on all steps, and the user has to click on next or previous to navigate
to di�erent parts of the con�guration process. The expectation was that the user
group would be familiar with this page and be able to have a similar user experience.
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Figure 3.5: Custom truck con�guration Figma mockup.

Figure 3.6: Snapshot of Volvo's Truck Builder webpage [38].
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However, the user group was not quite happy with the user interface. As previously
mentioned, they disliked the images and wanted to minimize clicks. They found the
wizard-like process too cumbersome and were set on the fact that everything should
be on one page. After multiple iterations and discussions, the �nal implementa-
tion of the custom truck con�guration feature can be seen in Figure 3.7. Although
not visually extravagant, this design addressed the two primary priorities of the
user group: simplicity and enhancing e�ciency. The user group was quite satis�ed
with the design and delighted at the fact that it took one click to con�gure each
component, and no other intermediary clicks were required during the con�guration
process.

Figure 3.7: Final implementation of custom truck con�guration.

Another part of the application that the user group was particularly interested in
was its dashboard, especially regarding which information it displays. Since the
data returned from EPA was quite complex, the idea of presenting critical metrics
to summarize the simulation output was proposed. This can be seen as a form of
data characterization and helps users quickly grasp key information [39, p. 4]. All
user group members appreciated this approach, and in consultation with them, ap-
propriate metrics were selected to be displayed on the dashboard.

For the visualization of detailed data, the initial request from the user group was to
display multiple separate graphs, each showing a di�erent metric, as seen in Figure
3.8. This was motivated by their desire to be able to view multiple simulation results
simultaneously for easier comparison. However, after this solution was implemented,
the users found that having multiple separate graphs required frequent scrolling,
which made comparisons between metrics less convenient. As a result, the user
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group suggested combining the graphs into a single, custom graph where di�erent
metrics could be visualized together. This approach was especially well received
by project managers and was therefore implemented (as seen in Section 4.4). To
preserve the ability to compare multiple metrics at once, the combined graph allows
the user to select two metrics simultaneously, assigning one to the left y-axis and
one to the right y-axis.

Figure 3.8: Initial implementation of dashboard displaying a subset of the graphs
available.

3.3 Usage of React

To create a dynamic, modular, and maintainable frontend, the project utilized the
built-in functionality of React. Its component-based architecture and robust ecosys-
tem made it a suitable choice for building an interactive and user-friendly web ap-
plication. Several key features of React were used in the project:

3.3.1 Custom Components

A typical approach when using React is to divide the application into smaller com-
ponents. These components can then easily be reused, modi�ed, and extended as
needed.

For example, the KPI cards (seen in Figure 3.9) were built upon the same base im-
plementation. The only di�erence between them was the corresponding data values.
This approach is comparable to a function: the component receives input data and
returns a standardized visual output.
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Figure 3.9: Dashboard card components.

An example of one of these functions can be seen in Listing 1, where a Dash-
board Card component is de�ned. TheDashboardCardcomponent is a React func-
tional component that accepts three props de�ned by theDashboardCardProptype:
title , value , and unit . The component returns a card with consistent dimensions
and styling, displaying the provided data in a structured format.

Changing a property, such as the card's width (e.g., from 260 pixels to another
value), would automatically apply to all instances of theDashboardCardcompo-
nent.

const DashboardCard = ({ title, value, unit }: DashboardCardProp) =>
{,!

return (
<Card className="w-[260px] flex flex-col">

<CardContent>
<Typography variant="subtitle1">{title}</ Typography>
<Typography

variant="display2">{value.toString()}</ Typography>,!

<Typography variant="caption2">{unit}</ Typography>
</ CardContent>

</ Card>
);

};
export default DashboardCard;

Listing 1: Display of ReactDashboardCardcomponent.

An example of usage of theDashboardCardcomponent can be seen in Listing 2,
where an array with elements of typeDashboardCardPropis being mapped over,
each creating newDashboardCardcomponents.
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const dashboardCards: DashboardCardProp[] = useDashboardCard();

{dashboardCards.map((card, index) => (
<DashboardCard

key={` dashboard-row1-${index} ` }
title={card.title}
value={card.value}
unit={card.unit}

/>
))}

Listing 2: Usage of DashboardCard component.

The array dashboardCardsis retrieved by calling the custom hookuseDashboardCards,
seen in Listing 3. Each object is populated with a title, a value, and a unit. The
value is retrieved by a utility function, presented later in Listing 5.

export function useDashboardCard(): DashboardCardProp[] {
if (!isSimulationDataAvailable()) return [];
const cards: DashboardCardProp[] = [

{ title: "Distance", value: getTotalDistanceKm (), unit: "km" },
{ title: "Duration", value: getDurationMinutes (), unit: "min"

},,!

{ title: "Average Speed", value: getAverageSpeed(), unit:
"km/h" },!

...
];
return cards;

}

Listing 3: Implementation of useDashboardCardhook.

3.3.2 Custom Hooks

React hooks [40] are special functions that let developers use state and other React
features without writing a class. To promote code reusability and maintain a clean
codebase, several custom React hooks were implemented. These hooks abstract re-
peated logic, simplify API communication, and manage form behaviors across the
application.

For example, creating a list of DashboardCardProps is handled by calling the
useDashboardCardfunction, as seen in Listing 3. This returns an array of objects
of type DashboardCardProp, later used as input props for renderingDashboardCard
components, as seen in Listing 2.
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Another important hook is useSimulationData , seen in Listing 4, which manages
the complexity of asynchronous simulation requests and associated states.

export function useSimulationData() {
const [data, setData] = useState<PredictEnergyResponse |

null >(null );,!

const [loading, setLoading] = useState< boolean>( false );
const [error, setError] = useState< string | null >(null );

const fetchSimulation = async (route: RouteConfiguration , truck:
TruckData) => {,!

setLoading( true );
setError( null );
try {

const result: PredictEnergyResponse = await
runSimulation(route, truck);,!

setData(result);
setSimulationData(result);

} catch (e) {
setError( ` Error: ${ e} ` );

} finally {
setLoading( false );

}
};
return { data, loading, error, fetchSimulation };

}

Listing 4: Implementation of useSimulationData custom hook.

This hook encapsulates the work�ow for running a simulation through the backend
proxy server. It internally manages three states using React'suseState :

ˆ data: PredictEnergyResponse | null - the output of the energy predic-
tion algorithm, or null if no simulation has been run.

ˆ loading: boolean - a state indicating whether a simulation request is cur-
rently in progress.

ˆ error: string | null - a string containing an error message if the request
fails, or null if there is no error.

The hook exposes afetchSimulation function, which triggers a POSTrequest to
the backend, sending the current truck and route con�gurations. It automatically
handles loading and error states, and stores the successful response both locally (for
immediate component use) and globally (throughsetSimulationData , enabling
shared access across the application).
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3. Method

By abstracting this logic into a dedicated hook, the codebase bene�ts from:

ˆ Cleaner UI components, as the loading and error-handling logic is abstracted
into the custom hook rather than being repeated in every component that uses
simulation data.

ˆ Improved reusability, as any component can easily trigger a simulation by
calling fetchSimulation .

ˆ Better separation of concerns, by keeping side e�ects and data management
outside the visual components.

Overall, useSimulationData played a central role in maintaining an organized ar-
chitecture and ensuring consistent behavior across the application.

3.3.3 States

E�cient state management was crucial to ensure a smooth and responsive user ex-
perience. React's built-inuseState and useEffect hooks were primarily used to
manage local component state, handle asynchronous updates, and synchronize user
input with system behavior.

Since the simulation API requires a few seconds to return results, it would have
been a poor user experience if the data disappeared after navigating between pages.
By saving the retrieved API response in local state, it became possible to switch
between pages while still maintaining access to the most recent simulation run.

3.4 Code Architecture & Runtime Flow

The application adopts a modular client-server architecture with integration to an
external backend API provided by Volvo Group. The architecture emphasizes a
clean separation of concerns across the client (frontend), server (proxy backend), and
third-party services (Volvo APIs), allowing for extensible development and maintain-
ability.

The architectural �ow can be interpreted through a typical user interaction: starting
the application, initiating a simulation, and interpreting the results. This section
presents a detailed walkthrough of how data �ows through the system, highlighting
the logical structure, runtime behavior, and key implementations made in the code-
base.

The architectural �ow of the application is illustrated in Figure 3.10, which shows
the logical component layers and data �ow between the client, proxy server, and
external Volvo APIs.
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