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Abstract
During recent years, there has been an increasing interest in additively manufactured superalloys for
load carrying structures. However, to fully utilize these components, it is necessary to understand
how the material response depends on the microstructure. For this purpose, multiscale modelling is
often used with crystal plasticity and FEM (CPFEM) for metals. While this method gives accurate
results, it is computationally demanding. However, recent research at Chalmers has resulted in a new
method, J-AMEN, which does not require FEM analysis and is less time consuming.

This thesis aims to compare CPFEM and J-AMEN, in order to investigate if J-AMEN gives as accu-
rate results as CPFEM, while requiring significantly less computational time. This will be done for
isotropic grain structure with equiaxed grains and an anisotropic grain structure, elongated grains,
which are represented by Representative Volume Elements (RVE’s). Two alloys will be investigated:
Alloy 718 and Alloy720Li. The response during loading will be studied using virtual testing of the
RVE’s to compute both the homogenized stress-strain response as well as the individual grains’ stress-
strain behavior. Both elasticity and plasticity will be studied. Additionally, in the plastic analysis,
the texture development of the grains will be studied.

For the elastic analyses, there is no significant difference in computational time when comparing the
two different methods. Therefore, either of the homogenization methods could be used for multiscale
modeling in elasticity and still produce accurate results. However, in the plastic analysis it can take
up to several hours to do the CPFEM analysis, while J-AMEN gives results almost instantly. When
comparing the homogenized stress-strain behavior for plasticity, J-AMEN gives an almost identical
material response to that from CPFEM. Therefore, J-AMEN can be replaced with CPFEM for this
type of analysis. The texture analyses for the different grain morphologies and the plasticity analysis
for elongated grains was only conducted for CPFEM, as it was not possible to further expand J-AMEN
during the time frame of this thesis. By developing J-AMEN in the future, these additional analyses
could be included, and the results can then be compared with the CPFEM results in this report.

Keywords: Additive manufacturing, Crystal plasticity, Finite Element Method, Microstructure, Elas-
ticity, Plasticity, Equiaxed grains, Columnar grains, Material modeling, Multiscale modeling.
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1 Introduction
During the recent years, an increasing interest in metal additive manufacturing (AM) has occurred
in both industry and research. This is due to the bene�ts of the processes, which include perfor-
mance improvement and its ability to produce complex geometries (Kok et al., 2018). AM generates
three-dimensional designs by coupling materials in a layer-by-layer process, where for instance metals
and components of alloys can be created. There are a variety of di�erent technologies that could
be executed for creating AM metals, including sheet lamination, powder bed fusion and directed en-
ergy deposition. These components can then be used in several industries that require load-carrying
structural elements, such as in aerospace. However, to fully utilize the metals created by AM, it is
important to have signi�cant knowledge of the microstructure.

The microstructure in�uences the engineering properties on macroscopic level, therefore it plays an
important role in understanding the material behavior. By analyzing a component on microscale,
a connection can be drawn to the macroscale through multiscale modelling (Wei et al., 2022). One
way to implement this method is by using a representative volume element (RVE), which represents
a signi�cantly large part of the microstructure. This is important, because the RVE must be able to
statistically represent the microstructure. An illustration of this is depicted in �gure 1.1, which shows
a metal beam with a part of its microstructure.

Figure 1.1: A macroscale beam with a part of its microstructure represented by an RVE.

In order to predict the material properties of AM metals, several software tools can be applied. Neper
is an open-source software, where di�erent grain morphologies can be generated (Quey & Kasemer,
2022). With Neper, it is possible to build models of microstructures similar to those obtained in
additive manufacturing. To predict the mechanical properties of the microstructure represented by
the RVE, crystal plasticity �nite element method (CPFEM) is frequently applied. However, current
research at Chalmers has provided an additional method through self-consistent based codes, which
can be used to predict these characteristics without using FEM.

1.1 Aim and objectives

The aim of this thesis is to evaluate the elastic and plastic behavior of the additively manufactured
Nickel-based alloys, Alloy 718 and Alloy 720Li, for di�erent grain morphologies created in Neper. The
analysis will be done at two di�erent microscopic levels. The material response will be evaluated for
each grain in the RVE, in addition to the entire RVE itself. This will be accomplished by using two
di�erent methods: CPFEM and a method with its origin in Eshelby's self-consistent model, where

1



1. Introduction

the latter has been developed through research at Chalmers. The results from the two modeling
approaches will then be compared with regards to accuracy and computational time.

1.2 Limitations

Since multiscale modelling of additively manufactured metals has gained attention the past few years,
there is a lot to be done in terms of research. Therefore, several limitations will be applied to ensure
that this study is completed within the decided time span, whilst sustaining a complexity �t for a
master's thesis.

The following list presents the applied restrictions:

ˆ Material - Various metals and alloys can be created with additive manufacturing. However,
this study will focus on Alloy 718 and Alloy 720Li.

ˆ Mechanical properties - Mechanical properties such as fatigue strength, can be analyzed for
AM metals. In this project, the properties examined will be limited to elasticity and plasticity
during monotonic loading.

ˆ Microstructure - Equiaxed and elongated grains will be reviewed, no analysis will be made on
a mixed grain structure.

ˆ Modelling - The analysis will be limited to the microscale and the homogenization to macroscale
behavior. Therefore, a full multiscale modelling procedure will not be implemented.

1.3 Method

To structure the work and make it achievable, a number of steps are implemented. This includes
studying literature on the topic and implementing a numerical procedure to solve the project tasks.

1.3.1 Literature and software study

Since several software's will be used in this thesis, the �rst step is to learn the di�erent softwares,
with focus on ABAQUS and Neper. This is done by running simple models in ABAQUS with grain
morphologies created in Neper. ABAQUS will be used for the FEM part of the project. The di�erent
commands in both applications are studied to be able to extract the best implementation for solving
the actual problem further along in the project. Simultaneously, a literature study is conducted on
the topic, including superalloy microstructures and crystal plasticity.

1.3.2 Numerical analysis

After the relevant information is gathered, a numerical analysis is applied to extract the elastic and
plastic properties for the nickel-based superalloy. This is done by creating RVE:s in Neper for di�erent
grain morphologies by utilizing the knowledge from the software study. The CPFEM analysis is con-
ducted in ABAQUS, whilst the self-consistent based software is written in Julia. In order to compare
the results from the two methods, the following topics will be analyzed:

ˆ How many grains are needed in the volume element to get a representative result?
ˆ How �ne mesh is needed to get converged results?
ˆ How will the overall (homogenized) stress-strain behavior be for di�erent microstructures?
ˆ How does the individual grains behave and how will texture develop during loading?
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2 Multiscale modelling of alloys
Implementing a multiscale procedure for metals includes modelling the material at di�erent scales
(Geers et al., 2017). In a simpli�ed procedure, this could include two levels: macroscopic and mi-
croscopic. Generally, the goal of multi-level-modelling is to predict the mechanical properties on the
macrolevel, by simulations of the underlying microstructure. On the microscale, the material response
is heterogeneous, which will a�ect the stress and strain responses on the macroscopic scale. In order
to understand the in�uence of the microstructure, a link between the di�erent scales needs to be ap-
plied. Homogenization is a method that is commonly utilized for solving multiscale problems (March
et al., 2023). With the microstructure as a foundation, a computational homogenization procedure
can be implemented to predict the e�ective material response on higher scales. An illustration of this
is exempli�ed in �gure 2.1, where the stress-strain response of a beam has been extracted from the
microstructure by implementing multiscale modelling.

Figure 2.1: Representation of multiscale modelling process. The �gure depicts how a part of the
microstructure can result in the stress-strain response in a macroscopic beam by using a multiscale

material model.

In this thesis, the focus will be on the microstructure. Di�erent RVE:s will be generated and analyzed,
in addition to analyzes on each grain of the RVE:s. However, there will be no full multiscale modelling
procedure, as homogenization will only be made on the RVE. In order to understand the sub-scale,
this chapter will focus on the morphology of the microstructure for additively manufactured alloys.

2.1 Microstructure of additvley manufactured alloys

Metals and alloys are typically polycrystalline. On the microstructural level, a polycrystalline metal
consists of several grains that are separated by grain boundaries (Mouritz, 2012). Each grain has its
own crystallographic orientation which can be further examined by analyzing the atomic structure.
Within each grain, the arrangement of the atoms is essentially identical. However, since the direction
of each grain is distinctive, the atomic con�guration will vary for the grains. A simpli�cation of
this is illustrated in �gure 2.2 which presents a two-dimensional surface of an RVE in the xy-plane.
The arrows show the alignment of each grain, where two grains have been highlighted. The red
lines represent the grain boundaries and the atomic structure of each grain is displayed regarding the
direction of the grains.
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2. Multiscale modelling of alloys

Figure 2.2: 2D illustration of grains with individual crystal orientations. The highlighted grains
depict the grain boundaries and atomic arrangement.

In AM, the metal solidi�cation can be performed with powder bed fusion (PBF) processes which
includes melting a bed of metallic powder with a radiative thermal source in a layer-by-layer process.
As the metal solidi�es, grains are created in a similar alignment as the thermal source (Dreelan et al.,
2023). Through this process, the grain orientations, known as the crystallographic texture are created.
In contrast to metals made by casting, AM metals created through laser powder bed fusion tend to
have �ner microstructures with either columnar, equiaxed or mixed grain structure (Narayana Samy
et al., 2023). In this report, columnar and equiaxed grains will be further examined and how they
a�ect macroscopic material properties.

2.2 Grain morphologies

The grain composition is mainly determined by two parameters, the solidi�cation rate (R) which de-
scribes how fast each layer solidi�es, and the local temperature gradient (G) which is the absolute
value between the liquid and the metal during solidi�cation (Hagenlocher et al., 2022). Since AM cre-
ates metals and alloys in a layer-by-layer fashion, the grain structure of each separate layer is a�ected
locally by the mentioned parameters.

In order to obtain columnar grains, low G/R ratios at the base of the melting bed is necessary
(Narayana Samy et al., 2023). Columnar grains are elongated in the build direction, with favoured
<001> crystal orientation, which results in textured grains and a anisotropic material response on
the macroscopic scale (Eshragi & Yoshioka, 2023), (Gundgire et al., 2020). This may prove to be
unfavorable when load is applied to the specimen. Additionally, elongated grains result in large grain
boundaries, which are vulnerable to crack initiation (Li, Huang, et al., 2021). However, there are
several advantages of anisotropy, one being enhanced creep resistance. In �gure 2.3 a variant of
a columnar microstructure is depicted as an RVE. The grains are elongated in the build direction
(z-axis), which gives di�erent grain structures in di�erent planes, as shown in the �gure.
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2. Multiscale modelling of alloys

Figure 2.3: Representation of a columnar microstructure by an RVE, with a two-dimensional
representation i the xz plane and the xy plane. The RVE is created in Neper and consists of 100

grains.

Equiaxed grains can be obtained during the solidi�cation process, where the columnar to equiaxed
transition can occur (CET) as a result of heterogeneous nucleation or through di�erentG/R ratios
(Narayana Samy et al., 2023). However, modifying theG/R ratio tends to be a complicated process.
The procedure of nucleation is that a master alloy is added to the melting bed, with the purpose of
creating a new structure of the grains (Greer, 2016). Through this approach, the growth of columnar
grains is prevented, and an equiaxed grain structure is the result.

The material behavior (on the macroscopic scale) of equiaxed grains is isotropic, which is an advantage
in di�erent aspects (Gundgire et al., 2020). Equiaxed grains have randomized crystallographic orien-
tation and therefore weak texture that indicate isotropy, which contributes to a more homogenized
microstructure (Todaro et al., 2020). Unlike columnar grains, equiaxed grains have increased resis-
tance to crack propagation and fatigue life (Li, Huang, et al., 2021). An illustration of an RVE with
equiaxed grains is shown in �gure 2.4 in addition to the surface in the xz plane. Since the grains are
equiaxed, the dimensions are similar in all directions. Therefore the microstructure will look similar
in all planes.

Figure 2.4: Representation of an equiaxed microstructure by an RVE, with a two-dimensional
representation in the xz plane. The RVE is created in Neper and consists of 100 grains.

Columnar and equiaxed microstructures have grains with di�erent crystal orientations, making them
anisotropic on the micro-scale. If the crystal orientations are random, the macroscopic response tends
to be isotropic, which is the case for equiaxed grains (Kumara et al., 2018). Meanwhile, columnar
grains are textured and are therefore anisotropic.
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2. Multiscale modelling of alloys

2.3 Nickel-based superalloys

The Nickel-based superalloy 718, often referred to as Inconel 718 (IN718), is commonly used in gas
turbines and jet engines due to its ability to exhibit strong material properties at high temperatures
(Zhong et al., 2019). IN78 is composed of di�erent metal elements with the weight percentage presented
in table 2.1. Usually, the grain structure of Alloy 718 is columnar (Gundgire et al., 2020). However
as discussed in chapter 2.2, equiaxed grain morphologies are possible to obtain.

Table 2.1: Chemical composition of Alloy 718 in weight percent.

Metal elements for Alloy 718 in wt%
Ni Cr Fe Nb Mo Mn Al Ti Co
50.0�55.0 17.0�21.0 Balance 4.75�5.50 2.8�3.3 <0.35 0.2�0.8 0.65�1.15 <1.0

Additionally, Alloy 720Li also performs well under high temperatures and is therefore used in gas
turbines (Daymond et al., 2007). In contrast to IN718, Alloy 720Li is a two-phase material, which
means that the material properties will vary for the grains based on the volume fractions. The weight
percent of phase 1 is 55%, while 45% weight percent is phase 2. The material composition of Alloy
720Li is presented in table 2.2.

Table 2.2: Chemical composition of Alloy 720Li in weight percent.

Metal elements for Alloy 720Li in wt%
Cr Co Mo W Al Ti C B Ni
18 15 3.0 1.25 2.5 5.0 0.020 0.032 Balance

The matrix phase of both alloys, 
 , is a Face-Centred Cubic (FCC) crystal formation (Zaikovska et al.,
2023). Here,
 represents the material in question. An FCC crystal consists of a cubic cell with atoms
at each corner in the cube, in addition to atoms in the centres of each face of the crystal (Flowers
et al., 2015). Since these cubic cells are connected to one another in crystalline structures, they share
atoms. Therefore, one FCC unit cube consists of four atoms in total: 1

8 th atom at each corner and
1
2 th atom at each face. Because of this, each side of the cube is identical. This is exempli�ed in �gure
2.5, by examining at the crystal structure of the grains in �gure 2.2. The black spheres represent the
atoms at each corner of the unit cube, while the blue spheres represent the atoms at the face.

Figure 2.5: Il lustration of an FCC crystal in a crystalline grain structure.
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3 Crystal elasticity and plasticity
Since Alloy 718 is a polycrystalline metal, the mechanical response of AM metals on the microscale
can be modelled by cubic elasticity and crystal plasticity. In this chapter, a brief summary of these
models will be presented.

3.1 Euler-Bunge angles

As discussed and illustrated in chapter 2, a polycrystalline metal consists of grains, where each grain is
considered as a crystal with a certain orientation. The crystallographic orientations can be described
by using Euler angles with the Bunge convention (Bunge, 1982). In order to describe the rotation of
the crystal, an arbitrary coordinate system of the specimen, can be de�ned. The coordinate system
can be described by the orthogonal normal vectorsex ; ey ; ez, which is illustrated in �gure 3.1a (Kelly
& Knowles, 2020). The crystal vectors is described with the crystal �xed coordinate systeme

0

x ; e
0

y ; e
0

z.
From �gure 2.5, it can be recalled that a crystal is built up of unit cells, which describes the rotated
coordinate system in �gure 3.1b.

(a) (b)

Figure 3.1: Coordinate systems on di�erent scales. (a) presents the coordinate systemex ; ey ; ez for
the specimen on the macroscale, while (b) represents the oriented coordinate systeme

0

xe
0

ye
0

z of a
unit cell.

To obtain the crystal orientation in terms of Euler-Bunge angles, three rotations are de�ned, where
the crystal starts by having the same coordinate system as the specimen (Kelly & Knowles, 2020).
Firstly, a rotation ' 1 around the ez-axis is de�ned which results in the base vectorse(1)

x , e(1)
y , e(1)

z .
Therafter, a second rotation � is made around thee(1)

x -axis, which results in the base vectorse(2)
x , e(2)

y ,
e(2)

z . The last rotation ' 2 is around the rotated axis e(2)
z , which results in the �nal coordinate system

e
0

xe
0

ye
0

z. The rotations of the coordinate system are presented in �gure 3.2, where (a), (b) and (c)
represent the �rst, second and third rotation, respectively. This procedure can also mathematically be
described with three rotation matrices. The rotated coordinate system due to' 1 is described by (3.1),
while (3.2) presents the coordinate system as a result of the rotation around thee(1)

x -axis. Lastly, (3.3)
shows the calculation for the �nal coordinate system. The rotations can vary between [0,360� ] for ' 1

and ' 2 , while � ranges between [0,180� ] (Chen et al., 2022).

h
e(1)

x e(1)
y e(1)

z

i
=

h
ex ey ez

i
2

6
4

cos' 1 � sin ' 1 0
sin ' 1 cos' 1 0

0 0 1

3

7
5 =

h
ex ey ez

i h
R ' 1

i
(3.1)

h
e(2)

x e(2)
y e(2)

z

i
=

h
e(1)

x e(1)
y e(1)

z

i
2

6
4

1 0 0
0 cos � � sin �
0 sin � cos �

3

7
5 =

h
e(1)

x e(1)
y e(1)

z

i h
R �

i
(3.2)
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3. Crystal elasticity and plasticity

h
e

0

x e
0

y e
0

z

i
=

h
e(2)

x e(2)
y e(2)

z

i
2

6
4

cos' 2 � sin ' 2 0
sin ' 2 cos' 2 0

0 0 1

3

7
5 =

h
e(2)

x e(2)
y e(2)

z

i h
R ' 2

i
(3.3)

In conclusion, the conversion fromexeyez to e
0

xe
0

ye
0

z, can be described by matrix multiplication of the
three rotation matrices in accordance with (3.4).

h
e

0

x e
0

y e
0

z

i
=

h
ex ey ez

i
R ' 1 R � R ' 2 (3.4)

To describe the total rotation matrix, R , of the crystal, the multiplication of the three transposed
rotation matrices is made (3.5).

R = ( R ' 1 R � R ' 2 )T = R T
' 2

R T
� R T

' 1
=

=

2

6
4

cos' 1 cos' 2 � sin ' 1 cos � sin ' 2 sin ' 1 cos' 2 + cos ' 1 cos � sin ' 2 sin � sin ' 2

� cos' 1 sin ' 2 � sin ' 1 cos � cos ' 2 � sin ' 1 sin ' 2 + cos ' 1 cos � cos ' 2 sin � cos ' 2

sin ' 1 sin � � cos' 1 sin � cos �

3

7
5

(3.5)

As mentioned in chapter 2.2, equiaxed grains have random orientation, while elongated grains tend to
have <001> orientation. In terms of Euler angles, this means that equiaxed grains are rotated for all
angles' 1 , � , ' 2 . However, the <001> orientation for columnar grains implies that there is only a
rotation around the ez-axis, thus, ' 1 is the only non-zero angle.

(a) (b) (c)

Figure 3.2: Representation of rotations with Euler-Bunge angles with regards to a reference
coordinate system: (a) �rst rotation, ' 1, (b) second rotation, � , (c) third rotation, ' 2.
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3. Crystal elasticity and plasticity

3.2 Pole �gures

Pole �gures can be used to graphically represent the crystal orientations described by Euler angles
(Tomé & Lebensohn, 2023). This can be done by taking a grain from the microstructure and imagining
its crystal orientation in the center of a sphere. By examining the sphere in di�erent planes, a two-
dimensional representation can be obtained and the result is a pole �gure. To exemplify this, it is
possible to look from the north pole of the sphere and examine an intersecting plane, similar to what
is presented in �gure 3.3. Here, the intersecting plane is marked in red, while the highlighted grain
represents the crystal orientation. In this example, the crystal directions are projected on the plane
in three places, which are marked in blue in the �gure. By implementing the same procedure for all
grains, the crystal orientations of all the grains in an RVE for a speci�c slip system can be added to
the pole �gure, as seen in �gure 3.3.

Figure 3.3: Il lustration of pole �gures for one speci�c crystal orientation and for several di�erent
orientations.

3.3 Elastic cubic symmetry

Generally, the elastic stress-strain behavior of a single cubic crystal is described in tensor form ac-
cording to (3.6) (Kelly & Knowles, 2020). Besides the crystal orientation given by the Euler angles,
three additional material parameters are required for de�ning linear elasticity of cubic crystals (Chen
et al., 2022). These are the sti�ness constantsC11, C12 and C44. The fourth order sti�ness tensor
is presented in Voigt form (in the crystal �xed coordinate system) in (3.7) and contains the three
sti�ness constants. Through this de�nition, the response under elastic strains can be described.

� ij = Cijkl " kl (3.6)

C = [ Cijkl ] =

2

6
6
6
6
6
6
6
4

C11 C12 C12 0 0 0
C12 C11 C12 0 0 0
C12 C12 C11 0 0 0
0 0 0 C44 0 0
0 0 0 0 C44 0
0 0 0 0 0 C44

3

7
7
7
7
7
7
7
5

(3.7)

9



3. Crystal elasticity and plasticity

3.4 Crystal plasticity

Plasticity occurs when an applied stress is large enough to cause permanent deformation (Kelly &
Knowles, 2020). Plasticity is induced by shear stresses, which results in gliding between atoms in
the crystal lattice, which remains undistorted during yielding. Gliding is de�ned by two parts of a
crystal moving relatively to each other, while maintaining constant volume. This can be presented in
a simpli�ed matter through �gure 3.4a, which illustrates a single crystal prior to plastic deformation,
while �gure 3.4b presents the gliding due to shear. If the imposed shear stress is not signi�cant enough
to cause plasticity, gliding does not occur and the crystal will deform elastically.

(a) (b)

Figure 3.4: Plastic response of a single crystal. The crystalline structure is depicted before loading
(a) and after applied shear force (b).

3.4.1 Slip systems

To elaborate on the de�nition of gliding, slip occurs on a crystal plane in a particular direction (Yang
& Park, 2003). As mentioned, this occurs due to shear stress and results in two parts of the crystals
moving relatively to one another. The crystal plane is often referred to as theslip plane, while the
direction in which it occurs is denoted as theslip direction. The slip plane and the slip direction,
together make up theslip system. Slip is more vulnerable on certain directions than others. Since slip
is caused by shear, the critical resolved shear stress (CRSS) value,� � , can be described bySchmid's
law (3.8). Where � , is the applied uniaxial stress. The angle between the applied load direction and
the slip direction is expressed by� , while � is the angle between the applied load direction and the
normal of the slip plane.

� � = � cos� cos� (3.8)

Depending on the characteristics of the crystal, a certain number of slip systems are possible (Yang
& Park, 2003). The FCC crystal structure has 12 slip systems in total, which is characterized by
the <1,1,0> slip direction and a {111} slip plane. In the {111} plane category, four di�erent slip
planes can be identi�ed: (111), (111), (111) and (111) (Sun et al., 2020). The coordinates are given
by Miller indices, where a line over a number indicates a negative value, thus1 = -1. Each slip plane
has three di�erent slip directions, hence 4x3=12 slip systems, all of which are presented in table 3.1.
The slip plane, m � , and slip direction, s� , are normalized (Zhang et al., 2021), (Dequiedt, 2018). For
clari�cation, an illustration of the slip plane (111) for a FCC unit cell is presented in �gure 3.5. The
three slip systems associated with the slip plane in table 3.1, are visualized in �gure 3.5 with regards
to the presented coordinate system.
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3. Crystal elasticity and plasticity

Table 3.1: Slip systems for a FCC crystal, and their related slip plane and slip directions. The
values are normalized.

Slip system � Slip plane normal, m �
0 Slip direction vector, s�

0
1 [110]

p
2

2 (111)/
p

3 [101]
p

2
3 [011]

p
2

4 [101]
p

2
5 (111)/

p
3 [110]

p
2

6 [011]
p

2
7 [011]

p
2

8 (111)/
p

3 [110]
p

2
9 [101]

p
2

10 [011]
p

2
11 (111)/

p
3 [101]

p
2

12 [110]
p

2

Figure 3.5: Representation of the slip plane (111) with its corresponding slip systems for an FCC
unit cells. Note: the slip planes and directions are not normalized in the �gure.

11



3. Crystal elasticity and plasticity

3.5 Theoretical model

To describe crystal plasticity in terms of material mechanics, a theoretical model needs to be presented
(Segurado & Llorca, 2013). This can then be implemented in the numerical analysis. The material
model is usually presented in terms of large deformations. However, in this report, the model will
be presented for small deformations to simplify for the reader. Although the stress-strain behavior
can be presented in terms of small deformations, the texture development during loading can only be
described by large deformations. Therefore, the material model for large deformations is presented in
Appendix B.

The plastic deformation occurs on multiple slip planes, where the plastic strain rate, _" p, can be
calculated by summing the shear rates,_
 � , of each slip system� (3.9).

_" p =
nX

� =1

_
 � (s�
0 
 m �

0 )sym � �

j� � j
(3.9)

Further, it is assumed that the crystals have an elasto-viscoplastic material response. Therefore the
shear rate, also referred to as the plastic slip rate, can be described according to (3.10) for each slip
system. Here, _
 0 represents the reference shear strain rate, whileg� is the critical stress on the slip
system. Furthermore, � � is the resolved shear stress andm de�nes the rate-sensitivity exponent.

_
 � = _
 0

�
j� � j
g�

� 1
m

sign(� � ) (3.10)

Through the traction vector t �
0 and the slip normal m �

0 , the resolved shear stress,� � can be obtained
by projecting the stress, � , on the slip system, which is described bys�

0 
 m �
0 (3.11).

� � = t �
0 � s�

0 = � : (s�
0 
 m �

0 ) (3.11)

From the expression (3.12), it is possible to de�ne the evolution of the critical shear stress of each
system. The hardening modulus is de�ned byh(
 ), while q�� represents the hardening coe�cient
that considers the impact from the other slip systems. The hardening coe�cient for the slip system
in question is represented byq�� . Here, 
 is the accumulated plastic shear strain on all the active slip
systems, as de�ned by (3.13). To de�ne the hardening modulus,h(
 ), Voce hardening model is applied
for single crystals (3.14). In this expression,h0 and hs describe the initial and the saturation hardening
respectively, while � s represents the saturation shear stress. In addition, to describe hardening in this
model, the initial critical shear stress, g� (
 = 0) = � 0, needs to be de�ned.

_g� = q�� h(
 ) _
 � +
X

� 6= �

q�� h(
 ) _
 � (3.12)


 =
X

�

Z
j _
 � jdt (3.13)

h(
 ) = h0 +
�

h0 � hs +
h0hs


� s

�
e� h0 
=� s (3.14)
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4 Numerical implementation
CPFEM and J-AMEN are two di�erent homogenization methods for predicting the macroscopic ma-
terial response during loading, and therefore the implementation techniques deviate from each other,
as presented in �gure 4.1. For CPFEM, several steps need to be performed before results can be ob-
tained. Firstly, the desired grain morphologies with their crystal orientations need to be created and
meshed in Neper. Thereafter, user-de�ned scripts for the crystal plasticity material model (UMAT)
and boundary conditions (DISP) need to be created and plugged into Abaqus for the simulations. The
simulations are done on the cluster provided by C3SE. The results are extracted by Python scripting
and the post-processing for the homogenization is done in MATLAB. For J-AMEN, the procedure is
di�erent. While CPFEM requires the meshed RVE, J-AMEN only needs the Euler angles and number
of grains from Neper. This can then be inserted into the code containing the material model, written
in Julia, after which results are almost instantly given (1-2 minutes). In this chapter, an overview of
the di�erent steps for the two methods will be presented, and an explanation of J-AMEN software
will be provided.

Figure 4.1: Necessary steps for implementing CPFEM and J-AMEN. In this �gure, the necessary
steps for CPFEM are marked in green, while steps marked in orange represent J-AMEN.

4.1 Generation of grain morphologies

Neper is an open-source software where Voronoi tessellation can be used to generate models for grain
structures and then mesh them (Quey & Kasemer, 2022). In other words, Neper creates the RVE's for
di�erent microstructures. Since equiaxed and elongated grains are to be examined in this project, the
settings in Neper need to be adjusted to �t the desired grain structure. This is done in the "Tessellation
module", -T . The 3D representations of the microstructure are then meshed in the "Mesh module",
-M. In this step, an input �le for the mesh can be created and used for the simulations in ABAQUS.
In Neper, each grain is meshed separately, i.e. the software does not mesh the entire RVE with respect
to the chosen mesh size. In this report, the grains are meshed by deciding arelative characteristic
length (rcl), that relates to the average grain size and results in a speci�c number of elements for each
grain.
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4. Numerical implementation

The equiaxed microstructure is created by controlling the diameter size and the sphericity of the
grains. For the diameter, a lognormal distribution of mean 1 and standard deviation of 0.01 are chosen.
Similarly, a lognormal distribution of the sphericity is decided with a mean value of 0.145 and standard
deviation of 0.01. The low standard deviation ensures that the variation between grains is limited,
which results in an equiaxed microstructure. Additionally, Euler angles with random orientation are
speci�ed for the grains. For elongated grains an aspect ratio is given, instead of diameter and sphericity.
Microstructures with aspect ratios of 1:2 - 1:10 are created to get a description of the variation in
the stress-strain behavior within elongated grains. The Euler angles are generated such that there is
only a random orientation around the build direction, in this case the z-axis. However, the di�erent
grain morphologies are meshed correspondingly, with linear tetrahedral elements. In ABAQUS, this
corresponds to C3D4 elements. In �gure 4.2a, the meshed RVE for 500 equiaxed grains is presented.
Similarly, 4.2b and 4.2c present elongated grains with aspect ratio 1:2 and 1:5 respectively, for the
same number of grains.

(a) (b) (c)

Figure 4.2: Generated RVE's in Neper with 500 grains for the following grain morphologies: (a)
equiaxed, (b) elongated with aspect ratio 1:2 (c) elongated with aspect ratio 1:5.

4.2 Material model

To predict the material response for CPFEM, a material model needs to be de�ned. In ABAQUS, a
built in material model for crystal plasticity does not exist and therefore it needs to be user de�ned.
This is done through a UMAT-�le, which is a Fortran script provided by the user for the desired ma-
terial model (ABAQUS, 2006). In this case, the UMAT is de�ned in terms of large deformations. The
UMAT used in this report has been created by Prof. Magnus Ekh, where equations (B.1)-(B.9) from
the theoretical model in Appendix B have been implemented. For this UMAT, it is necessary to de�ne
14 material parameters. This includes the three Euler angles of each grain, and the elastic sti�ness
constants discussed in chapter 3.3. Additionally, the material parameters for plasticity presented in
Appendix B need to be de�ned (it should be noted that the corresponding material parameters for a
small deformation crystal plasticity model are given in chapter 3.5).

As previously stated, the Euler angles will be di�erent for all grains regardless of the grain structure.
However, for Alloy 718 the material parameter values are identical for all grains and are presented in
table 4.1. Similarly, the material parameter values for the two phases of Alloy 720Li are disclosed in
table 4.2, where the properties will vary based on the volume fractions as described in chapter 2.3.
Therefore, 55% of the RVE's volume will correspond to phase 1, while phase 2 will be applied to the
remaining grains. It should be noted that for the elastic analysis, the yield strength, � 0, is set to a
high value to ensure an elastic response. Also,q�� will be equal to 0.99 for all analyses except for the
texture development, where the value will be equal to 2. Now, in addition to the mesh input �le from
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4. Numerical implementation

Neper, an input �le that contains the Euler angles and necessary material parameters for each grain
can be created.

Table 4.1: Material parameter values for Alloy 718. All values are given in MPa, except for_
 0

which is in 1/s while m, q�� and q�� are unitless.

C11 C12 C44 _
 0 m hs h0 � s � 0 q�� q��

259 600 179 000 109 600 0.1 0.017 300 6000 598.5 465.5 1 0.99/2

Table 4.2: Material parameter values for Alloy 720Li. All values are given in MPa, except for_
 0

which is in 1/s while m, q�� and q�� are unitless.

Material C11 C12 C44 _
 0 m hs h0 � s � 0 q�� q��

Phase 1 254 600 170 900 137 400 0.1 0.017 35 60 381 376 1 0.99/2
Phase 2 249 215 165 069.7 131 645.5 0.1 0.017 754 798 389 384 1 0.99/2

4.3 Virtual testing

In this report, virtual testing is used to understand the material response during loading. With virtual
testing it is possible to control the boundary conditions on macroscale, such that the specimen only
experiences load in one direction. This is illustrated in �gure 4.3, where (a), (b) and (c) present the
cases of pure tension, while (c), (d) and (e) represent the three cases of pure shear. In this thesis,
the displacements will be controlled, such that all strains are equal to zero except for the prescribed
strain. The strain will have the same magnitude on microscale. Similarly to UMAT, this procedure
needs to be user de�ned for CPFEM through a Fortran script called DISP (ABAQUS, 2006). For the
elastic analysis, a strain of 0.1% is applied for all directions. When studying plasticity, the strain is
increased to 5% and for the texture analysis the strain is 20%. The �nal input �le that describes the
boundary conditions can now be created and the ABAQUS simulations can be done in the cluster.
Virtual testing can also be performed with periodic boundary conditions. They have the bene�t that
a smaller volume element can be used to get a representative response but they are more di�cult to
implement in Abaqus. Hence, the virtual testing procedure with linearly varying displacements on
the boundaries (as illustrated in �gure 4.3) has been adopted in this thesis.

Figure 4.3: Virtual testing cases, pure tension in: (a) x-direction, (b) y-direction, (c) z-direction.
Virtual testing cases, pure shear in: (d) xy-direction, (e) xz-direction, (f) yz-direction
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4.4 Computational homogenization

From Abaqus, the results are extracted through Python scripting. For the computational homoge-
nization, it is necessary to select the stresses (S), the strains (E, LE), the element volume (EVOL)
and certain solution-dependent state variables (SDV) that are de�ned in the UMAT. Afterwards, the
homogenization calculations are done in MATLAB for the entire RVE, in addition to each grain in
the RVE. An illustration of the two di�erent homogenization levels is presented in �gure 4.4, where
the separate notations for the homogenized stress and strain are introduced.

Figure 4.4: Il lustration of the two di�erent homogenization levels, the RVE and the grains, that
are examined in the thesis.

4.4.1 RVE

The homogenization procedure for the entire RVE is conducted over the total volume of the cube,
according to (4.1). Here,Ve is the element volume, and� e is the centroid stress in the corresponding
element. By choosing the stress in the center of the element, it is ensured that an average element
stress is extracted. The product of these values is then summed and divided with the complete volume
of the RVE and the result is the homogenized stress,� . This is applied for all the normal and shear
stress components and results in an averaged stress over the specimen. Similarly, by exchanging the
stress with the strain, an implementation of this procedure can be utilized to get an averaged strain
distribution, " , for the RVE (4.2).

� =
1
V

nelemX

e=1

Ve � e (4.1)

" =
1
V

nelemX

e=1

Ve " e (4.2)

As mentioned, virtual testing is used for all analyses and ensures that the macroscopic strain is only
applied one component at a time. It is especially useful for the elastic procedure as it allows for the
homogenized stress-strain behavior to be described through the elastic sti�ness tensor. This can be
exempli�ed by the virtual testing case, "11 6= 0 . The �rst step is to assume the equation system
in (4.3), which describes Hooke's law. After the stresses from ABAQUS have been extracted and
homogenized, the� values will be known. Additionally, the applied strain is known from the analysis
and can also be homogenized to get" . Therefore, it is possible to solve for the homogenized sti�ness
tensor, E, column by column.

16



4. Numerical implementation

2

6
6
6
6
6
6
6
4

� 11

� 22

� 33

� 12

� 13

� 23

3

7
7
7
7
7
7
7
5

=

2

6
6
6
6
6
6
6
4

E 1111 E 1122 E 1133 E 1112 E 1113 E 1123

E 2211 E 2222 E 2233 E 2212 E 2213 E 2223

E 3311 E 3322 E 3333 E 3312 E 3313 E 3323

E 1211 E 1222 E 1233 E 1212 E 1213 E 1223

E 1311 E 1322 E 1333 E 1312 E 1313 E 1323

E 2311 E 2322 E 2333 E 2312 E 2313 E 2323

3

7
7
7
7
7
7
7
5

2

6
6
6
6
6
6
6
4

"11

"22

"33

2"12 = 
 12
2"13 = 
 13
2"23 = 
 23

3

7
7
7
7
7
7
7
5

(4.3)

By de�ning the strain according to (4.4), it is possible to ensure that strain only occurs in one
component. If the stated strain is implemented into (4.3), it becomes clear that only the �rst column
of E can be decided, which will be scaled depending on the magnitude of the applied strain according
to (4.5). In a similar matter, this can be done for all virtual testing cases. The �nal result would
then give the full homogenized elastic sti�ness tensor,E. After the sti�ness tensor has been de�ned,
it is possible (for an isotropic volume element) to identify the elasticity modulus, E and the shear
modulus, G or Poisson's ratio, � . This is done according to Appendix A.
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It should be noted that this procedure will only be presented for equiaxed grains without texture as
mentioned in chapter 1.2. In chapter 2.2, it is mentioned that equiaxed grains without texture give
a homogenized isotropic material behavior. Therefore, the elastic sti�ness tensor,E, should resemble
the isotropic sti�ness tensor, D (Ottosen & Petersson, 1992), here shown in Voigt form.

D =
E

(1 + � )(1 � 2� )

2

6
6
6
6
6
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1 � � � � 0 0 0
� 1 � � � 0 0 0
� � 1 � � 0 0 0
0 0 0 1

2(1 � 2� ) 0 0
0 0 0 0 1

2(1 � 2� ) 0
0 0 0 0 0 1

2(1 � 2� )
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7
7
7
7
7
7
7
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(4.6)

For plasticity, the homogenized result for the RVE is evaluated di�erently. Similarly to the elastic
analysis, equations (4.1) and (4.2) are used to calculate the stresses and the strains for di�erent virtual
testing cases. However, several time-steps are required to solve the non-linear analysis. Therefore, the
stresses and strains have to be homogenized for all time-steps. Thereafter, the result is gathered in
stress-strain diagrams for the di�erent load cases.

4.4.2 Individual grains

When analyzing the average behavior of the individual grains, the stresses and strains are calculated
through a grain volume average, similarly to the procedure in chapter 4.4.1. However, the di�erence is

17



4. Numerical implementation

that each grain is examined separately. All the grains have di�erent number of elements with a certain
volume, therefore the stress calculation is done in accordance with (4.7). Once again, it should be
noted that the calculations are done for simulations with virtual testing. After the stresses have been
calculated for all grains, the stress distribution is plotted to get a visualization of how the stresses
vary for the grains in the RVE. The strains can be calculated and plotted in a similar matter (4.8).

� grain =
1

Vgrain

nelemX

e=1

Ve:grain � e:grain (4.7)

" grain =
1

Vgrain

nelemX

e=1

Ve:grain " e:grain (4.8)

For the plastic analysis, the procedure is extended to include texture analyses of each element in each
grain. As previously mentioned, the individual grains have a speci�c orientation described by Euler
angles. When the specimen is loaded and deformed, the crystal orientations change. In CPFEM,
each grain consists of several elements, which prior to deformation have the same crystal orientations.
When loading is applied, each element is deformed individually. Therefore, it is necessary to evaluate
the new slip directions for all the elements in the RVE after loading, which is done through B.11.
To get the elastic deformation gradient, Fe, SDV data related to F and Fp is extracted from the
user subroutine, UMAT, in ABAQUS. From there, Fe can be calculated by utilizing equation (B.1).
Thereafter, the new slip directions can be illustrated with pole �gures by using standard MATLAB
commands. It is also possible to calculate the new Euler-Bunge angles with equations (B.10)-(B.12).
Afterwards, the new Euler angles can be used for plotting texture development in MTEX, which is
an open-source MATLAB software that speci�cally focuses on illustrating crystallographic textures.
However, in this report, the texture will be presented by own MATLAB pole plots of the slip directions.

4.5 J-AMEN

J-AMEN is an in-house code created by Dr. Jim Brouzoulis, which applies an elastic-plastic self-
consistent (EPSC) based homogenization technique. It assumes that all grains are shaped in an
ellipsoidal shape which is then surrounded by a homogeneous medium of in�nite size (Li, Larsson,
et al., 2021). The instantaneous sti�ness tensor (d�� /d �� ) of this medium is the volume average of the
instantaneous sti�ness of all grains. Since EPSC modelling does not include interaction of the grains
or inhomogeneous behavior within grains as in CPFEM, the method is more approximate. However,
self-consistent based codes such as J-AMEN, require considerably less computational time compared
to CPFEM simulations.

For equiaxed grains, the ellipsoid shapes can instead be represented with spheres. Similarly to CPFEM,
an RVE can be used to represent all the grains. As a simpli�cation, a 2-dimensional surface of the
RVE can be seen in �gure 4.5a. Here, each square in the grid represents a grain and its crystal
orientation, marked in grey, with its surrounding medium, in white. By examining a 3-dimensional
representation of one of the squares in �gure 4.5b, it is possible to view the spherical representation of
the grain surrounded by its in�nite homogeneous matter. Material properties and crystal orientations
needs to be de�ned for all the grains, similarly to what is done in CPFEM. In J-AMEN, loading can
then be applied on each grain representation with regards to virtual testing and the results are almost
instantly obtained. Since the material model and the load is de�ned in J-AMEN, it is not necessary
to provide user de�ned codes such as UMAT and DISP. Additionally, J-AMEN does not require the
meshed RVE from Neper. Therefore, only the crystal plasticity properties, Euler-Bunge angles and
the de�ned loading are needed as input to the code.
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(a)
(b)

Figure 4.5: Simpli�ed illustration of the RVE assumption for EPSC based modelling. A 2D
illustration of the RVE can be seen in (a), with a 3D presentation of a single grain representation

in (b).
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