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Investigating the VLBI Scale Behaviour
How is the VLBI Technique De�ned Scale A�ected by the Session Network Compo-
nents?
FREDRIK NYSTRÖM LINDÉ
Department of Space, Earth and Environment
Chalmers University of Technology

Abstract

In preparation of the latest realisation of the International Terrestrial Reference
Frame (ITRF), the ITRF2020, the Very Long Baseline Interferometry (VLBI) so-
lution displayed some strange behaviour in regards to its scale factor. Some clear
reason for what can only be described as a scale drift, has yet to be observed, while
several possible reasons have been discussed. In this thesis we aim to investigate the
VLBI scale factor based on the Onsala Space Observatory (OSO) individual VLBI
solution to �nd any obvious correlation between the scale drift and the components
of a VLBI session network. A large portion of the work was spent developing a
toolbox in MATLAB to analyse VLBI solutions, and to estimate the seven Helmert
parameters for transformation between di�erent terrestrial reference frames (TRFs).
With these tools we looked at the e�ects of simulating an erroneous uplift model
by arti�cially adding motion to stations distributed around the globe. The results
indicated that the necessary uplift error to cause such a drift would have to be in
the magnitude of cm/yr. Then we also used the software package ASCOT to repro-
cess global VLBI solutions while excluding stations that had experienced di�erent
technical issues, or on the hypothesis that network volume or distribution would
have an e�ect. The results of excluding stations with technical issues proved most
promising in reducing the scale drift, while removing stations based on the network
distribution seemed to have the opposite e�ect. Our results indicate that the VLBI
scale drift problem seem to be the result of a combination of factors, and there are
surely other aspects at play as well.

Keywords: VLBI, IVS, ITRF, scale factor, OSO, space geodesy, Helmert parameters.
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1
Introduction

In today's world we make much use of, and rely heavily upon, the ability to ac-
curately determine positions. Whether it is science, agriculture, land surveying, or
simply �nding the nearest store around the corner, we expect to have accurate co-
ordinates readily available. But these coordinates or positions must always be given
in relation to a set reference frame. While there exists both global and regional
reference frames, the International Terrestrial Reference Frame (ITRF) is the most
accurate realisation of the Terrestrial Reference Systems (TRSs).

Every few years an updated realisation of the ITRS, that is the ITRF solutions,
is produced with the inclusion of new data, from the combination of geodetic prod-
ucts of the four major space-geodetic techniques. These are the Global Satellite
Navigation Systems (GNSS), Satellite Laser Ranging (SLR), Doppler Orbitography
Radiopositioning Integrated by Satellite (DORIS), and Very Long Baseline Interfer-
ometry (VLBI). None of these techniques are able to accurately realise the ITRS on
their own, and they each have their own strengths and weaknesses. By combining
the techniques through the use of globally distributed co-location sites, that is sites
with two or more space-geodetic instruments operating very close to each other, the
strengths of each technique is able to be utilised to a larger extent.

With every new ITRF solution, the newest iteration is usually validated by compar-
ing it to past realisations of the ITRF. This can be done by performing a so-called
Helmert transformation which is a similarity transformation of seven parameters,
three translation components, one scale factor, and three rotation angles. The scale
factor in particular is determined from the products of the VLBI and SLR tech-
niques. However, during investigations by Altamimi et al. (2022) in preparation
for the upcoming model ITRF2020, the time series of the VLBI scale beginning
around 2014 appeared to show what can only be described as a positive drift. This
was alarming because one of the major contributions from the International VLBI
Service for Geodesy & Astronometry (IVS, see Nothnagel et al. 2017) is this scale
factor. While only appearing as a visual phenomena at �rst, it was deemed appro-
priate to investigate this behaviour of the scale factor and attempt to �nd out why
it might be drifting or experiencing larger scatter.

This Master's thesis project is aimed at investigating this scale behaviour as observed
in the time series of the VLBI solutions. Several possible reasons for this behaviour
have been brought into discussion, and this project focuses on investigating some
correlation between the scale and the components of the VLBI station network. This
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1. Introduction

is accomplished by reprocessing individual VLBI solutions using existing software,
but perhaps more importantly through the development of a VLBI session analysis
toolbox in MATLAB. This work would not have been possible without the enormous
help and e�ort from the Division of Geoscience and Remote Sensing at the Onsala
Space Observatory (OSO), the Swedish National Facility for Radio Astronomy, and
Lantmäteriet - the Swedish Mapping, Cadastral, and Land Registration authority.

As a �nal note, because this work is based on comparing di�erent solutions of
the ITRF, it should be made clear which version has been used. At the start of
this project in January of 2022 the last published iteration was the ITRF2014, and
thus all work, analysis and preliminary results from this project are based on the
ITRF2014 as the reference frame for comparison. Towards the end of this project,
in April of 2022, the ITRF2020 solution was published. While the work was not
able to be moved to the ITRF2020 in time, it should be noted that the VLBI scale
behaviour had still not been resolved with no clear observations as to what might
be causing it.
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2
Background

This chapter aims to give the reader a basic understanding ofterrestrial reference
systemsand terrestrial reference frames. These concepts are then put into context
through the ITRS and ITRF, and brie�y discusses how these can be used in prac-
tice. Lastly the VLBI technique is discussed in more detail, as well as the VLBI
contribution to the ITRF coordinated by the IVS.

2.1 Understanding a TRS and TRF

Geodesy at its core relies on accurately determining positions of points on the Earth,
based on some coordinate reference system. Whether it is land surveying or map-
ping, or tracking for instance crustal motion or polar motion, these points must be
determined in relation to some form of spatial reference system. Such a coordinate
system viewed from the Earth is called a Terrestrial Reference System (TRS), and
its corresponding physical realisation is called a Terrestrial Reference Frame (TRF).
Before continuing further it is important to understand the fundamental di�erence
between a TRS and TRF. A TRS should be thought of as the theoretical de�nition
of a coordinate system, which is distinguished from its physical realisation. The
TRS is the set of regulations, conventions, and mathematical models that are used
to de�ne the properties of a coordinate system such as origin, scale, orientation, and
also how these properties change over time.

In practice a TRS de�nes a three-dimensional reference frame around the Earth
that co-rotates with it, as opposed to a celestial reference system (CRS) that is
�xed to the stars in space (Altamimi et al. 2001). In the context of this project,
only geocentric systems are considered, that is with the point of origin close to the
center-of-mass (geocenter) of the entire Earth system which includes the entire solid
Earth and its atmosphere. Furthermore, as described by Petit and Luzum (2010)
and in Angermann et al. (2013), the coordinate system is made up of three right-
handed, orthogonal base vectors of equal length. The length of the unit vectors
de�nes its scale and should be close to an SI meter (Petit and Luzum 2010). The
orientation of the reference system is said to be equatorial and should be oriented
so that the z axis is in the direction of the poles, and thus (considering Cartesian
coordinates) thex and y axes both pass through the Equator due to them being
orthogonal. Additionally, as seen in Figure 2.1, thex axis passes through the Green-
wich meridian, or longitude 0� in a geographic coordinate system (Petit and Luzum
2010).

3



2. Background

Figure 2.1: A conventional TRS with its origin at the Earth's geocenter,z axis
through the poles, andx and y axes through the Equatorial plane.

With an ideal TRS de�ned, the actual physical realisation of the system is what is
called a TRF. A TRF consists of a set of physical points whose coordinates have
been precisely determined. The realisation is done using any of the four major space-
geodetic techniques, and the physical points on the Earth's surface correspond to the
network of ground stations, receivers, or equipment for each respective technique.
That is, radio telescopes for VLBI, laser telescopes for SLR, and receiver antennas
for GNSS that all perform various kinds of measurements. The DORIS technique
works a bit di�erently and instead only emits a signal from each beacon. In prin-
ciple this means that each of the four techniques compute and realise their own
model of a TRF, based on their own network of ground stations. Furthermore, such
a TRF is only valid for the reference epoch, or moment in time, of the measurements.

Because of many di�erent applications for reference frames, there are not only global
realisations of a TRS, but there can also be local or regional realisations. One such
example is the European Terrestrial Reference System 1989 (ETRS89) which is a
reference system local to the Eurasian Plate (Bruyninx et al. 2017). This reference
system can in turn be realised even more locally, for instance as the Swedish ref-
erence frame SWEREF 99 (Jivall and Lidberg 2000). The idea for more regional
reference systems is so that coordinates will not change due to continental drift, but

4



2. Background

also because the Earth is not a perfect ellipsoid and each region around the globe
might be best approximated by an ellipsoid other than the global estimate.

2.2 Helmert Transformation Between TRFs

Sometimes it is necessary to transform coordinates between two di�erent reference
frames. The standard approach to do this is to apply a seven parameter similarity
transformation, often called the Helmert transformation (Petit and Luzum 2010).
The seven parameters consist of three translation components (usually denoted as
Tx , Ty, and Tz), one scale factor (often denotedD), and three rotation angles (de-
noted as rotation around each respective axis asRx , Ry, and Rz). To also describe
the time evolution between two reference frames the �rst time derivative of each of
the seven parameters is used, for a total of fourteen parameters.

Such a transformation is necessary because despite each physical point being �xed
at a given moment in time (the reference epoch), be it an antenna phase center,
or some ground marker, the actual coordinates of this point in di�erent reference
frames will deviate slightly. This is illustrated in Figure 2.2 which displays the �rst
seven Helmert parameters necessary to derive the positions of a point in two ref-
erence frames. The translation parameters could be considered as the distance to
travel, and the rotation parameters as the rotation around each of the axes, to arrive
at the same point in the second reference frame.

Figure 2.2: Visualisation of each of the seven Helmert parameters and the total
transformation. (Original image by: Malys et al. 2021)

5



2. Background

By applying the seven (or fourteen) Helmert parameters the transformation between
two frames can be expressed in either position, time evolution, or both. However,
note that the parameters to transform from one reference frame to another are unique
to that set of frames. The transformation formula for both the set of positions and
rates between two reference frames (from frame 1 to frame 2) can be written as
(Altamimi et al. 2017b)
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where the coordinatesx, y, and z in the left-hand side of the equation corresponds
to the point in the reference frame being transformedto (denoted with subscript
2), and the coordinates in the right-hand side corresponds to the same point but in
the reference frame being transformedfrom (denoted with subscript 1). D denotes
the scale factor whileT and R denote the translation vector and rotation matrix,
respectively, given by
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The dotted parameters of the coordinates (_x, _y, _z) and the Helmert parameters
( _T, _D, _R) designate their respective �rst time derivatives, or sometimes called rates.

Furthermore, each pair of TRFs require a unique set of Helmert transformation
parameters. As such, these should be provided in any application where a transfor-
mation between TRFs is necessary. Equation (2.1) also assumes that the positions
of each point are valid at the same reference epoch, or else that they have been
propagated to a common moment in time. For each pair of reference frames the
transformation is only valid one-way, from one frame to the other. Transforming
back to the original reference frame require the coordinate subscripts1 and 2 to be
switched, and for the transformation parameters to have their signs changed (Al-
tamimi et al. 2017b).

To give a sense of magnitude of a typical Helmert similarity transform, the trans-
lation parameters are usually given in the unit millimeter, the unitless scale factor
in parts-per-million (ppm) or parts-per-billion (ppb), the rotation parameters in
milliarcseconds, and their respective time derivatives are given per year.
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2.3 Estimation of the 7-Parameter Transforma-
tion

Each set of transformation parameters to transform coordinates between two refer-
ence frames are valid for every physical point in the frame. However, if considering
just a single point at a time, in reality each point will likely require a slightly dif-
ferent set of parameters to transform the coordinates. Because of this a (weighted)
least-squares approach is usually used to estimate the transformation parameters
and their respective errors for each set of reference frames.

To estimate the seven parameter transformation the �rst step is to �nd reference
points in a network whose coordinates are known precisely both prior to and after
the transformation. Using the positions of these points in both reference frames
in conjunction with the �rst row of Equation (2.1), an equation system can be set
up suitable for a least-squares solution. To determine all seven parameters, and
since each reference point yields three equations due to itsx, y, and z coordinates,
it should be noted that at least three reference points common to both reference
frames are necessary, or else the system will be rank-de�cient.

Thus, three equations can be constructed using thex, y, and z coordinates for
a station, following Equation (2.1). Moving the �rst term of coordinates in the
right-hand side to the left-hand side, each set of station positions yield the following
system of three equations

8
>>>>>><

>>>>>>:

x2 � x1 = Tx + D � x1 + Ry � z1 � Rz � y1 ;

y2 � y1 = Ty + D � y1 � Rx � z1 � Rz � x1 ;

z2 � z1 = Tz + D � z1 + Rx � y1 � Ry � x1 :

(2.2)

After stacking the system of Equations (2.2) for every stationi in the network
common to both TRFs, the fully stacked equation system can be used to solve for
the seven Helmert parameters. Perhaps more easily digestible (and more easily ap-
plicable to any computational software) is the matrix form of the equation system
(Petit and Luzum 2010)

b=

0

B
B
B
B
B
B
B
B
B
B
B
B
@

...
x i

2 � x i
1
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1
...
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C
C
C
C
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C
C
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...
1 0 0 x i

1 0 zi
1 � yi

1

0 1 0 yi
1 � zi

1 0 x i
1

0 0 1 zi
1 yi

1 � x i
1 0

...
...

...
...

...
...

...

1

C
C
C
C
C
C
C
C
C
C
C
C
A

;

where b is the so-called vector of observations, andA is the design matrix whose
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seven columns correspond to each of the seven transformation parameters, three
translation, one scale factor, and three rotation angles. When solving this system
of equations the ordinary least-squares method can be used, with the risk of the
solution being sensitive to outliers. Weighted least-squares could be applied instead
if, for instance, the formal errors of the station positions in the transformed frame
are known.

2.4 Realisation of the ITRS - The ITRF

The reference system that has been formally adopted by the geodetic community is
the ITRS. The ITRS has been thoroughly de�ned by the International Earth Rota-
tion and Reference System Service (IERS) in Petit and Luzum (2010). The IERS
is also in charge of the realisations of a terrestrial and a celestial reference system,
the ITRF and the ICRF, respectively. Because of new and improved space-geodetic
equipment, and newer and more accurate models for various phenomena a�ecting
said equipment, the IERS also works continuously by maintaining the ITRF, which
is updated every few years. The fully detailed descriptions and explanations of each
iteration of the ITRF is available through their respective authors, with the most
recent iteration being the ITRF2020 (Altamimi et al. 2022).

To be able to realise the ITRF, the ITRF team receives contributions from the
four major space-geodetic techniques through their respective services, the Inter-
national GNSS Service (IGS), the International VLBI Service for Geodesy & As-
tronomy (IVS, see Nothnagel et al. 2017), the International Laser Ranging Service
(ILRS), and the International DORIS Service (IDS). Because all four techniques are
being used, the network of stations is distributed all over the globe. The network of
sites used to establish the ITRF2020 can be seen in Figure 2.3. It should be noted
that the distribution of sites is inhomogeneous between the Northern and Southern
Hemispheres for some of the space-geodetic techniques.
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Figure 2.3: Map of all technique-speci�c ITRF2020 network sites. Sites containing
equipment from two or more space-geodetic techniques are called co-location sites
and are essential in realising the ITRF2020. (Credit:https://itrf.ign.fr/en/s
olutions/itrf2020 )

Table 2.1: The ITRF2020 contributions from each of the four major space-geodetic
techniques, during their respective time spans.

Technique Time span # of solutions # of sites

DORIS 1993.00-2021.00 1456 weekly 87
GNSS 1994.00-2021.00 9861 daily 1159
SLR 1983.00-1993.00

1993.00-2021.00
243 fortnightly
1460 weekly

100

VLBI 1980.00-2021.00 6178 session-wise 117

Each of the space-geodetic techniques have their own set of advantages, disadvan-
tages, and challenges. The techniques are also at varying stages of development, they
are unevenly distributed around the globe, some have been operating for longer peri-
ods of time than others, and the regularity of measurements or sessions are di�erent.
For instance the satellite-based techniques (DORIS, GNSS and SLR) are very sen-
sitive to changes in the Earth's centre-of-mass since that is also the point around
which the satellites orbit, but VLBI is not.

By having the strengths of one technique compensate for the weaknesses of an-
other, it allows the realisation of the ITRF to be more accurately de�ned. This is
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made possible by having ground stations of at least two space-geodetic techniques
co-located close to each other at di�erent sites around the globe, and thus connecting
the reference points of each local station using local tie vectors (Petit and Luzum
2010; Altamimi et al. 2016). However, as proposed by Poyard et al. (2020), accurate
surveying of the local tie vectors is important to make this method reliable.

2.4.1 ITRF Combination of Four Solutions

When realising the ITRF, the �rst step is to establish four long-term frames from
the solutions of each technique (Altamimi et al. 2016). These four long-term frames
are then combined through the use of co-location sites which are essential to the
ITRF computation. Brie�y discussed in Section 2.4, these are sites that contain
instruments for two or more space-geodetic techniques. These reference points, or
instruments, are then connected using reference vectors that have been precisely
surveyed locally. Looking at Figure 2.3 and Table 2.1 it becomes apparent that the
GNSS stations are by far the greatest in number and contribute to many co-location
sites (Altamimi et al. 2016). An example of a co-location site is the Onsala Space
Observatory seen in Figure 2.4, with radio telescopes and GNSS receivers. However,
there is no equipment for DORIS as that would require emittance of waves that
might disturb other instruments.

Figure 2.4: Radio telescopes at the Onsala Space Observatory. GNSS receivers
are located nearby making this a co-location site. (Original image by: Onsala Space
Observatory/Anna-Lena Lundqvist)

The actual ITRF product is essentially a list, or a catalogue, of precise positions for
each station in the IERS network. This data is provided on a per-technique basis for
the corresponding technique network. For instance as a VLBI user this means that
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access is granted to the positions and velocities of each VLBI station in the network,
as well as other parameters such as the Earth Orientation Parameters (EOPs) to link
the current model of the ITRF to the current model of the International Celestial
Reference Frame (ICRF) (Charlot et al. 2020). Newer iterations of the ITRF also
include more parameters to correct for station displacements, such as coe�cients
to correct for a post-seismic deformation model or seasonal signals which will be
discussed later (Altamimi et al. 2022).

2.4.2 Consistency Between ITRF Iterations

The realisation of the ITRF is updated every few years, with the �rst realisation
being called ITRF92 and the latest ITRF2020. The ITRF has to be updated to
keep up with motion of the Earth's crust, but also because of things such as newer
equipment and models that can enhance the products. Obviously using the latest
solution of the ITRF is desirable, but it might be just as important to have the
ability to transform coordinates between newer and older iterations. With each new
iteration of the ITRF comes transformation parameters to transform coordinates
between iterations. The Helmert transformation parameters to transform between
past ITRFs are available at:

https://itrf.ign.fr/en/solutions/transformations .

Ideally the Helmert parameters between one iteration of the ITRF and another
should all be equal to zero, or at least very close to it. That is because each new
iteration of the ITRF is supposed to be an updated realisation of the previous ITRF.
The constraint is added to minimize the di�erence between every iteration of the
ITRF. To achieve this alignment between solutions, further constraints can be added
such as the minimum constraints of No-Net-Translations (NNT) of points, and No-
Net-Rotation (NNR) of the orientation (So�el and Langhans 2013). For instance as
de�ned by Altamimi et al. (2016), the origin of the ITRF2014 was de�ned so that
there were zero translation parameters between the ITRF2014 and the ILRS SLR
solution (NNT constraint), and a core network of stations were used to de�ne zero
rotation between the ITRF2014 and ITRF2008 orientations (NNR constraint).

Another important aspect that must be considered is that each realisation of the
ITRF is de�ned at a reference epoch,t0. For instance the reference epochs of the
ITRF2014 and ITRF2020 are 2010.00 and 2015.00, respectively (Altamimi et al.
2016; Altamimi et al. 2022). However, because each iteration of the ITRF also con-
tains estimates of the linear velocities of each station, it is possible to propagate the
position of a station over time. At an epocht, this propagated position becomes

X (t) = X (t0) + _X (t � t0) ; (2.3)

where the two termsX and _X correspond to the available ITRF positions and linear
velocity in the x-, y-, or z-direction. This allows the user to get a good estimate of
the position of a station at another valid epoch.
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2.4.3 Discontinuities and Kinematic Models

Simply linearly propagating the position of a station becomes an issue when said
station has discontinuities in its position. Such a discontinuity could be due to repa-
ration of an antenna, or the station being o�ine for a period of time, or similar.
However, replacement of equipment would usually be handled as a new station en-
tirely, and otherwise the ITRF includes a set of position and velocities for a station
valid during di�erent periods of time.

There are also other displacements of stations that are nonlinear in nature, for in-
stance, a post-seismic deformation (PSD). When a station is hit by an earthquake,
its motion following the event can be modelled using logarithmic and/or exponential
terms. The sites a�ected by such events are limited, but it has to be accounted for
nonetheless. The ITRF2014 introduced a PSD model to correct for these displace-
ments, which is also used for later iterations of the ITRF (Altamimi et al. 2016).
These corrections should be applied when propagating the position of an a�ected
station to any epoch after the earthquake. It should be noted that the PSD models
are �tted to follow the post-seismic trajectories of GNSS stations which Altamimi
et al. (2017a) have proved �t the time series of co-located equipment very well.

The next iteration, the ITRF2020, also introduced correction terms for annual and
semi-annual signals a�ecting station positions (Altamimi et al. 2022). These are
estimations of cosine and sine terms at di�erent frequencies. Similarly to the PSD
correction terms, these seasonal terms are applied to the propagated station posi-
tions to correct for seasonal variations in positions. Also introduced by Altamimi
et al. (2022) was the new kinematic model to express the station position of an
a�ected station. At epoch t, expressed as decimal year, the position is given by

X (t) = X (t0) + _X (t � t0) + �X P SD (t) + �X f (t) ; (2.4)

where the �rst two terms correspond to the propagated position from its reference
epocht0, similar to Equation (2.3). The third term �X P SD corresponds to the total
sum of PSD corrections, if such terms are applicable. Likewise, the last term�X f

is the sum of sinusoidal correction terms for seasonal signals, also only for stations
where applicable.

To compute the total sum of PSD corrections for the ITRF2014 and later, the
user should use all of the provided logarithmic and/or exponential coe�cients to
compute each of the components as
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where A i are the amplitudes,t i the earthquake times, and� i the relaxation times
of the i th terms. This goes for both then logarithmic and exponential terms, each
denoted by the superscriptl or e, respectively. In practice there could be only loga-
rithmic terms to best model the trajectory of a station, or only exponential terms,
or both.
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For the ITRF2020, and presumably also later iterations, the �nal term to correct
for the seasonal signals should be computed in a similar fashion. As formulated by
Altamimi et al. (2022), the sum of the sine and cosine terms can be written by
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where the sixa and b terms should be available for both the annual and semi-annual
frequencies for all stations with su�cient time spans. As a �nal reminder, the fourth
seasonal term�X f computed in Equation (2.6) is not part of the ITRF2014 solution,
only �L (t) computed in Equation (2.5).

2.4.4 The IVS Contribution to the ITRF

One of the most signi�cant contributions of the IVS to the ITRF long-term frames
are the scales and scale rates. Historically the ITRF scale has been selected in such
a way that there is zero scale and scale rate between the ITRF solution and the
average of the VLBI and SLR scales and scale rates. Thus the contributions from
the IVS, as well as the ILRS, have been essential when realising the scale of the ITRF.

Due to how the VLBI technique works the IVS provide solutions on a session-wise
basis. The entire IVS network of stations does not participate in every session, in
practice there can be as few as 2-3 stations, or upwards of 20 stations. The IVS
coordinates both 24-hour sessions several times per week using a larger subset of
stations, as well as daily 1-hour intensive sessions with fewer stations to determine
universal time UT1 (Behrend 2013). Since 1979, and using over 150 di�erent stations
spread out over that time period, the VLBI technique has performed observations
during thousands of sessions to determine EOPs, TRFs, and CRFs.

Since these sessions are performed as international collaborations, it is only �t-
ting that each session is also processed by a number of individual Analysis Centers
(ACs). The individual solutions are then combined before the IVS submits its com-
bined solution to Altamimi et al. Figure 2.5 illustrates the IVS data �ow from
session-wise data to the �nal products.
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Figure 2.5: An overview of the IVS data �ow, from session-wise solutions all the
way to the IVS combined solution and EOP products. (Credit: Bachmann et al.
2017, p. 636)

It should be noted that out of eleven di�erent individual ACs which submitted
a solution to the IVS, seven di�erent software packages are used to estimate the
global solutions of TRFs. This diversity is considered a strength by the IVS when
the individual solutions are combined into the IVS combined solution (Hellmers et
al. 2022).

2.4.5 The SINEX Format and Identifying Common Stations

The IERS and the geodetic community uses a standard �le format called the SINEX
(Solution INdependent EXchange) format. Such a standard format is necessary as
a way of transferring solutions between various analysis centers, groups, and appli-
cations. The ITRF is essentially provided by the IERS as a set of such SINEX �les.
This section will contain a brief description regarding the essentials of identifying
common physical points between TRFs in this format. A more in-depth and detailed
description of the SINEX format can be found at:

https://www.iers.org/IERS/EN/Organization/AnalysisCoordinator/Si
nexFormat/sinex.html .
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When an AC has analysed a VLBI session, the solution is presented as a SINEX �le
containing all parameters necessary to de�ne a TRF, and EOPs. The comparison of
two TRFs, or two SINEX �les, becomes a matter of identifying all stations common
to both TRFs that exist in both �les. The conventions for naming each VLBI station
is based on the IVS naming conventions1.

While this might seem like a trivial issue at �rst, in practice each VLBI station
has been designated with multiple identi�ers. There also appears to be no clear
standard as to which identi�er should be used in what scenario, but rather it is up
to the user to select which one(s) to work with. With that said, there might be
multiple designations used when referring to the same stations during later parts of
this thesis, which might seem confusing and inconsistent when not familiar with the
syntax. This is illustrated with an example, Table 2.2 contains the identi�ers for
the twin telescopes in Onsala, Sweden (seen in Figure 2.4).

Table 2.2: Example of IVS identi�ers for the two 13-m telescopes at the Onsala
Space Observatory.

IVS Code IVS Station name DOMES CDP Comments/description

Oe ONSA13NE 10402S014 7636 Onsala 13-m antenna north-east
Ow ONSA13SW 10402S015 7637 Onsala 13-m antenna south-west

The full explanation of each �eld is provided by the International VLBI Service for
Geodesy & Astrometry (2022), but the main takeaways are the �rst 2-letter IVS
codes that are commonly used during scheduling, and the 9-character DOMES2

numbers used to identify not only stations but also site and technique-speci�c refer-
ence points. The 4-digit CDP numbers can also be useful when identifying stations,
while the last �eld contains a simple description of the station.

2.5 Very Long Baseline Interferometry

Very long baseline interferometry (VLBI) is often considered to be a technique used
for astronomy, but it is just as applicable for geodesy. Today this geodetic technique
is essential to achieve the high level of accuracy in positioning that we often expect.
Out of the four space-geodetic techniques it is the only one able to provide all EOPs,
and thus the only technique to provide universal time and celestial pole movements.
It also plays the important role of linking a TRF rotating with the Earth to a non-
rotating celestial reference frame (CRF) in space, and thus maintaining the stability
of EOPs (Schuh and Behrend 2012).

1The IVS list of network stations can be found at https://ivscc.gsfc.nasa.gov/products
-data/index.html , under Network station codes, CDP numbers, and DOMES numbers.

2For further information about DOMES numbers see https://itrf.ign.fr/en/network/dom
es/description .
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2.5.1 Basic Concept and Geometry

The idea behind VLBI is to have a network of several radio telescopes spread around
the world, where multiple radio telescopes can observe the same distant extragalactic
radio sources in space. Because the sources are so far away, the radio waves arrive
on Earth as plane wavefronts (Schuh and Böhm 2013). These are recorded at each
telescope along with a very precise timestamp obtained from stable atomic clocks,
such as hydrogen masers. The recorded signals, corresponding to the arrival times,
from each radio telescope are then sent to a so-called correlator where the signals
are combined and superimposed. The VLBI time di�erence between each pair of
telescopes that have observed the same source can then be determined (Robertson
1991). The concept is visualised in Figure 2.6, where plane wavefronts arrive at each
radio telescope (1 and 2) with a time delay� , where the signals are digitized and
sent to a correlator for analysis.

Figure 2.6: Schematic of the VLBI technique. Plane wavefronts from a distant
radio source arrive at each telescope with a time delay� , determined by combining
both signals. (Credit: Schuh and Böhm 2013, p. 340).

The goal is to create baselines (denotedb in Figure 2.6) between every signi�cant
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combination of two stations in the network. The baselines are what allow the VLBI
technique to achieve such high accuracy. That is because the angular resolution
of a telescope depends on the observing frequency and its diameter, thus by using
interferometry to link telescopes it allows the baseline between each pair to act as
a single very large radio telescope. While the physical size of a single antenna is
limited in size at the order of meters, a single baseline can be as long as thousands
of kilometers.

The general �ow of operations for the VLBI technique can be seen in Figure 2.7,
showing the many di�erent corrections that have to be made to each measurement
during analysis. For instance things such as instrumental calibrations, atmospheric
e�ects, and deformations amongst others all have to be accounted for. Just like with
all other techniques, the accuracy at which these corrections are made will directly
impact the performance of VLBI. Thus, some error sources will be discussed brie�y.

Figure 2.7: Flow chart of the VLBI data analysis, and of all corrections that have
to be made. (Credit: Schuh and Böhm 2013, p. 347)

2.5.2 Possible Error Sources to Consider

The observed radio waves are of course sensitive to things that a�ect every elec-
tromagnetic wave. For instance, the atmosphere has signi�cant impact, and any
atmospheric and tropospheric delays have to be accounted for, meteorological data
and modelling has to be up-to-date, and relativistic and other corrections have to be
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made (Nilsson and Haas 2010). But also phenomena that physically a�ect the actual
telescope have to be considered. The telescope might be located in a region where
the antenna gets deformed by extreme temperature di�erences or atmospheric pres-
sure and hydrology loading, or continental drift might be causing it to move (Schuh
and Böhm 2013).

Furthermore, as is inherent to all antennas, accuracy can be greatly a�ected by
how accurately the reference point (antenna phase center) is determined, which is
usually an immaterial point at the intersection of the antenna axis (Heinkelmann
2013). As suggested by Nilsson et al. (2017), that implies that axis o�set have to be
accurately determined and consistently applied during data analysis. Considering
co-location sites for the ITRF, as discussed in Section 2.4, this might be of even more
importance to accurately determine local tie vectors between stations. Lastly, there
are also other practical things that might negatively a�ect the VLBI measurements
if not accounted for, for instance maintenance of the antenna, connecting cables,
and other instruments have to be considered.

2.5.3 Scheduling, Sessions and Networks

Performing measurements using VLBI is a bit more complex than simply turning
on a receiver. By design it requires the inclusion of VLBI stations simultaneously
observing the same radio sources while being spread around the globe. These ob-
servation sessions are scheduled far in advance by the IVS, and this separates the
VLBI technique from the other space-geodetic techniques in the sense that it can-
not perform measurements on the same regular basis. Instead the measurements are
performed on a session-wise basis, but the sessions are scheduled for multiple times
a week and using similar networks of stations. In the context of realising a TRF, the
session-wise basis means that despite a session spanning 24-hours, all observations
have to be approximated to a single moment in time, usually in the middle of a
session.

Each VLBI session performs observations with a set of stations that create a net-
work. Unfortunately, it is in practice impossible for sessions to use precisely the
same network of stations every single time. There might be maintenance of equip-
ment, the radio telescopes on a site might be booked for other purposes, a hard
drive might fail in the middle of an observation, and so on. The VLBI stations are
also inhomogeneously distributed around the globe, as seen in Figure 2.3. This can
be a limitation during a VLBI session since at least two telescopes have to be able
to observe the same radio source simultaneously.

In recent years, some sites have also adopted and begun operation using so-called
twin radio telescopes. An example being the Onsala Space Observatory seen previ-
ously in Figure 2.4, where the telescopes can work in conjunction or observe di�erent
sources during a session. Note that these telescopes also create a very short baseline
between each other, one which may be excluded in the analysis process.
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2.6 Restating the Problem

Before continuing on, this is an appropriate time to restate the problem of this
project. During preparation of the ITRF2020, an unexpected behaviour with VLBI
scale time series from the IVS combined solution presented itself. Because the long-
term solution of the IVS and ILRS solution frames would be the basis for the scale of
the ITRF2020, the scale was computed between the preliminary ITRF2020 and the
previous ITRF2014. However, despite the IVS combined solution covering the entire
time period of 1979 through 2021, it was noted that the scale factor was behaving
unexpectedly during the last few years. This phenomena can be seen in Figure 2.8.

Figure 2.8: The ITRF2020 VLBI scale time series expressed in mm. Note the
behaviour beginning around late 2013, where the scale factor appears to show some
drift. (From: https://itrf.ign.fr/en/solutions/ITRF2020 )

Because of this, Altamimi et al. (2022) did not use the entire time series up until
2021.00 to determine the ITRF2020 scale. Instead only selected VLBI sessions up
to epoch 2013.75 were used for the �nal product. Ideally the entire time series of
data should be used, especially since VLBI has been contributing with data for the
longest time out of the four space-geodetic techniques (see Table 2.1). For some
context as to how substantial a drift in the scale might be, at the equator a scale
factor of � 0:15 ppb translates to � 1 mm.

Thus, this project set out to attempt to �nd some connection between the scale
and various properties of the VLBI network. The following chapters will present
what analysis software packages were used and how the investigations were con-
ducted. Studies include adding arti�cial motion to stations, excluding stations from
global solutions, and observing the VLBI network volumes and distributions.
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This chapter describes the software packages and tools that were used and devel-
oped during this project. The ITRF2014 was used as the frame of reference for
comparison with other di�erent solutions throughout the entirety of this project.
That is because the ITRF2014 was the latest freely available iteration of the ITRS
when the project started. The products of the ITRF2014, its full description, and
�les are available from the IERS at:

https://itrf.ign.fr/en/solutions/ITRF2014 .

It should be noted that since the start of the project the ITRF2020 has been pub-
lished and is available but unfortunately this was too late into the project to justify
such major changes. The ITRF2020 �les are available at:

https://itrf.ign.fr/en/solutions/ITRF2020 .

3.1 Other Solution TRFs for Comparison

With the ITRF2014 determined as the TRF of comparison, the other TRFs are re-
alised by every VLBI 24h-session and its corresponding solution(s). Each individual
solution of station position estimates and EOPs realises a TRF. This derived TRF
is in turn valid for the reference epoch of the corresponding VLBI session, with both
station positions and velocities. It then becomes a matter of identifying the com-
mon points, or common stations, between this reference frame and the ITRF2014
for comparison.

Thanks to the contribution and help from Onsala Space Observatory, and Lantmä-
teriet, 6932 session solutions were made available to use during this project. That
included data spanning the entire lifetime of VLBI, all the way from August of 1979
through July of 2021. Thus the OSO solution became a major part of this project,
and became the individual AC solution that various studies on the scale factor were
performed and based upon. The di�erent OSO solution TRFs to be compared to
the ITRF2014 included solutions where speci�c stations had been excluded entirely
from the solution, or where speci�c stations had their position and velocity estimates
arti�cially disturbed.

In particular the seven parameters for the Helmert transformation have been es-
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timated between the ITRF2014 and OSO solutions for the ITRF2020. This was
done following the procedure as described in Section 2.3. However, instead of esti-
mating the seven Helmert parameters and their respective errors using the ordinary
least-squares method it was deemed appropriate to perform weighted least-squares
instead. The weights that were used corresponded to the inverted variance of each
estimated coordinate in the so-called OSO solution TRF. That is to say that the
diagonal of the weight matrix consisted of the inverted and squared formal error of
these coordinates. In matrix form the diagonal vectorw was expressed as

w =

0

B
B
B
B
B
B
B
B
B
B
B
B
@

...
(� i

x1)� 2

(� i
y1)� 2

(� i
z1)� 2

...

1

C
C
C
C
C
C
C
C
C
C
C
C
A

;

where � i denotes the formal error of thex1, y1, and z1 coordinate estimates for
station i .

3.2 Using the ASCOT Software Package

ASCOT (Analysis, Scheduling and Combination Toolbox, see Artz et al. 2016) is
a VLBI software package originally created by the VLBI group of the Institute of
Geodesy and Geoinformation of the University of Bonn (IGG). It is currently main-
tained and further developed by the group for Space Geodesy and Geodynamics at
the OSO AC. The software is implemented in C++ and can perform both VLBI
scheduling and geodetic data analysis. ASCOT was used by the OSO AC to com-
pute its individual solutions for the IVS contribution to the ITRF2020. During this
project ASCOT was used to reprocess the very same VLBI sessions that had been
submitted to the IVS combination solution.

The software package is able to perform single-session VLBI data analysis to derive
global solutions of TRFs. This functionality was used extensively during this project.
ASCOT is organized so that it takes the input of a con�guration �le including a list
of VLBI sessions to process one at a time. The con�guration �le allows the user to
specify how to handle, or compute, each step in the solution process. Without going
into unnecessary detail, it generally entails con�guring what method(s) to use when
handling each step of the VLBI data analysis (see Figure 2.7). For instance, that
would be if any sources, stations or baselines should be excluded, what corrections
to perform when available data is missing or ambiguous, and so on.

Due to the time constraint of this project, aiming at understanding the software
from the ground up was not a feasible option. Instead the same con�guration �les
and corresponding data �les that were used for the ITRF2020 contribution were used
and only slightly modi�ed. Those �les included things such as meteorological data,
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tropospheric models, a priori positions, etc. The ability to exclude any station(s)
from the entire solution was also used, which will be discussed later.

3.3 Routines of the Scalestigator

A majority of the time spent during this project was spent developing a toolbox to
be used to estimate the seven Helmert transformation parameters with reference to
the ITRF2014, and the scale factor in particular. The toolbox was created using
the softwareMATLAB ver. R2021b1 and designed to work with the aforementioned
SINEX �les. By adhering to this �le format it also means that adaption to any fu-
ture, or earlier, iterations of the ITRF becomes a relatively straight-forward process.

3.3.1 Storing ITRF2014 Catalogues

While the SINEX format is well-documented, it was deemed unnecessary having to
read multiple �les during every operation. Instead a so-called catalogue was cre-
ated, roughly inspired by a lookup table to reduce runtime. That way only a single
.mat-�le could be loaded once, instead of reading one �le for station positions and
velocities, another for station discontinuities, and yet another for PSD correction
coe�cients.

The �rst tool to be developed created a catalogue which contained the IVS por-
tion of the ITRF2014. That included all 154 VLBI stations with their positions and
linear velocities at the reference epoch 2010.00. 33 stations were also listed as having
experienced some kind of discontinuity, and these have multiple positions and ve-
locities that are internally identi�ed as solution numbers (SOLN), each SOLN valid
during a certain period of time. Thirteen of these stations had experienced some
form of discontinuity and also included corresponding PSD coe�cients to correct for
the motion.

Using the positions and velocities of all ITRF2014 VLBI stations, it was then pos-
sible to compare it to other TRFs. These were the so-called solution TRFs by
individual ACs, provided as SINEX �les. The �rst step was to identify every station
in the network that also appeared with corresponding positions and velocities in
the ITRF2014. These were identi�ed using both the DOMES and CDP numbers
for each station, as described in Section 2.4.5. By ignoring sessions with none or
less than three common stations, an equation system could later be constructed
according to the system of Equations (2.2).

3.3.2 Propagating ITRF2014 Stations

The next tool to be developed was necessary for the comparison between a solution
TRF and the ITRF2014. The station positions of each station in the ITRF2014 had
to be propagated to the same reference epocht as the considered VLBI session. For

1MATLAB version 9.11.0.1873467 (R2021b) Update 32021.
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a majority of stations this propagation corresponded to regular linear motion from
the ITRF2014 reference epocht0 = 2010:00 to the reference epoch of the other TRF
t, as per Equation (2.3). Because the velocities are provided in the unit mm/yr,
the conversion from a (modi�ed) Julian date to decimal year was necessary, and
was done by dividing by 365.25. For a station with multiple positions and velocities
(because of some discontinuity), the position and linear velocity was selected from
the corresponding SOLN valid at epocht.

When a station had been a�ected by an earthquake, the PSD correction term com-
puted using Equation (2.5) was added if any logarithmic and/or exponential terms
were available for the station. This term required the station positions to be trans-
formed from x, y, and z coordinates into local East, North, and Up components.
The two coordinate systems are commonly denoted as XYZ and ENU, respectively,
and the geometry can be seen in Figure 3.1. In such a case the GRS80 ellipsoid was
used as reference, according to IERS conventions (Petit and Luzum 2010).

Figure 3.1: Local ENU coordinate system at some point on the Earth. The
Up-component pointing radially away from the geocenter, the orthogonal North-
component pointing towards the North Pole (or positivez-axis), and the East-
component orthogonal to both.

The propagated position was then computed as per Equation (4.1), while ignoring
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the �X f term which was not added until the ITRF2020. When compared to the
IERS station positions, this propagation tool was able to reproduce the estimated
positions of any station found in the ITRF2014, from the reference epoch of 2010.00
to any desired date. Thus, this tool was used during studies when comparing the
TRF of a VLBI session with reference to the ITRF2014. The function of this tool
was also extended to allow any arti�cial linear velocity to be added to a selected
station, allowing for the simulation of mismodelled uplift.

3.3.3 Estimating Helmert Parameters Between Two SINEX
Files

Another tool that was developed and used was the ability to estimate the seven
Helmert parameters between any SINEX �le and a given reference frame. This
was done by having �rst identi�ed all common VLBI stations of the solution TRF
and the ITRF2014, then propagated each ITRF2014 to the corresponding reference
epoch of the solution TRF, and then �nally stacking the system of Equations (2.2).

Following the procedure described in Section 2.3, the tool then used a weighted
least-square method to estimate the values and formal errors of the three transla-
tion parameters (Tx , Ty, Tz), the scale factor (D), and the three rotation parameters
(Rx , Ry, Rz). The weights were used according to Section 3.1. That is to say that
the formal error of the TRF x-position was used to compute the weight for the
correspondingx-position equation, and so on.

3.3.4 Computing Network Volumes

Another tool was developed to store data regarding the network of each VLBI ses-
sion. Of interest were the number of stations, but also each baseline and its corre-
sponding length. In a network ofn stations there aren(n� 1)

2 unique combinations of
two stations, each corresponding to a baseline. The length of each baseline corre-
sponds to the distance between each pair of three-dimensional station positions.

The network volume of each station network was also computed using this tool.
Here it is important to note that the computed network volume corresponded to the
network of stations used to estimate the Helmert parameters. Because any stations
not included in both the TRF and the ITRF2014 had been ignored, this network
might contain fewer stations than the number participating in the VLBI observing
session. To derive the network volume of a set of stations this tool made use of
a Delaunay triangulation. This proved to be an e�cient method of connecting all
stations and computing the volume in three-dimensional space. The network volume
of a session can be seen in Figure 3.2.
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Figure 3.2: Visualisation of a Delaunay triangulation and corresponding station
network volume of a VLBI session (session code C1701).

3.3.5 Additional Notes

As such, the development of a MATLAB toolbox was concluded. The toolbox allows
for the comparison of global solution TRFs to the ITRF2014, through their respec-
tive set of SINEX �les. The tools implemented are used to �nd all common refer-
ence points between two TRFs, propagate the comparison frame (the ITRF2014) to
the reference epoch of the VLBI session SINEX �le, and then estimate the seven
Helmert transformation parameters between the two frames. The tools also com-
pute and store information regarding the VLBI network used to estimate the Helmert
parameters, including network volume, number of stations, and their approximate
geographic coordinates (latitude, longitude, height). Before moving on to the ap-
plications of these tools, it should be noted that due to the very similar structure
of the ITRF2020, the inclusion of the newly introduced semi-annual and annual
corrections would be possible in the future.
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This chapter explains how the di�erent simulations and experiments were used to
study the scale behaviour. It goes into more detail about how the previously dis-
cussed software packages were used to perform post-processing on di�erent VLBI
TRF solutions, but also how the reprocessing of new solutions was performed.

It should be noted that the causes that were investigated, and the studies that
were conducted, were selected as the project was progressing. Because the scale
behaviour was still under investigation, there was no previous work or literature to
proceed from. Thus, di�erent causes were investigated as new ideas arose.

4.1 Simulating Mismodeling of Uplift

The �rst approach of tackling the problem with the scale drift was to intentionally
disturb the position of a single station in a VLBI session. The idea was to see how
the scale would behave if just a single station would have its position and velocity
parameters mismodelled. The disruption was added to simulate erroneous uplift of
the station, the term uplift referring to the vertical motion (Up-component in Figure
3.1) of a station. For some context, uplift could be caused by post-glacial rebound
that is often tracked and modelled using a local GNSS network, very common on
the Fennoscandian Peninsula (Vestøl et al. 2019). Because the corrections to uplift
very often are modelled from regular measurements of GNSS, these models are sus-
ceptible to errors just like any others. This study was performed to get an idea of
how the scale would behave if that was the case.

The arti�cial uplift error was added to simulate the same scale drift behaviour seen
during the time period 2013.75 to 2021.00, but during the time period before that.
That is to say that the bad scale drift occurs in thebad time period of 2013.75 to
2021.00, while thegoodand expected scale drift occurs during thegoodtime period
before2013.75. So the goal was to add uplift to simulate thebadscale drift rate dur-
ing the goodtime period prior to 2013.75. This uplift was added to one station at a
time by further adding to the propagated positions of the station in the ITRF2014,
adjusting Equation (2.4) to

X (t) = X (t0) + _X (t � t0) + �X P SD (t) + U(t � t0); (4.1)

whereU corresponds to the arti�cially added uplift. Note that Equation (4.1) has
dropped the�X f term correction to seasonal signals since those were not added until
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the ITRF2020. The uplift was transformed from local ENU coordinates to XYZ,
the geometry of which can be seen in Figure 3.1.

Due to the time limitation of this project, only a few stations were selected to
have arti�cial uplift added for this experiment. The �rst station to be selected was
the station in Ny-Ålesund, Svalbard, Norway. In the past few years this station has
seen some change in the station position motion, with larger scatter and irregular
position as seen in Figure 4.1.

Figure 4.1: Position time series residuals with reference to ITRF2020 for the
station in Ny-Ålesund, Svalbard (CDP number 7331, DOMES number 10317S003).
This station was selected due to its larger scatter and irregular position in the past
few years. (From:https://itrf.ign.fr/en/timeseries )

The station in Ny-Ålesund is the northernmost VLBI station in the network. Be-
cause it was also suspected that the global distribution of stations could have an
impact on the scale, two additional stations were selected based on them being lo-
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cated far away from Svalbard. The second station was located at a southern latitude
in Hobart, Australia, and the third station in Kokee Park Geophysical Observatory,
Hawaii, which lies closer to the Equator. The idea for this was that a relatively
clustered network on the globe would pull the TRF in that direction. Hence why
removing the station in Ny-Ålesund, one of the few northern stations, was suspected
to also remove the pull towards the north. The IVS identi�ers of all three stations
are found in Table 4.1.

Table 4.1: Identi�ers for the three stations that were selected for the arti�cial
uplift experiment.

IVS Code IVS Station name DOMES CDP Comments/description

Ny NYALES20 10317S003 7331 Ny Alesund, Svalbard, Norway
Kk KOKEE 40424S007 7298 Kokee Park, Kauai, HI, USA
Ho HOBART26 50116S002 7242 Hobart, Tasmania, Australia

Finally, with the three stations selected as seen in Figure 4.2, a lower limit of epoch
1995.00 was also imposed on thegood time period. Reason being because that was
around the same time that all of the three telescopes started being used, and because
the scale during the earlier years of VLBI could be considered relatively unstable.
In fact, the selected VLBI sessions used for the ITRF2020 scale were very few prior
to 1995.00 (Altamimi et al. 2022).

Figure 4.2: The three stations selected for the simulated uplift study. They were
each selected at di�erent latitudes of the VLBI network, one far north, one far south,
and one closer to the Equator.
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4.2 Reprocessing Solution TRFs with Exclusions

Another issue that was suspected to have an impact on the scale factors was the
purely technical aspects of a VLBI station network. These aspects could be that a
new station has been recently added to the network, that some station has required
maintenance more frequently than others, or other similar issues. This idea came to
be because of the fact that not all VLBI stations in a network are identical. Some
may be equipped with di�erent antennas, storage devices, atomic clocks, and the
same goes for all other hardware (and software). To determine if such aspects could
indeed a�ect the TRF scale of a solution, a study was conducted where selected
stations were excluded from a solution entirely.

For this experiment, the OSO solution was reprocessed using ASCOT (see Section
3.2) a total of �ve times: 1) a solution with all sessions and stations as a bench-
mark, 2) three solutions where three di�erent stations were excluded from the entire
solution, one at a time, 3) one solution where every session containing a speci�c
network was excluded. Instead of having to reprocess the entire40+ years of data
multiple times, in the interest of time only sessions during all of 2013 through all of
2020 were reprocessed, corresponding to the epochs 2013.00 to 2021.00. Two of the
three stations that were excluded individually were selected on the basis that they
had been operating consistently during thebad time period, but while encountering
some sort of technical di�culties. The selection of the third station was based on
mismodeling, as discussed in Section 4.1.

4.2.1 Station Technical Aspects

The �rst station to be excluded was the relatively new (added in 2014) VLBI sta-
tion in Sejong, South Korea. During the correlation stage this station has commonly
dropped several S-band channels leading to sub-ambiguities and noisy data. The
station operators have also reported data storage issues and loss of data.

The second station that had experienced technical issues was the 40-m radio tele-
scope at Yebes, Spain. This station was selected because its position had experienced
a discontinuity in the ITRF2014 due to the sub-re�ector of the antenna being moved.
Before the end of 2011 the sub-re�ector was moved to counteract gravitational defor-
mation, but later it has been held �xed in place during geodetic VLBI experiments.
A model has been implemented to mimic the e�ects of this sub-re�ector. To study
the e�ects of such a discontinuity, the station was excluded in one solution.

Referring back to Section 4.1, the third reprocessed solution to have a single station
excluded had the station selected with the same ideas about network volume and
distribution in mind. That was the same radio telescope in Ny-Ålesund, the idea
being to exclude a large part of the Northern Hemisphere from the network volume.

Table 4.2 contains the identi�ers for each of the three stations that were excluded.
The IVS station names were used to exclude them using the ASCOT software.
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