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Abstract

Human and robots are expected to work in collaboration or share a common workspace
for a wide range of robotic applications. Such scenario requires the use of reactive
robots and new ways of programming where the ability to be reactive and to learn
from demonstrations take precedence over preprogrammed behaviours. We propose
a framework that combines optimisation based control and reactive planning. In
this thesis we consider a use case where the robot is operating in a environment
with obstacles. We design a kinematic controller using the Hierarchical Quadratic
Programming method that can accommodate an ensemble of constraints/tasks or-
dered in a stack. Dynamic Movement Primitives (DMP) are chosen as a real time
trajectory generation method owing to their flexibility. Following the learning from
demonstration approach, DMP can encode a trajectory that can be easily adapted
in new conditions. Obstacle avoidance is an important aspect that is addressed
in our approach. Several methods were explored such as artificial potential fields
methods specialised in collision avoidance and obstacle circumvention. We also in-
vestigate how obstacle avoidance can be integrated either as a task of the stack or
as a non-linear term in the trajectory generation method. We studied, implemented
and tested each of quoted approaches in a UR10 robot in order to develop a control
approach that can guarantee safety when humans and robots are working together.

Keywords: Kinematic control, hierarchical quadratic programming, dynamic move-
ment primitives, artificial potential fields, obstacle avoidance, motion planning
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1

Introduction

1.1 Context

Traditionally robots employed in industry operate in appropriately designed cages
where they perform preprogrammed tasks. Modern collaborative robots are ex-
pected to be involved in manufacturing processes or domestic tasks and to work in
the vicinity of humans. In order to interact with its environment, the robot per-
ceives it through several sensors such as cameras, lidar, force and tactile sensors. To
this end, the robot movements must be exible and adjustable rather than prepro-
grammed.

One basic scenario of a collaborative robot interacting with its environment is the
exible movement generation of a six degrees of freedom robot acting under con-
straints. More precisely, the generation of a exible trajectory is driven possible by
Dynamic Movement Primitives and the motion is generated for the joints as velocity
commands to address redundancy and additional constraints.

Robots have originally been conceived to achieve tasks considered as repetitive, te-
dious or boring for a human being. Nevertheless robots have been evolved and the
time to change that paradigm has come. Their eld of use has widened, leading to
the progressive replacement of human operators by autonomous robots.

The development of collaborative robots, also called cobots, is the opportunity to
keep human operators and to take advantage of the technology. Many bene ts arise
from this collaboration. Since those robots are made to work and interact with
humans in the same work-space, the safety is a major concern during their develop-
ment. Those safety requirements can also be achieved through constraints imposed
by the control and can create a safer work environment. Furthermore, cobots are
made to be exible with a wide eld of use. Consequently, the cobots embody the
opportunity for small and medium sized companies to automate or simplify several
tasks.

Two main directions can be distinguished in this research work. The rst one being
the design of a kinematic control aware of the environment and the limitations and
the second being the trajectory generation.
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1.2 Related Work

A well-established method to achieve the exible trajectory generation is the Dy-
namic Movement Primitives (DMPs) [21]. This method enables the generation of a
parametrized trajectory for the end-e ector. The trajectory to be reproduced and/or
modi ed is rst learned. The learning methods presented in [23] are reinforcement
learning and learning from demonstration. There are di erent ways to formulate
DMP for trajectory generation. A theoretical overview of the DMP is presented
by S. Schaalet al. in [23]. Various dynamical systems are presented such as the
discrete and rythmic motion. Alternative versions are introduced by A. ljspeerét
al. where modi cations are made in the dynamical systems in order to improve the
robustness to changes. The trajectory generation is made with the integration in
time of the dynamical system. Depending on the systems considered, the stability,
the robustness or the delity in time can be enhanced [8][22]. The authors of [23]
propose a way to do so for a multiple degrees of freedom system.

The improvements made to the dynamical system are not limited to computation
properties and issues. Planning features are also o ered such as the possibility to
avoid obstacles [18]. This possibility has a special importance in this thesis since
the nal goal is to control a robot sharing an unstructured workspace with humans.
All these possible modi cations make planning exible.

Since motion control of the robot is performed at the velocity level a closed-loop
inverse di erential kinematic control can be used. There is a vast literature on
the kinematic control of robots. Some approaches are presented in [24] and [4]
where well known methods are broached such as the Single Value Filtering, Jacobian
Weighting (JW) and the Gradient Projection. The stability analysis of inverse-
kinematic control is addressed in [1].

The notion of prioritised tasks is covered through prede ned matrices such as weight-
ing matrices which adapt their contents depending on the robot behaviour and the
tasks. The prioritised inverse kinematic is also addressed in [9] and the way to deal
with multitasking is explored with [20] and [27]. It is also interesting to mention
that the neural network approach can also be used at the service of the kinematic
control as in [14], the mapping of inverse kinematic is realised with several hidden
layers where the weights are learned and continuously uploaded.

Optimisation based control can also be used to address inequality constraints. For
multiple objective problems, the ensemble of tasks to whom the robot is subjected
can be considered as a stack where each level is a task. Several ways to solve this
optimisation problem con guration have been proposed. For a stack composed of
tasks expressed as equalities, the quadratic programming optimisation method is
applied to every level of the stack where the minimisation criterion is the deviation

of the task.

However when some tasks are expressed as inequalities, the optimisation process
must be modi ed. A prioritised task regulation framework was presented by Kanoun
[10] based on a sequence of quadratic programs. This solution is an optimisation

2



1. Introduction

method where the position in the stack gives the priority order. Solving the stack
means tting at best with the prioritised levels and minimising as far as possible
the violation of lower priority tasks. This method is further referred as Sequential
Quadratic Programming in the literature.

Furthermore, A. Escandeet al. proposed an improved version of the SQP method
called Hierarchical Quadratic Programming (HQP) [5]. The method is improved
in the sense of computation speed and regarding to the way the priority is consid-
ered. The notion of "hierarchy" implies that the lower priority levels are solved at
best if the higher priority ones are not damaged by the improved optimum. An-
other feature of this method is that the stack is examined to de ne which constraints
are active and then to restrain the optimal value computation those constraints only.

The inverse-kinematic control and tasks building can also be approached by the
arti cial potentials eld method (APF) [24]. As previously mentioned, the collision
avoidance is an important element of the robot control. In the literature relative to

the APF theory, not only the collision avoidance is addressed but also the obstacle
avoidance. The control prevent the collision but also still reach the goal by going
around obstacles. Several methods are developed such as the common repulsive
elds detailed in [12] and also circumventing elds [15], [17] to guarantee the avoid-
ance. The vortex elds are used to force the robot to go around the obstacle and
this behaviour has been also implemented for dynamical systems used to generate
trajectories [26], [16].

1.3 Approach and Structure

This thesis is focused on the study and the implementation of the Hierarchical
Quadratic Programming (HQP) method for the kinematic control of robots sharing
a workspace with humans. The general aim is to link HQP with a exible trajectory
generation method embodied by the Dynamic Movement Primitives.

The robot's work is made safer thanks to a hierarchy of tasks which cannot be
violated. Safety tasks are then occupying the higher priority levels. Humans and
other elements located in the workspace are then considered as obstacles to avoid.
The obstacle avoidance will then be a key point in the thesis. It can be approached
by two di erent possibilities. The rst one is counting on the HQP method with

a level of the stack of tasks dedicated to the avoidance. The second one is to have
a trajectory planning that is taking the environment into account and exploit the
DMP formulation that assures the obstacle avoidance.

The following structure is used to guide the reader in this research work: Chapter
2 is dedicated to the introduction of the HQP method as developed in [5] and the
next one presents the use of this method for a kinematic controller. Chapter 4 is
an analysis of the arti cial potential elds methods designed for obstacle avoidance
for robot control. Following this analysis, several tests and simulations are carried
out where the junction of arti cial potential eld methods and HQP is also covered.
Chapter 5 is a study of the di erent Dynamical Movement Primitives existing for-

3
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mulations and their use for trajectory generation. Finally Chapter 6 regroups tests
made on a UR10 robot, and the last one is of course the conclusion of this work
accompanied by the perspectives of development.



2

Theoretical Background of HQP

This rst chapter consists in a brief description of the Hierarchical Quadratic Pro-
gramming (HQP) method proposed in [5]. HQP is an optimisation method that
nds the solution in the least-square sense of a multiple objective problem expressed
with equalities and/or inequalities ordered in a prede ned hierarchy.

2.1 Hierarchy of tasks

The problem is formulated as a list of tasks ordered in a stack. Each task must be
shaped as in Eq.(2.2) or Eq.(2.3). The optimisation problem is then expressed as
follows:

Find x 2 Arg min K Ax bk (2.1)
with Ax =D (2.2)
and/or b 6 Ax6 b (2.3)

wherex is the vector of decision variablesA the task function andbthe correspond-
ing target for Eq.(2.2) or limits for Eq.(2.3).

2.2 HQP for equalities-only system

First, a system exclusively composed of equalities will be considered to emphasise
the shape of the solution, and then the method to deal with inequalities will be
introduced. The solution of a system of ordered equations is based on the approach
proposed by Siciliano and Slotine [25]. The system consists pfinear equalities
stacked in global matrices as follows:

Ax=bwithi=1;:p (2.4)
2A 3 2b13
1
Ap=§52,bp=§iz (2.5)
Ap by

One of the solutionsx of the rst constraint can be calculated using the Moore-
Penrose pseudo-inverse @f; as follows:

x = Alb , (2.6)

5



2. Theoretical Background of HQP

The other constraints will be solved at best in the null spacdeof the rst constraint
(A1). To illustrate that, the computation of the solution suited for the rst and the
second constraints is detailed. Using the projection matriR, into the null space of
A, another solution of the rst constraint can be computed as follows:

X = Al + Pyx, (2.7)

where x, is a vector of the decision variables. Thanks t&,, P;x, do not interfere
with the optimal solution of A;x = by. The second constraint will be solved at best
but only in the null space of the rst one, which gives the following equation used
for optimising the rest of the constraints:

rT)lin kAzPl)Q bz AzA{bl k (28)
2

The solution of the minimisation problem (2.8) isx, which corresponds to the con-
tribution of the second constraint to the optimum value of the decision variables
and is given below:

X0 = (Azpl)y bz AzA){b_l_ + P—2X'3 , (29)

whereP5 is the projector in the null space of A,P;)Y and %3 a vector of con guration
parameter available for a third constraint.

And thus, an optimal solution of the two rst constraints becomes:
X = Al +(AP1)Y by AzAY + Poxs, (2.10)

with P, = P, P> being the projection matrix in the common null space of\; and A,.
For the further matrix decomposition in section 2.2.3, the projectoPy is expressed
with a basis of the null spaceZy as follows :P, = ZZ]. This expression allows an
easier computation. The expression of the optimal con guration when thp levels
are considered is:

xP

X, = (Akpk 1)y(bK Aka 1)+ PpX'p+1 (211)
k=1

and in turn becomes:
xP

X, = Zx 1(Aka 1)y(b( Aka 1)+ ZpX'p+1 (212)
k=1

2.2.1 Slack variable and lexicographic order

If a constraint cannot be satis ed (in the null space of the previous ones), its violation
must be minimised. Therefore the vector of slack variables is introduced. When
the method will be extended to inequalities, this variable will be used to relax

1The null space (or kernel) of a matrix, or more generally of a linear mapF : X ! Y between
two vector spacesX and Y is the set of vectorsx such as :fx 2 XjF(x)=0g

6



2. Theoretical Background of HQP

unfeasible constraints. If we consider a system of equality and inequality constraints
in a total of p constraints, the problem formulation becomes then:

min kwg k for k =1;::;p (2.13)

Xk sWk
subject to Ajx = b + w; with i = k if equality (2.14)
or Ajx 6 b + w; with j = k if inequality (2.15)

Taking the inequalities into account we will now make the formulation of the solution
relevant when the inequalities will be added.
The hierarchical quadratic programming method aims to solve a quadratic problem
following a strict hierarchy. To do so, the optimisation process cannot move the
optimal value closer to a lower priority objective if it will move away the optimum
from the higher priority objectives. The optimisation process respect a lexicographic
order. This concern of priority is explicitly shown by the equation (2.16).

lex minfk wy k; 5k w, kg (2.16)

X;W 13 Wy

with w, = Agx b

2.2.2 Optimality conditions

The optimisation problem at the k level for an equality system is expressed as
follows:

min k wy k (2.17)

Xk Wk
subject to Agxx = b + wi (2.18)
Ay Xk = Db+ wy g (2.19)

with A, 1;bc 1;w, , the stacked quantities from levell to k 1 wherew, ,is xed
due to the computation of the previous levels optima and due to the necessity of
respecting the lexicographic order.

The Lagrangian of the system is given by the following equation:

1
Lk = EWIWk"’fI Ac X bog owe , # I(Akxk be wy) (2.20)

and the corresponding optimality conditions are given below:

Wi = AXk b,( (221)

Al Xk=b 1+ w (2.22)
k = Wk (2.23)

Af 1= ALW (2.24)

with x, being the system parametersy, the slack variables, , the Lagrange mul-
tiplier for the k level (corresponding to constraint (2.18)) and , the Lagrange
multiplier for the stack equation (2.19).
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2.2.3 Hierarchical Complete Orthogonal Decomposition

A key element in the process execution is the computation of Moore-Penrose pseudo-
inverse of theAyx matrix. Such matrix operation turns out to be costly in terms of
computation, a simple procedure should be used to avoid expensive computations.
To do so, a complete rank revealing decomposition can be employed by using either a
singular value decomposition (SVD) or a complete orthogonal decomposition (COD)
method. In [5] the COD is preferred owing to its simplicity of implementation and
its execution speed. As an illustration, the complete orthogonal decomposition of
the rst level is given below:
h i g gh _ir
A= Vi U L, 0 Y, Zy = UL.Y, (2.25)

where Z, is the basis of the kernel (or null space)y; is a projection matrix in the
space ofA;, U; is a basis of the range space @éf;, V; is an identity matrix which
dimension is equal to the rank de ciency oAA; and nally L, is a triangular matrix
resulting from the decomposition. The Moore-Penrose pseudo-inverse becomes:

# .
y_ h 0 Lll h T 1T
A=Y Zy § 5 ViU =YLty (2.26)

In regard of the second stageA,Y; represents the coupling between the two rst
levels meaning that the corresponding part of the parameterg)is already assigned
and cannot be modi ed. The matrix A,Z; gives the free space and so the part of
the parameters that can still be assigned. Since we need to take into account the
common null space of the previous stages, the decomposition of kifelevel becomes:

. # .
h N o oh iT
A= WV U Mt L, O lk 1Yk Zy = Wkai-lk— (227)

with My = UJ AcY, 5 andNg = ViTALY, ; the matrices that embgqgies the coupled

part of Ax with all the previous I%vels expressed &Y, 1, Yy 1= Y1 Yy 1,
h i h i
Wi = WV U, Hy¢ = I\l\/llk LO andY, = Y, ; Yx. The free space is still
k k

expressed withAyZy ;.

Finally the decomposition for the stacked data is obtained by a recursive process
using the following equation:

" # " #ZH 0 O3
Hy 1 h i
Ace o Wer O gr0 " 0 Y,y Y Ze = WeHY! (2.28)
Ax O We "M L. 0

This decomposition is known as the hierarchical complete orthogonal decomposition
of the all system (HCOD) [5]. The computation of the HCOD is detailed in the
section 2.4.

8
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2.2.4 Optimum computation

Regarding the optimality conditions previously expressed, the parameters that will
be computed are the optimal values for the levels system parameters ,, the cor-
responding slack variablesv,, the Lagrange multiplier at each level  and the
Lagrange multiplier for the stack equation . The resolution of the following equa-
tions is known as the equality hierarchical quadratic programming algorithm or
eHQP in [5].

The system parameters X,
The solution of a "two constraints” problem given in (2.10) can be generalised for the
k level by including the hierarchical complete orthogonal decomposition as follows:

X = X 1+ YeL 'US be o Avxy 4 Zizia (2.29)

Since the solution at the levek depends on this level of the HCOD and the solution
at the previous levels, it can be reshaped to make the recurrence appears in the
matrix computation. A new matrix A7 is de ned such thatx, = AJh,. This matrix

Is computed by the following recurrent relation using the HCOD from (2.28):

A% = Y HIW] (2.30)
with " ] #
H 0 O
Hp= | ko 2.31
—k Lk 1M kﬂﬁ 1 0 Lk 1 ( )

An alternative way to compute the optimum is with the Y basis. This basis allows
to emphasise the contribution of each additional task as shown below:
#

Y, = y;kl (2.32)

with y, = L, ' Ulh Myy, , being the additional contribution of the considered
level. Once the computations are made in this basis, the optimal value of the system
parameters are obtained using y, = Y Xy

The slack variables w,, :

The computation of the slack variables results from the optimum (2.21). The slack
variables for the k level can be computed by using the decomposition of th&y
matrix in (2.21) as follows:

Wi = VkNky, ; VWil b (2.33)

or alternatively:
W, = ViVl Akx, ;b (2.34)

The computation of  is straight forward since ¢ = w, (2.23).
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The (stacked) Lagrange multipliers k-
Using the hierarchical inverse in (2.30) in (2.24), the, becomes:

= AT Alw, (2.35)

Since the HQP method aims to be fast, the computation of the Lagrange multipliers
is modi ed to establish a recurrent relation. To this end, a new variable called
cumulative variable, '** is then introdyced. This vector has two parts, de ned
by the separation of the stack in AAj . Forj going fromk 1 down to 1, the
j+1
cumulative variable is computed as follows:
1

. 1
7(J) = iJT @ AiTIfk + AIWkA (236)
i=j+1
with 0 1
. K1 o
I=uL Ty @ AT+ AfwA (2.37)

i=j+1
!
Kp1 .
whereYjT AT'_, + Alwy corresponds to the second part (the last element) of
i=j+1
the cumulative vector. This computation process is more complicated to implement
than the hierarchical inverse since it requires a loop fgr going fromk 1 down
to 1 for k going from 2 to p but since the HCOD, x, and w,, have already been
computed, the calculation is still faster than the whole hierarchical inverse.

2.3 HQP for inequalities and equalities systems

The problem of optimisation for a system composed of inequalities has been ad-
dressed in [10]. The resolution is similar since it is based on the minimisation of
the slack variables and the decision variables. Nevertheless, this method can be
considered as slow due to the large amount of computation required to solve the
whole stack. An improved method is then set up as described in [5].

As highlighted in [5], two classes of algorithms are designed to handle quadratic
programming problems with inequality constrains: the interior-point methods and
the active-search algorithms. The chosen method implemented in HQP solver is the
active-search method.

The principle of the active-search is to iterate in order to establish the set of con-
straints from the stack that are active. A task is considered as active if it holds as
an equality. The case of bounded output clearly illustrates this statement. Let an
example of stack of tasks be composed of two tasks. The rst one (with the highest
priority) being bounds for the output (typically expressed as inequalities) and the
second one being a command the output has to follow.

At rst, the output values are not computed yet and so by default the bounds aren't
violated. The computation of the optimum output values regarding the command
(second task in this example) is made. If these output values do not violated the

10



2. Theoretical Background of HQP

bounds, the active set of tasks will consist of the second task. In contrast, if the
bounds are violated, the output cannot be true and the violated bounds will hold
as equality in the optimum computation. In this last case, the active set of tasks
will be composed of the bounds that hold as equalities and the second task.

The active search method needs an initial guess of the active set of tasks. However,
at the very beginning of the execution, the active set is empty since the algorithm
does not even know the stack yet. The initial guess of the set proposed in [5] is
composed of the equalities of the stack. Once an active set is determined, an initial
point can be computed through eHQP. The given result is then modi ed recursively:

x(*D = 5O 4 (x (D x0) (2.38)

with i being the iteration number, x( ) the optimum of eHQP, x() the previous
result of equation 2.38 XV =0 wheni =0) and a parameter called step length.
The step length is computed for each row of each constraint level. The aim is to
check if the inactive constraints are not violated. The mathematical de nition of
for the r'™ row of the k" constraint is :

8

e A XD e e constraint is violated
ar = Al (X0 x0) (2.39)
71 otherwise

After the computation of for each row of the levek task, the one presenting the
minimum value of is the row that will be added in the set of active constraints for
the next active search iteration. By opposition, if at the end of the computation
for the level, its value remains equals to one, no row of the levelshould be added
in the active set.

2.4 Hierarchical active search - Implementation
and Computation

The algorithm is composed by two loops. The rst one, called inner loop, aims to
activate the constraints that requires to be taken into account in the active set of
tasks and also to check if the non-activated constraints are satis ed. The second
one, called the outer loop, aims to remove the unnecessary constraints while scan-
ning the stack of tasks. At each iteration of the active search algorithm, the eHQP is
computed with the actual active set. Depending on the results given by the eHQP,
the inner and outer loops will change, if necessary, the active set. When no more
changes are required, the nal optimum is returned.

As previously quoted, a key element in this method is the decomposition of the stack
of (active) tasks. Furthermore when the set of active tasks is modi ed (upgraded by
the inner loop or downgraded by the outer loop), a new decomposition is needed.
Nevertheless the whole decomposition is costly in terms of computational resources.
In terms of continuity, the inner or outer loops will not generate a new active-set

11
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radically di erent of the previous on€ therefore it is not necessary to recompute
the whole decomposition but only the part of the stacked matriA, a ected by the
changes. Three main cases are to consider: the whole decomposition (executed on
the rst iteration of active search algorithm), the addition of a constraint and the
deactivation of a constraint.

Since the hierarchical orthogonal decomposition is an iterative process, tkdevel
introduced in the subsection (2.2.3) is considered. The aim of the decomposition is
to expressAi as in the equation (2.40):

# .
N 0 oh I

A = W, My L, O Y. Zg (2.40)

h i
The rst matrices to be computed areYy from Y, = Y, ; Yx and Z¢. To do
so, the rank-revealing LQ decompositiohof the matrix A,Z, 1 (being the k level
matrix projected in the free-space of th&k 1 level) is computed. A practical way
to obtain such result is to perform a QR factorisation on the transpose &yZy ;.
The QR factorisation of the transpose is illustrated on the gure 2.1. When this
factorisation is applied, the matrix AcZx 1 can be rewritten as follows:

2 3

LR
AZg 1= AN Q' (2.41)

LN |o 0

with Q being the product of thery Householder re ections matrices used in the
QR factorisation process to nullify the tails of the rows and being the product
of all the ry permutations needed during the nullifying process (cfr gure 2.1). By
comparing the two sides of Eq. (2.41)Q is a transformation of Z, ; that reveals
the rank of the levelk.
Finally, the matrices Yy and Z are found using the following equality:

h i

Yo Zx = Zk 1Q (2.42)

Matrix Y of the whole stack is found after the decomposition of thelevels withY =
Y, Z, and will be further used for the update of the stack matrix decomposition.

The matrix Wy is built by applying a series of Givens rotations that aims to nullify
the LN part of the matrix in (2.41). The matrices My and N, appear thanks to
the r, Givens rotations* applied onA,Y,. The algebraic process is detailed in [5]
and more information about the matrices manipulation quoted in the section can
be found in [3].

2At each active search algorithm iteration, one constraint (or a part of it) is either added or
removed, the active set is then modi ed by one element only.

3Matrix decomposition that aims to nullify the tails of the matrix's rows

4Matrix manipulation, more information in [3]

12
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Figure 2.1: lllustration of the QR factorisation - [6]

The activation of a new constraint corresponds to the addition of a new row in
the A,. This procedure is triggered depending on the result of the step length
computation previously mentioned. Adding a line in the decomposition does not
mean that the whole HCOD must be recomputed. Let consider the levkl The
update of the W,.matrix js straightforward since the previous levels are not a ected
by this, Woew = ' 5.
tail of the new row, it becomes more complicated for the rest of the decomposition.
Indeed the new row can either increase the rank of the level by one or leave it
unchanged. For the following levels, their rank can either stay the same or decrease
by one since they do not have any additional row but they only deal with the
propagation of this change.

The global idea is to apply several Givens rotation orY basis to nullify the tail

of the new row which will give a new matrixY,,. Once the decomposition of the
level k is completed, the propagation of the modi cation thanks to applicationYy,

at each level is done.

Nevertheless, depending on the amount of zeros in the

The deactivation ~means to remove a line in the matrixA, and this removal in-
uences its HCOD. The row to be removed is considered as the last one the level
k and if this is not the case, a preliminary permutation must be done to place that
row at the last position. The rst step is to build the matrix Wgown SO that the
deactivated line has a unitary contribution inW, as in Eq.(2.43). The way to build
Wyown Matrix is through a series of Givens rotations that aim to nullify the tail of
the row to be removed (the last, by previous de nition) inH,. The new matrices
for the level k are W, in the equation (2.43) andH e, is the Hy without the last

row. 2 3
0
Wi Wgown = E Whew 0% (2-43)
0 01

Once the levelk has been updated by the deactivation, the modi cation must be
propagated to the lower levels. To do so, the matriXgywn iS applied on the next
leveP. Depending on the rank of theH; (with i > k), Givens rotations applied on
the left will be needed to nullify the tails of theN; matrix from the COD of the i

SRecall : Y is the right basis projection matrix used to project the next levels in the common
space of the previous stages.

13
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level in order to recover the HCOD shape initially shown in (2.28).

The global active-search algorithm detailed in this chapter is summarised:

Algorithm 1: Hierarchical Quadratic Programming Algorithm

A W N P

o G

10
11
12

13
14

15
16
17
18
19

20

Data: Every Constraints respecting the shape 2.2
Result: Optimal solution x and active set of tasks
Building the stack from constraints;
Active search:
if First call then
initialisation of the active set of tasks by activating all the equalities
detected in the stack;
else
| Go to while loop;

while index & length stackdo
eHQP optimal computation;
Constraints violation research among whole stack;
Innerloop:
if Violation of constraint detectedthen
Activation of the constraint having the highest priority among
violated one;
else
| Go to outerloop;

Outerloop:
if no deactivations neededhen
| index is incremented;
else
L index is not changed and the stack is reinspected ;

Optimum solution x = Actual solution

14



3

Application of HQP in Robotics

The third chapter is about the employment of the HQP method in the case of the
kinematic control of a robot. For robotic applications, nding the best input for a
robot subjected to several objectives and constraints is a common issue.

First of all, an introduction to the robotic kinematic control method is given. The
robots are considered as actuated multi-body systems. They are composed by links
connected through joints. An analogy with the human would give the following
correspondence: the arm and the forearm are the links and the shoulder and the
elbow are the joints. The robot end-e ector operates in a space called workspace
(or operational space). The joint space is the space of the joint and its dimension
is equal to the number of the degrees of freedédmExample: for a six-joints robot,
the joint space is six-dimensional.

A very basic illustration of close loop kinematic control with the Jacobian inverse is
shown in gure 3.1.

Figure 3.1: |lllustration of close loop kinematic control: Jacobian pseudo-inverse.
X is the robot position in the workspaceg is the joint position, X4 is the position
command,J, is the Jacobian matrix andJ).

Using HQP as an optimal kinematic controller implies that it will have to solve
the inverse di erential kinematics of the robot. Other methods used for the kine-
matic control of a robot are similar to HQP since they are also based on the use
of the pseudo inverse di erential kinematics. An example is the Prioritised Inverse
Kinematic method (PIK) [9] which also aims to take the concept of hierarchy into

1A so called degree of freedom is an actuated joint of the robot
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3. Application of HQP in Robotics

account. Some more common methods, purely based on the closed loop kinematic
control, are described in [1].

3.1 Hierarchical Quadratic Programming in robotic
framework

As illustrated in [5], HQP is used to solve the inverse kinematic problem with addi-
tional constraints to generate motion.

In order to t with the equations formalism of the HQP method?, the objectives to
be performed by the robot are expressed with the task-function approach. It consists
in expressing the task as a di erentiable functiore of q (q being the actuated joints
of the robot). In order to represent the evolution of this task with the con guration
parameter, the task Jacobian is de ned ad = %g The task is nally expressed as
follows:

e=Ja 3.1

Finding the best motion for the robot according to the speci ed task (3.1) is equiva-
lent to solving a quadratic programming problem (2.1) that is in this case expressed
as follows:

Find g 2 Arg ,minkJg ek (3.2)

The HQP method is used to solve the inverse kinematic problem for the stack of
tasks Jacobians. HQP behaves then as an optimisation-based controller where the
decision variables< are the joint velocitiesg. As mentioned in the previous chapter,
the aim of the stack is to solve the quadratic programming problem while respecting
the hierarchy imposed by the location of the tasks in the stack. In robot control,

a pre-hierarchy can be built. The higher priority levels will be dedicated to safety
constraints such as joints position, velocity and acceleration bounds. Then will come
the collision avoidance task and nally the trajectory tracking.

3.2 Expression of the tasks

Regarding to the task-function approach, di erent tasks such as trajectory tracking
and obstacle avoidance must be expressed at the velocity level. The tasks introduced
in the following section are illustrated with their implementation in HQP method
and simulation in MatLab for the simpli ed case of a three links planar arm.

3.2.1 Trajectory tracking tasks

The trajectory tracking task command is expressed as an attractor system. The
task displayed in Eq.(3.3) represents the square of the error between the trajectory

2Ax = borb 6 Ax 6 b,
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point and the end-e ector position.

rrajectory = (Pr(t) pe)T (pe(t)  pe) (3.3)

As mentioned in the beginning of this chapter, the equation considered by the solver
is the derivative of the task. The di erentiation of this equation gives the desired
form EQ.(3.1). Since the task (3.3) is the tracking error, an asymptotic convergence
is induced to drive the error to zero. This convergence is achieved by considering
e= K;e with K, being a positive gain that re ects the strength of the attraction
and thus tunes the convergence speed.

Once the di erentiation is completed and the asymptotic convergence is taken into
account, the task is expressed as follows:

1
Jva=p o+ oK) pe) (34)
2 @x 3
@q
with J, being the Jacobian :J, = 5 @@g' é and K a positive constant.
@z
@q

3.2.2 Bounds

The safety constraints are the expressions of the bounds. The solver considers the
joint velocities as its parameters, the velocity bounds are then simply expressed
with Eq.(3.6). The joint positions bounds are de ned with Eq.(3.5) where the joints
position were replaced bygq = g 1+ g t. The acceleration bounds can also be
de ned with the same reasoning EqQ.(3.7) using an approximation made with the
backwards di erencegg = 441,

—t(qmn G 1)6 1,06 —t(qnax G 1) (3.5)
Onin 6 1h06 Onax (3.6)
Cin t+ G 16 170G 6 Onax t+q 1 (3.7)

To illustrate the activation of the bounds, the trajectory used for this example is a
circle in the workspace that has to be completed in 5 seconds. As shown in Eq.(3.3),
the velocity bounds are activated one after another to follow the trajectory in the
best possible way.

3.2.3 Workspace limitation

The limitation of the workspace means that the end-e ector must remain in a limited
area of the space. The task naturally linked to workspace limitation is the following
inequality constraint:

Pmin 6 Pe 6 Pmax (38)
While expressed in the velocity level, we get the following the inequality:
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Figure 3.2: Trajectory of the end- Figure 3.3: Joint velocities in time
e ector in the workspace

1 (Pmin  Pe) 6 JvQ6 1 (Pmax  Pe) (3.9)

Since the objective is to force the end-e ector to remain in the de ned area, the
limitation task must have a higher priority level than the trajectory tracking. Figures
3.4 (a),(b) illustrate the satisfactory of the hierarchy since the robot stops following
the trajectory when it reach the workspace border.

(a) (b)

Figure 3.4: lllustration of the workspace limitation task. (a) End-e ector motion
in the limited workspace. (b) Joints velocities.

3.2.4 Obstacle avoidance tasks

There are several way to express the obstacle avoidance. In a rst instance, an
obstacle in the workspace is represented by a circle (2D) or a sphere (3D) that
includes the ‘'real’ obstacle. Therefore, each obstacle must be described by a radius
R and the coordinates of the centrg,. The task that prevents the collision between
the end-e ector (at the position pe) and the obstacle is expressed as follows:

q
d>dy, with d= (pe po) (P Po) & do=R (3.10)
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Eq.(3.10) does not take the shape of the robot into account since the collision avoid-
ance is based on the position of a control point (the end-e ector in this case) with
respect to the areaR occupied by the obstacle.

In the velocity level, the task becomes:

T

An example of obstacle avoidance for the end-e ector position as the control point
is shown in the gures 3.5 and 3.6. The straight line trajectory is violated in order
to avoid the obstacle until there is no risk of collisions as proves the evolution of the
error in X and Y in the gures 3.8 and 3.8.

— (o 6

Figure 3.5: Trajectory of the End- Figure 3.6: Joint velocities in time
E ector

Figure 3.7: Error in time in the x Figure 3.8: Error in time in the y
direction of the workspace direction of the workspace

The collision avoidance was made so far for the end-e ector only. In order to prevent
collisions with the rest of the robot, more control points must be taken into account.

3.2.5 Improved collision avoidance

The previous expression of the obstacle avoidance are expressed as a point to point
constraint with an obstacle point and a control point. However, if the collision avoid-
ance policy is made for the whole robot, the previous collision avoidance constraint
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must be applied for each new control point, which is the same as adding a new level
(Eqg.3.11) for each control point. The advantage of this method is the simplicity of
the constraint's expression. However, a major drawback is the number constraints
generated for completely covering the robot. As an example,nty, control points
are taken on the robot's skeleton withn, obstacles detected in the workspace, the
total number of constraints isngy nN,. It has been detailed in the chapter 2 that
the active search algorithm inner and outer loops are going through each constraint
level several times in one active search iteration. It is therefore important to limit
the number of tasks to reduce the execution time.

To do so, the collision avoidance task can be expressed as a "line to point constraint”.
The constraint will remain the same as in the equation (3.10) but the control point
becomes the closed point to the obstacle on the line linking two joints. Considering
two points p; and p, representing the coordinates of the joints on both sides of
the link and p, being the coordinates of the centre of the sphere incorporating the
obstacle. The equivalent task of Eq.(3.11) for a line is expressed at the velocity level
as follows:

0 I 1

1 T d12d12
— = @ Aeg = T
(o B+ Glea po) O Hae 6 (pc| P) Jvea  (312)

where

1
dyo0ho" o0,
JVcI :JV1 + ﬂlzilo(Jvz JVl) %JVl
d dlzd d 12' T4 (3-13)
12 12 10 12 (Jvz Jv1)+ 12 10 (Jv2 Jvl)
kd12k4 kdle

|
with ‘dy» being the line direction vector< p, p; >, J,, the Jacobian corresponding
to point p;, dyo the direction vector < Pg P>, do the radius of the obstacle with
the girth of the link considered andd=  (pg  Po)" (Pe | Po) the shortest distance

between the link and the obstacle centre wheng, = p; + 'dlz'dik%.
12

Nevertheless, the task must be further elaborated. This method relies on the point
of the link closest to obstacle. This point has to be located on the link, which

implies that % 2 [0;1]. This case is illustrated in gure 3.9. If the point is
12

out of the link-line (gures 3.10 and 3.11), the obstacle avoidance task is Eq.(3.11)
where the controlled point is the eithemp; or p, depending on which one is closer to
the obstacle.

The di erent cases are summarised in the following Algorithm 2:
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Algorithm 2:  Collision avoidance Task

21 Finding closest point : pg = p1 +!d12t|ine wheretjine = d—k]'d;%

22 if tjine 2 [0, 1] then

23 \ The collision avoidance task is 3.12 ;

24 else if tjpe < Othen

25 \ The collision avoidance task is 3.11 witlpe = p; ;

26 else

27 L then tjne > 1 and the collision avoidance task is 3.11 witpe = py;

N

Figure 3.9:  Link wise Figure 3.10: Link wise Figure 3.11: Link wise
constraint - Intersection in constraint - Intersection af-constraint - Intersection
the link ter the link before the link

An illustration of this task is found in the gure 3.12. In this example, the three
links planar arm is asked to reach the point (2;2) in a eld of obstacle where the line
collision avoidance is applied on the last link. The end-e ector's motion prevents
then the collision between the link and the obstacles. The goal will not be reached
since the collision avoidance has a higher priority in the stack and that reaching the
goal implies an interference between link and obstacle.

Figure 3.12: Trajectory of the three links planar arm is the workspace.
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3.2.6 Concave obstacle issue

An issue encountered with the kind of collision avoidance constraints presented is
that the robot get stuck in concave obstacle con gurations. The HQP method uses
the concept of lexicographic order to arrange the optimisation process, which makes
it impossible for the solver to increase the slack variables. In this case, the bounds
are top priority constraints, then comes the obstacle collision avoidance and nally
the goal attraction. When the end-e ector is stuck in the circles intersection, the
action of going back does not create any con ict with the top priority level neither
with the obstacle avoidance level but increase the slack variables for the trajectory
tracking level. The result of this situation is that the robot will remain blocked in
this position. An illustration is provided at the gure 3.13.

Alternative ways to express the obstacle avoidance task are studied in order to
prevent this situation. Instead of using a constraint based on distance comparison,
more sophisticated ways are studied as the arti cial potential approach such as
repelling or circumventing constraints in the Chapter 4.

Figure 3.13: lllustration of the consequence of a lexicographic order based opti-
misation solver with concave obstacles.
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3.3 Evaluation of HQP

In order to study the accuracy and stability of HQP inverse made with a Hierar-
chical Complete Orthogonal method (HCOD), we compare HQP and the sequential
guadratic programming method (SQP) which is part of MatLab toolbox [10] for
a simple trajectory tracking task in a straight line a two-dimensional space. The
accuracy and stability are assessed with the computation error and its propagation
in time. The results of the simulation are shown in gures 3.14,3.16,3.15 and 3.17.

Figure 3.14: Error in x for a tra- Figure 3.15: Error in x for a tra-
jectory tracking task computed with jectory tracking task computed with
HQP. SQP.

Figure 3.16: Error in y for a tra- Figure 3.17: Error in y for a tra-
jectory tracking task computed with jectory tracking task computed with
HQP. SQP.

The error magnitude and behaviour for HQP method are the same as for SQP
method. The numerical uncertainties linked to the additional operations inherent

to the hierarchical way of managing the stack of tasks are not critical for the global

computation accuracy.
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4

Arti cial Potential Fields and
their use with HQP method

The arti cial potential elds are similar to the task functions allowed in the HQP
solver when they are expressed at the kinematic level (cfr. chap 12 [24]). The ob-
jective of this chapter is to provide an overview of the state of art of the existing
arti cial potential elds for obstacle avoidance and to test if and how they can be
combined with the stack of tasks approach.

The arti cial potential theory aims to express the tasks as potential functions gener-
ating force elds in the space. An analogy will be made further between those elds
and inviscid uid ows in uid dynamics. Those elds can either be expressed in the
operational space or in the joint space. Once the potential functions are built, the
negative gradient with respect to the corresponding degree of freedom represents a
force eld for the end-e ector. When the potentials are expressed in the workspace,
the global force eld is obtained by superimposing each of the elds. Theses force
elds can be used at the kinematic level to command the motion of the robot as
follows [24]:

X X
Iva= frota = fi = r pUi (4.1)
i=1 i=1
where J, is the Jacobian matrix andU; represents any potential de ned in this
chapter.

4.1 Attraction Field

An attraction eld is a function that aims to drive the controlled point to another
position called the goal. Two attraction elds are presented in this section. Both
of their expressions contain the error between the controlled point and the goal
e(d) = pgoar Pe. Since the potential is used through its negative gradient, the
resulting force eld aims to minimise this errore(q). Depending on the expression
of the potential, the convergence to the goal will be di erent. The rst kind is the
paraboloidal shape (4.2) and the second one is the conical shape (4.3).

Potentials

Usa(@) = Sk (@e(a) = Sake(@k’ @2)
Usa(0) = kake(a)k @3)
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wherek, is an constant re ecting the strength of the attraction. The resulting at-
tractive forces are given in Eq.(4.4) and Eq.(4.5) for paraboloidal and conical shape
respectively.

Force elds
fa;l(q) =T Ual(Q) = kae(q) (4-4)
@ = 1 U@ = Kapgyae @5)

The advantage of the paraboloidal potential is its continuous di erentiability, how-
ever when the controlled point is far away of the target, the eld strength can become
large. Concerning the conical potential, the attraction is steady for far away points
but the potential function is not di erentiable on the goal point. A combination of
these two attractive functions is proposed in [24] to take the best of the two meth-
ods. Whenke(g)k > 1 the conical potential is used and changes to the paraboloidal
one whenke(g)k 6 1 in order to guaranty a smooth transition. The potentials are
illustrated in Fig. 4.1.

(a) Paraboloidal attractive(b) Conical attractive po-(c) Combined attractive
potential. tential. potential.

Figure 4.1: lllustration of the di erent types of attractive potentials.

The attractive force eld is similar to the trajectory tracking task Eq.(3.4) if the
centre of the potential (the goal) is moving. In that case, the velocity of the goal
must be taken into account.

4.2 Avoidance Fields

There exist several ways to express avoidance elds. A rst way is basically to
consider the obstacle as a repulsive force that will repel the robot. However other
methods have emerged to guarantee the obstacle avoidance such as the use of vortex
elds rather than repelling elds. In the following section we test several avoidance
approaches. The test performed for each of the proposed avoidance methods con-
siders a goal attractor system with the starting point and goal on either side of the
obstacle. The parameters for these tests are displayed in the table 4.1.
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Parameters Value
Starting point [0:5; 1]
Goal [0:5; 1]
Obstacle centre| [1:25; 0:75]'
Obstacle radius 05

Table 4.1: Parameters for the obstacle avoidance methods test.

The obstacles considered are de ned as included in an ellipsoid of equation:

Px  Xn 2m+ Py Yn 2m+ p, zn M

h(p) = 3 b c

(4.6)
with p = (px; py; P,) being a point on the obstacle surface ang, = ( Xn; Yn; zn) being
the centre of the ellipsoid. The following avoidance approaches use the distance
between the end-e ector and the obstacle in order to design the avoidance potentials.
This distance is then de ned as the shortest path between the end-e ector and the
obstacle surface from Eq.(4.6).

4.2.1 Repulsive Field

The eld force produced by repulsive potential repels the controlled point from the
obstacle. The potential function depends on the distance between the controlled
point and the obstacle and prevents them to collide since the force eld tends to-
ward an in nite value in the vicinity of the obstacle. The common repulsive eld
expression is developed in [24] and used in [12]. The potential is expressed in Eq.(4.7)
and the corresponding force eld in Eq.(4.8).

Potential 8 )
<ksi 1 1 if (06 o
Uri Q= i(Q) 0i I '(q) 0ii 4.7)
-0 if ,(Q) > 0
Force eld
<k L (g if (@6 o
fr;i (q) = f@ (g 0;i . ' (48)
"0 if (@ > o

with (@) = mingucoikg gk being the distance fromq to the closest point of
the obstaclei expressed is the con guration space and,; the range of in uence of
the obstacle. If expressed in the workspace, the eld equation is formulated wifh
and ; becomes the distance between the end-e ector and the obstacle surface and

= 2. The results for a simple study case of a goal attraction with an obstacle are
shown on the gures 4.2 and 4.3.

The main drawback of the repulsive force eld is related to stability. Since it acts

as a source that repels the end-e ector a time-step not small enough can lead to an
oscillating behaviour as shown on the gure 4.4.
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Figure 4.2: Three links planar armFigure 4.3: Trajectory generated
con gurations in time. using the repulsive eld method.

Figure 4.4: Three links planar arm motion in the workspace for a repelling eld
with a bigger time step.

4.2.2 \Vortex eld

Another inconvenience with the repulsive force eld applied on the end-e ector is
that it could lead to a local minima problem. In order to avoid this scenario, another
kind of elds can be considered namely the vortex force eld.

The aim is not to repel but to force the end-e ector to go along the obstacle surface
as far as it's necessary. Two ways of building those vortexes will be detailed in this
section.

Force eld

The rst avoidance eld expressed as a vortex is detailed in [15] in a 2D workspace.
8

Fox= P (X X) (Y Yo) P(Y Vo)

4.9
Ffoy = (X X) (Y Yo) By (X Xo)? *9)

with p, , cos , p,, sin being the components of the direction vector for the
line linking the centre of the obstacle to the goal, computed with the direction angle
, atan2(yq Yo;Xg Xo). More generally, the family of force eld used in [15] is
expressed as:
fe= (p'nr p(r'r) (4.10)
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where is a constant that de nes the shape of the eld ( = 0 for a uniform eld,

=1 for a vortex eld and =2 for an attractive eld) and r is a relative position
vector which depends on the aim of the eld (de ned by ). For an avoidance eld,
this position r is taken relatively to the obstacle positionr = pe  po.

In this case, the resulting force eld is weighted between the attractive eld and the
avoidance eld depending on the position of the end-e ector with a factor; ( =1
when the obstacle is not a threat and ;=0 when it is). A generalised expression for
n obstacles can be expressed as follows [15]:

W A
fiotal = _ ifat _ (1 i)fo;i (4.11)

(a) (b)

Figure 4.5: (a) Three links planar arm con gurations in time. (b) Trajectory
generated using the vortex eld method in Eq.(4.9).

For this avoidance approach, a the time-step which is not small enough does not
lead to an undesirable oscillating behaviour as shown on the gure 4.6.

Figure 4.6: Three links planar arm motion in the workspace for a vortex eld with
a bigger time step.
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The obstacle avoidance for the whole robot is a superposition of several potentials
expressed for each additional control point as in Eq.(4.12) [24].

Nirl
fo= fr;i (p) (4.12)

i=1

wheref , is the global avoidance eld for one obstacle).,, are the number of control
points taken andf; (p;) is the avoidance eld computed for the pointp;.

4.2.3 Avoidance eld in dynamical systems and transferring
into arti cial force eld

There are several methods designed to achieve an obstacle avoidance task with dy-
namical systems. Among those methods, two kinds can be identi ed. The rst one
is detailed in [11], it consists in the computation of a modulation matriMo. This
modulation matrix is then used to change the force eld in which the controlled
point is evolving. The nal eld is then a product of this modulation matrix and

the force eld without the obstacle: Ffna = MoFno obstacles. This method will

not be further examined since the perturbation brought by the obstacles is applied
through a product on the global eld instead of being an external perturbation force.

On the contrary, the second kind takes the obstacle into account through an addi-
tional perturbation term in the dynamical system. Two methods will be analysed.
The rst avoidance eld expressed in a dynamical system is detailed in [17] and
[16]. It is called dynamic potential eld and consists in a combination of repulsive
and vortex elds [17]. The eld takes the velocity and the position of the controlled

point (the end-e ector in the common case) into account to activate or deactivate
the force eld. The potential has the following shape:

8

< cos
U= (oos)

kvk . < 6

)2 (4.13)
0 ;06 6

with  being a constant representing the strength of the eld, a constant set at 2
and the angle between the position vector and the velocity vector. The cosine of
that angle is computed as:cos = kkaTp)((x)' The gradient of this potential is given in
Eq.(4.14) and the corresponding eld force is given in Eq.(4.15).

kvk cos '
X;V) = cos) '—— r,cos ——r .p(x 4.14
8
1 kvk o
o= < ( cos) *55 T xcos %r «p(x) if =2< 6 (4.15)
-0 else

The avoidance force (4.15) is used as a perturbation term in the following dynamical
system which corresponds to the transformation system of a modi ed Dynamical
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Movement Primitives!:

8
<

(4.16)

1< <

=K(@ x) Dv K(g xgs+Kf(s)+ (xv)
v

The results of the simulation for the case summed up in table 4.1 are displayed in
the gure 4.7.

(@) (b)

Figure 4.7: (a) Three links planar arm con gurations in time. (b) Trajectory
generated using the vortex eld method in [17]

The second method proposing obstacle avoidance as a perturbation of a dynamical
system is detailed in [26]. This method is only based on the distances between
the elements composing the workspace: the end-e ector (the controlled point), the
starting point, the obstacle and nally the goal. In this case, the dynamical system
proposed is the following one:

8

< v

= v (p p)+ (D)

©
I

(4.17)

1<

wherep is the position, v the velocity, p; the goal andu(t) the obstacle avoidance
contribution similarly to f, in Eq.(4.15). The obstacle avoidance contribution is de-
ned in a way that guarantee the avoidance thanks to a logarithmic transformation.

The avoidance contributionuy, is computed using the deviation between the distance
from the end-e ector to the centre of the obstacle beingl(p) = kp pnk and a
new attractor scalar parameterd,,(p). To do so, several distances are de ned: the
distance (end-e ector - obstacle centredl(p), the distance (initial position - obstacle)
d, and the distance (goal - obstacle). The attractor scalar parameterdn, (p) is
de ned as the distance between the obstacle surface and the goal. And in turn,
the deviation from this attractor is dened as (t) = d(p) dw(p). Then this
new distance is bounded betweed, and dn.x wWhich represent the lower and

Lcfr. Chapter 5
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upper bound distances between the obstacle and the target position. To ensure the
avoidance of the obstacle, a natural logarithmic transformation is applied on(t)[2]:
!

TC @)=l —
(@)=l Tt

dmax

Finally the avoidance termu(t) is de ned with:
@
up = ky @Ir( (1) (4.18)

with  being:

P P, f(P) NP

= 1:(p))kp prk cos knh(p)k

where n,(p) is the normal vector to the obstacle surface Eq.(4.6¥%,(p) = h(p)ﬁ

andcos = (& phllkn”“(p) The test was performed with the parameters displayed in
Pn h

(p
the table 4. 2 for the cfynamlcal system and the potential.

Parameters | Vglue
5

50

0.5

kh 0:1

Table 4.2: Parameters for the dynamical system (4.17) with the potential, from
(4.18).

Figure 4.8: Obstacle avoidance realised with the potential developed in Eq.(4.18).

Those two avoidance methods stemmed from dynamical system implementation can
be used as collision avoidance potential for goal attraction task only. If the goal is
mobile and follows a pre-de ned trajectory and that the obstacle interferes with this
goal trajectory, then the conditions for activating these potentials do not make sense

32



4. Arti cial Potential Fields and their use with HQP method

anymore and the avoidance will not be guaranteed. This behaviour is explained by
the nature of these avoidance terms. They are initially acting in the di erential
equations system which generates the end- e ector trajectory going from a point to
the goal. This implies that they were designed to impact this trajectory generation
to make it deviates from the obstacle.

4.3 Avoidance Field Proposition

As previously expressed, the HQP method by respecting the lexicographic order can
lead the robot in a meta-stable position like in the case of a concave obstacle (Figure
3.13). However, it is possible to avoid those singular con gurations by combining
several potentials acting at di erent priority levels. In order to clarify the upcoming
reasoning, a quick introduction to the uid ows theory is proposed.

4.3.1 The theory of potentials in uid mechanics

An analogy between the arti cial potentials and uid ows is straightforward. The
theory of incompressible irrotationat ows for an inviscid uid 2 in two dimensions
shows that the uid motion (and so the velocity eld) can be expressed using po-
tential functions. Every function that respects the following conditions can be
considered as a velocity potenti§1l:

The ow is irrotational r "V =0,

The conservation of mass leads to 2 = 0.
In addition with potential functions, stream functions can also be introduced.
Stream functions are de ned such as the stream lines are constantly parallel to the
velocity vectors. Those functions are used to represent the stream lines and then
visualise the uid motion and intensity. The velocity (in two dimensional Cartesian
space) is then obtained as follows:

| 'u# " @# " @ #
V = v = gx = @d (4.19)
@y @x

Regarding the properties of the potential functions, the superposition of two valid
potentials is a valid potential (superposition principle).

As an example, combining a dipole potentidlwith an uniform eld potential is
equivalent as having a circular obstacle in a uniform ow. This superposition is
illustrated in the gures 4.9, 4.10 and 4.11.
An interesting stream function for the concave issue is the irrotational vortex stream
function:

= K Inr (4.20)

2FluidI ow where the particles do not rotate, leading to a cross gradient of the velocity being
null: r "V =0

3Fluid where the frictions are neglected.

4A dipole is the name given to the association of a source potential and a sink potential close
to each other.
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e
Figure 4.9: Uniform Figure 4.10: Dipole eld Figure 4.11: Combined
eld yni = UxX = 1, n(xra)?+y?)  eld uni = uni T dipole

dipole = 2Mg((x a)Z+y?2)

whereK is constanf and rqis the distance between a point in the owp and the

centre of the vortexp,: r= (p Po)"(P Po). An illustration of this potential is
presented in the gure 4.12.

Figure 4.12: lllustration of a vortex eld: = K Inr centred in (0,0).

In uid mechanics, the theory of potential ows is detailed in two dimensions to re-
spect the assumptions made [13], however it is hecessary to nd a way to adapt this
theory and in particular the free-vortex stream function in a three dimensions space.

4.3.2 Transferring the two-dimensional stream function in
the arti cial potential task function

The free-vortex stream function can be used on condition that it is built in the plan

containing the controlled point, the centre of the obstacle and the goal. Instead
of adapting this vortex function in three dimensions, the proposed method is to
keep the stream in a plan but make that plan varying in space with the controlled
point. This stream is then applied on this adaptive plan. The following geometrical
method was applied to compute the stream function and transfer it back in the

5K = 5— with  being the uid ow strength.
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global reference frame.

First, the three positions in the global reference framBR, must be known: the con-
trolled point (in this case, the end-e ector coordinates)y,, the obstaclep,,, the
goal pg,. Then, a reference frame speci c to the streanrg , is built regarding to
the relative positions. Con3|der|rrgpeo =< Pot, Pejo > anc§ Pog =< Pgis Potio >

being the relative position vectors de ning the stream plan.

The speci c reference framdR g, is de ned as follows:

2 3 2 D eo 3
quo
Rsr = 2 y str% E Z str l' X strz (4.21)
Z ! X str P og
str X str pogk

An illustration of this new reference frame computation is proposed on the gure
4.13.

Figure 4.13: lllustration of the stream frame de nition

Once the coordinates of the speci ¢ frame are known, the homogeneous transforma-
tion matrix from the stream frameR g, to the global frameR ¢ and the corresponding
rotation matrix are:

| #

RS" * Doy . P
str — 0 oh . str — 1
T 0 10 ; with Ry' =

X str y str : Z gy (4-22)

The controlled point can then be expressed in the stream frame using the inverse
of the transformation matrix (4.22). From this point, the stream function is built
with the controlled point in Rgy : pe,, and the stream force is:

8 Ks

% sztr = Wpelstr (x)

§ fYStr = kpe] pe]str ) (423)
f =0

Zstr
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Now that the stream force is computed in the stream frame, it can be expressed
back in the global frame to derive the obstacle avoidance contributioh,, .., :

ortex
2 3

Ystr
fovortex = Rgtr g sztr g (424)

0

The gures 4.14 and 4.15 show the change of rotation for the vortex ow which
depends on the orientation of thezg, vector.

Now that the potential is built, it is necessary to design its activation condition.
The gures 4.16, 4.17, 4.18 and 4.19 illustrate the di erent cases depending on the
distance between obstacle and controlled point and on the angdpouPy.

Figure 4.14: 2D application of the Figure 4.15: 2D application of the
adaptive stream: whenz, and zgy, adaptive stream: whenzy and zg,
are aligned. are opposed.

Figure 4.16: The obstacle does noFigure 4.17: The controlled point
represent a danger for the controlle@ntered the danger area, the stream
point, the stream function is not ac-function is then applied.

tivated.

This method allows to avoid the singular con guration due to a concave obstacle. In

two dimensions, the concave obstacle is created by the fusion of two circles. If such
fusion occurs the streams are synchronised to prevent the streams to act against
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Figure 4.18: The stream functionFigure 4.19: The angle PePobPg
remains active as long as the angis small enough, the stream is not
PBePobPg > = 4. needed anymore.

each other as it is shown on gure 4.20.

Figure 4.20: Global vortex eld for a concave obstacle made of two circles.

Nevertheless, there is also a singular con guration for the presented method. If the
three points used to create the adaptive plan are aligned, there is an in nity of plans
available. It is then necessary to anticipate this situation.

When the points (pe; Pob; Pg) are aligned, the controlled point and the goal are on
either side of the obstacle. It implies that the orientation of the adaptive plan can
be set in any direction as long as the vectot po, pPe > is contained in the plan.
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4.3.3 Generalisation of the adaptive plan stream for un-
known pop

In the case of an obstacle detection sensor such as a lidar, the centre of the obstacle
is unknown, only distance information is available. The method is still working if
instead of the obstacle centre positiom.,, the position of a point on the obstacle
surface is considered as the stream centre. In this case, the stream plan will be
xed to avoid the perpetual change of its direction since the singular con guration
(points alignment) is more likely to occur.
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4.4 HQP and Arti cial Potential Field Tasks

This section considers arti cial potential avoidance methods as a level of the stack
of tasks in HQP.

The stack structure for the following tests is shown in table 4.3. The aim is to
check if the obstacle avoidance potentials expressed in the literature are compatible
with the stack of tasks architecture and if it can guarantee better results than
the collision avoidance in Eq.(3.11). The test conditions are the same as for the
potentials demonstration and are summarised in table 4.1.

Priority level Name Comments Dimensions Type
1 Safety bounds | Impose the Nof Inequalities
physical
bounds of the
robot.
2 Obstacle Implementation | Ngimensions Equalities
avoidance eld | of the
avoidance
potentials.
: Other : : :
last Trajectory / Ndimensions Equalities
tracking

Table 4.3: Stack Structure for the obstacle avoidance method made with arti cial
potential methods.

The rst avoidance method presented was the repulsive eld. However this cannot
be considered as an individual stack level because of the notion of hierarchy in HQP
stack of tasks. Indeed, if the task is included to the stack as in table 4.3, the repulsive
force will be solved in priority, and thus the end e ector will be repelled until it is
not in the repulsive eld activation area. This situation will create an oscillating
motion of the end e ector around the activation area border, which is not a desired
behaviour. Fig.4.21 illustrates that antagonistic behaviour.

The results of the test for the vortex eld de ned in Eqg.(4.10) are displayed in the
gure 4.22. The results of the test made with the vortex eld used with dynamical
system, de ned in Eq.(4.15), are shown in Fig.4.24. Finally Fig.4.23 shows the re-
sults of the avoidance term Eq.(4.18) used in dynamical system.

A common observation with the stack structure proposed in table 4.3 is the oscil-
lating velocity curve shape caused by the activation of the potential based tasks
level, when the end-e ector enters the trigger area. An illustration of this behaviour

is displayed in the gure 4.25. By adding a acceleration bounds task (Eq.(3.7)) in
top priority level, the oscillations in the generated velocity can be prevented. The
results of this new bounds level are displayed in the gure 4.26.
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(a) (b)

Figure 4.21: Obstacle avoidance realised with HQP and the potential developed
in Eq.(4.8). (a) The repelling force is put in a higher priority level.(b) The action

iIs combined in the same level (it correspond the fusion of level 2 afabt of table
4.3.

Figure 4.22: Obstacle avoidance realised with HQP and the potential developed
in Eq.(4.9).
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Figure 4.23: Obstacle avoidance realised with HQP and the potential developed
in Eq.(4.18).

Figure 4.24: Obstacle avoidance realised with HQP and the potential developed
in Eq.(4.15).

Figure 4.25: lllustration of the velocity oscillation phenomenon caused by the
uctuation activation of the potentials.
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Figure 4.26: lllustration of the reduction of velocity oscillation phenomenon by
adding a acceleration bounds in top priority level.
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4.5 HQP and Proposed Avoidance Field

Combining the concept of hierarchy from HQP and the stream function proposed in
Eq.(4.24), the concave issue addressed in the gure 3.13 can be avoided. The stack
structure is proposed in the table 4.4.

A simulation of a concave obstacle avoidance with HQP and the proposed stack
structure is shown in Fig.4.27 for a two dimensions implementation.

A goal attraction task in three dimension for a UR10 robot is shown in Fig.4.28.
The tracking of a linear trajectory is performed in Fig.4.29. We can see that the
avoidance is correctly carried out however, there are jumps in the joints velocity
command generated by the HQP kinematic controller. As in the previous tests
conducted for the other potentials, the velocity oscillations/jumps remain an issue.
To address this problem, the acceleration bounds Eq.(3.7) has been added in the
stack as the highest priority task. The results for the augmented stack are shown
in the gure 4.30.

Priority level Name Comments Dimensions Type
1 Safety bounds | Impose the Ndof Inequalities
physical
bounds of the
robot.
2 Collision Prevent the Niinks Nobstacles | IN€qualities
avoidance parts of the

robot to collide
with obstacles.

3 Obstacle Implementation | Ngimensions Equalities
avoidance of the stream
function.
: Other : : :
last Trajectory / Ndimensions Equalities
tracking

Table 4.4: Stack Structure for the obstacle avoidance method including the adap-
tive stream method.
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Figure 4.27: Concave obstacle avoidance with stacked potentials

Figure 4.28: Obstacle avoidance realised with HQP and the stack in 4.4 for a goal
attractor task.
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Figure 4.29: Obstacle avoidance realised with HQP and the stack in 4.4 for a
linear trajectory.

(a) Trajectory in space. (b) Joint velocities.

Figure 4.30: Obstacle avoidance realised with HQP and the stack in 4.4 for a goal
attractor task with an acceleration bounds level.
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5

Trajectory Generation

The desired features for a trajectory generation method are exibility and reactivity.
Thus, the generation is performed in real time using Dynamical Movement Primi-
tives (DMP). The DMP are used in order to encode a trajectory into a non-linear
dynamical system and adapt it in new conditions. This dynamical system is then
built through the learning of a known behaviour called demonstration [21]. In this
thesis we consider point-to-point trajectories which can be generated from a point
attractor system. A simple example of point attractor dynamical system is the
string-damper.

5.1 Dynamical Movement Primitives Formulations

Two dynamical systems composed a Dynamical Movement Primitive: the transfor-
mation system and the canonical system. The transformation system is a second
order di erential equation split in two rst order di erential equations that represent

the motion of the end-e e8c:tor:

Sz= (9 y) )+

L y=z
whereg is the goal, , and , are positive constants of the systems. Constant,
is set equal to ,=4 in order to have a critically damped system which allows a
exponential convergence to the goal without oscillations [8},and z are the system
parameters wherey represents the position and are the forcing terms. The role of
the forcing terms is to allow the transformation system to have a desired behaviour
in time and space. As detailed in [23], for vanishing forcing termf (= 0), the
system converges asymptotically to the goal. By varying the forcing terms in time
and space, the transformation system can be adjusted and so have a more complex
behaviour before reaching the goal. To make this possible, another dynamical system
is de ned, the canonical system. The canonical system is a simple asymptotically
convergent system:

(5.1)

X = x X (5.2)

where is the timescale parameter anc is the phase variable and allows to modify
the temporal evolution of the dynamical system. The expression of the forcing
term depends on the formulation of the DMP. For the classical attractor system in
Eq.(5.1) it is given by:
"N w i(X)
0= Fm—o7x(@ Yo (5.3)
|
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with g the goal andy, the starting point of the trajectory and the ; areN Gaussian
basis functions depending ox expressed as:
!
1
i=exp  —(x G (5.4)
|
with ¢ the mean and ; the standard deviation. The use of the canonical system

allows the transformation system to be time independent since the forcing terms
equation is expressed ixx.

There are di erent formulations of the dynamic movement primitives where the "ba-
sic" system formulation is augmented in order to highlight or even to allow a certain
behaviour.

In [18], another way to represent the DMP system is introduced. This formulation
is similar to Eq.(5.1) except that the forcing terms are separated from the goal as
follows: 8

S v=K(g y) Dv+(g yof
Cy=v
wherev is the scaled velocity of the systeny is the position. Note that the phase

variable is still x while f~is an expression of the forcing terms independent of the
goal:

(5.5)

P N
0 = Ao ('g) (5.6)

i |
This expression of the transformation system (5.5) has several drawbacks as shown
in [18] and [7]. First, if the starting point (yo) and the goal () are the same, no
movement will be generated, then the computation of the forcing terms is unstable
for closeyy, and g and nally the change of goal fromg,; and g,ew Can introduce
strong modi cations in the generated trajectory since it multipliesf (x). To handle
those issues, a modi ed transformation system is introduced in [18]:

8
S v=K(g y) Dv K(g yox+ Kf(x)
oy v

(5.7)

Pastor et al. proposed an alternative version of the canonical system in [22]. The
augmented version is expressed as follows:

1
1+ c(yactual y)2

X = xX (5.8)

whereyaca IS the actual value of the variable andy the expected result. The ef-
fect of this change is that a large error will slow down the phase system evolution
until this error is reduced. It is used wheny is subject to a multitude of external
perturbations.
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5. Trajectory Generation

Another formulation is presented in [19]. This approach di ers from the previous
ones by weighting the terms of the transformation system with the time-dependent
parameter wg.

8
Sv=(1 w(fwut+yo y)+wK(g y) Dv (5.9)
y=yv
with lo .2, 0 t P11
We(t)= @1+ = exp@ —p— AA
2 0 2
and Py )
Nwpo(X)w;
fu() = —py— =
Ni(x)

This method allows a transition between the shape and the goal attractor behaviour
of the system. This switch is determined with the parameters and . It is used
for situations where the goal is varying in time and space.

The previous DMP systems are expressed for one degree of freedom. For systems
with many degrees of freedom, a transformation system is required for each of them.
[23], [28]. The phase variabl& is then common for all the degrees of freedom and
thus the same canonical system is employed. Since the desired use of DMP is to
generate a trajectory for the end-e ector in a three dimensional space, the three
degrees of freedom are therefore linked over time by sharing the phase variable. In
other words, the time line must be same for each of the transformation systems.

5.2 Planning with DMPs

In order to plan with DMPs and to generate trajectories, three steps are needed.
The rst one is to encode a desired behaviour with a time dependent trajectory. Ex-
ample: In the case of human motion imitation, minimum jerk trajectories are used.
The second step is to learn that behaviour. Two di erent learning methods are
expressed in [23]: reinforcement learning and imitation learning. It is more relevant
to use the imitation learning in the context of this thesis since the global objective
is to be able to reproduce a demonstrated motion and to adapt it if necessary. In
this case, learning means to nd the weights used in the computation of the forcing
terms (5.3,5.6) by de ning the values of the Gaussian basis functions parameters.
And nally, the last step is to generate the trajectory through the integration in
time of the di erential equations system (5.1 and 5.2).

The learning process is made o ine with a demonstration trajectory tgemo:; Ydemo:k)
with k=1 P andP being the number of elements in the demonstrated trajectory.
The demonstration velocity and acceleration are derived from the given times and
positions. The objective of this rst partis to nd the weights necessary for the com-
putation of the forcing terms used for new trajectory generation. The phase variable
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vector for the demonstrated trajectory comes from the solving of the ordinary dif-
ferential equation (5.2) which givesx = exp  *tgemo Wheretgemo = tdgemok=t p-

The next step is to nd the forcing terms corresponding to demonstration trajectory
for each degree of freedom:

ftarget = 2ydemo 2( 2(9  Ydemo) Ydemo) (5.10)
whereg = Ygemo:p -

Once the forcing tq;ms are calculated, the weights can be computed by minimising

the criterion J = = ((fraget (S)  f(S))? which is a linear regression problem as
expressed in [22] and [28]. If the forcing terms are expressed:
2 p 1(x1) X1 p_1(x1) X13
A Li(x)
f= g : : %(g Yo)w = Xw (5.11)
p_1(xp) Xp p__i(xp) Xp
i(xp) L i(xp)
wherex = [x;; ;xp]" and w = [wy; ;wy]" (N being the number of basis
functions). The weights are nally obtained with:
W= (XTX) X farger: (5.12)

The o ine learning also include the determination of the Gaussian basis functions
used in (5.11). The parameters are computed once with the nal demonstration
time

G = exp L (5.13)
i =G G 4

Once the weights and the basis functions are known, the generation of the trajec-

tory is made through the integration of the transformation system for each degree

of freedom (5.1).

About the modi ed expression of the transformation system (5.7), even though the
learning process to determine the weights is very similar to the rst one (5.1), there
are some di erences. Indeed the optimal formulation of the weights is the same as
(5.12) however theX and fiaget are not the same since the contribution ofg  yo)

Is external to the forcing terms. In this caseX is computed as follows:

2 3
p %\‘(Xl) X1 P 1(x1) X1
iz i=1 i (X1)
X = : : (5.14)
p__1(xp) Xp p__1(xp) Xp
iN=1 i(xp) iNzl i(Xp)
and the fyger are:
v+ Dv
ftarget = _T (g xX)+(g Xo)s (5.15)
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5.3 Learning and Planning for one degree on free-
dom

Before using the DMP for the trajectory generation in a three dimensional space,
some simulations are made with a minimum jerk demonstration trajectory in order
to evaluate the relevance of the chosen parameters. This trajectoyft) comes from

[28]: !
t 3 t 4 t S
y) = Yo+(g Vo) 10 - 15 - +6 - (5.16)

whereyy is the starting point, g the goal and the time base for the DMP. The
parameters of the demonstration trajectory arg/o =0, g=2 m, =10 s. The aim
of those tests is to observe the impact of the modi cations brought on the time and
space parameters.

5.3.1 Reproduction of the demonstration trajectory for sev-
eral timescales

First of all, the one-dimensional trajectory is generated for di erent timescales.
The parameters chosen for the transformation system (5.1) are given in the table
5.1. The ratio between , and , is de ned to assure the dynamical system to be
critically damped.

We can observe than both methods provide trajectories faithful to demonstration
for the same timescale parameter. When another timescale is used, the shape of the
trajectories is similar to the demonstration shape. The results for the transformation
system Eq.(5.1) are displayed in the gure 5.1 and for the transformation system
Eq.(5.7), in the gure 5.2.

Parameters | Method (5.1) Parameters Method (5.7)
N brbasis 100 N brbasis 100

X -In(0.001) X -In(0.001)
z 25 K %02
z =4 D 2 K

Table 5.1: Parameters of the DMP implementation in 5.1 and 5.7.
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Figure 5.1: Trajectories generated with the transformation system (5.1) for several
timescale factors =1[8;9;10;11; 12]s].

Figure 5.2: Trajectories generated with the transformation system (5.7) for several
timescale factors =[8;9;10;11; 12]s].
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5.3.2 \Variation of goal and timescale

In order to check the robustness of the DMP systems, two tests are made. The
rst series of test is the variation of the timescale factor for a di erent goal than
the demonstration one. The results are presented in the gures 5.4 and 5.3 for each
method.

Figure 5.3: Trajectories generated with the transformation system (5.7) for a new
goal with several timescale factors.

Figure 5.4: Trajectories generated with the transformation system (5.1) for a new
goal with several timescale factors.

For the next series of generated trajectories, the goal was changed but the timescale
factor remained the same £ 10 s). The trajectories generated with the rst
transformation system Eq.(5.1) are displayed in Fig.5.5. In comparison to those
results, the trajectories generated with the other transformation system EQq.(5.7)
are displayed in Fig.5.6. Even though the trajectories made with Eq.(5.7) reach
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their respective goals on time, their shapes divert from the demonstration. This
change is caused by the modi cations made between Eq.(5.5) and Eq.(5.7).

(a) Generated Trajectories (b) Corresponding error

Figure 5.5: Generation of trajectories made with the transformation system 5.1
for several goaly 4, 3; 2; 1;1;2;3,4,5;6][m]. The full line trajectory is the
demonstration trajectory, the discontinued trajectories are the simulations.(b)
Errors associated to the goals of the generated trajectories.

(a) Generated Trajectories (b) Corresponding times

Figure 5.6: (a) Generation of trajectories made with the transformation system
5.7 for several goal§ 4; 3; 2; 1;1;2;3;4;5;6]m]. The full line trajectory is
the demonstration trajectory, the discontinued trajectories are the simulations(b)
Errors associated to the goals of the generated trajectories.
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5.4 Learning and Planning in space

The demonstration trajectory used for the following comparison is an ellipsoid arc:
8
3 X(t) = ux cos Pt ux+ Xo
y(t) = uysin p2-t +yp (5.17)
- z(t) = Czp%t + 7

with the parameters:

Parameters Value Description

Uy 1[m] x radius of the ellipsoid

Uy 0.5 [m] y radius of the ellipsoid
o C, - 0.4 [m/rad;]T step of the ellipsoid
Xo Yo Zo 05 05 05 [m] Starting point

p 0.5 Arc proportion

ts Final time = Timescale

Table 5.2: Parameters of the demonstration trajectory

The results of the trajectory learning and generation for the DMP formulation
Eq.(5.1) are displayed in the gure 5.7.

Figure 5.7: Trajectory reproduction after learning

The results of the trajectory learning and generation for the DMP formulation
Eq.(5.7) are displayed in the gure 5.8.

The trajectory generation in three dimensions in faithful to the learned trajectory.
However, the modi ed DMP (5.7) is more robust to goal modi cations. This can be
explained by the independence of the forcing terms with respect to the goal.

As expressed in the literature ([18] and [7]), this method is designed to be more
robust to changes and to perform trajectory tracking for systems subjected to per-
turbations such as obstacles and goal changes.
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Figure 5.8: Error in time between the demonstration trajectory and the one gen-
erated by the DMPs
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5.5 Reactive Planning with DMP

There is the possibility to plan the avoidance of obstacles by adding a contribution in
the DMP transformation system in order to perturb it when the obstacle is a threat
to the robot. The way to proceed has already been mentioned in Chapter4 with
the dynamical systems for obstacle avoidance. The transformation system becomes
then: 8
S v=K(g y) Dv K(g yo)+ Kf (x)+ p(y;y)
: y=y
wherep(y;y) denotes the obstacle avoidance term that acts as an external force on
the system and can be expressed as follows [18]:

p(y;¥) = Ru(=2)yexp( ) (5.19)

Note R, ( ) is a rotation matrix of angle aboutaxisu=(y o0) y=X(y o0 vyk
being the normal vector to the plan containing the relative position of the controlled
point and the obstacle and is:

(5.18)

cos + u3(1 cos) UxUy(1 cos) uysin uyu,(1 cos)+ uysin

Ru( )= quuy(l Cos )+ uzsin cos + uf,(l cos ) UyUu;(1 cos) uysin
Uzux(l cos) wuysin u,uy(l cos )+ uxsin cos + u3(1 cos)
and: c k!
o)
= arctan (y—)TL :
(y o'y

and being parameters to be tuned.

Alternative expressions for obstacle avoidance can also be found in [26] and [16]. The
avoidance term from [16] has already been detailed in Eq.(4.14) where the avoidance
term is recalled here:

1 kyk

ply;y)= (y;¥)= ( cos) o)

An illustration of a trajectory with obstacle avoidance generated with this method
is presented in the gure 5.9.

r y cos gr p(y).
Y p(y) "’

An analogy can be made between the two transformation systems in order to transfer
the obstacle function to the system (5.1). The and the v have the same dimension
regarding the obstacle avoidance additional term.

The enriched version of (5.1) is simply then:
< — .
Sz (29 y) 2)+f+ply;y) (5.20)
y=12
The obstacle avoidance is properly performédout it is also noticeable that this

method is more aggressive than the modi ed DMP Eq.(5.9) as shown by the re-
bounds in the gures 5.11 and 5.10.

1The obstacle was circumvented with no-collision
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Figure 5.9: Obstacle avoidance with avoidance term from Eq.(4.14) and transfor-
mation system from Eq.(5.9)

Figure 5.10: Obstacle avoidance with avoidance term from EqQ.(4.14) and trans-
formation system from Eq.5.20

Figure 5.11: Error between the demonstrated trajectory and the trajectory gen-
erated by (5.20) with an obstacle located i, = [0:2;0:95;, 0:2]".
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Experimental Results

In this chapter we present results from experiments carried out on a UR10 robot
through the ROS framework. The aim is to implement the stack of task and to
test its performance for robot control. The chosen frequency for the control and
the position feedback islO0Hz. The ROS implementation of the HQP method is
made as a stack of tasks package represented at the gure 6.1 where the control
node occupies a central position and communicates with a trajectory node (DMP
trajectory generator in gure 6.1) and the robot.

Figure 6.1: ROS communication schema of the stack of tasks package

6.1 Experiments on UR10

Experiments have been carried out and the results are presented in this section.
First, in order to address an in nite loop issue we modify the HQP method pro-
posed in [5]. There is a possibility that the active-search remains blocked in an
in nite loop caused by a perpetual activation - deactivation of a constraint. No
solutions were proposed even though that behaviour might seriously a ect the per-
formance of the robot control system. A condition is then added in the active search
algorithm 3 with a safe exit for thex . Several safe exits are proposed in order to
deal with this problem in algorithm. The rst one is to leave the loop after a de ned
number of iteration with a zero value. As it is observed in the gure 6.2, this safe
exit creates some hits in the trajectory since the joint velocities computed with HQP
are set to zero, the robot will receive a zero command.
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Algorithm 3:  Hierarchical Quadratic Programming Algorithm with safe exit

28
29
30
31

32
33

34
35
36
37
38
39

40
41

42
43
44
45
46

47
48
49
50
51
52

53

Data: Every Constraints respecting the shape Eq.(2.2)
Result: Optimal solution x and active set of tasks
Building the stack from constraints;
Active search:
if First call then
initialisation of the active set of tasks by activating all the equalities
detected in the stack;
else
| Go to while loop;

while index & length stackdo
eHQP optimal computation;
Constraints violation search among whole stack;
Innerloop:
if Violation of constraint detectedthen
Activation of the constraint having the highest priority among
violated one;
else
| Go to outerloop;

Outerloop:
if no deactivations neededhen
\ index is incremented;
else
L index is not changed and the stack is reinspected ;

Safe Exit:

if Iteration counter higher than a xed maximumthen
x = Safe exit ;
break;

else

| LY

Optimum solution x = Actual solution

Figure 6.2: lllustration of the safe exit consequences.
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An alternative safe exit consists in a prediction of the next results based on a
linear interpolation made with the previous values: Xt = g+ gliit‘lzt since
the computation is discrete and the frequency xed, it can be simply written as:
Xout = A+ (g 1 @ 2). With this kind of safe exit, the previous problem of hits in
the trajectory is solved as shown in Fig. 6.3 with the velocity pro le displayed on
the gure 6.5. This safe exit is subjected to comply with the maximum tolerated
acceleration de ned for the robot joints which implies that(q 1 g ») is bounded
by Eq.(3.7).

Figure 6.3: lllustration of the predicted safe exit consequences.

The rst experiment is a goal-attractor task with a sphere shape obstacle located
on the goal[ 0:5;0:5;0:5]". The starting point is located in [0:5;0:5; 0:5]".

The aim of this test is to verify that the collision is prevented and also that the
robot keeps on trying to nd the best position to get closer to the goal. The joints
velocity pro le is shown in Fig.6.4. Two worth noting behaviours are observable.
The rst one, from 10s to 17s highlights that the velocity bounds are respected. The
second behaviour, starting froml7s until the end of the test, is the intervention of
the obstacle. The end-e ector does not interfere with the obstacle and HQP solver
keeps on looking for the best con guration to reach the goal.

The next test carried out with robot is the tracking of a trajectory generated with

a system of dynamical movement primitives. The DMP formulation used is based
on Eq.(5.7). The trajectory parameters are gathered in table 6.1.
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Joints velocities for a goal attractor task with the obstacle on the

Figure 6.4:
target.
Parameters Value Description
Uy 0.6 [m] x radius of the ellipsoid
Uy 0.5 [m] y radius of the ellipsoid
N c . 0.3 [m/rad] . step of the ellipsoid
Xo Yo Zo ! 0:53 057 047 ! [m] Starting point
p 0.5 Arc proportion
ts Final time = Timescale

Table 6.1: Parameters of the demonstration trajectory for a simulation with the

UR10 in ROS.

Figure 6.5: Joints velocities for a trajectory generated with the demonstration
trajectory Eq.(5.17) with the parameters in table 6.1 and the DMP system Eq.(5.7).
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6.2 Safety Bounds

This experiment is performed in order to highlight the e ect of the bounds imposed
by the safety level of the stack. The test case is a goal attractor task with an obstacle
located between the starting point and the goal. The velocity limits of the joints
are signi cantly reduced for this test compared to the real robot limits in order to
visualise them easily. The acceleration bounds are observable with the slopes of the
joints velocities as in time 930. The illustration of a velocity bound is noticeable in
time 930.2 for the joint numbered[1].

Figure 6.6: Joint velocities for a goal attractor task with the starting point and
the goal on either side of an obstacle.

6.3 Obstacle avoidance

In this section, three di erent obstacle avoidance approaches are tested: collision
avoidance in the stack, trajectory modi cation with modi ed DMP Eq.(5.18) and
obstacle avoidance with vortex formulation in the stack in table 4.4. The experiment
case is the same as in Section 6.}: the trajectory is summarised in the table 6.1 and
the obstacle is a sphere located ir0:0 10 0:1 with the radius R =0:3.

6.3.1 Collision avoidance approach

The collision avoidance approach is the simplest implementation. The stack is com-
posed of three main levels. The rst one is as usual the safety bounds (acceleration,
velocity, position), the second one consists in the collision avoidance task Eq.(3.11)
and the last level is the trajectory tracking task. The trajectory is generated through
the dynamical movement primitive system EQq.(5.7).

The avoidance is correctly executed in the sense that the obstacle is not hit, never-
theless it is carried out abruptly. The joints velocities pro les in Fig.6.7 re ect this.
Indeed, the collision avoidance task becomes active at time 314 and will remain so
until time 318. Collision avoidance has priority over the path and therefore when
it is activated, the e ector deviates from this path. However, since the trajectory
iIs dynamically generated by the DMP system, it adapts to the current position of
the end-e ector. This new trajectory once again encounters the obstacle in its path
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and this causes the e ect of rebounds which is observable between the times 314
and 318. The gure 6.8 shows the end-e ector motion when the obstacle avoidance
is performed with Eq.(3.11) for a trajectory generate with DMPs.

Figure 6.7: Joints velocities for an obstacle avoidance realised with Eq.(3.11).

(@) (b)

Figure 6.8: Trajectory generated if there were no-obstacles to avoid and end-
e ector motion.

6.3.2 Modied DMP approach

In this following experiment, obstacle avoidance is taken into account in the gener-
ation of the trajectory generated by the modi ed DMP detailed in Eq.(5.18). The
avoidance term used is Eq.(4.14) from [17]. As it can be seen in gure 6.11, the
e ect of the obstacle avoidance contribution in the DMP di erential equations inte-
gration occurs in time 661 and is aggressive (note the slope of the velocity curve).
After time 670, the goal is reached and a few adjustments are made. Compared
to the previous approach, this one allows a more smooth avoidance. The in uence
of p(x;v) of Eq.(5.18) starts to have an impact from 661 and modi es the original
system until 667 to ensure the avoidance. The robot motion is shown on the gure
6.12. The motion of the end-e ector in space is displayed at the gure 6.10.
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+ + demonstration trajectory + + demonstration trajectory
— generated trajectory — generated trajectory
— obstacle

@ (b)

Figure 6.9: Trajectory without the obstacle and Trajectory modified by the obsta-
cle avoidance.

Y
0.6 0.8 1 1.2
05 # obstade 0.5 - +  obstacle
e {rajectory command — {rajectory wmmand
-04 wm end-effector trajectory 0.4 = end-effector trajectory
-0.3 0.3
-0.2 02
-0.1 o1
x 0 N
0.1
0.2
0.3
0.4
05 R

Figure 6.10: Trajectory without taking the obstacle avoidance term into account
and end-e [edtor motion.

fjoint_states/velocity[0]

04+ — /joint_states/velocity[1]
— /joint_states/velocity[2]
0.2+ — /joint_states/velocity[3]
—— [joint_states/velocity[4]
0.0H — /joint_states/velocity[5] =
0.2+
04+

655 660 665 670

Figure 6.11: Joints velocities for an obstacle avoidance realised with the modified
DMP Eq.(5.18) and the avoidance term Eq.(4.14).
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