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Abstract
This master thesis explores the potential of LiDAR sensors and machine learning
techniques for classifying the road friction coefficient and surface condition of road
surfaces. The primary focus is to investigate the significance of various features
derived from LiDAR data, including the reflectance value. To enable the research, a
dataset representing road state was collected, requiring the development of methods
for extracting road points and accumulating point clouds over time. Furthermore, a
multilayer perceptron and a transformer network were designed and evaluated on the
created dataset. The results indicate promising performance of both the multilayer
perceptron and the transformer models in distinguishing between road surfaces with
high and low friction coefficients, as well as accurately identifying surface conditions
associated with each respective class. In this study, dry and moist road surfaces
are together associated with the high friction coefficient class. Similarly, snowy
and icy surfaces are grouped together and associated the low friction coefficient
class. The achieved balanced accuracy and F1-score reached 77.7% and 74.6% when
discriminating between high or low friction coefficients, as well as 77.1% and 74.6%
when estimating surface conditions within each friction coefficient class. However,
when considering the surface condition classes individually, the models could not
make accurate classifications. Moreover, the best result was obtained using the
reflectance value of LiDAR points in combination with the distances to them. The
findings of this research contribute to the understanding of the reflectance value of
LiDAR points on various surface conditions. Additionally, the study revealed that
utilizing single LiDAR points for estimations yielded adequate results, although a
trend was seen where leveraging multiple points indicated an improved performance.
The insights gained from this research can guide further advancements related to
prediction of the friction coefficient and surface condition.

Keywords: LiDAR, Machine learning, Deep learning, Friction coefficient, Surface
condition, Reflectance value, Supervised learning, Classification, Multilayer percep-
tron, Transformer
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1
Introduction

Autonomous vehicles rely heavily on sensors such as radar, LiDAR, camera and
ultrasonic sensors to perceive the surrounding environment. Apart from detecting
vehicles, pedestrians and obstacles, it is also crucial to know the road state. With
the road state information available, the driving can be adapted to improve safety,
comfort and energy e�ciency. In this thesis, the road state will be de�ned as the road
friction coe�cient and the surface condition. The aim is to investigate the potential
of combining a LiDAR sensor with machine learning algorithms to estimate the road
state.

1.1 Background

Future autonomous vehicles will be equipped with a variety of sensors. One such
sensor is the light detection and ranging (LiDAR) sensor that measures the distance
to an object and the re�ected light [1]. In the �eld of autonomous driving, data
obtained from LiDAR sensors has mainly been used for perception and localization
[2]. However, the full potential of LiDAR is still being researched and there is an
interest in investigating how LiDAR can be used to estimate the road state.

Methods for road friction coe�cient estimation can be classi�ed as either e�ect-based
or cause-based. E�ect-based methods make estimations based on the vehicle motion
resulting from the contact between the tire and the road, whereas cause-based meth-
ods make estimations based on sensor readings, such as those of the road surface
ahead of the vehicle [3]. Cause-based methods are important for autonomous vehi-
cles since they allow for using the most optimal control signals based on upcoming
road conditions, and are also relevant when estimating the surface condition. Pre-
vious cause-based methods for estimating the road state include the use of cameras
and optical IR sensors [4]-[8]. However, since cameras require that the surroundings
are properly illuminated, they perform worse in dark environments. Additionally,
optical IR sensors only focus on a single spot of the road, which means that larger
areas can not be observed. Since the LiDAR is not dependent on good lighting con-
ditions, emits light pulses in many directions and has the capability to reach long
distances [1], it could potentially be used to solve both weaknesses connected to the
camera and optical IR sensor.

1



1. Introduction

1.2 Purpose

The purpose of this study is to investigate what road state information can be
extracted from LiDAR sensors. Speci�cally, the following research questions will be
investigated.

ˆ Using a LiDAR sensor, is it possible to estimate road state? How accurately
can a LiDAR-based method make such estimations?

ˆ What kind of information from the LiDAR is relevant for estimating the road
state? Which properties are critical for accurate road state estimation, and
are there any additional properties that can improve the performance?

1.3 Contributions

The objective of this study was to develop a machine learning algorithm for accurate
estimation of the road state based on LiDAR data. The main contributions can be
categorized into the following two parts, both of which had a signi�cant in�uence
on the outcome:

ˆ Creating a road state dataset :
To train and evaluate a machine learning algorithm for estimation of the road
state, it was required to have data with labels that represent the actual road
state. Thus, an algorithm for automatically creating a dataset containing
LiDAR points labeled with the road state was developed in the �rst part of
the thesis.

In order to achieve this, two additional algorithms had to be implemented.
The purpose of the �rst algorithm was to extract all LiDAR points belonging
to the road from a point cloud. This was done to remove non-road points,
which can be considered as noisy observations that do not provide information
about the road state. The goal of the second algorithm was to accumulate
LiDAR point clouds over multiple time instances into a single point cloud.
By transforming this point cloud to a global reference system, the position
of the data collection vehicle in the point cloud could be located. This way,
measurements of the friction coe�cient and surface conditions provided by the
data collection vehicle could be matched with LiDAR points.

ˆ Estimation of the surface condition :
The second part of this thesis was to develop and adapt machine learning
models capable of processing LiDAR data. Speci�cally, two models, namely a
multilayer perceptron and a transformer network, were examined and tested
for their suitability in predicting the friction coe�cient and surface condition.
Further, the study investigated the impact of various combinations of LiDAR
features on the performance of road state estimation.

2



1. Introduction

1.4 Delimitations

To restrict the scope of the thesis, the following limitations was introduced.

ˆ The terms �road state� and �surface condition� are broad terms that could be
used to describe many properties of the road. However, in this study, only the
friction coe�cient, as well as dry, moist, wet, slushy, snowy and icy surface
conditions will be investigated. Thus, properties such as the roughness of the
road, the inclination or deterioration will not be considered.

ˆ When developing machine learning models for the road state estimation, the
main focus will be to investigate the potential of such methods for the task
at hand. Therefore, less emphasis will be put on �nding the optimal method,
architecture and parameters.

1.5 Thesis Outline

The thesis is organized into several chapters, each addressing speci�c aspects of the
study.

Chapter 2, �Sensor Setup�, gives an overview of the main sensors used in this thesis.

Chapter 3, �Theory�, provides an overview of the relevant theories and concepts
related to the methods used to create a road state dataset and the implementation
of machine learning models. Furthermore, previous studies describing the use of
near-infrared light to estimate the surface condition are presented.

Chapter 4, �Extracting LiDAR Points on the Road Surface�, explains the method-
ology used to extract points that belong to the road surface from LiDAR data. The
results of the road point extraction technique are also presented.

Chapter 5, �Point Cloud Accumulation�, focuses on the approach used to accumulate
point clouds over time to obtain a denser point cloud. Here, two methods of merging
point clouds are introduced, after which their performances are compared.

Chapter 6, �Road State Dataset�, details the process of creating a dataset contain-
ing information about the road state. An overview of the created dataset is then
presented.

Chapter 7, �E�ects of Various Road Surfaces on LiDAR Features�, investigates
the e�ects of di�erent surface conditions on two features derived from the LiDAR
data, namely the re�ectance value and the return index. First, the methodology
for examining these features is described, whereafter the results are displayed and
analyzed.
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Chapter 8, �Road State Estimation�, explains the employed machine learning models
for estimating the friction coe�cient and surface condition, as well as the performed
preprocessing methods. Finally, the results are presented.

Chapter 9, �Discussion�, discusses the implications of the research �ndings that were
obtained in the previous chapters. The limitations of the research are acknowledged,
and potential future directions are suggested. Finally, ethical aspects related to the
thesis are discussed.

Chapter 10, �Conclusion�, summarizes the key �ndings of the research. The contri-
butions of the study to the �eld of road state estimation using LiDAR sensors and
machine learning techniques are highlighted. The chapter concludes with implica-
tions and recommendations for further advancements in the prediction of friction
coe�cient and surface condition.
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2
Sensor Setup

The sensor setup used in this research is shown in Fig. 2.1. A Luminar Iris Li-
DAR, emitting light with a wavelength of 1550 nm, is placed at the top above the
windshield and has a horizontal �eld of view of120� in the driving direction. In the
front of the car, a Teconer Road Condition Monitor RCM511 (RCM) [9] is mounted
with a �eld of view directed down at the road directly ahead of the right tire. At
the top of the car, an inertial navigation system (INS) is placed, which measures
the velocities, accelerations, orientation, angular velocities and more. Speci�cally,
the INS sensor used is part of the OxTS RT3000 series. A camera with view of
the driving direction is also located at this position. The following two sections will
provide more details about the LiDAR and the RCM.

Figure 2.1: The sensor setup when gathering data.
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2.1 LiDAR

The LiDAR sensor emits pulses of light that bounces o� surfaces back to the LiDAR.
This way, it can measure the distance to an object based on the travel time of the
light pulses, resulting in a 3D description of the environment being obtained in the
form of a point cloud [1]. The position of each point in the point cloud can be
described with spherical coordinates, which is illustrated in Fig. 2.2. Here,d is the
distance to the point, while � and  represent the elevation and azimuth angles,
respectively. Note that in this work, references to the elevation angle will explicitly
contain the word �angle�, while the use of �elevation� without the �angle� refers to
the word synonymous with height.

Figure 2.2: An illustration of the distance to a point, d, together with its
elevation angle,� , and azimuth angle, . The point is depicted by a yellow circle,
the distance by a blue arrow, and the elevation and azimuth angle by a purple and

orange arrow, respectively. The LiDAR sensor is represented by a green box,
whose coordinate frame is illustrated with black arrows.
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Each light pulse that returns to the LiDAR is assigned a re�ectance value and a
return index. The re�ectance value is a measurement of how much light of an
emitted pulse that bounces back to the LiDAR. The return index is derived from
the behaviour of a pulse of light when it hits a surface. A fraction of a pulse can
re�ect back to the LiDAR directly, while another fraction redirects and hits another
surface before being re�ected. This is illustrated in Fig. 2.3, where a single light
pulse comes into contact with a puddle of water and causes three di�erent light
pulses to be returned to the LiDAR. The returning pulse resulting in the highest
re�ectance value is assigned return index 1, the returning pulse with the next highest
re�ectance value is assigned return index 2, and so on.

Figure 2.3: An example where the LiDAR receives three re�ected light pulses.
The returning pulse with the highest re�ectance value is assigned return index 1,

the returning pulse with the next highest re�ectance value is assigned return index
2 and the returning pulse with the lowest re�ectance value is assigned return index

3.

2.2 Road Condition Monitor

The RCM sends out lasers of di�erent wavelengths that hit the road and the re�ect
back to the sensor. These re�ectance values are then accumulated over a time period
of 1 second. The information from the accumulated measurements are used to get
accurate estimations of the surface condition, the friction coe�cient, ice and water
thickness and more. Here, the surface condition consists of dry, moist, wet, slushy,
snowy and icy conditions. In this study, the measurements provided by the RCM
will be regarded as the ground truth of the road state.
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3
Theory

This chapter is structured into three sections, each focusing on a speci�c aspect of
the research methodology. The �rst section explores theory related to extracting
road points from a LiDAR point cloud, while the second section presents theory and
techniques associated with accumulating point clouds over multiple time instances.
The �nal sections of the chapter address theory related to the estimation of the road
state and machine learning.

3.1 Detection of Ground Points

When estimating the road state using a LiDAR sensor, it is desirable to separate the
points in the point cloud that belong to the road and all other points. By doing so,
noisy observations that do not provide information about the road can be removed.
Zermas et al. [10], presented a method that separates the segmentation process into
two parts, one for extracting all of the point that belong to the ground and one that
processes all of the remaining points.

Zermas et al. utilized two assumptions when developing their technique for extract-
ing ground points. The �rst assumption is that the road has a planar structure,
allowing points belonging to the road to be identi�ed using a plane �tting tech-
nique. The second assumption is that the points in the point cloud with the lowest
height are most likely to belong to the ground surface.

The second assumption enables initial ground points to be found by �rst extracting
a prede�ned number of the lowest points,NLPR , in the point cloud. A value that
represents the lowest point can then be computed by taking the average of the
extracted points. In the paper by Zermas et al., this point is referred to as the
lowest point representative (LPR). By using the LPR as a reference point, initial
seed points can be found by iterating through the point cloud and collecting all
points with height values that are within a certain threshold,Thseeds. Using the
�rst assumption, a plane is then �tted to the collected points. When an initial
plane has been found, all points within a prede�ned threshold,Thdist , from the
plane are collected and labeled as ground points. This process of plane �tting and
collection of points is then repeated for a speci�ed number of iterations,N iter , using
the labeled ground points as input to the plane �tting technique. The method for
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3. Theory

extracting ground points from a point cloud, referred to as ground plane �tting
(GPF), is summarized in pseudo-algorithm 1.

Algorithm 1 Extraction of ground points, Zermas et al. [10]

Arguments:
P : initial point cloud
N iter : number of iterations of plane �tting and ground point collection
NLPR : number of points used to estimate the LPR
Thseeds : threshold for points to be considered initial seeds
Thdist : threshold distance from the plane

Output:
Pg : points that belong to the ground
Png : points that do not belong to the ground

Pg = ExtractInitialSeeds (P; NLPR ; Thseeds)
for i = 1 : N iter

plane_ model = EstimatePlane (Pg)
clear (Pg,Png )
for k = 1 : jPj

if plane_ model(pk) < Th dist

Pg  pk

else
Png  pk

end
end

end

ExtractInitialSeeds:
P sorted = ExtractInitialSeeds (P)
LPR = Average (P sorted (1 : NLPR ))
for k = 1 : jPj

if pk :height < LPR:height + Thseeds

seeds pk

end
end

return seeds

A problem that might occur with this approach is that it is possible for parts of the
road to have di�erent inclinations, resulting in that points will not align with one
single plane. To reduce the e�ect of this, Zermas et al. proposed to divide the point
cloud into a number of segments,Nseg, along the traveling direction of the vehicle
and apply the algorithm for extracting ground points in each segment.
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3.2 Theoretical Background to Point Cloud Ac-
cumulation

This section provides relevant theory related to the accumulation of point clouds.
First, theory behind homogeneous transformations is introduced, followed by how
Kalman �lters are used for state estimation. Finally, a short description of the
iterative closest point algorithm is given.

3.2.1 Homogeneous Transformations

When it is possible to obtain information about the orientation and position of
the ego vehicle, the aligning transformation of two or more point clouds can be
computed through a rotation matrix, R, and a translation vector, u, using the
following equation [11].

P t = u t + R tP t � 1 (3.1)

Eq. (3.1) shows the transformation of a point cloud,P, from time instancet � 1 to
t. Here, u represents the positional change ofP between the time instances while
R represents the change in orientation. The rotation matrix can be computed using
the equation,

R = R z( )R y(� )R x (' ) ; (3.2)

where

R x (' ) =

2

6
4

1 0 0
0 cos' � sin '
0 sin' cos'

3

7
5 ; (3.3)

R y(� ) =

2

6
4

cos� 0 sin�
0 1 0

� sin� 0 cos�

3

7
5 ; (3.4)

R z( ) =

2

6
4

cos � sin 0
sin cos 0

0 0 1

3

7
5 ; (3.5)

and ' , � and  denote the roll, pitch and yaw at timet, respectively [11].

3.2.2 Kalman Filter

To improve the accuracy of state estimates for a system, Kalman �lters can be
employed. State estimates that are solely based on a state space model that describes
the system's dynamics can be inaccurate due to models being simpli�cations of
reality. At the same time, relying on only measurements can also be suboptimal
due to the noise in sensors. A Kalman �lter takes advantage of both methods by
fusing the information provided by models and measurements [12]. As an example,
the position of a vehicle can be estimated by using a model for vehicle dynamics
together with measurements of the velocity.
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In a Kalman �lter, the observed system is described with a state vector̂x k and the
state covariance matrixP k , where k denotes the current time instance. The state
vector contains the variables that describe the conditions of the system, such as the
position and the velocity of the vehicle, while the state covariance matrix represent
the uncertainty in the state estimate [12].

The �ltering process occurring at each time instance can be divided into two steps,
the prediction step and the update step. In the prediction step, the state at time
k � 1 is used to predict the state at timek. The prediction step is de�ned as

x̂ kjk� 1 = A k� 1x̂ k� 1jk� 1 ;

P kjk� 1 = A k� 1P k� 1jk� 1A T
k� 1 + Qk� 1 ;

(3.6)

whereA is the process model describing the dynamics of the system andQ denotes
the process noise matrix that models uncertainties in the model [12].

The prediction is then used in the update step, where it is combined with the
measurements at timek. The equations for the update step are

x̂ kjk = x̂ kjk� 1 + K kvk ;

P kjk = P kjk� 1 � K kSkK T
k ;

K k = P kjk� 1H T
k S� 1

k ;

vk = yk � H kx̂ kjk� 1 ;

Sk = H kP kjk� 1H T
k + R k :

(3.7)

Here, H is the measurement model, which models how the sensors measure the
states, while R is the noise covariance matrix containing information about the
covariance of the sensor noise [12]. By performing the update step, the state in-
formation produced by the process model is re�ned, resulting in the state estimate
x̂ kjk .

3.2.3 Iterative Closest Point

When accumulating point clouds from di�erent time instances, it is important that
they are aligned correctly. One common algorithm for �nding the transformation
between two point clouds is the iterative closest point (ICP) algorithm. The ICP
algorithm estimates a transformation between a source and a target point cloud
in an iterative manner. First, an initial guess of the transformation is applied to
the source point cloud. Then, every point in the transformed source point cloud
is matched with the closest point in the target point cloud. The matched points
are then �ltered, such that only point correspondences within a distance smaller
than a prede�ned threshold are kept. Finally, the point correspondences are used to
compute the transformation matrix that best aligns the source and the target point
clouds. Using the newly found transformation matrix, the procedure is repeated
until convergence [13].
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3.3 Near-infrared Spectroscopy

Previous research has established that near-infrared (NIR) spectroscopy can be used
when estimating the surface condition. A study made by Andersson et al. [5],
described one approach of identifying road surface conditions, including dry, wet,
icy and snowy conditions, by measuring the re�ectance of NIR light at di�erent
wavelengths. From the identi�ed road surface conditions, a friction coe�cient was
obtained from a table containing prede�ned friction coe�cient values for each speci�c
condition. The study used a Road Eye sensor that emitted two infrared lasers with
wavelengths of 1310 and 1550 nm, which was able to detect if the road was dry
or covered with either snow or ice. It was however mentioned that the proposed
method had some trouble to distinguish between water and ice. The report was
followed up by second study [6], that added a third laser with a wavelength that
had a low absorption coe�cient for water, snow and ice. This was done to increase
the re�ective intensity, which was assumed to cause the re�ectance of ice and water
to di�er more.

Casselgren et al. [7] also analyzed spectroscopy readings of road surfaces including
dry, wet, moist, frosty, snowy, icy, and a combination of snowy and icy conditions,
when NIR lasers with wavelength of 980, 1310 and 1550 nm were used. The di�erence
in re�ected intensity partly comes from that the absorption coe�cient of di�erent
media changes with the wavelength of the laser, as well as the scattering of the laser
when it hits a surface, which is depicted in Fig. 3.1. The result of the study showed
that it was possible to di�erentiate between dry, wet, icy and snowy asphalt and
that the proposed method had a low probability of making false classi�cations. It
was however noted that most di�cult condition to classify was when there existed
ice underneath snow.

Figure 3.1: The scattering of light on dry asphalt compared to asphalt covered in
water. From [7]. Reproduced with permission.
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The studies by Andersson et al. and Casselgren et al. were both focusing on only
a small area, around 10 mm, of the road. Jonsson et al. [8] presented an imaging
system that could distinguish between surfaces of whole road sections that were dry,
wet or covered in snow, using an infrared camera equipped with optical wavelength
�lters. Similarly to the previously mentioned work, this study utilized the re�ected
light when estimating the road conditions. It was shown that the re�ectance di�ered
based on the media absorbing the light, as well as wavelength that was used, as seen
in Fig. 3.2. Furthermore, it is mentioned that the roughness of the surface a�ects
how much the light will scatter. Dry asphalt is considered as a rough surface and
gives a scattering of the light in all directions. Similarly, snow is also known to be
a di�use light scatterer, due to its composition of small ice crystals and air pockets.
However, asphalt will become more smooth when covered with a layer of water or
ice, which instead results in that the scattering of the light will be more forward-
directed. This behaviour is depicted in Fig. 3.1.

Figure 3.2: The absorption coe�cient for di�erent surface condition and
wavelengths. From [8]. Reproduced with permission.© 2015 IEEE

The study tested a few machine learning algorithms for classi�cation, such as K-
Nearest Neighbour (KNN), Support Vector Machines (SVMs) and neural networks.
From experiments performed with data obtained in a laboratory environment, it
was found that almost all models had a high accuracy when classifying the road
condition. However, the accuracy dropped signi�cantly for all models, except the
ones based on KNN and SVMs, when using data gathered from real-world conditions.
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3.4 Machine Learning

This section introduces relevant theory related to deep learning, which is an area
within the �eld of machine learning. Firstly, the training process of deep learning
models is explained, followed by a description of common performance measures
used for evaluating such models. Finally, the concepts of multilayer perceptrons
and transformer networks are presented.

3.4.1 Neural Network Training

The work concerning surface state estimation in this project relates to the applica-
tion of neural networks within supervised learning, a sub�eld of machine learning.
More speci�cally, a classi�cation task is to be solved. In supervised learning, each
data point in the dataset consists of two parts, the input data and the target data.
The input data, also known as input features, provides the information available to
the algorithm for making predictions. Conversely, the labels, also referred to as tar-
gets, represent the ground truth that the model aims to predict. When performing
classi�cation, the label represents one of the two or more classes that the input can
be classi�ed into.

The overall objective in supervised learning is to train a machine learning model that
uses the input features to predict the corresponding target. In this case, training
refers to the process of optimizing the parameters of the model,� , such that the
predictions become as accurate as possible. The parameters are a set of values
that the model uses to calculate its outputs [14]. Following this, the di�erent parts
related to the training process of a deep learning model are explained further.

Dataset partitioning
When training a machine learning model on a dataset, it is common to divide the
dataset into a training, a validation and a test set. The training set is used to train
the model, that is, to �t the model to the data in the training set. The validation
and test sets are then used to evaluate the prediction error of the model. While
the validation set is used to tune hyperparameters and �nd the best model during
model selection, the test set is utilized to evaluate the performance of the �nal
model. When dividing data into the training, validation and test sets, the majority
of the data is placed in the training set, while smaller portions are allocated to the
validation and test sets [15].

Epochs & batch size
Epochs is de�ned as the number of iterations over the whole training set and is often
used as a measure of training duration [16]. To increase computational e�ciency,
an epoch is generally divided into smaller batches, with each batch containing a
subset of points from the dataset that are to be processed in parallel. The number
of points processed simultaneously is determined by a hyperparameter called batch
size, and its upper limit is constrained by the amount of memory available. More
details about the e�ects of the batch size can be found in [17].
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Activation functions
For the deep learning model to be able to capture nonlinear relationships between
the input features and the target variable, activation functions are used. Activation
functions are nonlinear operations that are usually placed after di�erent compo-
nents in a neural network. A common choice of activation function is the recti�ed
linear unit (ReLU), shown in the equation below, but there are many other options
available [18] [19].

ReLU(x) = max(0 ; x) (3.8)

Apart from introducing nonlinearities to the network's calculations, activation func-
tions are also used to constrain the outputs of a network. For example, the softmax
activation function, de�ned as

softmax(x ) i =
ex i

P C
j =1 ex j

; (3.9)

where C is the number of classes, is commonly applied at the end of the network
in classi�cation tasks. It produces a probability distribution represented by a vec-
tor, where each element corresponds to a probability, while also ensuring that the
elements in the vector sum up to one. This is particularly useful in classi�cation,
where each element of the output vector corresponds to the predicted probability of
a speci�c class. Typically, the log softmax function,

log softmax(x ) i = ex i � log
CX

j =1

ex j ; (3.10)

is used instead of softmax since it provides better numerical stability and training
e�ciency [18].

Loss functions
In supervised learning, loss functions are used to quantify the deviation of the algo-
rithm's prediction from the ground truth. When training the algorithm, the aim is
to improve the accuracy of the predictions by minimizing the loss [14]. The choice
of loss function depends on the nature of the problem to be solved. In classi�cation
tasks, it is common to employ the cross entropy loss, which is described by

�
CX

i =1

t i ln pi ; (3.11)

whereC denotes the number of classes,t i is an element in a one-hot encoding vector
representing the true class andpi is the predicted probability of classi [20].

16



3. Theory

Parameter optimization
As mentioned before, the objective is to improve the model's performance by up-
dating the parameters� that are used in its computations. When the lossJ (� ) has
been calculated, the gradient of the loss function with respect to the parameters,
r � J (� ), can be determined through an algorithm called backpropagation [18] [21].
Since the gradient points in the direction the loss function increases the most, the
parameters are updated by taking a step along the negative gradient [14].

Usually, the loss is calculated as the average loss over multiple data points from
the dataset. While it can be preferable to compute the loss of the whole dataset at
once, it is often not feasible due to limited computational resources. As such, only
a number of randomly selected data points equal to the batch size are considered at
once. In that case, the gradient becomes

r � J (� ) =
1

mb
r �

mbX

i =1

L(x (i ) ; y(i ) ; � ) : (3.12)

Here, mb is the batch size,L(x (i ) ; y(i ) ; � ) is the loss for a single data pointi , while
x (i ) and y(i ) are the input and target, respectively. The updated parameters can
then be expressed as

�  � � � r � J (� ) ; (3.13)

where � is a hyperparameter called the learning rate. The previously presented
optimizing method is commonly known as stochastic gradient descent (SGD) [14].
There are numerous variations of SGD that include additional techniques, such as
momentum and adaptive learning rates. Some examples of methods include Adam
and RMSprop [17].

Performance measures
A common method of evaluating machine learning models is to use precision, recall
and the F1-score. As an example, consider a binary classi�cation problem where the
labels are either �Positive� or �Negative�. Here, there are four possible outcomes;
that the model classi�es a �Positive� data point as �Positive�, a �Negative� data
point as �Positive�, a �Positive� data point as �Negative� or a �Negative� data point
as �Negative�. This can be visualized as a confusion matrix, which is seen in Tab.
3.1.
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Table 3.1: Example of a confusion matrix where there is a �Positive� and
�Negative� class.

Predicted Positive Predicted Negative
Actual Positive True positive False negative
Actual Negative False positive True negative

The precision and recall can be computed using the following equations

precision=
True positives

True positives+ False positives
;

recall =
True positives

True positives+ False negatives
;

(3.14)

that is, the precision value is a ratio of how many of the predictions for one class that
were correct, while the recall is a ratio of how many of the total number of instances
for one class that were correctly classi�ed [22]. The F1-score, also referred to as the
balanced F measure, is a measurement of the harmonic mean of the precision and
recall [22], and can be calculated according to the equation below.

F1 = 2 �
precision� recall
precision+ recall

(3.15)

For a case when there are multiple classes, the precision, recall and F1-score is
computed for each class. To asses the overall performance of the model, it is common
to compute the average over each performance measure, which is referred to as macro
averaging [23].

Another common approach is to compute the balanced accuracy when the dataset
used is imbalanced. The balanced accuracy is computed by summarizing the class
accuracies for each class and divide by the total number of classes [24]. This could
be seen as the average of the recall value for each class. For the example above,
where there are two classes, the balanced accuracy would be computed using

Balanced accuracy=
1
2

(recall(Positive) + recall(Negative)) : (3.16)

The bene�t of computing the balanced accuracy is that it considers potential class
imbalances in the dataset. If instead the accuracy of all combined classes would be
computed from predictions made by a model that is biased towards the overrep-
resented class, the result would be more optimistic. Thus, the balanced accuracy
provides a more accurate indication of the general performance of the model [24].
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3.4.2 Multilayer Perceptrons

Multilayer perceptrons (MLPs), or feedforward neural networks, are composed of
fully connected layers where every node of each adjacent layer is connected [25].
The number of nodes present in a layer is referred to as the size of the layer. MLPs
typically consist of three types of layers; the input layer that processes the input
information, hidden layers that learn hidden features and representations in the
input data, and an output layer that translates the learned information to predictions
[26]. Each node in the hidden and output layers performs the following computation
for each input,

y = �

 NX

i =1

wi x i + b

!

; (3.17)

wherex i is the i th input to the node, wi and b are its associated weights and bias,
while N is the total number of inputs to the node [27] and� is the activation
function. Here,wi and b are parameters that are to be learned by the network [28].
Fig. 3.3 below illustrates a simple MLP with one hidden layer.

Figure 3.3: A simple multilayer perceptron with two input features, one hidden
layer consisting of 3 nodes and an output layer. Each node in the hidden layer is

associated with its own weights and bias. Here,yout is the output from the network.
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3.4.3 Transformer Networks

The transformer is a neural network architecture that stacks encoder and/or decoder
layers and is intended to take sequences of data as inputs [29]. In this thesis, the
decoder is not employed, and will therefore not be covered. Each encoder layer
consists of two sublayers; the �rst is for multi-headed self-attention and second is
a feedforward network. Both of the sublayers have residual connections, and their
outputs are normalized [29].

An illustration of an encoder layer is found in Fig. 3.4.

Figure 3.4: An illustration of a transformer network with L number of encoder
layer. The di�erent components of the transformer have been marked with red

rectangles that have been numbered based their order in the network.
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The input sequence to the transformer is �rst divided into tokens [29]. As an ex-
ample, if the input sequence is a sentence, it can be divided such that each word
within the sentence is a token. Often, a [CLS] token is added to the sequence of
tokens. Its purpose is to capture information about the entire sequence [30]. Next,
each token in the sequence is encoded into an embedding vector that is to be fed
into the transformer. These embedding vectors are then learned during training of
the transformer, and the goal is that a vector should capture the meaning of the
corresponding token [29]. This process occurs within the �rst red rectangle in Fig.
3.4.

The second red rectangle in Fig. 3.4 shows the multi-head self-attention sublayer.
The goal of self-attention is to update each embedding by capturing the signi�cance
of all the other embeddings in relation to the embedding being updated. In other
words, it could be said that the purpose of self attention is to determine how much
each input embedding should contribute to the output, based on the similarity
between the embeddings. To do this, key, query and value vectors are computed
from each embedding vector. These vectors are gathered in the matricesK , Q and
V , respectively. These matrices are calculated with the following equations,

Q = XW q ;

K = XW k ;

V = XW v ;

(3.18)

where X is a matrix containing embedding vectors, whileW q, W k and W v are
weight matrices containing parameters that are learned during training [31]. First,
the dot product of Q and K is computed, resulting in that each embedding vector
is compared with all other embedding vectors. This yields an output that indicates
which embedding vectors that might contain useful information related to a speci�c
input embedding being updated. To get more stable gradients, the output is divided
by the square root of the dimension of the key vectors,dk . Next, the output is passed
through a softmax operation, which will determine how much each embedding will
be in�uenced by other embeddings by assigning weights to them. Finally, each
embedding vector is updated by computing the dot product between the weights
from the softmax operation andV . In doing so, embeddings that hold greater
relevance to a speci�c embedding will have a stronger in�uence on it during the
updating process [29]. The equations to the steps performed in self-attention is
summarized as

Z =
QK
p

dk
;

W = softmax(Z) ;

Y = WV ;

(3.19)

where Z is the scaled output from the dot product betweenQ and K , while Y is
the updated embeddings [29].
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Self-attention can be performed in multiple heads, where each head learns di�erent
parts of the embedding vectors. To this end, each head is assigned its own weight
matrices with trainable parameters for the queries, keys and values. The output from
each head is then concatenated into a single matrix, whereafter the dot product
between this matrix and an additional weight matrix with trainable parameters,
W O, is computed. This �nal step is done to transform the size of the output to
the same size as the input [29]. An illustration of multi-head self-attention where 3
heads are used, is shown in Fig. 3.5.

Figure 3.5: Multi-head self-attention using 3 heads. Here,X is the input to the
multi-head self-attention sublayer andY is its �nal output. Each head has its own

set of weight matrices containing trainable parameters.

The third red rectangle in Fig. 3.4 shows that the encoder makes use of residual
connections, which facilitates the training of deeper networks [32]. The encoder layer
also utilizes layer normalization to improve the learning stability during training, as
well as the generalization of the model. Additionally, layer normalization reduces
the training time [33]. This third red rectangle also shows that the encoder layer
contains a feedforward network [29].

The fourth red rectangle in Fig. 3.4 shows that the output from the encoder is passed
through a �nal MLP. If a [CLS] token has been used, only this token will be input
to the MLP [30]. Next, softmax is used to compute the probability distribution over
all possible classes [29]. This means that the number of nodes in the output layer
of the MLP needs to be equal to the number of classes.
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4
Extracting LiDAR Points on the

Road Surface

In this chapter, the topic of extracting points that belong to a road from a point
cloud is investigated. First, an existing method for �nding all of the points on the
ground plane is detailed, followed by the methodology used in this thesis. Lastly,
the performance of the proposed method for extracting ground points is presented.

4.1 Methodology and Implementation of the Road
Point Extraction Algorithm

The extraction of road points is divided into two stages. The idea of the �rst
stage is to utilize the scan pattern of the LiDAR to �nd points in the point cloud
that are more likely to belong to drivable road. The LiDAR sensor used scans its
environment in a unidirectional manner, which is illustrated in Fig. 4.1a. At the
same time, points of the point cloud that belong to the road surface have a tendency
of spreading out in line-like formations, as seen in Fig. 4.1b. These two factors mean
that road points that are placed side by side also will be indexed next to each other
in the point cloud.

To �nd the road points that are more likely to belong to the road, three di�erent
starting points were de�ned. The �rst starting point was located at the center of the
ego vehicle along its latitudinal axis, while the remaining starting points were placed
with a � 1:5 meters o�set from the center. This o�set ensured that nearby vehicles
positioned closely in front of the ego vehicle, which could obstruct the view of the
LiDAR from the initial starting point, were prevented from causing any potential
interference. By assuming that the width of a typical vehicle is approximately 2
meters, using an o�set of 1.5 meters at each side of the ego vehicle would assure
that at least one of the starting points would have a clear view of the road ahead.
The next task was to �nd points that potentially belong to the line formations seen
in Fig. 4.1b. This was done by collecting all points that lined up with the starting
points in the longitudinal direction, which from now on will be referred to as the
middle points. This is illustrated in Fig. 4.2a.
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4. Extracting LiDAR Points on the Road Surface

(a) A sketch of the scan pattern of the
LiDAR sensor where the LiDAR is

depicted as a green box. The LiDAR
scans its environment in a

unidirectional manner.

(b) A LiDAR scan of the road and its
surroundings. The points that belong
to the road are located within the red

bounding box.

Figure 4.1: An illustration of the scan pattern and the resulting line formations
located on the road.

For each gathered middle point, another point indexed at a prede�ned number of
steps,Sstep, before the middle point was examined to see if it belonged to the line.
If the heights of the points and the distances between the points in longitudinal-
latitudinal plane did not di�er more than their respective threshold, Thheight and
Thlon,lat , both points and all intermediate points were considered to belong to the
line formation. This search continued until one of the thresholds were exceeded,
whereafter the search continued in the other direction, that is, by examining the
points that were indexed after the middle point. When all the points of the line had
been found, the line and its points were stored for further processing. The method
of �nding all points belonging to a line is illustrated in Fig. 4.2b and was repeated
for all gathered middle points.

When all middle points had been examined, the process was repeated using the line
formation that contained the most number of points as reference. This time, ten
starting points were uniformly spread out along the horizontal direction of the line.
This was done to capture as many lines as possible, since the occurrence of obstacles
or other vehicles could form gaps in the line formations belonging to the road. The
reason for choosing the line containing the most number of points as a reference
was that it most likely was a longer line, thus increasing the chance of capturing
missed line segments. Another method would be to compute the actual longest line
based on the coordinates of the lines end points, however, the formerly mentioned
method was deemed to perform su�ciently well in regards to capturing the missed
line segments.
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4. Extracting LiDAR Points on the Road Surface

(a) An illustration of how the middle
points are collected. All points that are
lined up with the starting points in the

direction of the red arrows are
considered as middle points for the
horizontal scan lines of the LiDAR.

(b) An illustration of the search for
lines. The green circle symbolizes the

middle point, the yellow circles
symbolize the examined points and the
red arrows show the search direction.

Figure 4.2: An illustration of the process for �nding line formations.

After the actions of the �rst stage had been performed, line formations that were
elevated above the ground plane might be amongst the gathered lines. The reason
for this is that the proposed method does not consider at which height the lines
are located at. As an example, if the ego vehicle is driving towards a tunnel that
is captured by the LiDAR, lines that are placed above the entrance of the tunnel
will be considered as valid line points. The purpose of the second stage is therefore
to �lter the found lines, such that only lines at ground level are kept. To this end,
the GPF technique by Zermas et al. [10], presented in section 3.1, was used to
�lter out all points that did not belong to the ground surface. When the distance
in the longitudinal direction increased, the number of LiDAR scan lines on the
road decreased. This means that the segments used in the GPF algorithm that
were further away from the ego vehicle could end up containing no road points.
Additionally, higher elevated objects, such as an overpass, could potentially still be
visible within these segments. If the scan lines of such an object were to be caught
by the algorithm for �nding line formations, the estimated ground plane in this
segment would be placed well above the true ground plane.
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4. Extracting LiDAR Points on the Road Surface

By examining several point clouds, it was found that the scan line formations of
the LiDAR had stopped being located on the road, or occurred with a much lower
frequency, at distances higher than 55 m for �at roads. Two example cases for this
are shown in Fig. 4.3, where the blue points represent the point cloud obtained by
the LiDAR and a red line is placed at 55 meters from the ego vehicle. With this
observation in mind, the algorithm for extracting road points was only applied to
points within 55 meters.

(a) Example case 1 (b) Example case 2

Figure 4.3: Visualisation of the sparsity of LiDAR scan lines on �at roads as the
distance from the ego vehicle increases. The blue points represent the LiDAR

point cloud while the red line marks the distance of 55 meters from the ego vehicle.

4.2 Evaluation and Analysis of the Road Point
Extraction Algorithm

To evaluate the performance of the road point extraction algorithm, the points of
the point cloud were coloured in di�erent colours based on if they had been classi�ed
as road points, �ltered away during the search for line formations or removed by the
GPF algorithm. Using the coloured points, the result was only examined by looking
at the coloured sections, while no numerical analysis was conducted. The reason for
this was that no ground truth was available to identify which points belonged to the
road or not. The evaluation process was carried out by investigating the following
questions.

ˆ How many road points were correctly classi�ed as road points?

ˆ How many points were incorrectly classi�ed as road points?

ˆ How many road points were not found by the �rst stage of the algorithm, that
is, at the search for line formations that belonged to the road?
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4. Extracting LiDAR Points on the Road Surface

ˆ How many road points were removed by the GPF algorithm?

ˆ How many of the points located above the road were removed by GPF?

ˆ How did the method perform when other vehicles were present?

ˆ How did the method perform on curved roads?

The result of the road point extraction algorithm is shown in Fig. 4.4 and 4.5, where
the yellow points have been classi�ed as road points, blue points represent points
that have been �ltered away during the initial search for lines and the red points
are points that was removed by the GPF algorithm.
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4. Extracting LiDAR Points on the Road Surface

(a) Extraction of road points on a
straight empty road.

(b) Extraction of road points when
driving under an overpass.

(c) Extraction of road points when
driving on a curved road.

(d) Extraction of road points when
driving into a roundabout.

Figure 4.4: Performance of the road point extraction algorithm in di�erent
settings. Yellow points have been classi�ed as road points, blue points represent
points that have been �ltered away during the initial search for lines and the red

points are points that was removed by the GPF algorithm.
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4. Extracting LiDAR Points on the Road Surface

(a) A scene where a vehicle is driving
further away from the ego vehicle on a

straight road.

(b) Extracting road points from a scene
where two vehicles are driving towards
the ego vehicle. An entrance to a side

road present on the right.

(c) Extraction of road points when
driving next to other vehicles.

(d) Extraction of road points at a close
proximity to other vehicles

Figure 4.5: Performance of the road point extraction algorithm in di�erent
settings where vehicles are present. Yellow points have been classi�ed as road

points, blue points represent points that have been �ltered away during the initial
search for lines and the red points are points that was removed by the GPF

algorithm.
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4. Extracting LiDAR Points on the Road Surface

In all of the �gures, most of the points on the road are correctly classi�ed. It was
however noticed that some of the road points were excluded in the process of �nding
line formations. This can especially be seen when the distance to the line formation
is increased, as in Figs. 4.4a, 4.4b, 4.5a. In Fig. 4.4c, it is also seen that the found
line formations sometimes extend to areas outside of the road. A similar behaviour
can be observed in Fig. 4.5b, where the algorithm manages to �nd lines at the
entrance of a side road.

When examining the e�ect of the GPF algorithm, it is seen that it successfully
manages to remove points that have a much higher elevation than the ground plane,
as in Fig. 4.4a where the ego vehicle drives under an overpass. The GPF algorithm
also removes the outlier points that occurs close to the ego vehicle in some of the
�gures. However, Figs. 4.4d and 4.5d show that points closer to the ground plane,
such as those on sidewalks or on the lower parts of vehicles, are sometimes considered
as being part of the road. Additionally, it is found that the GPF algorithm also
excludes some of the points that are further away from the ego vehicle, as seen in
Figs. 4.4a and 4.5a.

Figs. 4.4d and 4.5 show the performance when other vehicles are included in the
point cloud at various distances. When points belonging to these vehicles are cap-
tured in the found line formations, the GPF algorithm often does not remove the
points that are close to the ground. It can also be noticed that the presence of other
vehicles easily obstruct the LiDARs view of road patches, as seen in Figs. 4.5c and
4.5d.

Fig. 4.4c shows the extraction of road points on a curved road. It is seen that the
algorithm manages to correctly classify almost all of the road point, and only fails at
longer distances from the vehicle. A more challenging scene is presented in Fig. 4.4d,
where the ego vehicle is driving into a roundabout. Here, it can be observed that
all of the close road points are classi�ed successfully. It can however noticed that
the points that are placed further away from the vehicle in the latitudinal direction
are not found when searching for line formations. Furthermore, the sidewalk at the
base of the roundabout is falsely classi�ed as belonging to the road.
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5
Point Cloud Accumulation

This chapter is dedicated to the process of accumulating point clouds. First, the
approaches implemented in this thesis are explained, after which the performance
of the methods is presented. Accumulating point clouds allows for the creation of
denser and more detailed point clouds by merging data from di�erent time instances.
Obtaining denser point clouds is desirable since it could provide more information
about the road state.

5.1 Proposed Approach for Point Cloud Accumu-
lation

When accumulating points from di�erent time instances, two di�erent methods were
compared; one that transformed the points from the previous time instance using
the sensor data of the velocity and orientation of the ego vehicle, and another that
used ICP with the transformation of the �rst method as initial guess for the rotation
matrix.

5.1.1 Using Transformations Based on Vehicle Motion

A global reference system was de�ned with its origin at the center of the INS sensor
at the time instance of the �rst INS measurement. The reason why the INS sensor
was chosen as a reference point was because it is the location from which the velocity
and orientation of the vehicle is measured. From this global reference frame, the
change of the vehicle's position and orientation were tracked using the Kalman
�lter estimations and INS measurements, respectively. To accumulate point clouds
from multiple time instances, Eq. (3.1) was used. Here, the translation vectoru
represents the change in position since the �rst measurement of the INS sensor, and
was therefore set to be equal to the current position of the vehicle. Similarly, the
rotation matrix R, was set to the represent current orientation of the vehicle in the
global reference system.
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5. Point Cloud Accumulation

By denoting x as the coordinate in the longitudinal direction,y as the coordinate in
the latitudinal direction, z as the elevation and' , � and  as the rotations around
the respective axes, the global position and orientation of the vehicle were described
as

V pos =

2
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4

x
y
z

3

7
5 ; V ori =

2

6
4

'

�
 

3

7
5 : (5.1)

To compute the orientation in the global reference system, the change in orientation
was �rst computed and added to the current global orientation of the vehicle,

V t
ori = V t � 1

ori + ( V t
ori,INS � V t � 1

ori,INS ) ; (5.2)

where V ori,INS is the orientation of the vehicle measured by the INS. Afterwards,
the result was used to computeR, as described in Eq. (3.2). Since the velocity
measurements provided by the INS were measured in its local reference system,
they had to be rotated according to the equation

vglobal = Rv INS ; (5.3)

where vglobal is the velocity in the global reference system andv INS is the velocity
in the reference frame of the INS. The global velocity is then used as measurement
input to the Kalman �lter when tracking the position, V pos.

When computing the change in position between two point clouds, the position of
the LiDAR in the reference system of the INS had to be computed for both time
instances. Fig. 5.1 illustrates the LiDAR position in terms of spherical coordinates,
where dl is the distance to the center of the LiDAR from the origin of the INS
reference frame. The position of the LiDAR was then converted from spherical to
rectangular coordinates using the following equations,

lx = dl cos� cos ;

ly = dl cos� sin ;

lz = dl sin� ;

(5.4)

which made it possible to express the position in vector form,

L pos =

2

6
4

lx
ly
lz

3

7
5 : (5.5)

The change in position was then computed with the following equation,

u = ( L t
pos(�

t ;  t ) + V t
pos) : (5.6)

32



5. Point Cloud Accumulation

Figure 5.1: An illustration of the LiDAR's position in the reference frame of the
INS sensor in terms of spherical coordinates, wheredl is the distance to the origin

of the LiDAR, � is the pitch angle and is the yaw angle. The LiDAR is
represented by the green box, while the blue box symbolizes the INS sensor.

5.1.2 Using Transformations Based on Vehicle Motion and
ICP

In section 3.2.3, it was explained that an initial guess for the transformation matrix
is required when using ICP. To �nd this initial guess, the methods for computing
the translation vector and rotation matrix introduced in subsection 5.1.1, was used.
Since the ICP algorithm matches point correspondences, it works best with the
presence of rigid objects, such as buildings, stationary vehicles and road signs, as
well as objects with distinct features, such as corners or edges. However, some
objects make it harder for ICP to �nd suitable point correspondences. For example,
a moving vehicle could make the algorithm try to match point correspondences
on the vehicle, even though it has traveled a distance in between the point cloud
instances. A consequence of this could be that the point clouds become misaligned.
Another example of objects that could reduce the accuracy of the ICP algorithm
are bushes, which lack distinct features. To reduce the e�ect of less distinct objects,
the ICP algorithm was only applied to limited area around the ego vehicle.
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5. Point Cloud Accumulation

5.2 Qualitative Evaluation of Proposed Point Cloud
Accumulation Methods

In this section, the evaluation process of the two accumulation methods is detailed.
Subsequently, the resulting performance of both methods is presented.

5.2.1 Evaluation of Point Accumulation Methods

The evaluation of both point cloud accumulation methods was performed by visu-
alizing the alignment of point clouds from two adjacent LiDAR scans and observing
how much they deviated from each other. When comparing the di�erent methods
to each other, 5 minutes of driving time was analyzed. Of these 5 minutes, 4 were
on and around a highway, while the remaining minute took place in a suburban
area. The performance of the di�erent methods were compared in terms of whether
the alignment was considered successful or not. For the method using ICP, the area
around the ego vehicle was adapted from case to case, but used a default range of 0
to 100 m in the longitudinal direction and -20 m to 20 m in the latitudinal direction.

Finally, both methods were integrated with the road point extraction algorithm and
tested by accumulating a series of LiDAR scans. For the method using ICP, this
meant that the full point cloud from the previous time instance had to be stored,
such that it could be used to �nd point correspondences with the newly obtained
point cloud. The methods were then compared to see if they performed di�erently.
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5. Point Cloud Accumulation

5.2.2 Point Cloud Accumulation Result

Figs. 5.2 and 5.3 show the result when aligning two subsequent point clouds using
homogeneous transformations alone and homogeneous transformations together with
ICP. Here, the result from using only a homogeneous transformation is displayed in
the left column, while the combination of a homogeneous transformation and ICP
is presented in the right column. Additionally, yellow points represent a point cloud
obtained at time t, while blue points belong to a point cloud obtained at timet + 1.

(a) Only homogeneous transformation. (b) Homogeneous transformations and
ICP.

(c) Only homogeneous transformation. (d) Homogeneous transformations and
ICP.

Figure 5.2: Comparison of the two aligning methods on roads that are
surrounded by trees. Yellow points represent a point cloud obtained at timet,

while blue points belong to a point cloud obtained at timet + 1.
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(a) Only homogeneous transformation. (b) Homogeneous transformations and
ICP.

(c) Only homogeneous transformation. (d) Homogeneous transformations and
ICP.

Figure 5.3: Comparison of the two aligning methods on a highway. Yellow points
represent a point cloud obtained at timet, while blue points belong to a point

cloud obtained at time t + 1.

Fig. 5.2 shows the typical environment that was present in the available data. In
these cases, none of the methods manage to correctly align the point clouds, due to
the blue points being more visible than the yellow points. This behaviour is most
prominent in Figs. 5.2c and 5.2d. Additionally, Figs. 5.3a and 5.3b present an
example where the method using ICP misaligns the point clouds, even though the
alignments from the homogeneous transformation was seemingly good. The reverse
case is visible in Figs. 5.3c and 5.3d, where the method using ICP corrects the
misalignment made by the homogeneous transformation.
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5. Point Cloud Accumulation

Figs. 5.4 and 5.5 show the performance of both methods when accumulating road
points over multiple time instances.

(a) Only homogeneous transformation. (b) Homogeneous transformations and
ICP.

(c) Only homogeneous transformation. (d) Homogeneous transformations and
ICP.

Figure 5.4: Accumulation of road points over multiple time instances. Viewed
from the side.
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(a) Only homogeneous transformation. (b) Homogeneous transformations and
ICP.

(c) Only homogeneous transformation. (d) Homogeneous transformations and
ICP.

Figure 5.5: Accumulation of road points over multiple time instances. Viewed
from above.

When comparing the methods, it is observed that the performance was similar,
although it was noticed that the method using ICP more often aligned the elevation
of the road points better, as is seen when comparing Fig. 5.4a with Fig. 5.4b. Still,
the performance of both methods often faltered in this regard, resulting in that the
road points �oat above or below the ground plane. When looking at the road points
from above, see Fig. 5.5, it is observed that the performance is mostly the same
for both methods. However, Fig. 5.5d shows that it is possible for the ICP-based
method to completely misalign point clouds and start accumulating the road points
wrongly. While the method using ICP could be unpredictable, the method using
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5. Point Cloud Accumulation

only homogeneous transformations always resulted in adequate alignments in the
longitudinal-lateral plane, as seen in Fig. 5.5c.

To combat the worst of the misalignments, a set of thresholds were de�ned based
on the measurements of the accelerations and angular rates. These thresholds were
chosen because it was observed that the performance of the accumulation method
decreased when the vehicle accelerated or made a turn. When one or more of the
thresholds were not met, the algorithm did not align the related point cloud, but
kept the previous accumulated points such that the next point cloud could be added.
The thresholds are presented in Tab. 5.1, whereax and ay symbolize the acceleration
in the direction of respective axes and! ' and ! � denote the angular rate around
the x- and z-axis.

Table 5.1: Thresholds used in the point accumulation algorithm.

Thresholds
-0.3 < ax < 1.5
-0.8 < ay < 0.8

-2 < ! ' < 2
-5 < !  < 5
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6
Road State Dataset

This chapter describes the process of creating a dataset containing LiDAR points
labeled with both friction coe�cients and surface conditions. The �rst section ex-
plains how LiDAR data was matched with measurements from the RCM, and what
data was collected. In the second section, an overview of the road state dataset is
presented.

6.1 Creating a Road State Dataset using Auto-
matic Annotation

The creation of the road state dataset was divided into two parts, one for gathering
features of every point in the point cloud and the position of the vehicle, and the
other for collecting the points containing road state information. An overview of
both parts and their components is illustrated in Fig. 6.1.

In the �rst part, a �le containing one minute of LiDAR data, with a scan frequency
of 5 Hz, was replayed. While replaying the �le, the position of the vehicle, as well
as all of the road points in the LiDAR scans, were mapped. For every point, a set
of characteristic features were collected, namely the original coordinate of the point
before being transformed; the re�ectance value; the return index; the distance, as
well as the elevation and azimuth angle of the point with respect to the LiDAR; the
elevation of the point; and �nally an identifying number of the LiDAR scan. The
coordinates of the points in the point clouds were given in rectangular coordinates.
Thus, the distanced to the point from the origin of the lidar sensor was calculated
with the formula for the Euclidean distance,

d =
q

x2 + y2 + z2 ; (6.1)

while the elevation angle� and azimuth angle were computed using equations for
conversion of rectangular coordinates to spherical coordinates,

� = arcsin
z
d

;

 = arctan
y
x

:
(6.2)
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6. Road State Dataset

Figure 6.1: An overview of the process of creating a road state dataset.

Additionally, the elevation was de�ned as the height of the point in relation the
ground at the vehicle's current position. To compute this feature, the distance from
the ground to the lidar was added to thez coordinate of every point.

When replaying the �le containing the LiDAR point cloud, another �le containing
measurements from the RCM was replayed simultaneously. Every time a new mea-
surement was received, it was stored together with the global position of the vehicle
and the related rotation matrix based on the current global orientation.

After replaying the data �les, the second part of the dataset creation was initiated,
where the goal is to match points together with their corresponding RCM mea-
surement. To this end, a bounding box was placed with its center in the location
of the RCM measurement, which was computed using the stored position and the
dimensions of the ego vehicle. An illustration of this is showed in Fig. 6.2. All
points that ended up inside of the bounding box were then stored, together with
their characteristic features, RCM measurement and an identifying number of the
bounding box that was used to extract the points. That is, all points within the
bounding box was assigned the same surface condition and friction coe�cient.
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6. Road State Dataset

Figure 6.2: An illustration of the bounding box used to match points with RCM
measurements. The black box with a red line coming out of it symbolises the

RCM. The green circles represent points that will be labeled with RCM
measurements, while the yellow circles are points that will not be used.

The method for creating a road state dataset relied on that the road points could be
accumulated over multiple time instances. However, section 5.2.2 showed that the
proposed accumulation methods performed rather poorly. Since the method using
ICP was deemed unpredictable, the accumulation of point clouds when creating the
road state dataset was performed using only homogeneous transformations.

The RCM collected measurements in a small area directly in front of the right
tire of the ego vehicle, at an interval of 1 Hz. Due to the low frequency of these
measurements, the bounding box used to gather road points was chosen to be larger
in the longitudinal direction, and was set to 1.5 meters. The height of the bounding
box was set to 3 meters, because of the previously mentioned behaviour of �oating
points inherited from the accumulation method. Finally, the width of the bounding
box was set to 0.5 meters. The process of collecting road points for the road state
dataset is visualized in Fig. 6.3, where the green box symbolizes the origin of
the INS sensor and the red bounding box is used to match the points with RCM
measurements.
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Figure 6.3: The process of collecting labeling road points with RCM
measurements. The green box symbolizes the origin of the INS sensor and the red

bounding box is used to collect the LiDAR points.

The following list summarises the content of the created dataset.

ˆ Original point coordinates.

ˆ The re�ectance value of the point.

ˆ The return index of the point

ˆ The distance to the point from the LiDAR.

ˆ The elevation and azimuth angle to the point with respect to the LiDAR.

ˆ The elevation of the point.

ˆ The index of the LiDAR scan the point belonged to.

ˆ The extraction ID, meaning the ID of the bounding box used to match the
point with the RCM data.

ˆ The surface condition of the point.

ˆ The friction coe�cient of the point.
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Most of the data was gathered in northern Sweden during January, February and
March. Some data was also collected in Gothenburg during the month of April.
When gathering the data, road sections containing sharp turns or sequences where
other vehicles were driving close in front of the ego vehicle were mostly excluded.
Furthermore, all data was gathered in conditions where the environment could be
examined using the related camera feed. Therefore, no data was collected during
nighttime.

6.2 Overview of the Dataset

After the road state dataset had been created, its content was examined from vari-
ous aspects. The variety of points from di�erent surface conditions was investigated
to see if there were any classes that was over- or underrepresented. It was also of in-
terest to observe if the distribution of di�erent features di�ered based on the surface
condition or friction coe�cient. Since the re�ectance value was suspected to be the
key component when estimating the road state with the LiDAR, its distribution was
examined in relation to other features to determine if any distinguishing patterns
between could be found.

Fig. 6.4 shows the amount of labeled points for each surface condition, where the
exact number of points for a surface condition is displayed above its corresponding
bar. It is seen that the dataset is imbalanced, where the surface conditions dry
and icy have most data, while wet is the surface condition with the least number of
labeled points.

Figure 6.4: The number of points for each class in the dataset, where the exact
number of points for a surface condition is displayed above its related bar.
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The distribution of the distance to the points from the LiDAR in the dataset is
found in Fig. 6.5. Most of the gathered points were located at a distance of between
6-12 meters from the LiDAR. It is also observed that the number of points decreases
as the distance increases, and that there are few points within the interval of 30 to
50 meters.

Figure 6.5: The distribution of the distance between the LiDAR and the points
in the dataset.
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The re�ectance of the points for each surface condition is visualized in Fig. 6.6.
Here, it is evident that all surface conditions have peaks in the lower range of
the re�ectance values. Further, the dry surface condition is more evenly spread
out compared to the other surface conditions. The remaining surface conditions
show a comparable behavior, but with fewer data points between 0.05 and 0.2.
Additionally, Moist, wet, slushy, and snowy surface conditions have their re�ectance
values concentrated below 0.01. Finally, the distribution of icy points exhibits a
peak at 0.025, which represents a somewhat higher re�ectance value than that of
other surface conditions.

Figure 6.6: The distribution of the re�ectance values for each surface condition.

47



6. Road State Dataset

Fig. 6.7 shows the re�ectance values for each surface condition and the distance
from the LiDAR at which the points where located. It is seen that the �gures for
moist, wet and snowy surface conditions look similar, but that the moist and snowy
points both have more points and higher re�ectance values than wet points when
the distance is between 10 and 20 meters. Below 10 meters, the snowy surface
condition has some points with higher re�ectance values, while the wet points have
few re�ectance values that exceed 0.025. As for the dry surface condition, it can be
observed that when the distance increases, points with relatively high re�ectance
values can still be found. In the interval between 10 and 20 meters, the re�ectance
values of points are mostly found around 0.01, 0.06 and 0.130. The number of points
after 20 meters are much fewer, though re�ectance values are still found at 0.01 and
0.06 in the interval between between 20 to 30 meters. The �gures for slushy and icy
surface conditions look similar to each other, in the sense that most of their points
are located at around 7 meters and that the re�ectance values are quite low as the
distance increases. However, icy points generally have higher re�ectance values, and
more of these points are found at distances up to 30 meters.

Figure 6.7: The re�ectance value of the points for each surface condition, as well
as the distance from the LiDAR the points were located at.

The distribution of the friction coe�cients for every surface condition is displayed
in Fig. 6.8. Most of the points belonging to the dry, moist, wet and slushy surface
conditions have friction coe�cients around 0.8. However, the distribution for slushy
points has more points in the interval between 0.4 and 0.8. The points for snowy
and icy surface conditions are on the other hand distributed in the interval between
0.2 and 0.6. It is observed that both have peaks around 0.4, though points for snow
seem to be more evenly distributed.
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Figure 6.8: The distribution of the friction coe�cients for every surface condition.

Fig. 6.9 shows the friction coe�cient for di�erent surface conditions and the corre-
sponding re�ectance value of each point. When looking at the �gures, it is seen that
re�ectance values greater than 0.1 tend to be associated with higher friction coef-
�cient measurements, and that these higher re�ectance values occur for dry, moist
and slushy surface conditions. Further, when examining the �gures in the interval
of 0 to 0.1 of the re�ectance values, it is noticed that the friction coe�cients range
from roughly 0.2 to 0.8 for all surface conditions.

Figure 6.9: The friction coe�cient of each point for the di�erent surface
conditions, as well as the corresponding re�ectance value.
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In Fig. 6.10, the distribution of the return index for every surface condition is
presented as a probability density function. Most of the points for all classes have
return index 1, while slushy, snowy and icy surface conditions have a few more points
with higher return indices than the rest of the surface conditions.

Figure 6.10: The distribution of the return index for every surface condition as
probability density functions.
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Fig. 6.11 shows the distribution of the friction coe�cients for all return indices
together, as well as for all return indices separately. It is di�cult to �nd any di�er-
ences between the �gure containing all return indices and the �gure containing only
return index 1. At the same time, the number of points with a return index greater
than 1 is signi�cantly lower, and decreases as the return index increases. Also, the
friction coe�cient for return index 1 has more high than low values. Conversely,
the lower friction coe�cient values makes up the majority when the return index is
greater then 1.

Figure 6.11: The distribution of friction coe�cients for all return indices
together, as well as for all return indices separately.
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7
E�ects of Various Road Surfaces

on LiDAR Features

This chapter provides an explanation of the analysis process for the re�ectance value
and the return index. Furthermore, it presents the outcomes of this analysis, and
highlights the signi�cance of these features in characterizing the di�erent surface
conditions.

7.1 Re�ectance Value and Return Index

To better understand how di�erent surface conditions a�ect the re�ectance value
and return index, two di�erent types of plots were created; one for examining the
re�ectance value and another for examining the return index. The LiDAR used
in this thesis receives re�ectance values between 0 and 2. Thus, a jet colormap
was created that ranged between these values. When visualizing a point cloud, the
re�ectance value of each individual point was used to assign it a color. This way,
points with a lower re�ectance value were represented by a blue color, while points
with a higher re�ectance value were represented by a red color. Since all of the
points on the road tended to have a low re�ectance values, they were multiplied
with a scaling factor of 12 to be able to distinguish between smaller di�erences in
the re�ectance values. To investigate if the return index varied for di�erent road
surface conditions, each point in the point cloud was assigned a colour based on its
return index. Here, only the 5 �rst return indices were examined.
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